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AUTOMATED TRACE EXPLOSIVE EXTRACTION
SYSTEM FOR AIRPORT LUGGAGE
FredyOrnath
TraceguardTechnologies,Inc.,P.O.Box4708,
SegularIndustrialPark,PetachTikva42799,Israel,
GilPerlberg,JehudaYinon,RoyOrnath
A system has been designed which is based on an adaptive,
ﬂexible, glove-like membrane that forms a smaller volume
and hermetic enclosure around the inspected item (checked
or carryon luggage), with minimal stray air around it. This
minimizes the air quantity that needs to be treated, manip-
ulated, and examined, while increasing the “signal-to-noise”
ratio. Clean air is introduced in the enclosure by pulsed jet
nozzles while the air is collected by special suction nozzles.
The blowing and suction nozzles are mounted on the mem-
brane, with maximum eﬃciency due to proximity to the in-
spected surface. Several compression/decompression cycles
allow extraction of air carrying traces of explosives from in-
side the inspected item. The air is then passed through an
electrostatic trap to collect these particles and pass them ﬁ-
nally to a trace analyzer, such as an ion mobility spectrome-
ter (IMS). The automated trace collection is eﬀected without
manual intervention, using a device that collects the particles
using pneumatic methods and mechanical agitation.
Detection time is below 30seconds/per baggage. The sys-
tem allows for remote standoﬀ operation, decreasing the risk
of blast to personnel, whilst the false positive alarm rate is
not more than the false alarm rate of the sensor system. This
is based on testing conducted at Tel Aviv’s Ben Gurion In-
ternational Airport, where over 1000 pieces of hand luggage
were tested using a Smith’s Detection Ionscan 400 ETD.
OPTIMIZING SYSTEM PERFORMANCE IN
HAND-HELD MINE DETECTION
AlanDavison
ArmyResearchLaboratory,199E.4ThStreetSuiteD,
Ft.LeonardWood,MO65473,USA
Eﬀective and safe hand-held mine detection is dependent on
optimizing the man-machine interface. For this to happen
the operator must be optimally trained while the detector
must be designed to be easy to use. That means it must be
simple to operate in a manner that the human is capable of
doing within a practical amount of training, and the infor-
mation provided by the detector must be reliably accurate
and easy for the operator to understand. For humanitarian
deminers,trainingandmanyhoursofusemayeventuallyen-
able ﬁtting the human to the machine, assuming a mistake is
notﬁrstmade.Butforsoldiers,whohavemanyothertasksin
whichtheymustalsocontinuouslymaintainskills,thedesign
of both the detector and the training task must be as simple
as can be safe and eﬀective.
The Army Research Laboratory in collaboration with
Carnegie Mellon University, the University of Missouri-
Rolla,andLincolnUniversityhasconductedvariousresearch
studies pertaining to hand-held mine detection. The results
of these studies are providing guidance for improved detec-
tor design, improved training techniques, and better training
tools and facilities. The objectives of these studies have been
to optimize soldier performance with the detector.
Thesestudieshavefocusedonmethodsforrejectingclut-
ter,inﬂuenceofdistractersonprobabilityofdetection,learn-
ing decay over one- to three-month intervals, eﬀectiveness of
computer-based instruction, and potential for supplement-
ing detection with visual techniques.2 Journal of Automated Methods and Management in Chemistry
Thispresentationwillsummarizetheﬁndingsfromthese
studies and present recommendations for improving Sol-
dier’s hand-held mine detection performance.
OPTIMIZING THE IMMOBILIZATION OF BOVINE
PULMONARY ARTERY ENDOTHELIAL CELLS INTO
POLY(DIMETHYLSILOXANE) MICROCHANNELS
DanaSpence
WayneStateUniversity,5101CassAvenue,Detroit,
MI48202,USA
A microﬂuidic-based circulatory vessel comprised of bo-
vine pulmonary artery endothelial cells (bPAECs) within
poly(dimethylsiloxane) PDMS-based channels is described.
Here, the optimal concentration, incubation temperature,
and period of incubation time for ﬁbronectin and bPAECs,
two components of the immobilization, are described. To
optimize the number of viable cells adhered to the chan-
nels, varying concentrations of ﬁbronectin ranging from
1μg/mL to 500μg/mL were incubated in a PDMS-coated
24-well sterile plate, aspirated oﬀ, and a cell suspension
(>50,000cells/mL) was added to each well. The incubation
time (0 to 90 minutes) and temperature (25◦Ct o3 7 ◦C) were
also examined in a similar manner. For bPAECs, the opti-
mal period of cell incubation on ﬁbronectin-coated PDMS
and the appropriate density of cell suspension for conﬂuency
were established. Results suggest that ﬁbronectin concentra-
t i o n ,a sw e l la si n c u b a t i o nt e m p e r a t u r e ,i m p a c t st h en u m -
ber and viability of cells that adhere to the PDMS surface.
Fibronectin concentration was determined to be optimal at
50μg/mL and a 10% increase in the number of viable cells
was observed when the incubation temperature was raised
to 37◦C. A correlation exists between the number of viable
cells on the PDMS and an increase in the incubation time
of the cells, as well as an increase in bPAEC density. The
optimal bPAEC incubation time was determined to be 120
minutes with the bPAEC solution having the highest den-
sity (150,000cells/mL) becoming conﬂuent in the well plate
within a few hours, while dilutions of the solution were still
not conﬂuent after an overnight incubation. The incubation
time of ﬁbronectin has little eﬀect on the average number of
cells that grow on the plate after 15 minutes. These results
were then applied to create a more reproducible biomimetic
system using microﬂuidic technology for studying multiple
cell lines in a microchannel.
A MICROFLUIDIC DEVICE FOR LONG-TERM
CHEMICAL MONITORING OF LIVING CELLS
RobertT.Kennedy
DepartmentofChemistry,UniversityofMichigan,
930N.University,AnnArbor,MI48109-1099,USA
Microﬂuidic devices are valuable tools for studying cells and
are potentially compatible with long-term cellular measure-
ments. It is possible to integrate and automate several func-
tions on one chip, including sample collection from cells,
injection of the sample, and detection of analytes. Further-
more, it is simple to manipulate the cellular environment in
a microﬂuidic space, allowing for good temporal resolution
for monitoring. Previously, we developed a device that can
maintain living cells in culture and monitor their secretion
at6-secondintervalsbyanelectrophoresis-basedimmunoas-
say. The device has been applied to monitoring insulin secre-
tion from single islets of Langerhans over periods of 2hours.
Inthepresentwork,wedescribedevelopmentsthatallowthis
device to be used for monitoring over periods of 1–5 days.
Previously, long-term continuous monitoring on the chip
was limited by degradation of reagents and electrophoresis
buﬀers. To resolve this problem, in the modiﬁed chip, all
reagents were continuously perfused into the device with a
gaspressuresystem,soonlyfreshreagentswereusedforanal-
ysis. The introduction of particulates, which clog the mi-
croﬂuidic channels, prevented long-term immunoassay sta-
bility. The source of the particulates was determined to be a
componentofthegaspressuresystemandwasthenreplaced.
Failure of the electrical relay, which controlled the sample in-
jection, also hindered the immunoassay stability; this prob-
lem was solved by using a relay rated for longer operation
(1×109 cycles). With these modiﬁcations, the immunoassay
had a 4% RSD over 24 hours of continuous operation and
a detection limit of 0.9nM. The long-term monitoring chip
willnowbeusedfornovelexperimentsthatrequiremeasure-
ments of slowly developing phenomena of islets such as tem-
poral changes that result from time in culture and eﬀects of
lipids.
ON-SITE SPOT SAMPLING OF WATER USING SPME
FIBERS AND PDMS THIN FILMS WITH A CONTROLLED
AGITATION TECHNIQUE
JanuszPawliszynandZhipeiQin
DepartmentofChemistry,UniversityofWaterloo,
200UniveristyAvenueWest,Waterloo,ON,CanadaN2L3G1
Field sampling is often inﬂuenced by many environmen-
tal variables such as temperature, turbidity, and water ﬂow.
WhenusingSPMEforﬁeldsampling,manyofthesevariables
can be eliminated or minimized. SPME extraction is depen-
dentuponextractionconditionssuchastemperatureandag-
itation. Temperature is not possible to be controlled in the
ﬁeld but we can control the agitation of the ﬁber in the water
sample. Once the agitation is controlled, the concentration
of analytes can be quantitated because the thickness of the
boundary layer, a zone of deﬁned width between the ﬁber
and the bulk of the ﬂuid where no convection occurs, can be
estimated based on empirical formulae. Portable hand-held
stirring devices have been developed using cordless drills. A
special“drillbit”wascreatedtoholdanSPMEﬁberorapiece
of PDMS thin ﬁlm which are the two extraction techniques
used in our experiments. Comparisons between the agitated
ﬁber, the agitated thin ﬁlm, the static ﬁber, and the static thin
ﬁlm were completed and showed that the agitated thin ﬁlm
has the fastest extraction time and the largest capacity. This
is due to the high surface-to-volume ratio of the thin ﬁlmPeter B. Stockwell 3
compared to the SPME ﬁber. We are able to achieve rapid,
reproducible extraction on site using the hand-held stirring
device with very little cost.
A FULLY VALIDATED PASSIVE SAMPLING METHOD FOR
AIRBORNE LOW-MOLECULAR ISOCYANATES
MartinVogel,HartmutHennken,andUweKarst
DepartmentofAnalyticalChemistry,InstituteOfInorganic
AndAnalyticalChemistry,UniversityofMuenster,
Corrensstraße30,Muenster48149,Germany
Isocyanates are important compounds in the ﬁeld of occu-
pational hygiene. They show severe acute toxicity and have
also strong sensitizing properties. Sensitization usually takes
at least several weeks of exposure, but then even very low
concentrations below current occupational exposure limits
(OELs) could trigger life-threatening asthma attacks.
As for the determination of isocyanate concentrations
in air, all routine and standard measurements are based on
active sampling methods. In recent years, passive sampling
methods have proven great eﬀectiveness and reliability for
air monitoring applications for many airborne analytes. Re-
garding isocyanates, there are up to now only two fully val-
idated passive methods for methyl isocyanate (MIC) known
from the literature [1, 2], as well as an early approach [3]r e -
porting a passive dosimeter for toluene diisocyanate (TDI).
Furthermore, a method for diﬀusion-controlled sampling of
TDI and hexamethylene diisocyanate (HDI) using SPME de-
vices has been reported.
In this paper, we present a fully validated diﬀusive sam-
pling method for the determination of airborne methyl
(MIC), ethyl (EIC), and phenyl (PhIC) isocyanates us-
ing 4-nitro-7-piperazinobenzo-2-oxa-1,3-diazole (NBDPZ)-
coated [4] SDB ﬁlter tapes as collection material. Val-
idation was carried out by active sampling using 1-(2-
methoxyphenyl) piperazine (2-MP) as derivatizing agent.
Sampling intervals were between 15minutes and more than
8hours. Sampling rates ranged from 21.0mL/min for MIC
down to 11.5mL/min for PhIC. The limits of quantiﬁcation
were 1.4ppb for MIC and 1.3ppb for EIC and PhIC applying
15-minutes sampling periods.
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LOW-COST HAND-HELD AND ONLINE SPECTRAL
MEASUREMENT SYSTEMS FOR ENVIRONMENTAL
MONITORING APPLICATIONS
JohnP.Coates
MicroSpectralSensors,284MainStreet,Suite200,Wilton,
ME04294,USA
In 2004, EPA warned against widespread pollution of lakes
and rivers by mercury, dioxin, PCBs, pesticide pollution and
other contaminants. The EPA administrator conﬁrmed that
nearly every time oﬃcials check for pollution, they ﬁnd it.
The Natural Resources Defense Council reported in 2005
that unknown and illicit sewage sources continue to degrade
natural habitats and thereby increasing the risk of infectious
bacteriological diseases in drinking and recreational waters
resulting in 19950 beach closing/advisory days in 2004—a
tenfold increase since 1994.
Keeping the nation’s water supply clean and safe is of in-
creasingconcern,andiscompoundedbytheinabilitytotrace
illicit contamination sources. EPA is identifying endocrine
disruptors from 87000 chemicals. Emerging contaminants
enter waterways through the 90000 municipal, industrial,
pharmaceutical, and agricultural wastewater systems.
Over the next decade, it has been suggested that potable
water resources, on a worldwide basis, will be a more impor-
tant issue than the current concerns about fossil fuels. Tak-
ing into account all of the above comments, it is becoming
increasingly important to have easily deployable instrumen-
tation and sensing systems for the monitoring of all aspects
of water quality.
MicroSpectral Sensors has developed a new miniature,
multiparameter spectral measurement system as a low-cost
solution for ﬁeld-based and online monitoring of environ-
mental contamination threats. These are intended to provide
real-time measurements of a wide variety of contaminants.
This paper will review the applications of this new technol-
ogy to current water-quality measurement methods.
A NEW APPROACH TO LABORATORY INFORMATICS
RobertPavlis
LabtronicsInc.,546GovernorsRoad,Guelph,ON,
CanadaN1K1E3
A laboratory uses a range of informatics components includ-
ing LIMS, CDS, ELN, and ECM/SDMS. The role of each of
these components overlaps and it is not always clear which
solution is the best. For example, which system do you use to
store chromatography results?
Even though these better-known systems handle a lot of
the laboratories’ requirements, there are still key areas that4 Journal of Automated Methods and Management in Chemistry
until recently have no clear solution. Managing manual pro-
cedures and automating small instruments are two key areas.
Other than speciﬁc instrument data systems, the com-
mon informatics products available today are not designed
for real-time management. They play a role in planning the
work for the laboratory and in storing results, but they do
not get involved in the actual analysis process. Consequently,
their ability to manage workﬂow and control analysis is lim-
ited or nonexistent. Real-time management of the laboratory
requires a completely new approach.
This presentation will examine the role of each of the
common informatics components discussing both their
strengthsandweaknesses.Itwillthenhighlightkeyareasthat
are still lacking automation solutions. Finally, it will present
a new concept in informatics that integrates the strengths of
existing components with new real-time management con-
trol capabilities. This new concept redeﬁnes the role of infor-
matics in the laboratory.
ELECTRONIC LABORATORY NOTEBOOKSFOR
ROUTINE PROCEDURES
DaleSeabrooke
LabtronicsInc.,546GovernorsRoad,Guelph,ON,
CanadaN1K1E3
Most electronic laboratory notebooks have been designed to
assist in R&D operations. Many of the key considerations for
these ELNs are based on concepts involving collaboration,
documentation, and protection of intellectual property. This
type of design however does not lend itself well to the re-
quirements of automating routine procedures. For routine
analyses, there is a need to control the information that is
recorded in order to ensure that it fulﬁlls requirements and
follows standards. Unlike the R&D environment, it is not ac-
ceptable or desirable to record any observation or any data
that the analyst feels is appropriate. Instead, the requirement
is for a much more controlled set of data.
In this session, we will highlight key considerations when
investigating an ELN for routine procedures and discuss the
beneﬁts that can be realized by utilizing this technology as
part of a laboratory informatics strategy.
CONNECTING THE LABORATORY TO THE ENTERPRISE
USING WEB SERVICES
DavidShin
ThermoElectronCorporation,18CommerceWay,Suite5000,
Woburn,MA01801
One of the key problems laboratories are trying to solve is
how I make my results available to the people who need
them. How can I help them to make decisions? Laboratories
can have hundreds of diﬀerent instrument and equipment
typesfromdiﬀerent vendors all with diﬀerent software pack-
ages. This talk will discuss how use of web services and XML
can simplify this process for the laboratory and ensure quick
decisions for the business.
FAST TRACK LIMS
GeorgeGallatig,ArlieLowers,andDavidDeSchere
TaratecDevelopmentCorporation,1620WashingtonLane,
WestChester,PA199382,USA
What is special about fast track LIMS? Rigid adherence to
principles of “fast” and “On track” phased implementa-
tion focused on achievable, priority deliverables, rapid de-
cision making, constant monitoring and communication of
progress against deliverables and resolution of issues, and so
forth.
Laboratory information management systems (LIMS’s)
are highly complex systems that support multiple users and
business processes that cross organization boundaries. LIMS
interfaces with a myriad of instruments systems for data col-
lection and helps achieve business goals through integration
with other business systems. Implementation of LIMS is dif-
ﬁcult. The road is littered with LIMS projects that did not
quite meet their intended goals. Projects are frequently late,
run over budget, or stop short of producing the results that
were used to justify the original project.
Fast track LIMS is a proven methodology that gets LIMS
implementation done quickly and keeps it “on track.” “On
track” means that the implementation focuses on the cor-
rectendgoals,isaccomplishedwitheﬃcientuseofbothtime
and resources,and produces an enduring solution that meets
business needs.
This presentation will describe the principles and activ-
ities involved in the fast track methodology. The paper will
address the full LIMS life cycle starting with requirements,
vendor selection, design and build, conﬁguration, and data
loading through going live. The speakers will discuss some of
the typical pitfalls awaiting a LIMS implementation and de-
scribe keys to success or proven ways of addressing these pit-
falls. A case study will be presented highlighting the critical
decisionsthatenabledfasttrackimplementationandreview-
ing barriers to optimal execution.
AUTOMATING CGMP QC LABORATORIES USING
A GMP ELECTRONIC NOTEBOOK SYSTEM
JohnP.Helfrich
VelQuestCorporation,25SouthStreet,Hopkinton,
MA01748,USA
Pharmaceutical R&D and manufacturing have not changed
their fundamental paper-based infrastructure in decades.
The principal reason is that science by nature and regula-
tory requirements resist change. Recently, industry and FDA
have been more aligned with respect to utilizing innova-
tion and technology to bring manufacturing processes into
the 21st century. Leading companies are adopting a new ap-
proach to “automating R&D and compliance,” that is, uti-
lizing innovative technologies (such as ELN strategies) and
building quality into the research, quality, and compliance
infrastructures.Peter B. Stockwell 5
The talk will discuss the current situation in cGMP lab
operations relative to FDA initiatives in manufacturing and
the broad opportunity for electronic lab notebook processes.
The paper will proﬁle an innovative “method-centric” soft-
ware platform, designed to electronically execute and man-
age laboratory protocols, yielding signiﬁcant reductions in
overall method execution cycle times, and electronically cap-
ture all data and metadata in a common repository. Several
large pharmaceutical IT infrastructure design examples will
be outlined.
EASING SOFTWARE VALIDATION AND
IMPLEMENTATION THROUGH THE DEPLOYMENT OF
A MODERN SOFTWARE FRAMEWORK
DavidLeitham
ThermoElectronCorporation,18CommerceWay,Suite5000,
Woburn,MA01801,USA
One of the most onerous tasks for a regulated lab is simply
taking advantage of their investment. The cost and eﬀort of
validatingandimplementinglaboratorysoftwarehaveforced
laboratories to upgrade only every three to ﬁve years to en-
sure a positive return on investment. By using new software
technology, vendors can deliver software that is easier to im-
plement and validate and provides a real beneﬁt to the end
users.
SIMULTANEOUS COEXTRACTION OF MULTISPECIES OF
DIFFERENT ELEMENTS FROM BIOLOGICAL SAMPLES
BY CLOSED-VESSEL MICROWAVE EXTRACTION AND
DETERMINATION BY INDUCTIVELY COUPLED PLASMA
MASS SPECTROMETRY COUPLED TO LIQUID AND GAS
CHROMATOGRAPHY
HowardM.Kingston
DepartmentofChemistry,DuquesneUniversity,600Forbes
Avenue,MellonHall,Room308,Pittsburgh,PA15282,USA
Organometallic species of mercury, lead and tin, and re-
dox states of chromium play important roles in biological
as well as environmental processes because they are highly
toxic and can be of anthropogenic and/or biogenic origin.
A simple and eﬃcient coextraction method was developed
for simultaneous extraction of diﬀerent species of mercury,
lead, organotins, and chromium from biological samples by
using closed-vessel microwave-assisted extraction protocol.
The developed extraction method was validated using certi-
ﬁed reference materials of biological origin and applied to
biological samples. The developed extraction method was
validated by implementing EPA method 6800 as a diagnos-
tic tool for species transformation during extraction and/or
analysis using ICP-MS coupled with both liquid and gas
chromatography. This coextraction method for multispecies
analysis incorporates many beneﬁts of microwave extraction
and method 6800 in terms of speed, low solvent use, accu-
racy of measurement, sensitivity, relative simplicity, as well
as the time saving and convenience of multiple species mea-
surement through sample preparation and analysis as an in-
tegrated step.
AUTOMATED UPLC METHODS DEVELOPMENT:
MONITORING SELECTIVITY CHANGE BY CONTROLLING
STATIONARY PHASE, ORGANIC MODIFIER, PH,
AND TEMPERATURE
EricS.Grumbach,DianeM.Diehl,andJeffreyR.Mazzeo
WatersCorporation,34MapleStreet,Milford,MA01757,USA
UPLC allows chromatographers to get higher-resolution,
faster chromatographic methods by improving system eﬃ-
ciency. In addition to improved eﬃciency, chemical factors
can be manipulated to improve the selectivity and retentiv-
ity of a separation. In this lecture, we explore and measure
how factors such as pH, organic modiﬁer, temperature, and
column chemistry aﬀect separations in UPLC by combining
improved eﬃciency with manipulations of selectivity and re-
tentivity to develop high-resolution chromatographic meth-
ods.
The automation of this approach is implemented with
a new, low-dispersion, 4-position column selection device
which has been introduced to eﬀectively and eﬃciently
screen multiple variables.
In this lecture, we discuss the chromatographic eﬀect
of chemical factors on retentivity and selectivity. By under-
standing these eﬀects, we can formulate a systematic screen-
ing protocol that streamlines the methods development pro-
cess.
A SYSTEMATIC APPROACH TO CONVERT UPLC
CONDITIONS TO HPLC CONDITIONS
XiaoweiSunandLorenWrisley
WyethResearch,AnalyticalandQualitySciences,
401N.MiddletownRoad,PearlRiver,NY10965,USA
UPLC has gained popularity since its introduction in 2004.
UPLC provides faster analysis time and higher eﬃciency
compared to regular HPLC. However, a method that is truly
optimized for UPLC cannot be run directly on a traditional
HPLC system, mainly due to pressure limitations. It can be a
dilemma for analysts or lab managers when deciding which
technique will be used for a routine analytical method since
they are considered two diﬀerent methods and there is no
easy way to transfer (or translate) methods between UPLC
and HPLC to ensure, most importantly, equivalent selectiv-
ity.
A systematic approach to covert UPLC conditions to tra-
ditionalHPLCconditionswillbediscussed.Inthisapproach,
DryLab software was used to facilitate translation of UPLC
conditions to traditional HPLC conditions. A combination
of four temperature and gradient scout runs was performed
under UPLC conditions. The retention times and peak areas
of each component for each experimental run were entered
into the DryLab software to establish a retention model for6 Journal of Automated Methods and Management in Chemistry
UPLC conditions. This DryLab retention model for UPLC
was veriﬁed by actual veriﬁcation runs to compare to those
predicated by DryLab. Next, the column parameters dwell
volume and ﬂow rate were changed from UPLC parameters
to traditional HPLC conditions within the DryLab software
to predict separation performance.
In summary, our experiments showed that (1) DryLab
can be used to accurately optimize UPLC separations and
(2) can accurately translate UPLC conditions to traditional
HPLC conditions and predict retention behavior very well
(provided that the selectivity of UPLC and HPLC columns is
the same).
COMBINATION OF NEWLY DEVELOPED
TECHNOLOGY AND COMMERCIAL DETECTION
EQUIPMENT FOR SIMULTANEOUS RAPID ACCURATE
DETECTION OF CHEMICAL WARFARE AGENTS AND
BIOLOGICAL TOXINS
YasuoSeto,HirotakaUzawa,IsaacOhsawa,Kouichiro
Tsuge,MasayukiIzumi,MiekoKanamori-Kataoka,
NaoyaEzawa,NobuoNakano,RyojiSekioka,
TakeshiOhmori,TetsuyaKawabe,YasuakiTakada,
andYasuoTakayama
NationalResearchInstituteofPoliceScience,
6-3-1Kashiwanoha,Kashiwa,Chiba277-0882,Japan
In crisis and consequence management against biological
and chemical terrorism, monitoring, detection, and identiﬁ-
cation are important for prevention of terrorism occurrence
and minimization of damage. Among terroristic weapons,
chemical warfare agents (CWAs) and biological toxins (tox-
ins) show toxic eﬀect within one day, and so on-site detec-
tion is desirable. We have evaluated commercially available
on-site detection equipment for CWAs and toxins, and elu-
cidated shortcomings of the present on-site detection sys-
tem conducted by ﬁrst responders: low sensitivity against
gaseous CWAs and toxins, high false positive frequency, and
tedious operation. To overcome the diﬃculty in reliable on-
site detection activity, we have developed three new tech-
nologies: monitoring tape method (MTM), counterﬂow in-
troduction atmospheric pressure chemical ionization mass
spectrometry (CFI-APCI-MS), and sugar-based chip biosen-
sor method (biosensor). MTM enables sensitive (LOD: sub
mg/m3) and accurate detection of blood and choking agents
within 1minute, using portable multiarray diﬀusion-type
apparatus. CFI-APCI-MS enables very sensitive (LOD: sub
μg/m3) and continuous monitoring of volatile (nerve gas
and blister agent) and nonvolatile (vomit agent and tear gas)
CWAs, using ion-trap type analyzer. Biosensor enables sensi-
tive(subn/mLlevel)detectionofricinandbotulinumtoxins,
using speciﬁc carbohydrate ligands and surface plasmon res-
onance measurement. By combining these newly developed
technologies and commercially available equipment such as
ion mobility spectrometer, it is possible to detect thorough
CWAs and toxins sensitively, rapidly, and accurately without
tedious operation.
A NOVEL CHIP-BASED SENSING SYSTEM
DEVELOPED FOR HAND-HELD AND ONLINE
SPECTRAL MEASUREMENTS
JohnP.Coates
microSpectralSensors,284MainStreet,Suite200,Wilton,
ME04294,USA
The concept of a “spectrometer on a chip” has been dis-
cussed now for many years. Although certain specialized
measurement systems have been developed featuring cus-
tomized electronics, there has not been any form of general-
purposeinstrumentationbasedonachip-basedopticalspec-
trometer.
A miniaturized spectral sensing system has been devel-
oped based on an optical chip assembly measuring approx-
imately 8mm × 1mm. The sensor, based on a 128-element
optical array, is capable of providing spectral data from the
UV to the near infrared. The device has been integrated into
a spectral measurement engine that includes solid state light
sources, on-board signal acquisition, data conditioning, and
spectral data extraction. The entire package has been de-
signed to be accommodated on a single board system with
accompanying electronics for information display and com-
munications. Thiscompactsystemdoes featureconventional
optics and is designed to be constructed from inexpensive
molded parts. The result is an optimized, versatile sensing
system that can be easily integrated into diﬀerent measure-
ment platforms.
This paper will discuss the spectral sensing concept and
its application to spectral absorption and ﬂuorescence-based
measurements. In its current manifestations, the spectral en-
gine is applied to hand-held and online systems that feature
integrated sample handling. The on-board intelligence pro-
vides the storage of a large number of methods that can be
applied to a host of industrial, environmental, and biologi-
calapplications.Examplespresentedwillincludebothwater-
based and organic chemistries.
FROM LABORATORY TO PRODUCTION
IMPLEMENTATION ON NEAR INFRARED
SPECTROSCOPY FOR ONLINE DETERMINATION OF
MOISTURE IN FLUID BED DRYERS
PromitDas,GaryGolnick,andRossC.Herrold
CDIPharma,2633FoundationDrive,SouthBend,
IN46628,USA
It has been demonstrated that near infrared spectroscopy
(NIRS) is an ideal technology for moisture determination in
ﬂuid bed dryers for the pharmaceutical industry. There are
numerous publications to support this. However, the actual
implementation in a production environment, to the best of
our knowledge, has not been demonstrated. This paper de-
scribes in detail the several stages required for a successful
installation, from feasibility testing in a laboratory environ-
ment through to the validation of the entire process.Peter B. Stockwell 7
DEVELOPING ROBUST CHEMOMETRIC TOOLS
FOR ONLINE SPECTROSCOPIC DETERMINATION OF
“PHARMACEUTICS”: A CALIBRATION TRANSFER AND
QUALITY OF DESIGN STUDY
DongXiang,JasonTeelucksingh,RichardVivilecchia,
RosarioLoBrutto,andYusufSulub
NovartisPharmaceuticals,OneHealthPlaza,
Building401/B244D,EastHanover,NJ07936,USA
Over the years, near infrared (NIR) spectroscopy has been
coupled with multivariate techniques to determine concen-
trationofactiveingredientsandexcipientsinpharmaceutical
drug products. Typically, quantitative aspect of chemomet-
rics analysis involves the generation of multivariate calibra-
tion models from a set of data collected on a particular NIR
instrument.
Whenimplementingchemometrics-basedalgorithmsfor
online spectroscopic systems, it is critical that the dataset
of the calibration model be representative exhibiting the
full range of variations expected for the eventual unknown
sample. The variations could be any spectroscopically sen-
sitive parameters, such as instrumental diﬀerences, instru-
mental drift, and chemical or physical properties of drug
substance and excipients. However, due to the diﬃculty,
if not impossibility, in incorporating foreseeable variations
into the original calibration model, solely relying on simple
chemometrics-based algorithms is risky. It is essential for the
pharmaceutical industry to adopt the development of spe-
cialized calibration transfer (SCT) algorithms as well as us-
ing these algorithms to evaluate any spectral variances in the
data.
I nt h i sr e s e a r c h ,v a r i o u st e c h n i q u e sw i l lb ee v a l u a t e do n
their eﬃciency and eﬀectiveness in handling the problems
encountered during calibration transfer. The data analysis
will be based on datasets collected on multiple NIR instru-
ments over a period of weeks. Spectral variances will be
investigated mainly based on measurement of solid dosage
from samples.
MULTIVARIATE PARAMETER RANGES
MAXIMIZATION FOR TABLET PROPERTY
OPTIMIZATION IN THE DEVELOPMENT OF
A PHARMACEUTICAL FORMULATION
HushengYang
AstraZenecaPharmaceuticals,1800ConcordPike,
Wilmington,DE19850,USA
A pharmaceutical tablet usually carries several desired prop-
erties to facilitate the delivery of the active pharmaceuti-
cal ingredient (API). Since many tablet properties are of-
ten aﬀected by several parameters in raw materials and pro-
cesses, pharmaceutical companies have started using mul-
tivariate analysis increasingly to achieve desired properties
in the development of a tablet formulation. To accommo-
date the most variability and ﬂexibility in a formulation, it
is often needed to maximize the ranges of several parame-
ters that aﬀect a tablet property. The aim of this work is to
ﬁnd out an accurate and eﬀective way of maximizing sev-
eral parameter ranges simultaneously for a tablet property
development.
In this work, an accurate multivariate model was ﬁrst es-
tablished to correlate a tablet property with all the parame-
ters that could aﬀect the property. Three methods were then
used to maximize the ranges of all the eﬀective parameters
so that the desired tablet property could always be achieved
within the calculated ranges. The ﬁrst method used Monte
Carlo simulation to obtain a large amount of synthetic data
for the extraction of parameter ranges. The second method
used a function optimization algorithm with the multivari-
ate model as the objective function to obtain the parameter
ranges. The last method used response surface methodology
with polynomial models to obtain the parameter ranges. The
results of these three methods were compared for accuracy
and ease of use.
AUTOMATED PH MEASUREMENTS OF PURGE AND
TRAP WATER SAMPLES FOR USEPA VOC METHODS
LauraChambers,JoanKillgore,andMichaelL.Duffy
OIAnalytical,P.O.Box9010,151GrahamRoad,
CollegeStation,TX77842-9010,USA
Many USEPA methods require that all drinking water and
waste water samples be preserved with acid during the col-
lection process to pH less than 2 prior to analysis for volatile
organiccompounds(VOCs)bypurgeandtrap(P&T).Water
sample preservation prevents degradation prior to analysis,
and each analytical method describes a unique preservation
technique. Some of the methods requiring acid preservation
prior to analysis are USEPA methods 502, 524, 624, 5030,
and 8260. Other regulatory VOC methods, such as the Mas-
sachusetts volatile petroleum hydrocarbon (VPH) method,
oﬀer the option of preserving the sample by raising the pH
of the sample above 11.
For nearly thirty years, the process of measuring, record-
ing, and reporting each sample’s pH level has been an en-
tirely manual procedure. The technician or chemist must
open each sample vial, measure the pH manually using ei-
ther pH indicator strips or a pH probe, record the measure-
ment in a logbook, and then include the measurements in
theﬁnalclientreport.Forhigh-throughputlaboratorieswith
multiple P&T instruments analyzing samples 24 hours each
day, this practice can be extremely time-consuming, labor-
intensive, and expensive.
This poster describes a new instrument that fully auto-
mates the entire process of measuring, recording, and re-
porting the pH level for all VOC water samples to verify that
the pH level meets the requirements speciﬁed in regulatory
methods. The new instrument improves laboratory produc-
tivity and proﬁtability by eliminating the labor and materials
requiredformanualmeasurementofpHlevelsofVOCwater
samples.8 Journal of Automated Methods and Management in Chemistry
REAL-TIME MONITORING OF POLYMER HEAT CURING
BY DIAMOND ATR SPECTROSCOPY
JosephP.Lucania
HarrickScientiﬁcProducts,Inc.,P.O.Box277,141Tompkins
Avenue(2ndFloor),Pleasantville,NY10570-3138,USA
Epoxies were ﬁrst introduced commercially in the early
1950’s for the aerospace industry and are now widely used
for a variety of applications, including manufacturing of
commercial vehicles, electronics, inks, and varnishes. Epox-
ies consist of two components: a resin and a curing agent or
hardener, which are tailored for speciﬁc properties such as
adhesion, elasticity, and hardness. For the best performance,
the two components are mixed and cured under controlled
conditions.
It is important to have real-time methods of analyzing
the epoxy curing process to determine the optimum curing
conditions for a given epoxy, for quality-control purposes,
and to better understand the kinetics and underlying chem-
ical processes. Spectroscopic methods for examining epoxies
curing in real time are not common since many epoxies are
not readily removed from the windows or crystals used for
transmission or ATR measurements.
TheintroductionofthediamondATRcrystalnowmakes
real-time monitoring of epoxies curing feasible. Diamond is
extremely hard so the bonded epoxy can simply be scrapped
oﬀ. This paper examines the curing of an epoxy under con-
trolled elevated temperatures in real time using a new heated
diamond ATR.
A LOW-COST AUTOMATIC GRAVIMETRIC TITRATION
SETUP FOR COLLEGE LABORATORY
AlexanderY.Nazarenko
ChemistryDepartment,SUNYCollegeatBuffalo,
1300ElmwoodAvenue,Buffalo,NY14222,USA
With widespread availability of electronic balances, a novel
simple approach to gravimetric titrations becomes an attrac-
tive alternative to usual syringe-based automatic titrators.
The tested setup consists of electronic balances with RS-232
or USB connection to the PC, a vessel for titrant solution,
delivery system, and an appropriate detector that is also con-
nected to the same PC via suitable data logging device. A
numberofdetectorsforvarioustypesoftitrationweretested:
a pH electrode, a pAg electrode, Pt electrode for redox titra-
tions, and a ﬁber optics probe connected to the CCD-based
spectrophotometer. Simultaneous collection of the mass of
titrant vessels and corresponding detector readings produces
satisfactory titration curves suitable for automatic titration
with three-digit precision.
Several variants of delivery system are discussed. Modiﬁ-
cations of the usual titration procedures are described.
Thesuggestedexperimentalsetuppresentsalow-costop-
tion for automatic titration in a college laboratory.
ONLINE HPLC+HRGC COUPLING: A NEW, FULLY
AUTOMATED METHOD FOR THE DETERMINATION OF
PESTICIDES IN VEGETABLE SAMPLES
JosepM.Gibert,AriadnaGalve,andRogerGibert
KONIKInstruments,12221Sw129Ct.,Miami,FL33186,USA
Determination of organic contaminants is regulated by gov-
ernmentsallovertheworldandhasbeenincludedaspriority
pollutants in the European Union lists. Pesticides constitute
a very important group of these compounds owing to their
high toxicity and their extended use in agricultural practice.
The standard method for the analysis of pesticides in
vegetable samples is chromatography with selective detectors
and eventually GC-MS. Due to the complex matrices, com-
plicated sample cleaning procedures are needed, previously
to the HRGC analysis. Classical methods consist in a pesti-
cideextractionwithethylacetatefromthevegetable;thenthe
supernatant is evaporated to dryness and ﬁnally dissolved to
obtain the solution ready to inject into the GC.
In this work, a new application of the patented TOTAD
interface for online coupling HPLC-HRGC is presented. The
interface coupling an HPLC to an HRGC in the KONIK K2
HPLC+HRGC system allows the direct analysis of pesticides
in fruits and vegetables.
The pesticides are extracted from the sample, previously
ground, by a simple stirring and with a few milliliters of
organic solvent placed directly in the injection vial. After
the extraction, the supernatant is injected directly into the
HPLC system and the fraction of interest is transferred to
the HRGC by using the interface. With the addition of the
KONIK Robokrom HPLC autosampler and the full con-
trol through the Konikrom software, the complete analy-
s i sc a nb ee a s i l ya u t o m a t e da n dp e r f o r m e di naf e wm i n -
utes, limiting the use of solvents while protecting sample
integrity.
The extraction step and the HPLC and HRGC parame-
terswereoptimizedtoobtainamultiresiduemethodwiththe
selectivity and sensitivity required for the legislation. Finally,
themethodwasappliedtorealsamplesandresultscompared
intermsofselectivityandsensitivitywiththestandardmeth-
ods of extraction.
NEW MASS SPECTROMETRIC SYSTEM FOR
COMBUSTION ENGINE DEVELOPMENT: ULTRAFAST
IN-CYLINDER MEASUREMENT OF OIL EVAPORATION
SvenKrause,GerhardMatz,andMarcusGohl
HamburgUniversityofTechnology,Harburger
Schlossstrasse20,Hamburg21079,Germany
Car emission standards are getting more stringent in the fu-
ture.
To reduce the emission from combustion engines, the
highly dynamic process has to be investigated in order to un-
derstand the generation of pollutants better. This means thatPeter B. Stockwell 9
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the gas composition inside the cylinder has to be monitored
online for each combustion cycle.
Part of the online measuring system under develop-
ment is the Lubrisense 1200 mass spectrometer equipped
with a CFD optimized high-temperature direct inlet. The
inlet-system consists of a transfer capillary, two diﬀerential-
pressure stages, a heating system, and a pressure control
device. Together with a high-speed data acquisition system
(12.5kHz), this system enables crank-angle-resolved moni-
toring of oil evaporation in the combustion chamber over
the full speed torque range of an engine. Rapid online mea-
surements will yield further information to understand the
process generating pollutants.
DEVELOPMENT AND OPTIMIZATION OF A GLUCOSE
OXIDASE-MODIFIED ROTATING DISK ELECTRODE
AngelaA.PeverlyandNiinaJ.Ronkainen
DepartmentofChemistry,BenedictineUniversity,
5700CollegeRoad,Lisle,IL60532-0900,USA
Enzyme electrodes combine the high sensitivity of electro-
chemical detection with speciﬁcity of the enzyme for its sub-
strate. Enzyme electrodes have gained popularity in analy-
sis of clinical, environmental, and food samples due to being
relatively simple, inexpensive, and easy to prepare. Enzyme
electrodes also provide rapid analysis, easily regenerate, and
arereusable.Addingarotationtotheelectrodeprovidescon-
tinuous stirring of the bulk solution and faster transport of
theanalyteto theelectrodesurfaceresulting in shorter detec-
tion times and faster overall analysis. However, rotating disk
enzyme electrodes (RDEEs) are less commonly studied and
notcommerciallyproduced.Rotatingdiskelectrodes(RDEs)
modiﬁed with glucose oxidase (GOx) were constructed as
working electrodes for the amperometric detection of •-D-
glucose. The rapid rotation causes the enzyme to leach oﬀ
overtime;adialysismembranewasaddedtotraptheenzyme
on the electrode. The enzyme, glucose oxidase (GOx), which
is highly speciﬁc for •-D-glucose, was directly immobilized
onto the Pt electrode surface through two diﬀerent immo-
bilization methods. An electrostatic/surface adsorption and
a polymer entrapment method were both used to immobi-
lize the enzyme to the Pt RDE electrode. Glucose was de-
tected at 650mV versus Ag wire pseudo-reference electrode
using a three-electrode conﬁguration including a Pt wire as
the auxiliary electrode. Experimental conditions such as de-
tection potential, pH, temperature, and electrode rotation
rate were optimized for the electrostatic/surface absorption
method. The surface area of the electrode was determined
using chronocoulometry. The speciﬁcity of the GOx RDEE
for •-D-glucose relative to sweeteners structurally close to •-
D-glucose was also studied.
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EVALUATION OF REAL-TIME IMMUNO-PCR
ASSEMBLAGES FOR THE FORENSIC IDENTIFICATION
OF SEMEN STAINS
GeorgeDuncanandShaniKagen
DivisionofMath,Science,andTechnology,
NovaSoutheasternUniversity,3301CollegeAvenue,
Ft.Lauderdale,FL33314,USA
The identiﬁcation of a biological ﬂuid stain at a crime scene
as a semen stain is often critical to the assessment of the
crime. This is particularly true in date rape cases, where
the victim was drugged or incapacitated and have no direct
memory of a sexual assault. If there is no sperm in a sample,
identiﬁcation of a biological ﬂuid stain as semen is diﬃcult.
Allsemenstains,eventhosedevoidofsperm,willcontainthe
protein prostate speciﬁc antigen, or PSA. PSA is at its high-
est level in semen compared to other body ﬂuids. This in-
vestigation combines the use of the chemical speciﬁcity asso-
ciated with immunotechniques with outstanding sensitivity
attained in real-time PCR. Antibodies speciﬁc for PSA are
immobilized to surface of a vessel. When sample is intro-
duced, PSA interacting with the bound antibody is then im-
mobilized. A second detection antibody with a coupled DNA
moleculeisaddedwhichbindstothetotheimmobilizedpro-
tein target. The sample vessel is then washed to free all un-
bound reagents and the DNA is ampliﬁed and detected with
a ﬂuorescent tag. The real-time PCR was performed to am-
plify and detect ﬂuorescently tagged DNA. There is no need
to quantitate the DNA; simply the presence of the previously
immobilizedDNAindicatedthepresenceofPSA.Usingthree
diﬀerent assemblage strategies provided by TATAA Biocen-
ter, this study compares the eﬃcacy of these assemblages in
detecting PSA in semen samples devoid of sperm.10 Journal of Automated Methods and Management in Chemistry
THE DETECTION OF SUGARS BY
ELECTROGENERATED CHEMILUMINESCENCE WITH
RUTHENIUM(II) TRIS-BIPYRIDYL AT GOLD AND GLASSY
CARBON ELECTRODES IN A FLOW-STOP THIN LAYER
CELL SYSTEM
NormanE.SchmidtandJacobS.Beveridge
DepartmentofChemistry,GeorgiaSouthernUniversity,
P.O.Box8064,Statesboro,GA30460,USA
The electrochemiluminescence (ECL) of Ru(bpy)3
2+ was
studied in the presence of sugars at gold (Au) and glassy
carbon (GC) working electrodes having a surface area of
7.06mm2. In an oxidative-reduction mechanism similar to
that of Ru(bpy)3
2+-Triproplyamine (TPA), a sugar reacts
with Ru(bpy)3
2+ whose excited state (Ru(bpy)3
2+∗)e m i t s
light at 610nm. Using cyclic voltammetry in a ﬂow-stop thin
layer cell analysis system, an ECL signal is observed from an-
alyte solution containing Ru(bpy)3
2+,T r i t o n - X ,b u ﬀer, and a
sugar. At both Au and GC electrodes, a linear ECL response
is observed with increasing sugar concentration. A limit of
detection (LOD) of approximately 1mM was found for all
sugars studied. Solutions were prepared in a 1M phosphate
buﬀer pH 11, 1.0 × 10−8 M Ru(bpy)3
2+, and 0.01/0.02%
(v/v) TX-100.
DETERMINATION OF MERCURY SPECIES IN
PORTUGUESE SALT MARSHES USING CAPILLARY GC:
ATOMIC FLUORESCENCE SPECTROMETRY
WarrenT.Corns,DerekW.Bryce,EduardaPereira,
MiguelPardal,MonicaValega,andPeterB.Stockwell
PSAnalytical,ArthurHouse,CrayﬁeldsIndustrialEstate,
MainRoad,Orpington,KentBr53Hp,UK
Salt marshes located near to industrialized areas can act as
natural sinks for trace metals. Anthropogenic metals, as-
sociated with suspended particulate matter, can be trans-
ported by tidal currents and trapped by vegetation with sub-
sequent incorporation into sediments. Plant roots can inter-
act with the surrounding sediment, exuding oxygen, and or-
ganic compounds that inﬂuence the distribution and avail-
ability of trace metals; however, the amount of metals taken
up by the plants is dependent on the metal availability in
the sediment, and this is modiﬁed by the root activity. Oxy-
genationofupperestuarinesedimentsdecreasesrapidlywith
depth due to the consumption of oxygen in the oxidation
process of the organic matter; however, salt marsh sediments
receive an additional input of oxygen in the subsurface layers
through the well-developed aerenchyma of salt marsh plants
(halophytes) which transports oxygen from leaves to roots
and consequently to the surrounding sediments. This sup-
ply of oxygen can alter signiﬁcantly the redox status of sed-
iments with strong repercussions on the biogeochemistry of
nutrients and trace elements, namely, mercury. The methy-
lation of mercury in salt marsh sediments is poorly docu-
mented, although abundant microorganisms and strong re-
doxgradientsbetweenrootsandsurroundingsedimentsmay
favor that process. Because the sediment environment in salt
marshes is exceedingly complicated, it is pertinent to inves-
tigate the conversion of inorganic mercury into organomer-
cury species. A fully automated GC coupled to atomic ﬂu-
orescence spectrometer will be described for the determina-
tion of methylmercury in sediments and salt marsh plants.
NOVEL APPROACH IN THE PROFILING OF
VOLATILE ORGANIC COMPOUNDS IN WATER
UTILIZING THE PURGE AND TRAP AUTOSAMPLER
TeriDattilioandEdPrice
TeledyneTekmar,4736SocialvilleFosterRoad,Mason,
OH45040,USA
EPA methods 524.2 and 624 outline the general criteria
for volatile organic compounds in water and wastewater
analysis. In recent years, laboratories have run into an in-
strumental barrier in their eﬀorts to increase throughput
and productivity for the analysis of Volatile Organic Com-
pounds (VOCs). Conventional purge and trap technology
had reached a limit where the speed could not be increased
furtherwithoutseverelyaﬀectinganalyticalperformanceand
quality. This paper compares the standard purge and trap
technology and the new tekmar purge and trap showing that
reduced run time can be achieved while maintaining EPA
compliance with improved data quality.
NEW APPROACH IN THE PROFILING OF VOLATILE
ORGANIC COMPOUNDS IN SOIL UTILIZING THE PURGE
AND TRAP AUTOSAMPLER
TeriDattilioandEdPrice
TeledyneTekmar,4736SocialvilleFosterRoad,Mason,
OH45040,USA
EPA methods for the determination of volatile organic com-
pounds in soil following method 5030 and 8260 parameters
can be a challenge when trying to ensure the fastest possi-
bleruntimewithoutsacriﬁcingyouranalyticalintegrity.Two
main aspects that are often compromised when optimizing a
purge and trap concentrator and autosampler are carryover
and low-end sensitivity. Teledyne Tekmar is oﬀering a new
approach to purge and trap optimization that is achieving
unprecedented performance. Data presented demonstrate
advances in analytical abilities without sacriﬁcing any data
integrity.
AUTOMATED DISSOLUTION/REACTION
MONITORING IN A VESSEL SAMPLED BY A NEW
“SIPPING” AUTO SAMPLER
SteveE.Hobbs
EksigentTechnologies,5875ArnoldRd,Dublin,
CA94568,USA
A fast method for real-time reaction monitoring is demon-
stratedusingcapillarychromatographyandanewautomatedPeter B. Stockwell 11
reaction monitoring tool—“the sipper.” Aliquots are taken
automatically from the reaction vessel using a fully pro-
grammable method. After online dilution the “sipper” trans-
fers the sample to a capillary HPLC system where fast chro-
matography is performed. Monitoring reactions in this way
allows a full time course of the reaction to be plotted so that
conditions may be optimized.
INTELLIGENT SOFTWARE SOLUTIONS FOR
COMPLEX IC SYSTEMS
JoergKleimann,AdrianUeberwasser,AndreaWille,
HelwigSchaefer,andKaiHenningViehweger
MetrohmLtd.,Oberdorfstrasse68,HerisauCh-9101,
Switzerland
It is only recently that software tools for liquid chromatog-
raphy have gained a foothold in the HPLC/IC ﬁeld. Several
software programs compete for the market and appeal to the
user community. Thus, today’s situation is similar to that of
oﬃce software tools several years ago.
In the latter ﬁeld, a tremendous concentration process
has left over only very few products that were able to re-
sist the tough competition and persisted on the market. As
a result, these software tools have become standards and ev-
eryday tools for an overwhelming majority of users. On the
other hand, users see their choices drastically reduced.
Given that background, are we heading towards a simi-
lar, quasimonopolized software situation in the ﬁeld of IC?
Certainly customers wish to select among diﬀerent software
solutions the one whose features correspond best to their ap-
plications.
It might be the actual spreading of a given product and
good marketing pushing a certain software environment that
mainly decide about winning or losing customers. Although
highly important, these points will not be treated in our pre-
sentation.
We concentrate on features that future IC software must
provide in order to keep its place within the shrinking group
of high-end products. Accordingly, we highlight decisive
software characteristics that are crucial for performance as
well as for user acceptance. Examples are as follows:
(i) excellent visualization of conﬁguration, current deter-
mination, method, instrument control, and databases;
(ii) intelligent recognition of instruments and accessories;
(iii) controlofapracticallyunlimitednumberofdevicesby
mouse click;
(iv) management of all devices with one time program, in-
cludingparalleltasks,samplepreparation,samplepro-
cessing, and so forth;
(v) eﬃcient algorithms for data evaluation and databases;
(vi) user-based client-server systems;
(vii) GLP and monitoring features;
(viii) potential for growth regarding the capabilities of the
instruments, the laboratory, the methods in use, and
the data already recorded;
(ix) ﬂexibility ranging from “one button IC” for the un-
skilled user up to the administrator level;
(x) standardized interfaces: AIA import/export;
(xi) straightforward, self-explaining dialogs for complex
instruments and tasks.
We expect that software products will further contribute
to a healthy variety of solutions if they succeed in managing
the complexity of modern ion chromatography in an intelli-
gent way.
COMPUTER ASSISTED CALCULATION OF
OPTIMAL STATIONARY PHASE COMPOSITION FOR
HPLC METHOD DEVELOPMENT
StefanLamotte,KlausD.Bischoff,andRainerBrindle
BischoffChromatography,BoeblingerStr.23,Leonberg,
BWD-71229,Germany
Phase optimized liquid chromatography (POPLC) is a meth-
od to ﬁnd out the optimal stationary phase composition for
each particular separation. Due to the fact that retention
times are additive, diﬀerent stationary phase segments are
coupled together to create the column with the best over-
all performance for each particular separation. The retention
time for each analyte is controlled by the use of the best se-
lective column for this purpose. This column is calculated by
computer software. For the calculation of the optimal col-
umn composition, the measuring of the retention data for
each of the compounds of the mixture on each of the diﬀer-
ent stationary phases is required.
In this paper, we demonstrate the optimization of a sep-
aration by coupling diﬀerent stationary phases of diﬀerent
brands. It can be shown that an extreme improvement in se-
lectivity can be achieved just by coupling existing columns
from the shelf. An easy procedure of how to apply the soft-
ware in daily method development will be presented.
AUTOMATED HIGH-THROUGHPUT
FORMULATIONS DEVELOPMENT
CliffOlsonandWernerZinsser
ZinsserNorthAmerica,19145PartheniaStreet,SteC,
Northridge,CA91324,USA
The continuous rise in costs for pharmaceutical products
forces us to take a closer look at traditional workﬂows. So
far in the early stages of drug discovery, the focus was on the
chemical eﬀects, leaving the analysis of the physical eﬀects
using formulation and solubility studies as the last link in the
process.
This approach could lead to the terrible consequence of
missing important required properties for dosage, solubility,
storage, and so forth. All the money spent on the discovery
so far would have been totally wasted.
To avoid more disappointment and ﬁnancial disaster in
the ﬁnal development stage, it is crucial to have already elim-
inated unsuitable compounds at an earlier stage. New work-
ﬂows and hardware systems are required which enable us to
deal with the small volumes of material available at the early
discovery stage in order to study the physical and chemical
properties.12 Journal of Automated Methods and Management in Chemistry
Zinsser Analytic has developed an automatic workbench
which enables you to execute a workﬂow to test formulation
conditions in parallel. The reactor is based on the microplate
format for 8 to 24 vials with diﬀerent compounds or diﬀer-
ent testing parameters. Tools for pH measurement and ad-
justment, precision dosage, weighing, and mixing (even of
highly viscous media) are provided. Optical control, evapo-
ration, ﬁltration, and HPLC/LC-MS integration can be pro-
vided enabling you to carry out your well-proven formula-
tion methods and solubility tests on a single platform.
HIGH-THROUGHPUT BLENDING FOR AUTOMATION OF
LUBRICANT FORMULATIONS
CliffOlsonandWernerZinsser
ZinsserNorthAmerica,19145PartheniaStreet,SteC,
Northridge,CA91324,USA
TheblendingstationfromZinsserAnalyticisanewautomat-
ed system designed for the preparation of complex blends of
viscous media, ideal for developing high-throughput liquid
formulation testing experiments. Specially designed pumps,
liquid delivery tools, and powerful software allow high-
throughput blending without compromise in precision or
accuracy.
The blending station is based on a liquid handling work-
bench with two independently operating arms. Each arm
is equipped with the viscous media dispenser and a grip-
per. Gripping tools are designed for transportation of the
blending vessels and the tips of the viscous media tools. Bulk
reagents in 5-liter cans are stored under the workbench or
outside the cabinet. A pump tower under the platform with
9-high precision rotating piston pumps delivers the reagents
from the reservoirs and dispenses them via a special dis-
pensing head into the blending vessels waiting on the two
balances. These two precision 4-place weighing cells are in-
tegrated in the middle of the deck of the workbench. The
blendingvesselsaretransportedbytheroboticarmsfromthe
storagerackstothebalances,tareweighed,ﬁlledwiththevis-
cous liquid, and then brought back to the storage rack.
Standard low-cost glass jars are used as blending vessels
(60mL, 150mL, 200mL, and 300mL). Three individually
controlled heated zones on the deck (80◦C, 50◦C, and room
temperature) contain racks with the blending vessels, source
containers for low-volume materials, and the dispensing car-
tridges of the viscous dispensing tool.
ONLINE PROCESS TITRATOR SYSTEM
ToreFossum
MettlerToledo,Inc.,1900PolarisParkway,Columbus,
OH43240,USA
A repetitive sampling online titration system (Figure 2)w a s
conﬁgured using a laboratory benchtop titrator by adding
pumps,asamplingvalve,andananalogoutputtocommuni-
cate with a PLC process controller. All of the components are
available oﬀtheshelf.Thesystemhasprovisionforautomati-
T90 automated titration system ﬂow diagram
Valve W
sample
loop
Sample
pump
Solvent
pump
Solenoid
valve
Rinse
pump
Drain
pump
Waste Water Waste Sample Solvent
Figure 2
callycalibratingtheelectrodeandforrunningchecksamples.
Precision for determining acidity was better than 0.5% rsd.
AUTOMATION OF H5N1 DETECTION KIT WITH
VERSA MINI PCR WORKSTATION
DongLiang,JoyGoswami,andRajwantGill
AuroraInstrumentsLtd.,1001EastPenderStreet,
VancouverBC,CanadaV6A1W2
In the recent years, inﬂuenza virus H5N1 is being closely
monitored by public health authorities for being a health
problem. For molecular detection of this virus, automation
is also becoming an important tool. At Aurora Biomed Inc.,
automatedsamplepreparationforthedetectionofviralRNA
from inﬂuenza A/H5N1 was developed with a commercially
available kit. Liquid handling for various components of the
kit was carried by the workstation for 50μL assays in sterile
500μL reaction tubes. The reaction tubes were subsequently
taken to the thermocycler where reverse transcription and
ampliﬁcation took place in the same buﬀer system.
The ampliﬁed products of about 190, 190, 107bp on 3%
agarose gel indicated that the workstation can be used for
the kit. RNA being very sensitive to degradation and PCR
being a sensitive process to volume, concentration of diﬀer-
ent assay components, and contamination issues, the results
showedthattheworkstationconformedtotheprecautionary
requirements of the kit.
HIGH-THROUGHPUT ADMET PROFILING
EMPLOYING A NOVEL LOW-VOLUME PARALLEL LIQUID
CHROMATOGRAPHY SYSTEM
SergioGuazzottiandShielaBilbao
Nanostream,Inc.,580SierraMadreVilla,Pasadena,
CA91107,USA
Analytical chemistry constitutes a signiﬁcant component
of the drug discovery and development process. Many of
the traditional techniques employed for the evaluations ofPeter B. Stockwell 13
compound physicochemical properties are often inadequate
in modern HTS due to the throughput and sample amount
limitations imposed by these approaches. Other approaches
can provide adequate throughput, but they are not sensitive
to compound purity and identity. Micro parallel liquid chro-
matography (μPLC) oﬀers the advantages of a separation-
b a s e da p p r o a c h( s u c ha sH P L Ca n dL C - M S )a n de n a b l e s
high-throughput chemical analysis for the characterization
of ADMET parameters and physicochemical properties. The
approach has also been shown to reduce sample consump-
tion, solvent usage, and waste generation.
The μPLC system employed for the determinations high-
lighted in this presentation is equipped with 24 parallel
columns for liquid chromatography, each with its own sam-
ple introduction port and exit port for connection to detec-
tor(s) of choice. Flow from a binary solvent delivery system
is divided evenly across 24 channels and results in 1/24th of
theprogrammedpumpﬂowratethrougheachcolumn.Sam-
plesareintroducedtothecolumns(housedinacartridge)by
a multichannel autosampler, which is conﬁgured to sample
from either 96-well or 384-well SBS standard plates.
In this presentation, results from the μPLC characteriza-
tion of compound lipophilicity (based on logP values), solu-
bility (thermodynamic and kinetic), purity, and stability will
be discussed and compared with those obtained with con-
ventional HPLC instrumentation and with other commonly
used techniques (such as nephelometry, ﬂow cytometry, and
UV plate readers for the evaluation of compound solubility).
HIGH-THROUGHPUT ANALYSIS BY DESORPTION
ELECTROSPRAY IONIZATION
NariTalaty,ChristopherMulligan,DanielM.Raftery,
HuanwenW.Chen,andTiinaJ.Kauppila
DepartmentofChemistry,PurdueUniversity,560OvalDr.,
W.Lafayette,IN47907,USA
A recent innovation in mass spectrometry is the ability to
record mass spectra on ordinary samples, in their native en-
vironment, without sample preparation or preseparation by
creating ions outside the instrument. In desorption electro-
spray ionization (DESI), electrically charged droplets are di-
rectedattheambientobjectofinterest;theyreleaseionsfrom
the surface, which are then transferred through the air into
a conventional mass spectrometer. Extremely rapid analy-
sis is coupled with high sensitivity and high chemical speci-
ﬁcity; even complex matrices such as blood, serum, urine,
and tissue can be analyzed directly. These characteristics are
advantageously applied to high-throughput metabolomics,
natural products discovery, pharmaceutical analysis, and ex-
plosives detection among other applications. DESI is ap-
plied to the rapid direct analysis of plant tissues; all the pre-
viously reported alkaloids have been detected in C. macu-
latum along with ﬁfteen out of nineteen known alkaloids
for Datura stramonium. Positive and negative ion DESIs are
used to characterize pharmaceutical samples formulated as
tablets, ointments, and liquids at speeds of up to 3 sam-
ples per second. For metabolomics applications, DESI re-
sults are combined with NMR and advanced statistical tools
to diﬀerentiate lung cancer from control samples by study-
ing the metabolite content of mouse urine. Inborn errors of
metabolism are being studied by this method. Breast cancer
(proﬁling) and prostrate cancer (hormone response study)
serum samples are being investigated to diﬀerentiate the dif-
ferent cancer types and study disease progression. DESI can
be used as a high-throughput screening or diagnostic tool in
targeted metabolomics applications. Future possible uses of
DESI could involve in vivo clinical analysis, early diagnosis,
and adaptation to miniature mass spectrometers.
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NEW APPROACHES TO RAPID
PHARMACOKINETIC AND METABOLIC SCREENING IN
EARLY DRUG DISCOVERY USING UPLC-MS/MS
SamWainhaus
Schering-PloughResearchInstitute,2015Galloping
HillRoad,Kenilworth,NJ07033,USA
There is an increasing demand, within the pharmaceuti-
cal industry, for higher-throughput pharmacokinetic and
metabolic screening. The rationale behind this undertak-
ing lies in the advancement of lead compounds that have
the highest probability for success. We have approached
thistaskfromadrugmetabolism/pharmacokineticsperspec-
tive with Liquid Chromatography Mass Spectrometry/Mass
Spectrometry (LC-MS/MS) as our principal tool in an eﬀort
to satisfy these demands.
We have implemented a novel pharmacokinetic para-
digmcalledcassette-acceleratedrapidratscreening(CARRS)
and a similar assay for monkeys and dogs. This rugged assay
comprises the use of fast LC-MS/MS and highly organized
interdepartmental collaboration between chemistry, animal
dosing facility, and drug metabolism to screen 60 new com-
pounds per week. In order to achieve rapid turnaround time,
high quality, and informative data, we have utilized a variety
of approaches that will be discussed in this paper.
O u rm o s tr e c e n ta p p r o a c hu t i l i z e su l t r ap e r f o r m a n c e
liquid chromatography (UPLC) tandem mass spectrometry.
UPLC provides improved chromatographic separation and
sensitivitywhilediminishingcarryover.Wehaveusedthewa-
ters acquity UPLC in conjunction with both the Micromass
Premier and TSQ Quantum triple quadrupole mass spec-
trometers. We have developed a generic approach to rapidly
provide pharmacokinetic information by using automated
method development software such as QuanOptimize and
QuickQuan. This EZ-CARRS approach has facilitated sig-
niﬁcantly improved turnaround time including same day re-
portingofdata.Additionally,wehaveintroducedametabolic
proﬁling assay (in plasma) that is connected to the CARRS
assay, allowing for the routine proﬁling of both common
and unique metabolites including estimated AUCs without
an authentic standard.14 Journal of Automated Methods and Management in Chemistry
These approaches have had a major impact within drug
discovery in giving program teams the ability to make deci-
sions on the ﬂy.
HIGH-THROUGHPUT SIMULTANEOUS DETECTION
AND IDENTIFICATION OF REACTIVE INTERMEDIATES
USING NEGATIVE PRECURSOR ION SCANS COMBINED
WITH POSITIVE PRODUCT ION SCANS
Yau Yi Lau
AbbottLaboratories,200AbbottParkRoad,Dept.R4Cp,
BuildingAp52N,AbbottPark,IL60064,USA
Reactive drug intermediates can cause hepatotoxicity. It can
be caused through covalent modiﬁcation of key proteins. To
predict the potential of in vivo reactive intermediate forma-
tion, we have developed an in vitro assay in which com-
pounds are incubated with microsomes fortiﬁed with glu-
tathione (GSH) and cofactor NADPH. The resulting GSH
conjugates were commonly detected using positive electro-
spray and neutral loss (129 Da) of pyroglutamic acid from
the [M+H]+ ion of the GSH conjugates. However, not
all classes of GSH adduct aﬀorded this neutral loss upon
collision-induced dissociation. In this study, 12 commer-
cially available compounds were incubated in human liver
microsomes. Samples were run using constant neutral loss
(CNL) of 129 in positive mode, and precursor ion scan of
272 in negative mode (−Prec) followed by enhancing reso-
l u t i o n( + E R )t os w i t c hf r o mn e g a t i v et op o s i t i v em o d e ,a n d
information dependence acquisition (IDA) of the detected
GSH conjugates using enhanced product ion scan (+EPI) on
the API 4000 Q-Trap equipped with turbo ion spray source.
When CNL was used, GSH adducts of 10 out of 12 com-
pounds could be detected. In contrast, GSH adducts of all
12 compounds were readily detected in human liver micro-
somes using –Prec. Although all the GSH adducts were de-
tected using −Prec of 272 Da, the relative intensities varied.
These might be dependent on the stability of the adducts, the
amount formed, and collision energy used. Enhanced prod-
uct ion spectra were also acquired for identiﬁcation and con-
ﬁrmation simultaneously. In conclusion, −Prec of the 272
fragments, followed by ER and IDA EPI, provides a sensi-
tive and speciﬁc analytical technique that can be applied for
detecting,structurallyidentifying, andconﬁrmingGSHcon-
jugates of various unknown compounds.
CHEMICAL FINGERPRINTING OF DIESEL FUELS
USING GC-MS AND CHEMOMETRIC METHODS FOR
FORENSIC ANALYSIS
AmberM.Hupp,DahliaI.Campbell,LucasJ.Marshall,
RuthJ.Waddell,andVictoriaL.McGufﬁn
DepartmentofChemistry,MichiganStateUniversity,
EastLansing,MI48824,USA
Characterization of petroleum fuels is of importance in
forensic arson investigations. Comparison of a fuel sample
recovered from a crime scene to one in a suspect’s possession
is diﬃcult due to the complex chemical nature of the fuel.
Currently, gas chromatography mass spectrometry (GC-MS)
isavaluabletechniqueforanalyzingpetroleumsamples,such
as diesel. Chemometric methods can be used to statistically
classify or group fuel samples based on the chemical ﬁnger-
print from the GC-MS.
Twenty-ﬁve diesel samples were collected from the Lans-
ing, Michigan area and analyzed by GC-MS. Sample com-
ponents were identiﬁed from the mass spectra by compar-
ison with a spectral database. Mass-to-charge ratios were
identiﬁed to represent aliphatic (m/z 57) and aromatic com-
pounds (m/z 91). The diesel samples were evaluated us-
ing both the total ions (TICs) and extracted ion chro-
matograms (EICs) for the representative m/z values. The
chromatograms were retention times aligned, normalized,
and mean-centered prior to chemometric analysis.
Pearson correlation measures the strength of the associa-
tion between two chromatograms, where a correlation coef-
ﬁcient near unity indicates that the diesel samples are similar
in origin. Correlation coeﬃcients for the TICs ranged from
0.889 to 0.996 for samples of known similar origin, while
those of dissimilar origin were as low as 0.753. Correlation
of the EICs provided greater discrimination of diesels, with
samples of known similar origin ranging from 0.966 to 0.994
and 0.968 to 0.995, while those of dissimilar origin were as
low as 0.888 and 0.652 for m/z 57 and m/z 91, respectively.
Principal component analysis (PCA) is a multivariate
technique that reduces the dimensionality of the dataset,
while retaining the important characteristics of the original
data. PCA of the TICs suggests the formation of two sepa-
rate clusters with two isolated outlying samples. While sim-
ilar clustering is observed for each of the EICs, greater vari-
ance is observed within each cluster. The distinct clustering
suggests chemical similarity, as one cluster consistently con-
tains only one brand of diesel. Taken together, these methods
show promise for the association of forensic fuel samples of
similar origin and the discrimination of samples of diﬀerent
origin.
THE IDENTIFICATION OF NEW NOVEL
BIOMARKERS OF DISEASE AND TOXICITY USING
UPLC/MSE AND ADVANCED MULTIDIMENSIONAL
STATISTICAL ANALYSIS
RobertS.Plumb
WatersCorporation,34MapleStreet,Milford,MA01757,USA
One of the major scientiﬁc challenges of the 21st century will
be determining the relationship between the human genome
and the risks of developing major diseases such as cancer, di-
abetes, arthritis, and so forth. Understanding the relation-
ship between the genome, the proteome, and the expressed
endogenousmetabolites(metabolicphenotypingormetabo-
typing) requires the development of ever more powerful an-
alytical chemistry techniques and data interpretation tools.
In the metabonomics arena, this task is normally carried out
by proton NMR, GC/MS, or LC/MS, the latter with exact
massanalysis,andmultivariatestatisticalanalysis.InterestingPeter B. Stockwell 15
ions in the LC/MS data highlighted by the multivariate anal-
ysis are subsequently reanalyzed by using LC/MS/MS for
structural ID. Traditionally, mass spectrometers lacked the
MS/MS duty cycle required to collect product ion scan in-
formation for thousands of metabolite ions simultaneously.
In this paper, however, we will describe how the application
ofultraperformanceLCwiththesimultaneousacquisitionof
both precursor and product ion MS data has been combined
with novel statistical heterospectroscopy, and applied to this
task.Urinesampleswerecollectedfromtwostudies:(1)male
control and male diabetic rates over a 16-week time period,
(2) male rates following the administration of Hydrazine, at
1and80mg/kg.ThesampleswereanalyzedbyUPLC/MSus-
ing the simultaneous acquisition of alternating low and high
collision cell energy, resulting in signiﬁcant increase in MS
duty cycle followed by this new form of statistic on the re-
sulting data. The reversed-phase UPLC/MS analysis resulted
in chromatographic peak widths in the order of 2 seconds
at the base. This new approach revealed extra information
about the dataset and allowed the easy identiﬁcation of the
precursor and product ions. It was possible using mass de-
ﬁciency ﬁlters to link these ions to obtain MS/MS structural
information.
DEVELOPMENT OF A MICROFABRICATED
ELECTROCHEMICAL DETECTION SYSTEM
NicoleE.Hebert,DonW.Arnold,andGuifengJiang
EksigentTechnologies,5875ArnoldRoad,Dublin,
CA94568,USA
Microscale separations such as capillary liquid chromatog-
raphy (LC) and capillary electrophoresis (CE) oﬀer shorter
analysis times, low reagent and solvent consumption, in-
creased reliability, and high performance over traditional
separations. The use of microﬂuidic devices to perform these
types of separations provides advantages in instrumental in-
tegration and portability. The increasing popularity of cap-
illary LC and CE over the last 25 years and the more recent
transitiontomicroﬂuidicdevicesinthelast15yearshavecre-
atedaneedfordetectionsystemsthatareamenabletominia-
turization. Due to the low ﬂow rates and very small volumes
used in capillary LC and CE, these systems must provide very
high mass sensitivity and chemical selectivity and have the
ability to measure analytes of interest in intended applica-
tionswithoutpriorchemicalderivatization.Additionally,de-
tectors should be easy to use, possess high stability and re-
producibility, and should be easily fabricated in appropriate
dimensions at a reasonable cost.
Electrochemical detection is very mass sensitive. Many
analytes, including many endogenous neurotransmitters or
neuroactive compounds, are natively electrochemically ac-
tive, which allows them to be measured by electrochemical
detection. Electrochemical detection scales very well with re-
duced sample volume, making it amenable to miniaturiza-
tion. Progress at Eksigent Technologies toward the develop-
ment of a microfabricated electrochemical detection system
will be discussed.
LAB-ON-A-CHIP WITH INTEGRATED CARBON
MICROELECTRODES
DanielleB.Franco,JohnNaber,KevinWalsh,
RichardBaldwin,RobertKeynton,andSusanCarroll
DepartmentOfChemistry,UniversityofLouisville,
2320SouthBrookStreet,Louisville,KY40292,USA
ACS Membership # 2363422.
In recent years, electrochemical (EC) detection has be-
come a well-established methodology for use in microfab-
ricated lab-on-a-chip (LOC) analysis systems. The focus of
our group has been the use of conventional microfabrica-
tion techniques to create fully integrated LOC-EC devices in
which all electrodes are incorporated directly onto the chip
during the fabrication process. To date, such on-chip LOC-
EC devices have usually employed platinum EC electrodes
because this material is well suited to these microfabrication
procedures [1]. However, to facilitate more diverse applica-
tions, it would be useful to have access to a wider variety of
electrode materials, in particular, carbon.
This presentation will address our eﬀort to make a LOC
device made completely of carbon electrodes. In order to
reach this goal, three approaches have been studied. Initially,
carbon ﬁlms were deposited by means of both e-beam (EB)
evaporation [2] and direct current (DC) sputtering tech-
niques [3]. The properties of the resulting electrodes, in
terms of thickness, adhesion, and conductivity, were char-
acterized along with their voltammetry with several model
redox systems. Although the carbon ﬁlms resulting from
the sputtering technique did not prove to be suitable elec-
trodes, carbon ﬁlms obtained by the EB evaporation pre-
sented reasonableelectrochemicalproperties. Finally, carbon
electrodes were patterned onto fused quartz substrates by
means of pyrolysis of photoresist [4, 5]. By choosing the ap-
propriate type of photoresist and adjusting the parameters
of application of photoresist, as well as pyrolysis conditions
(time and temperature), carbon ﬁlms with thickness varying
from 0.5 to 1 micron were obtained. These carbon electrodes
presentedelectrochemicalpropertiesanalogoustoglassycar-
bon electrodes. The top of chip and the channels, were pat-
terned onto soda lime glass.
A low temperature, stamp-and-stick bonding technique
was developed for assembly of the ﬁnal LOC device. Several
applications of the resulting chips will be demonstrated.
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MONITORING TRACE LEVELS OF HEAVY
METAL IONS IN BIOLOGICAL FLUIDS USING ANODIC
STRIPPING VOLTAMMETRY AND A BORON-DOPED
DIAMOND ELECTRODE
GregM.SwainandJasonM.Thornton
DepartmentOfChemistry,NeuroscienceProgramFaculty,
MichiganStateUniversity,EastLansing,MI48824,USA
High concentrations of heavy metal ions (e.g., Cd2+,P b 2+)
in the human body can lead to numerous health problems.
Measurement of these toxins in biological ﬂuids (e.g., blood
and urine) can be used as an indicator of chronic exposure
or a single incidence of a high level exposure. Therefore, it is
important to have available analytical methods that can sen-
sitively,reproducibly,andstablymeasurethesecontaminants
in biological ﬂuids.
Anodic stripping voltammetry is a useful method for
monitoring heavy metal ions as the method generally pro-
videsawidelineardynamicrange,lowlimitofdetection,and
multimetal analysis capability. We have demonstrated that
boron-doped diamond is a suitable electrode for metal ion
analysis in water, soil, and sludge samples. Herein, we report
on the use of this electrode and method to analyze metal ions
in biological ﬂuids. Direct analysis in urine simulant is pos-
sible; however, blood contains many biomolecules (e.g., pro-
teins and peptides) that can adsorb on the electrode surface
and inhibit the response. We report on the detection ﬁgures
of merit for analysis of Cd2+ urine simulant and preliminary
approaches to prevent electrode fouling in analyses of Pb2+
in blood samples.
OPTIMIZING MULTILINE ANALYSIS IN ICP-AES BY
USING DEDICATED INTERACTIVE ASSISTANCE TOOLS
INCLUDING SPECTRUM FILTERING AND DISPLAY,
AND OUTLIER REJECTION
AlbertBrennsteiner,Agn` esCosnier,Cendrine
Dubuisson,EmmanuelFretel,JeanMichelMermet,
OlivierRogerieux,S´ ebastienVelasquez,
andYvesDanthez
HoribaJobinYvon,3880ParkAvenue,Edison,NJ08820,USA
Theaimofanyanalyticalsystemistoprovidehighlyaccurate
results in quantitative analysis. In ICP-AES, use of multiline
analysis is an eﬃcient way to enhance reliability of the con-
centration results. Besides an eﬃcient use of the information
emitted by the ICP, that is, 165–800nm spectra, the use of
several lines per element allows the analyst to verify possi-
ble outliers due to unexpected interferences, and to increase
theconcentrationrange.Althoughanysystemequippedwith
a solid-state multichannel detector can perform multiline
analysis, this is not suﬃcient to obtain reliable element con-
centrations. Dedicated tools are necessary to take full beneﬁt
of the multiline analysis potential and to facilitate the task of
the analyst. HORIBA Jobin Yvon has, therefore, developped
several interactive assistance tools to be used with a CCD-
based ICP system. Multiline selection is then facilitated by
using a proprietary ICP-based spectra data base containing
not only wavelengths, but also sensitivity and line width. The
base is used through a ﬁltering procedure to select lines with
appropriate sensitivity and free from spectral interferences.
An interactive display tool combines single-element spectra
as a function of the expected composition of the sample. It
is, then, possible to visualize the selected analyte lines and
their vicinity within the matrix environment for a ﬁnal vali-
dation. Moreover, because the display tool can include blank
spectra, it can also be used to select background corrections.
Once concentration measurements for each line have been
obtained, an ANOVA-based statistical data processing tool is
used to verify possible outliers. At the end, a reliable, single
concentration per element is given.
RAPID AUTOMATED OPTIMIZATION OF A EUROPEAN
PHARMACOPOEIA MONOGRAPHMETHOD FOR
ANALYSIS OF OLSALAZINE SODIUM BY HPLC
GrahamD.ShelverandRichardVerseput
Varian,Inc.,2700MitchellDrive,WalnutCreek,
CA94598,USA
Olsalazine sodium is used as one of the raw materials for a
commercialproductofamajorinternationalpharmaceutical
company. The European Pharmacopoeia provides a mono-
graph method for the quantitation of olsalazine sodium and
known impurities by reversed phase HPLC. However, the
early generation silica column speciﬁed in the method is
prone to stationary phase degradation at the prescribed pH.
Additionally, this method has an excessive total assay time
of 55 minutes. The company’s analytical R&D department
was tasked with developing an improved HPLC method that
would (i) be able to resolve and quantitate olsalazine sodium
and all nine known impurities, (ii) have an acceptable total
assaytime,and(iii)performwiththerobustnessrequiredfor
normal use as a quality-control method. The work presented
describes how these goals were successfully accomplished us-
ing a fully automated HPLC method development experi-
mentation software platform that had integrated multiple
column and solvent switching and DOE-based experimental
design, creation, and implementation capabilities. This soft-
ware also enabled the determination of overall method ro-
bustness using a built-in robustness calculation algorithm.
Graphical response surface graphs indicated signiﬁcant in-
teractions between the method study parameters, and the re-
sultant method, generated by the automated optimizer, indi-
cated that complete resolution of the olsalazine and all nine
impuritypeakscouldbeachievedwithin34minutesataﬂowPeter B. Stockwell 17
rate of 0.5mL/min and a ﬁnal organic solvent concentration
of 40%.
THE IMPLEMENTATION AND INTEGRATION OF
DATABASING FOR INCREASED EFFICIENCY OF CHIRAL
CHROMATOGRAPHIC METHOD SCREENING
AND DEVELOPMENT
MikeA.McBrien,AdamBeard,ChrisWelch,LiPan,
andMirlindaBiba
AdvancedChemistryDevelopment,Inc.,110YongeStreetW.,
14ThFloor,Toronto,ON,CanadaM5C1T4
Chiral chromatographic method screening proves to be an
eﬀective tool for rapidly developing chiral separation meth-
ods. We have established in our laboratory SFC, normal
phase HPLC, and reversed-phase HPLC chiral screening
tools, which provide >90% screening success rate and gener-
ate >500 chiral separation methods per year for chiral anal-
ysis and preparative chiral puriﬁcations in support of drug
discovery and pharmaceutical process research.
To explore the opportunities to further increase the eﬃ-
ciency of chiral chromatographic method screening and de-
velopment, an in-house chiral applications database was de-
veloped, implemented, and fully integrated with the screen-
ing workﬂows. The database software allowed us to stream-
line several tasks, including archiving sample and structure
information, importing chromatographic data from vari-
ous chromatography platforms, inputting screening results,
and generating screening reports. Practical implementation
of the databases to assist chiral method development is
also being evaluated, with particular emphasis on search-
ing strategies. The in-house chiral applications database and
a commercially available database of chiral methods are
searched simultaneously for prediction of chromatographic
separation conditions with new pharmaceutical compounds.
Searches were based on chemical structure similarities, de-
r i v e df r o mp u r e l ys t r u c t u r a lc o n s i d e r a t i o n sa sw e l la sp r e -
dicted physicochemical parameters. This approach on the
creation and eﬀective mining of previously collected data in
order to more accurately target screening experiments will
potentially reduce the experimental space examined to areas
that have the highest probability of success.
ANALYTICAL CONTROL SYSTEM TECHNIQUES TO
SUPPORT EVOLVING TEST EQUIPMENT MARKET
TimothyBowe
FoliageSoftware,168MiddlesexTurnpike,Burlington,
MA01803,USA
Changes within the laboratory and test and measurement
equipment industry are driving technical changes at the con-
trol system level. Changes such as manufacturer consolida-
tion and the increased use of traditional test and measure-
ment equipment within integrated manufacturing environ-
ments have created new control system issues. As a result, a
diﬀerent control system approach is now required in order to
eﬀectively meet product needs.
In addition, the companies that evolve as a result of con-
solidation also need to increase the ﬂexibility and reuse ca-
pacity of currently developed products. Increasingly, they
must rely on product line architecture approaches that en-
hance the integration and aﬀordability of new technology
platforms.
This paper speciﬁcally illustrates how changes in both
business and deployment environments impact the underly-
ing technology of test equipment and challenge the produc-
tion of next-generation products.
It also examines new engineering techniques, such as
valuedrivenanalysis(VDA)andarchitecturetradeoﬀsanaly-
sis methodology (ATAM) and how they can be applied to de-
velop new products. This paper will show how, using ATAM,
itispossibletoevaluatebothexistingandnewcontrolsystem
architectures against new equipment drivers such as reliabil-
ity, speed, ﬂexibility, connectivity, and enhanceability. This
paper uses case studies to demonstrate the use of variabil-
ity and commonality constructs to eﬀectively support a dis-
parate product line with a single underlying technology plat-
form.
THE USE OF BIOINFORMATICS TOOLS PRIOR TO MS
CHARACTERIZATION OF NEUROPEPTIDES IN NEWLY
SEQUENCED ORGANISMS
AndinetAmareandJonathanV.Sweedler
UniversityofIllinois,Urbana-Champaign,
600SMathewsAvenue,Urbana,IL61801,USA
Identiﬁcation of neuropeptides and hormones in brain tis-
sues using conventional proteomics approaches is challeng-
ing. Normally, one of the ﬁrst steps is to homogenize the
tissue, greatly diluting the peptides produced in specialized
cells. In other cases, the presence of other peptides and pro-
teins interferes with the identiﬁcation of neuropeptides. The
challenge becomes even more pronounced when identifying
neuropeptides from species for which genomic information
or annotation of neuropeptide genes is scarce. In this case,
veriﬁcation of neuropeptide by direct sequencing becomes
necessary.
We have identiﬁed over 36 neuropeptide genes in the
honey bee by the combined use of homology searches us-
ing BLAST, searching for pertinent gene features such as sig-
nal peptide and presence of basic amino acids, as well codon
scanningforrepeatingpatterns.Thiscombinedapproachen-
abled the discovery of neuropeptide genes not identiﬁed by
gene ﬁnding programs such as GENSCAN and FGENEH,
a n dr e c o n c i l e dd i ﬀerences in prediction of the same gene by
twoormoregenepredictors.Inordertoaidsuchapproaches,
we have also developed a statistical algorithm (NeuroPred)
that predicts cleavage sites in insects, mollusk, and mammals
and reports expected molecular masses with or without pu-
tative post translational modiﬁcations.
We are testing these approaches using several newly se-
quenced genomes. For example, the Tribolium castaneum18 Journal of Automated Methods and Management in Chemistry
(redﬂourbeetle)genomesequencingprojectbyBCM-HGSC
has reached annotation stage, with the second assembly al-
ready completed. By applying gene ﬁnding strategies already
implemented in the honey bee, we are identifying neuropep-
tide genes from Tribolium castaneum. Moreover, using Neu-
roPred, we predict proteolytic products of the predicted
genes, thereby producing a list of most likely neuropeptides
to be conﬁrmed by mass spectrometry.
OPTIMIZING CHROMATOGRAPHY BY USING
HIGHER COLUMN FLOWS, SPLIT INJECTIONS, AND
SURGE PRESSURE SPLITLESS INJECTIONS IN GC/MS
JessieM.Butler
ThermoElectronCorporation,2215GrandAvenuePkwy,
Austin,TX78728,USA
Conventional chromatography follows the theory of the Van
Demeter curve where the best separation is achieved for he-
lium at a linear velocity of 20 to 50cm/sec and low column
ﬂow rates of 1mL/min. Several experiments have been run
to test the eﬀect of higher carrier gas ﬂows by GC/MS. These
elevated ﬂow rates of 3mL/min require fast-scanning speeds
of 5scans/sec or 1618μ/sec. The actual capacity for the sta-
tionary phase can be increased with these higher ﬂow rates,
allowingfortheuseofthinnerﬁlms.Runtimesareshortened
and ﬁnal oven temperatures can be lowered, reducing the
run time and column bleed. Another interesting advantage
was observed in minimizing irreversible absorption of active
compoundssuchaspentachlorophenolandorganophospho-
rus pesticides by shortening the time spent in the analytical
column.
Another parameter studied was the ﬂow of the carrier
gas through the inlet during injection of the sample. Surge
pressure splitless injections force more of the sample into the
column and minimize breakdown by reducing the stress of
a ﬂash vaporization in a constant temperature injection. A
split injection does the same thing, although a more sensitive
mass spectrometer is required.
No adverse eﬀects were noted in precision, sensitiv-
ity, or separation at elevated column ﬂow rates and surge
pressure splitless injections. The split injection actually en-
hanced the separation of more volatile compounds like N-
nitrosodimethylamine (NDMA) and pyridine. The target
lists studied in this project were those in EPA methods 8270
and 525.
AUTOMATED SPECTRAL SEARCHING TO
PROVIDE SPECIFIC FUNCTIONAL GROUP DETECTION
CAPABILITY TO GC-TOFMS
DonaldC.Hilton
LECOCorporation,14950TechnologyCt.,FortMyers,
FL33912,USA
The use of automated searching of mass spectra for spe-
ciﬁc patterns allows the GC-TOFMS system to be used as
a selective detection system for numerous types of com-
pounds. When applied to the full chromatogram, this auto-
matic search capability may be used to identify chlorinated
or brominated contaminants such as solvents or pesticides in
foods or environmental samples. With the use of GCxGC-
TOFMS, trace components with speciﬁc functionality can be
identiﬁed. Sulfur-containing compounds such as pesticides
orminorﬂavoringredientscanbeidentiﬁedincomplexmix-
tures, such as ﬂavoring mixtures. This work demonstrates
the use of the GC-TOFMS system as a speciﬁc detector with
ability to provide mass spectral identiﬁcation of compounds
containing speciﬁc groups.
PYROLYSIS GC/MS USED TO PROFILE CRACKING
PRODUCTS OF BIO OILS
ThomasP.WamplerandCharlesZawodny
CDSAnalytical,Inc.,465LimestoneRoad,Oxford,
PA19363-0277,USA
A sf o s s i lf u e lh a sb e c o m em o r ed i ﬃcult to obtain, there
has been renewed interest in developing fuel from alternate
sources. One alternative fuel source being investigated and
used in parts of the world is oil from agricultural products
such as corn, rapeseed, or soy. Unmodiﬁed, or straight veg-
etable oil can be used as fuel in adapted diesel engines. Un-
fortunately, because vegetable oil is more viscous than diesel
fuel, as much as 10–20 times, it can cause problems in such
engines over time. To create biodiesel, a fuel with a viscosity
closer to diesel, oil can be modiﬁed. Thermally cracking, or
controlledpyrolysis,of bio-oil decreasesits molecularweight
and is thereby eﬀective in converting oil to a more useable
fuel, like biodiesel. However, because of complicated pyroly-
sis mechanisms, diﬀerent pyrolysis conditions yield diﬀerent
products. This poster describes the use of pyrolysis GC/MS
by chemists to study various pyrolysis conditions and their
eﬀects on diﬀerent vegetable oils. Chromatograms of py-
rolyzed vegetable oils are compared to chromatograms of
diesel fuel to determine optimal pyrolysis conditions.
USE OF GC/MS FOR SCREENING OF PESTICIDE
RESIDUES IN FOOD
Haruhik oMiyagawa,Hirok oOkuda,MarkT aylor ,
MelissaLong,RichardWhitney,andTakashiSumiyoshi
ShimadzuCorporation,1Nishinokyo-Kuwabaracho,
Nakagyo-Ku,Kyoto604-8511,Japan
Retention times and response levels for GC/MS analysis can
vary signiﬁcantly between instruments, or for an individual
instrument depending on its condition. Quantitative analy-
sis normally requires, as a ﬁrst step, the analysis of analytical
standards to verify chromatographic retention times and es-
tablish calibration curves.
With the introduction of the “positive list” system in
Japan and the corresponding increase in the number of tar-
get pesticides to nearly 700, not only the preparation of an-
alytical standards is expensive and time-consuming, but also
availability of pesticide standards is frequently a problem.Peter B. Stockwell 19
In this study, the necessary parameters for quantitative
analysis (retention times, response factors, and mass spec-
tra) were standardized. Reliable semiquantitative analysis
was demonstrated without the use of calibration standards.
A database and supporting software were created for analysis
of pesticide residues in food.
MATCHING SOFTWARE TOOLS TO
CHALLENGING FORENSIC GC/MS ANALYSES FOR
IMPROVED LABORATORY PRODUCTIVITY
EricPhillips,JimEdwards,MatthewK.Lambing,
andMeredithConoley
ThermoElectronCorporation,2215GrandAvenuePkwy,
Austin,TX78728,USA
Useofgaschromatographyandmassspectrometry(GC/MS)
as a tool for forensic chemistry analyses can result in con-
siderable volumes of data to review and evaluate (or inter-
pret). With pressures to reduce evidence backlogs and meet
deadlines, data review can create a bottleneck. Software tools
developed speciﬁcally for forensic applications can stream-
line data review and reporting, and thus reduce or remove
the data review bottleneck. Software that addresses speciﬁc
tasksorsampletypesensuresthatresultsandreportsprovide
the best ﬁt between the data and the reporting needs. The
use of diﬀerent software tools was evaluated using GC/MS
for the following disciplines: forensic toxicology, ﬁre/arson,
and controlled substances. These software programs were
compared against standard data processing software to en-
sure that the best ﬁt for each section of forensic chemistry
was provided. Analytical validation of the software was per-
formed, to evaluate reliability, applicability, accuracy of re-
sults,andsubjectiveeaseofuse.Speciﬁcbeneﬁtsthatresulted
from the use of each program were quantiﬁed in terms of
time saved by the analyst for reviewing and reporting data.
The results include a matrix for eﬀectively matching soft-
ware applications to analytical challenges in order to im-
prove the workﬂow within the forensic lab while still main-
taining integrity and validity of results. Overall, it was de-
termined that matching software programs to speciﬁc ana-
lytical tasks can reduce casework time and improve sample
throughput.
DETERMINATION OF FATTY ACID METHYL
ESTERS IN FOOD BY GAS CHROMATOGRAPHY
CHEMICAL IONIZATION MASS SPECTROMETRY WITH
AUTOMATIC DERIVATIZATION
NievesSarri´ on
KONIK-TechSA,Avda.Cerdanola73,SantCugatDelVall´ es,
Barcelona08190,Spain,AriadnaGalve,JordiReverter,
Jos´ eAntonioMun  oz
The analysis of fatty acid methyl esters (FAMEs) character-
izes the lipid fractions in food, making them one of the most
important applications in food quality control. Although
most edible fats and oils contain primarily linear saturated
fatty acids, branched fatty acids, mono-, di-, and higher
unsaturated fatty acids can also occur. Additional informa-
tion about lipid fraction can be obtained by determining
the position of double bond(s) and geometric conﬁguration
cis/trans. Whereas trans isomers have adverse health eﬀects
(an increase risk of coronary heart disease), the cis isomers
typically do not. In fact, the US Food and Drug Administra-
tion recently amended its regulations on nutritional labeling
to include the amount of trans fatty acids in the nutrition
facts panel of the food (US FDA 21 CFR Part 101, Section
101.62).
The most common analytical tool to measure fatty acids
in food is GC analysis after methylation to improve their
volatility. Two critical aspects of the global method need to
be optimized: speed of analysis to maximize throughput and
selectivity of GC method to ensure resolution and reliable
quantiﬁcation of cis/trans pairs.
Inthiswork,amethodforautomaticmethylationoffatty
acidswithKONIKROBOKROMautosamplerandanalysisof
the corresponding FAMEs by the KONIK HRGC + MS Q12
system working in CI mode are presented.
Automatic derivatization parameters (reagent volumes,
temperature, and time of derivatization, etc.) and GC-CI-
MS parameters (temperature of the source and reactive gas
type and ﬂow) were optimized to obtain better selectivity in
the quantiﬁcation of cis/trans pairs. Quality parameters of
FAMEs analysis were established. Finally, GC-CI-MS was ap-
pliedtotraceleveldeterminationofFAMEsinbiologicalma-
trices (animal feed, dairy products, vegetable, oils and other
processed foods) and results compared in terms of selectivity
and sensitivity with the analysis by GC-EI-MS.
TRACE LEVEL HEADSPACE ANALYSIS USING VAPOR
PHASE SWEEPING
JeffSheriff,DougMeece,andJohnConsidder
ESTAnalytical,Inc.,503CommercialDr.,Fairﬁeld,
OH45014,USA
Static headspace systems oﬀer a simple and robust method
of introducing volatile organic compounds into a GC. How-
ever, one of the drawbacks of static headspace analysis is that
the technique cannot provide the sensitivity necessary to de-
tect compounds at trace levels since only a portion of the
equilibratedheadspacevaporcanbeinjected.Tracedetection
analysisgenerallyrequiresmuchlargervolumesofheadspace
vapor and the ability to preconcentrate these compounds of
interest prior to GC analysis.
This paper will present the analytical advantages of a
static headspace system equipped with a dual sampling nee-
dle capable of dynamically sweeping the headspace and con-
centrating the compounds prior to injection. The sensi-
tivity of this type of headspace sampling is now propor-
tional to the total mass of the compounds present in the
vapor phase rather than equilibrium concentration of the
headspace.20 Journal of Automated Methods and Management in Chemistry
The advantages of this sampling method will be demon-
strated by presenting sub-ppb-level results in a variety of
condensed matrices. The full evaporative technique will also
be evaluated since the dynamic sweeping injection technique
is capable of creating enough headspace volume to overcome
sensitivity issues associated with very small sample sizes.
A NEW AUTOSAMPLING SYSTEM FOR THERMAL
DESORPTION GC/MS ANALYSIS OF CHEMICAL
WARFARE, ENVIRONMENTAL, AND FOOD VOLATILES
ThomasP.Wampler
CDSAnalytical,Inc.,465LimestoneRoad,Oxford,
PA19363-0277,USA
Volatiles sampling using sorbent technology has permitted
sensitive and automated analysis of compounds from a wide
range of sample matrices. By collecting the organics from
a large sample volume and then thermally desorbing them
intotheGC/MS,parts-per-billionandevenparts-per-trillion
level analyses are possible. Selection of sorbent type and tube
sizehelpsinthedevelopmentoftechniquesspeciﬁcforapar-
ticular type of compounds or sample matrix. Consequently,
the same technology may be used for the extremely demand-
ing analysis of chemical warfare volatiles in air, industrial hy-
giene/environmental contaminants such as TICS, TIMS, sol-
ventsandcombustionproducts,andevenaromacompounds
from foods and packaging.
This paper presents data on a unique system, comprised
of a thermal desorption autosampler, a volatiles concentra-
tor, and a GC/MS, which may be equipped with a variety of
sample tube sizes to optimize the process for diﬀerent appli-
c a t i o n s .T h et u b e sm a yb eﬁ l l e dw i t hd i ﬀerent sorbent ma-
terials, and the desorption times and temperatures are inde-
pendently controlled for each tube.
Application of the system is shown for several sam-
ple types, including typical surrogates for chemical warfare
agents, aromatic and chlorinated solvents, and aroma com-
pounds collected from the headspace of foods.
DEVELOPMENT OF ONLINE ULTRA VIOLET RADIATION
PYROLYSIS-GC/MS (UV/PY-GC/MS) SYSTEM USING
MULTIFUNCTIONAL PYROLYZER
WatanabeChuichi,HosakaAkihiko,OhtaniHajime,
RobertFreeman,andTsugeShin
FrontierLaboratoriesLtd.,1-8-14,Saikon,Koriyama,
Fukushima963-8862,Japan
The physical and chemical performances of most polymeric
materials gradually degrade due to external eﬀects such as
heating, photoradiation oxidative atmosphere, and mechan-
ical stress. During the degradation process, not only the de-
composed compounds formed from the sample but also the
structural alternation of the samples has been important tar-
gets to analyze. By getting this information, it would be pos-
sible to prepare the advanced materials by modifying their
molecular structures and/or selecting appropriate additives.
For these analyses, a new analytical method has to be devel-
oped.
In this work, a new analytical instrument using an on-
linemicro-ultraviolet(UV)radiatorcombinedwiththemul-
tifunctional microfurnace pyrolyzer (PY-2010iD, Frontier
Lab) with capillary column GC/MS was developed. A UV
beam was spotted on a small amount of polymer sample set
in the pyrolyzer through a ﬁber cable. The evolved gas from
the irradiated polymer sample was analyzed online by GC,
and then the residual polymer sample was pyrolyzed in the
pyrolyzer to give a speciﬁc pyrogram. Based on both pieces
of information obtained, the deterioration mechanism of the
polymeric material during irradiation and the eﬀect of addi-
tives such as photostabilizer and UV-absorber can be eval-
uated using submilligram order of minute polymer sample
with relatively short test period compared with that by con-
ventional technique such as a weather meter. Here the basic
performance of this system was examined using typical poly-
mer materials such as polystyrene and polypropylene.
AUTOMATION AND OPTIMIZATION OF
LIQUID-PHASE MICROEXTRACTION
JanuszPawliszynandWennanZhao
DepartmentofChemistry,UniversityofWaterloo,
200UniveristyAvenueWest,Waterloo,ON,
CanadaN2L3G1
Many fully automated liquid-phase microextraction (LPME)
techniques, including static headspace LPME (HS-LPME),
exposed dynamic HS-LPME, unexposed dynamic HS-
LPME, static direct-immersed LPME (DI-LPME), dynamic
DI-LPME, and hollow ﬁber-protected LPME (HF-LPME),
are described in this study. All steps of these LPME tech-
niques, including the ﬁlling of the extraction solvent, sam-
ple transfer and agitation, withdrawing the solvent to a sy-
ringe, and introducing the extraction phase into the in-
jector, were autoperformed with a commercial CTC Com-
biPal autosampler, Critical experimental factors, including
temperature, choice of extraction solvent, solvent volume,
plunger movement rate, and extraction time, were investi-
gated. Among thethree HS-LPMEtechniquesthat wereeval-
uated, the exposed dynamic HS-LPME technique provided
the best performance, compared to the unexposed dynamic
HS-LPME and static HS-LPME approaches. For DI-LPME,
the dynamic process can enhance the extraction eﬃciency
and the achieved method precision is comparable with the
static DI-LPME technique. The precision of the fully au-
tomated HF-LPME is quite acceptable (RSD values below
6.8%), and the sensitivity of this method is comparable with
the DI-LPME approaches, although only part of the extrac-
tion phase is introduced for analysis. The fully automated
LPME techniques are more accurate and more convenient,
and the reproducibility achieved eliminates the need for an
internal standard to improve the method precision.Peter B. Stockwell 21
GAS CHROMATOGRAPHY/TANDEM MASS
SPECTROMETRY FOR THE SIMULTANEOUS
DETERMINATION OF PERSISTENCE ORGANIC
POLLUTANT IN KUWAITI WASTEWATER
TREATMENT PLANTS
ZainabAl-Ballam,LatifaAl-Hajii,andNisarAhmed
KuwaitInstituteforScientiﬁcResearch,KuwaitSafat13109,
Kuwait24885,Kuwait
A method was developed to determine trace concentrations
of individual PAHs and OCPs in sewage sludge samples,
which were taken from three diﬀerent wastewater treatment
plants (WWTPs) in the area of Kuwait. The new method was
based on using GC-ion trap MS techniques for the simul-
taneous determination of OPCs and PAHs, and the sludge
samples were extracted with accelerated solvent extraction
(ASE) using 1:1(v/v) dichloromethane (DCM): n-hexane
solvent mixture. The extracts were passed through a mul-
tilayer column containing silica/Al2O3,f o l l o w e db yg e lp e r -
meation chromatography (GPC) column in order to elimi-
natethelargeinterferencecausedbyorganiccompoundsand
lipids. Sulfur was treated by a nondestructive method such as
using copper bars which enhance the removal of sulfur.
GC-ion-MS-MS optimization of several variables such as
CID, ESL, and waveform was done perfectly in order to ob-
tain exact fragment ions for each analyte and enhance the
sensivity of interested analyte, which was in the range of ppb.
However, the correlation (R2) of the calibration curves of the
analyte was exceeding 0.999.
Average concentrations of 7.8mg/kg for the sum of 16
PAHs, and 39.5μg/kg of the sum of the 16 OCPs were found
in the sewage sludge. Compared to a previous study per-
formedinourlaboratoryusingadiﬀerentanalyticalmethod,
PAHs are still present in similar concentrations, and there is
no evidence of large deviation from the results obtained pre-
viously, except that the linearity of the calibration curve was
narrowed using ion trap techniques.
OPTIMIZATION OF GRAZING ANGLE
ATTENUATED TOTAL REFLECTION FOR THE ANALYSIS
OF MONOMOLECULAR LAYERS ON SILICON
KennethD.Kempfert,GaborJ.Kemeny,
andSteveH.Vogel
PIKETechnologies,2901CommerceParkDrive,Madison,
WI53508,USA
Interest in the analysis of monomolecular layers on silicon
has grown signiﬁcantly with the development eﬀorts for thin
dielectrics in the semiconductor industry. The need now ex-
ists to probe layers tens of nanometers in thickness reliably.
Traditional FT-IR sampling techniques such as transmission
or ATR typically measure samples or coatings on samples
where the thickness is 3 orders of magnitude greater. Graz-
ing angle reﬂection techniques have been used successfully
to measure monomolecular layers on reﬂective substrates.
However, in the case where silicon is the substrate, resolv-
ing the distinctive features of the surface ﬁlm becomes diﬃ-
cult. As early as 1966, Harrick saw the need for the analysis
of thin ﬁlms on another substrate by ATR and provided de-
tailed theoretical description of the phenomenon. Harrick’s
publications further described equations for calculation of
eﬀective thickness of very thin ﬁlms on a base layer measured
at parallel and perpendicular polarization. Later, Olsen and
Shimura proposed an ATR method for the analysis of thin
layers on silicon at 60 degrees using a germanium (Ge) crys-
tal, and a theoretical absorbance ampliﬁcation of 3 orders
of magnitude relative to traditional measurements. Recently,
Milosevic et al. further described a method of grazing an-
gle single reﬂection ATR analysis using 60-and 65-degree Ge
crystals for organic monolayers on silicon. This publication
described theoretical detail for the enhancement in sensitiv-
ity relative to traditional ATR sampling of bulk materials and
provided examples of spectral data for the analysis of organic
monolayers on silicon using this optical conﬁguration.
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MONITORING MANUFACTURING PLANTS USING
PORTABLE ANALYZERS WITH GPS AND WIRELESS
DATA TRANSMISSION SYSTEMS
JohnN.Driscoll,C.Brenneck,E.Rodin,H.Gimenez,
I.Kreydin,J.Hamm,N.Hennigar,N.Liakis,N.Perova,
P.Hogan,P.Perov,andW.Johnson
PIDAnalyzers,LLC,780CorporatePark,Pembroke,
MA02359,USA
A new 4-channel analyzer (photoionization detector (PID),
andthreeothersensors),model102+,wasintroducedbyPID
analyzers last year. This analyzer has the capability of logging
7000 points for each channel. The data can be downloaded
to a PC via the RS232 and the software that is provided.
With a geographic position sensor (GPS) incorporated
into this analyzer, the user could easily generate a concentra-
tion proﬁle of the contaminants in the work area, and the
data would be invaluable. If, in addition, we interface a wire-
less mote to this analyzer, we have the ability to transmit the
data directly to a PC for database archiving and real-time
monitoring.
Radiofrequency(RF)wireless“motes”arelow-power,in-
expensive devices that support internal and external sensors,
processing, and communications in a small package. The
“ﬁeld mote” receives data from the model 102+ then relays
it back to an RF “base mote” connected to a server with an
MYSQL database. Multiple motes, each with a unique ID
number, can be used in the system with one mote in each
analyzer.
The user can select from more than nearly 40 diﬀer-
ent sensors and technologies such as PID, IR, TCD, CG,22 Journal of Automated Methods and Management in Chemistry
capacitance, temperature, and electrochemistry. This tech-
nology can be used to develop concentration proﬁles before
and after ventilation is added, monitor areas where chemi-
cals are being loaded or unloaded, monitor hoods because
of the compact size, perform continuous monitoring dur-
ing process operations, and so forth. And with the on-board
GPS,ifthesystemismoved,thenewlocationisautomatically
known. Additional applications and data will be discussed.
CALIBRATING MERCURY CEM INSTRUMENTATION
WarrenT.Corns,DerekW.Bryce,MatthewA.Dexter,
andPeterB.Stockwell
PSAnalytical,ArthurHouse,CrayﬁeldsIndustrialEstate,
MainRoad,Orpington,KentBr53Hp,UK
The clean air rule [1] has provided the legislation for the
regulation and control of mercury emissions from coal-ﬁred
utilities in North America. To ensure the integrity of the sys-
tems designed to measure the mercury levels emitted, it is
essential to develop suitable calibration sources which are
traceable to national standards, be it the National Institute of
Standards and Technology or other national standards bod-
ies.
Since the introduction of its ﬁrst mercury continuous
emissions monitor, P S Analytical has provided a calibration
source,theCAVKIT,whichallowsasetconcentrationofmer-
cury to be introduced at various stages in the sampling and
measurement cycle. This has been successfully used to check
calibrationandtotesttheintegrityofthefullsystem.Thesys-
tem has been evaluated by NIST [2]. Further developments
to provide a source of oxidized mercury and the experience
of this in the ﬁeld will be described.
REFERENCES
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DETERMINATION OF HEAVY METALS IN PRODUCED
WATER AND DRILLING DISCHARGES USING ATOMIC
FLUORESCENCE SPECTROMETRY
WarrenT.CornsandPeterB.Stockwell
PSAnalytical,ArthurHouse,CrayﬁeldsIndustrialEstate,
MainRoad,Orpington,KentBr53Hp,UK
During the extraction of oil and gas, a large quantity of un-
desirable water and drilling waste is produced. The chemical
composition of discharged wasts is complex and may vary at
diﬀerent stages of oil and gas production. Drilling mud for-
mulations have varied greatly over the years and are also de-
pendent on the rock formation to be drilled. Barite (BaSO4)
is commonly used in water-based drilling mud to control
and regulate the hydrostatic pressure in the well. This mate-
rial contains high levels of heavy metals such as mercury, ar-
senic,selenium,lead,cadmium,zinc,copper,chromium,and
others. The cuttings of the drilling process are typically dis-
charged to the environment giving cause for concern about
marine wildlife. The environmental eﬀect of heavy metals
from drilling discharges has created much debate. Barite and
associated trace minerals are of a nonsoluble form and are
therefore believed by many not to be biochemically available
to marine organisms.
Thispaperwilldiscusstheanalyticalmethodsthatcanbe
used for determinations of heavy metals from drilling mud,
discharges, produced water, marine sediments, and water.
The paper will focus on the use of vapor generation atomic
ﬂuorescence spectrometry (AFS) as a method for determin-
ing mercury, arsenic, selenium,a n da n t i m o n y .T h i sa p p r o a c h
has been coupled to HPLC separation techniques to provide
speciationmeasurements.Aﬁngerprintingmethodusingthe
trace metals of barite will be presented that potentially can
be used to monitor the fate and distribution of heavy metals
from drilling discharges.
THE ANALYSIS OF MERCURY SORBENT TRAPS BY
DIRECT COMBUSTION AND COLD VAPOR ATOMIC
ADSORPTION ANALYSIS
MasonR.Marsh,EichenbaumLilliane,JohnRiley,
KimMarshall,andLawrenzDennis
LECOCorporation,3000LakeviewAvenue,SaintJoseph,
MI49085,USA
On March 15, 2005, the Environmental Protection Agency
(EPA) issued the ﬁrst-ever federal rule to permanently cap
and reduce mercury emissions from coal-ﬁred power plants.
In order to comply with the EPA mercury emission standard,
the power industry is required to determine the amount
of mercury emitted from their power plants. For this pur-
pose, one approach may utilize continuous emission moni-
tors, which are designed for the continuous sampling of to-
tal mercury emissions in ﬂue gas streams. However, this ap-
proach is presently unproven and costly. Another method,
referred to as EPA part 75 appendix K, allows for sampling of
the stack eﬄuent and oﬄine analysis of sorbent traps. Proce-
dures proposed for the analysis of the sorbent traps include
extraction methods, draft EPA method 324 and draft modi-
ﬁed ASTM method 6414, a thermal desorption method with
coldvaporatomicabsorption(CVAAS),andthermaldecom-
position CVAAS.
Thesorbenttrapanalysisworkdescribedhereutilizesthe
direct combustion methodology based on ASTM method D
6722, total mercury in coal, and coal combustion residues
by direct combustion analysis. The sample preparation and
handling methodology were modiﬁed so that the sorbent
trapscanbereliablyandroutinelyanalyzed.Allanalyseswere
obtained using a LECO AMA254 mercury analyzer. The re-
sulting methodology has been shown to provide excellentPeter B. Stockwell 23
recoveries, often approaching 100%, as well as unprece-
dented accuracy and very precise mercury results.
The proposed combustion methodology will be de-
scribed in detail. This method will be compared and con-
trasted with alternative approaches. Round robin results will
be presented which utilize this direct combustion method on
a set of preloaded sorbent tubes. Analyte recoveries, accu-
racy, and precision obtained in this study will be provided
andthese resultswillbe comparedto those obtained bycom-
peting methods.
DETERMINATION OF MERCURY AND
OTHER TRACE ENVIRONMENTAL ELEMENTS
USING MORE SENSITIVE METHODS AND ATOMIC
FLUORESCENCE SPECTROSCOPY
DongLiangandYongXie
AuroraInstrumentsLtd.,1001EastPenderStreet,
VancouverBC,CanadaV6A1W2
Mercury has long been known to be a potent toxin but
recently concern has increased signiﬁcantly about chronic
high-level exposure to Hg and other hazardous metals found
in the environment leading to health safety concerns. Recog-
nizing this hazardous mercury pollution, many environmen-
tal agencies have published advisories against this contami-
nation and issued stricter methods of analysis for mercury
determination.
Recently, a simple ﬂuorescence technique of EPA method
245.7 (mercury in water by cold vapor atomic ﬂuorescence
spectrometry) was developed to meet the increasing need for
accurate, low-level mercury and other trace environmental
sensitive elements. The advantages of this technique include
low noise, ultra lower detection limit (e.g., it can be as low
as 0.001ppb for mercury), wider working range (103), and
lower interference.
Aurora Instruments Ltd. has introduced a new genera-
tion of atomic ﬂuorescence spectroscopy; AI 3300 oﬀers a
unique vapor generation with ppt detection limits for Hg
and other hydride forming elements. With dual channel si-
multaneous measurement, the sample can be digested in one
batch and both elements (Hg plus one of the other hydride
forming elements) can be measured simultaneously. More-
over,theAI3300canbecombinedwiththeXYZautosampler
to give a ﬂexible, fully automated operating system, which
signiﬁcantly increases the productivity and reduces the labor
cost.
BRINGING TOGETHER US EPA METHODS 1631,
245.1, 245.7, AND 7473 FOR THE DETERMINATION OF
MERCURY IN SOILS AND LIQUIDS
DavidPfeilandPeterG.Brown
TeledyneLeemanLabs,6WentworthDrive,Hudson,
NH03051,USA
Mercury determinations are required in a variety of sample
matricesandacrossaverywiderangeofconcentrations.Sen-
sitive techniques, such as purge and trap cold vapor atomic
ﬂuorescence spectroscopy, are available that can achieve de-
tection limits at sub part-per-trillion sublevels but which
cannot handle higher concentrations without massive dilu-
tions. On the other hand, there are less sensitive techniques,
such as direct combustion mercury generation that can han-
dle diverse matrices with little to no sample pretreatment.
Instrumentation designed for the diﬀering techniques
shares much in terms of their detection systems but little in
terms of sample introduction. In all cases, free gaseous mer-
curyisthespeciesthatisultimatelyquantiﬁed.Theprocesses
to produce the mercury gas, however, diverge signiﬁcantly.
Methods 1631, 245.1 and 245.7 employ chemical reactions
with acids, oxidants, and reductants. Method 7473 employs
sample heating followed by vapor catalysis.
We will introduce a combustion-based instrument to de-
termine mercury in matrices such as solids, tissues, coal, and
soils without sample pretreatment that can be equipped with
a high-sensitivity liquid introduction system.
ADVANCES IN THE DETERMINATION OF MERCURY BY
THERMAL DECOMPOSITION, AMALGAMATION, AND
COLD VAPOR ATOMIC ABSORPTION SPECTROSCOPY
DavidPfeilandBruceMacAllister
TeledyneLeemanLabs,6WentworthDrive,Hudson,
NH03051,USA
US EPA anticipates increased implementation of method
7473 for the determination of mercury in a variety of sample
matrices.Themethodprovidesrapidanalysiswithlittletono
sample pretreatment. In most cases, results can be obtained
inlessthantenminutes.Moreover,availableinstrumentation
for this technique is remarkably stable and immune from
matrix interferences. As a result, a variety of samples can be
analyzed for mercury from a single stored calibration curve.
In this presentation, we will investigate the impact of sys-
tem characteristics such as moisture control, gas selection,
and decomposition temperature on accuracy, sensitivity, and
stability. Using aqueous calibration standards mercury con-
centrationswillbereportedforavarietyofcertiﬁedreference
materials.
AT-LINE, ONLINE, AND INLINE SAMPLING FOR NEAR
INFRARED AND MID INFRARED MEASUREMENTS
DonaldS.Lavery
WilksEnterprise,Inc.,140WaterStreet,Norwalk,CT06854
Inmovingananalysisfromthelaboratorytotheprocessline,
thespectroscopystaysthesamebutjustabouteverythingelse
changes. In particular, the analyst is no longer in control; the
requirements of the production process almost always take
precedence.
We designate at-line as close to but not connected to a
process, online as connected with a slip stream, and inline
as an installation inserted directly. Except in the at-line case,
sample modiﬁcation is usually impractical; the sample must24 Journal of Automated Methods and Management in Chemistry
be dealt with as it is and even then sample handling must
usually be kept simple.
The process may impose sampling restrictions that make
one or the other spectral region the obvious choice. In other
cases, either spectroscopy might be acceptable. The choice
then will depend on other aspects of the analysis situation
such as the following.
(i) Is this a standard analysis available as a complete solu-
tion?
(ii) What is the operator’s skill level?
(iii) What mechanical packaging is required?
(iv) Is data communication necessary?
(v) Will there be adequate service support?
(vi) Price.
In other cases, spectroscopic variables may dictate the
choice of spectral region. Some are as follows:
(1) The convenient or required pathlength is
(i) long: use nonfundamental (weak) absorptions,
(ii) short: use fundamental (strong) absorptions.
(2) Concentration of the component to be measured is
(i) trace: use fundamentals,
(ii) major: use nonfundamentals or very short path (e.g.,
ATR).
The sample stream is chemically aggressive; optical ma-
terials that are suitable for use at longer wavelengths may be
vulnerable to be attacked by aggressive chemicals. At wave-
lengthsshorterthan5μm(2000cm−1),quartz,sapphire,and
cubic zirconia are almost universally applicable.
The sample stream temperature varies; combination
bands that involve very low frequency absorptions may be
very temperature dependent. ATR measurements may be
temperature-dependent due to refractive index changes. The
amount of conditioning or compensation required will de-
pend on the strength of the temperature dependence.
The sample stream pressure varies; pressure broadening
in gases can cause changes in apparent absorption that are
diﬀerent for diﬀerent bands. Hydraulic hammers in liquid
streams can cause deﬂection of optical components. Pressure
conditioning requirements will vary on a case-by-case basis
but may be less severe if the wavelength region is carefully
chosen.
DATA HANDLING FOR NIR SPECTROSCOPY AND PAT
HowardMark
MarkElectronics,69JamieCourt,Suffern,NY10901,USA
The FDA has deﬁned a set of goals for the pharmaceutical
industry, called the Process Analytical Technology initiative
(PAT). This initiative is intended to address the increasing
pressure it is being subjected to which from Congress and
the public to reduce the costs of pharmaceuticals prepara-
tions. Instrumental methods of analysis such as NIR play a
key role in addressing the new paradigm the FDA is promot-
ing. Making those analytical methods conform to the strict
requirements of a regulated environment, however, leads the
spectroscopic community into new territory and ways of do-
ing things.
The success of modern NIR spectroscopy has depended,
from the beginning, on the conﬂuence of three distinct con-
cepts: the extremely good precision and stability of modern
instrumentation,theuseofdiﬀusereﬂectancemeasurements
to collect the spectral data, and the application of sophisti-
cated multivariate methods to extract the useful information
from the data. The advent of the new PAT initiative from
the FDA has increased the need for new and innovative ap-
proaches to extracting information and simultaneously im-
posed new requirements on them. In this talk, we will ex-
amine the historical bases for analysis of NIR data, a new
paradigm that has appeared, and the expectations for ad-
vancing into the future.
APPLICATIONS OF IMAGE ANALYSIS IN
FORENSIC SCIENCE
NicolaRanieri
USFDA/FCC,6751StegerDrive,Cincinnati,OH45237,USA
Image analysis (IA) is used in forensic science for compara-
tive analysis between a known sample (control) and an un-
known sample. The FDA’s Forensic Chemsitry Center (FCC)
uses IA in cases related to counterfeit pharmaceuticals and
illicit drugs. The purpose of this presentation is to describe
a computerized IA method for comparing alpha-numeric
printing encountered in evidence related to cases of counter-
feit pharmaceuticals and illicit drugs. Because of the adap-
tive features of the human eye, the manual, real-time image
analysis method is less sensitive to variations of shades of
color and detail. The computerized image analysis method
described in this presentation does not suﬀer from this sub-
jectivity and therefore is better at determining subtle dif-
ferences between samples. To achieve consistent results, the
lighting procedure, the image acquisition, and the image
analysis method were optimized. To minimize variations due
to lighting, a lighting diﬀuser was used. To evaluate the com-
puterized IA method and to assess the details revealed in
an image comparison, computerized analysis of images was
compared with manual image analysis at two diﬀerent mag-
niﬁcations. Using digital scanner camera, low-magniﬁcation
images could be sampled at high resolution, thus making it
possible to analyze larger printing areas. This presentation
will describe the computerized IA method, compared to the
manual method, and actual case studies using the computer-
ized IA method.
ADVANTAGES AND SCOPE OF A MODERN AT-LINE
ANALYSIS SYSTEM IN PROCESS MONITORING
FrankPortala,FranzMueller,GerhardKirner,
andMichaelFeige
MetrohmLtd.,Oberdorfstrasse68,HerisauCh-9101,
Switzerland
The monitoring of production processes uses physical pa-
rameters such as temperature, and pressure but chemicalPeter B. Stockwell 25
parameters are also used for process control and optimiza-
tion. To achieve constant product quality, analytical mea-
surements are indispensable. Reliable monitoring requires
content determination of components, auxiliary substances,
or reaction products. At the same time, these determina-
tionsareusedforprocessdocumentationandvalidation.The
measuring systems applied in practice depend on the inte-
gration in the process and the position of the system; we
ﬁnd inline, online, at-line, or oﬄine analysis systems, each of
which has its advantages and justiﬁcations. Inline measure-
m e n t sa r ed i r e c tc o n t i n u o u sm e a s u r e m e n t s( e . g . ,p Hv a l u e
or conductivity), and online measurements are carried out
in a bypass at high frequency, while oﬄine measurements in
the laboratory oﬀer maximum ﬂexibility. At-line systems are
less well known although they oﬀer numerous advantages.
They are positioned directly at the production line and al-
low rapid and reproducible analyses of important process-
related parameters. If the task consists in measuring diﬀer-
ent parameters in samples from diﬀerent sampling sites, at-
line measurements are more economical than online mea-
surements and just as ﬂexible and reproducible as laboratory
oﬄine analyses.
This presentation gives a detailed description and discus-
sion of a commercially available at-line system. Thanks to
its robust design, the system is suitable for the severe condi-
tions prevailing in production plants and continuously sup-
plies analytical results. External information can be fed into
the system via the integrated I/O components and internally
be used for parameter or measurement control. The inte-
grated I/O components also serve to output analytical results
and signals to the process control system and link the at-line
system to the process environment. The control software in-
cludesexportingoftheresultstoaLIMSortoexternalservers
and oﬀers additional functions such as remote control.
The wide scope of application of the described Process-
Lab at-line system is discussed and practical applications
from various industries are presented. The applications in-
clude etching baths from the steel industry, electroplating
baths from the plating industry, and phosphatizing baths
from the automotive industry plus examples from the food,
paper, and pulp industries.
LUMINESCENT QUANTUM DOT FRET-BASED
ENZYME ACTIVITY PROBES FOR SCREENING
PROTEASE INHIBITORS
ZeevRosenzweigandNitsaRosenzweig
DepartmentofChemistry,UniversityofNewOrleans,
NewOrleans,LA70148,USA
The presentation describes the development and characteri-
zation of analytical properties of quantum dot-based probes
for enzymatic activity and for screening enzyme inhibitors.
The luminescent probes are based on ﬂuorescence resonance
energy transfer (FRET) between luminescent quantum dots
that serve as donors and molecular acceptors that are im-
mobilized to the surface of the quantum dots through pep-
tide linkers. Peptide-coated CdSe/ZnS quantum dots were
prepared using a one-step ligand exchange process in which
RGDC peptide molecules replace trioctylphosphine oxide
(TOPO) molecules as the capping ligands of the quantum
dots. The peptide-coated quantum dots were labeled with
rhodaminetoformtheFRETprobes.Theemissionquantum
yield of the quantum dot FRET probes was fourfold lower
than the emission quantum yield of TOPO-capped quantum
dots. However, the quantum dot FRET probes were suﬃ-
ciently bright to carry out quantitative enzymatic assays. The
probeswereusedﬁrsttotesttheenzymaticactivityoftrypsin
insolutionbasedonsignalchangesofthequantumdotFRET
probes in the presence of proteolytic enzymes. For exam-
ple, exposure of the quantum dot FRET probes to 500μg/mL
trypsin for 15 minutes resulted in 60% increase in the photo-
luminescenceofquantumdotsandacorresponding decrease
in the emission of the rhodamine molecules when detached
fromthesurfaceofthequantumdotsduetoenzymaticcleav-
age of the peptide molecules. The quantum dot FRET-based
probeswereusedtomonitortheenzymaticactivityoftrypsin
and to screen trypsin inhibitors for their inhibition type and
eﬃciency.
AUTOMATED METHODS FOR ONLINE MONITORING
OF HALOACETIC ACID CONCENTRATIONS IN DRINKING
WATER DISTRIBUTION SYSTEMS
PaulS.Simone,GaryL.Emmert,andGijaGeme
DepartmentofChemistry,UniversityofMemphis,Room213,
SmithChemistryBuilding,Memphis,TN38152,USA
The haloacetic acids (HAAs) are a class of disinfection by-
products (DBPs) formed during the chlorination of drink-
ing water. Currently, the USEPA regulates ﬁve HAA species:
monochloroacetic acid, dichloroacetic acid, trichloroacetic
acid, monobromoacetic acid, and dibromoacetic acid. The
ﬁve HAA species are called HAA5, and due to possible health
concerns, the USEPA has set a maximum contaminant level
for HAA5 at 0.060mg/L. Additionally, there are four un-
regulated HAA species commonly present in drinking wa-
ter: bromochloroacetic acid, bromodichloroacetic acid, di-
bromochloroacetic acid, and tribromoacetic acid. These four
unregulated species and the HAA5 species are called HAA9.
Therearecurrentlytwomethods approvedbytheUSEPA
for the determination of HAA9 in drinking water. The most
recent method is USEPA 552.3, which is an update to USEPA
552.2. USEPA 552.3 uses liquid-liquid microextraction, fol-
lowed by derivatization of the HAAs to their corresponding
methyl esters and analysis by GC-ECD. USEPA 552.3 works
very well for compliance monitoring (sampling on a quar-
terly basis) with superb method detection limit, accuracy,
and precision values; however, when adapted to online mon-
itoring, it becomes cumbersome at hourly sampling rates.
In this research, two analyzers and methods were de-
veloped for the purpose of online monitoring of HAA9
concentrations in drinking water distribution systems. The
ﬁrst analyzer is capillary membrane sampling-ﬂow injec-
tion analysis (CMS-FIA) using the ﬂuorescent reaction of
nicotinamide with the HAAs (NCA-FL), and the second is26 Journal of Automated Methods and Management in Chemistry
postcolumn reaction-ion chromatography (PCR-IC) using
NCA-FL. The CMS-FIA uses a silicone rubber membrane
within a Tefzel shell to separate the HAAs from the tri-
halomethanes (THMs), followed by reaction with NCA in
basic solution and ﬂuorescence detection of the NCA-HAA
products.TheCMS-FIAisabletoanalyzefortotalHAAsand
total THMs, but it is not able to speciate within each class.
T h eP C R - I Ca n a l y z e ri sa b l et os p e c i a t et h eH A A si nt i m e
using IC followed by postcolumn reaction with NCA to form
theﬂuorescentNCA-HAAproducts.Methoddetectionlimit,
accuracy, and precision studies, as well as two side-by-side
online monitoring studies, will be presented for both ana-
lyzers. The monitoring studies were carried out in Memphis,
TN, and Houston, TX, which directly compared CMS-FIA
and PCR-IC to EPA 552.3.
MEMBRANE-BASED ANALYZERS FOR
AUTOMATED ONLINE MONITORING OF
TRIHALOMETHANE CONCENTRATIONS IN DRINKING
WATER DISTRIBUTION SYSTEMS
MichaelA.Brown,GaryL.Emmert,andGijaGeme
Room213SmithChemistryBuilding,UniversityofMemphis,
Memphis,TN38152,USA
In the United States, chlorination is the primary drinking
water disinfection process and is quite successful at prevent-
ing waterborne disease; however, it leads to the formation
of disinfection by-products (DBPs). Since DBPs like the tri-
halomethanes (THM4) have possible health issues, they are
a major concern for all utilities. The THM4 include chloro-
form, bromodichloromethane, dibromochloromethane, and
bromoform. Presently, the maximum contaminant level
(MCL) set by the USEPA for the sum total of THM4 is
0.080mg/L. To conduct compliance monitoring, the USEPA
has approved four gas chromatography- (GC-) based meth-
ods: 502.2, 524.2, 551, and 551.1. Even though they are very
reliable with excellent method detection limit (MDL), accu-
racy, and precision values, they are only intended for quar-
terly or yearly sampling rather than hourly online moni-
toring. The development of automated, inexpensive analyz-
ers/methods that can perform online monitoring of THM4
has gained interest due to the possibility of new rules and
regulations requiring lower MCLs or better treatment strate-
gies.
Three methods were developed: capillary membrane
sampling-gas chromatography (CMS-GC), capillary mem-
brane sampling-ﬂow injection analysis (CMS-FIA), and on-
linepurgeandtrapgaschromatography(OPTGC).CMS-GC
and CMS-FIA both take advantage of the CMS device, which
uses silicone membrane tubing inside Tefzel tubing for ex-
traction of THM4. OPTGC uses a gas extraction cell (GEC)
that also contains silicone membrane tubing inline with an
absorbent trap to sample then concentrate THM4. CMS-FIA
cannot speciate THM4 as with CMS-GC and OPTGC, but
can provide results for both total THM4 and total haloacetic
acids (HAAs). CMS-FIA uses a ﬂuorescence detector to de-
tect the products from the reaction between THM4/HAAs
and nicotinamide (NCA) reagents in basic solution. OPTGC
uses a dry electrolytic conductivity detector (DELCD) and
CMS-GC uses an electron capture detector (ECD) to de-
tect THM4. It should be noted that none of the developed
methods are designed to conduct compliance monitoring or
meant to replace the USEPA methods.
An overview of experimental details for these online
monitoringanalyzers/methodsaswellasacomparisonofthe
advantages and disadvantages of each will be presented. The
results from method detection limit (MDL), accuracy, preci-
sion, and two online monitoring studies conducted in Mem-
phis, TN, and Houston, TX, drinking water distribution sys-
tems will also be presented.
QUICK INHIBITION MONITORING IN
WASTEWATER TREATMENT PLANT OPERATIONS
WITH A BENCH RESPIROMETER
MaxLeeandTimLogan
DowChemicalCompany,2301N.BrazosportBlvd.,B-2009,
Freeport,TX77541,USA
To an aerobic biotreatment system, changes including com-
position and concentration in inﬂuent can cause serious
plant upsets due to inhibition eﬀects. Quick monitoring and
prediction of the impact of such changes are needed. This
is especially critical to industrial wastewater treatment plant
(WWTP)operationswheretheinﬂuentvariesconstantlyand
the operation is near capacity. Since the respiration rate is
a direct indicator of activated sludge activity, respirometry
c a nb ea ne ﬀective tool to monitor the WWTP performance.
Currently, both online and bench respirometers have been
used by many wastewater treatment facilities. However, due
to its complexity, turnaround time, and resource demands,
respirometry is not as widely used as other analytical meth-
ods, for example, TOC and COD. In this paper, we describe
the use of a bench respirometer for quickly monitoring the
inﬂuent inhibition to a WWTP. In the test, respiration rates
were measured at diﬀerent concentrations of wastewater. By
comparing rates with the respiration of a control sample of
activated sludge, the inhibition or toxicity as EC50 can be
easily determined. The test usually takes less than one hour.
This method was applied to map the inﬂuent ratio for mul-
tiple waste streams entering the treatment plant. It was also
extended to assist a quick assessment of the toxicity of a sin-
gle organic compound and a potentially new waste stream
inﬂuent to the WWTP.
ENVIRONMENTAL MONITORING OF
HYDROTHERMAL VENTS
MichelleM.Meighan,KarlBooksh,andTinaBattaglia
DepartmentofChemistryandBiochemistry,ArizonaState
University,P.O.Box871604,Tempe,AZ85287,USA
Hydrothermal vents along oceanic ridges were not discov-
ered until the late 1970s, so much of their chemistry has yet
to be elucidated. These black smokers reach temperatures ofPeter B. Stockwell 27
up to 400◦C and release a plethora of chemicals into their
surrounding environment, especially sulﬁdes. Studying these
v e n t si so fc o n s e q u e n c eb e c a u s es e v e r a ld i ﬀerent organisms
utilize chemosynthesis as opposed to photosynthesis as they
thriveoﬀofthesulﬁdesreleased.Ramanspectroscopyisideal
to monitor diﬀerent ions because of its ability to detect many
compounds simultaneously, as well as the weak signal from
water. In the present study, black smoker vents on the Juan
de Fuca ridge in the Paciﬁc Northwest were investigated us-
ing Raman spectroscopy. Signal enhancement was achieved
through the use of silver nanoparticles.
HIGH-THROUGHPUT CHIRAL COMPOUND ANALYSIS
JamesA.LoweandFrankRiley
ManSciInc.,1103LeringDrive,Ballwin,MO63011,USA
Chiral compounds are increasing in interest due to their
binding speciﬁcity, enabling directed targeting for drug in-
teraction. It is the challenge of the organic and analytical
chemist to facilitate their synthesis, puriﬁcation, analysis.
The pharmaceutical standards placed on drug candidates
require that these chiral compounds be fully resolved for
characterization and the successful puriﬁcation of the enan-
tiomers also requires a baseline resolution factor. Analysis
of chiral compounds can be time-consuming based on their
limitedresolution,Rsfactor.Thereareseveralchiralcolumns
whicharetargetedtothespeciﬁcsigmaandpiinteractionsof
a chiral compound; however many compounds share many
features related to the separation characteristics of multiple
columns. The problem is usually that only one of these fea-
tures is key to the resolution of the enantiomers, so the com-
pound is generally run on several closely related columns to
achieve the desired resolution of these enantiomers.
An application to address this time-consuming factor
has been accomplished with the use of a custom conﬁgured
HPLC system. The system is loaded with the samples of in-
terest and each sample is automatically injected into a single
port with a quaternary injection system that ﬁlls four simul-
taneous injection loops analytically. The sample is analyzed
using a custom gradient proﬁle and the software automat-
ically generates and/or emails each sample’s analysis by the
four columns. This procedure represents a fourfold increase
inproductivityandisexpandabletoeightsimultaneousanal-
yses.
TECHNOLOGIES TO ACCELERATE ANALYTICAL
THROUGHPUT ON A GAS CHROMATOGRAPH
AndrewTipler
PerkinElmerLifeandAnalyticalSciences,
710BridgeportAvenue,Shelton,CT06611,USA
ManyanalyticallaboratoriesuseGCsforroutineapplications
involving large numbers of samples. In such instances, sam-
ple throughput becomes an important operational aspect.
In this paper, we investigate various technologies for re-
ducing the overall analysis time by shortening the time used
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for the chromatography and reducing the “wasted” time in
between chromatograms spent in cooling and equilibrating
the oven and in preparing an autosampler to be ready for the
next sample injection.
Examples are shown where the chromatography time is
reduced by using high oven temperature programming rates
in conjunction with short, narrow-bore, thin-ﬁlm capillary
columns using hydrogen as carrier gas. There are, however,
tradeoﬀstothis approachandalternativessuchasisothermal
chromatography, column backﬂushing, and heart cutting are
shown and discussed.
In many instances, however, the user will have an estab-
lished method and will not wish to develop new conditions
to accelerate the chromatography. In such instances, the time
the system spends in coming ready for the next run becomes
critical. A radical new GC air-bath oven has been developed
to cool from 450◦Ct o5 0 ◦C in less than 2 minutes. This is
able to reduce the oven cooling time by several minutes over
more conventionally designed ovens. This time reduction is
further improved by the preemptive rinsing of the liquid au-
tosampler syringe with the next sample prior to the GC be-
coming ready. In this way, signiﬁcant time-savings are seen
with no changes to existing analytical methods.
Figure 3 shows a chromatogram of diesel fuel run at fast
temperature programmed rates with the fast cooling and the
preemptive autosampler syringe rinse giving an overall cy-
cle time of less than 7.5 minutes even though the column is
being programmed from 50◦C to 320◦C ,a n dp r e r u ns y s t e m
checks such as automatic carrier gas leak testing and ﬂame
ionization detector ﬂameout testing are applied.
SIMULTANEOUS DETECTION OF VOLATILE AND
SEMIVOLATILE ORGANICS BY GC/MS
AlbertRobbat
ChemistryDepartment,CenterforFieldAnalytical
StudiesandTechnology,TuftsUniversity,62TalbotAvenue,
Medford,MA02155,USA
Despite the advancements in available instrumentation, au-
tomated delivery equipment, and data analysis software, the28 Journal of Automated Methods and Management in Chemistry
rate at which high-throughput laboratories can process sam-
ples is still limited by the complexity of the matrix. Fast gas
chromatography (GC) with a variety of selective detectors
has found wide application as a rapid screening technique
for environmental samples, though most current applica-
tions illustrate the excellent separation eﬃciencies that can
beachievedfortheanalysisofasmallnumberofcompounds.
The analysis of complex mixtures has generally been avoided
since the ability to provide positive target compound identi-
ﬁcation is compromised by coeluting target compounds and
increased matrix background noise under fast acquisition
conditions. In this study, fast temperature programing con-
ditions and spectral deconvolution software were employed
to develop a GC/MS method for the quantitative analysis of
105 widely diﬀerent volatile and semivolatile organics. The
resulting16-minutemethodwasusedtoanalyzefortiﬁedsoil
samples in the absence of a sample cleanup procedure, and
the results were compared with those obtained by traditional
Environmental Protection Agency (EPA) methods SW-846
8270 and 8260 analyses conducted by an independent con-
tract laboratory. The results showed that while the standard
EPA analyses failed to identify nine of the target compounds,
the 16-minute GC/MS method with mass spectral deconvo-
lution identiﬁed all 105 target, surrogate, and internal stan-
dard compounds with measurement accuracy well within
the acceptable recovery ranges of the EPA method. It was
therefore possible to increase the productivity of laborato-
ries conducting environmental analyses by combining these
two EPA methods into a single abbreviated GC/MS method
usingmassspectraldeconvolutionsoftware.Productivitycan
be further increased as the use of spectral deconvolution also
eliminates the need for time-consuming sample cleanup.
A HIGH-THROUGHPUT LC-MS/MS METHOD FOR
THE DETERMINATION OF A-804693 (ABT-279) IN
MOUSE PLASMA USING AN AUTOMATED 96-WELL
PROTEIN PRECIPITATION
PerryG.Wang,JunZhang,RamonaRodila,
andTawakolEl-Shourbagy
DrugAnalysis,AbbottLaboratories,100AbbottParkRoad,
Ap13A-2,AbbottPark,IL60064,USA
This method utilized reversed-phase high-performance liq-
uid chromatography (HPLC) with electrospray ionization
tandem mass spectrometric (ESI-MS/MS) detection. Sam-
plepreparationwasaccomplishedwithanautomated96-well
protein precipitation procedure. The HPLC separation was
carried out on YMC HPLC column (ODS-AQ S-5, 120 ˚ A, 2.0
× 150mm) at a ﬂow rate of 0.3mL/min with a run time of
approximately5minutes.ABT-279waselutedusingamobile
phase of 20mM NH4OAc in 20/80 (v/v) acetonitrile/water.
A deuterated ABT-279, A-804693 D3, was used as an inter-
nal standard to account for the diﬀerence due to extraction
recovery, ion suppression, matrix eﬀects, and instrumental
performance. Mass spectrometry detection was achieved us-
ing a PE Sciex API 3000 with triple quadrupole mass spec-
trometerequippedwithaturboionsprayasLC/MSinterface.
ESI mass spectra were acquired in a positive ion mode with
multiple reaction monitoring. Data were acquired and pro-
cessed with analyst 1.3.2.
Since semiautomated sample preparation was employed
with a short run time, 60 samples could be prepared in one
96-well plate and 120 samples could be analyzed per day per
system. No interference was observed from matrix across the
elution windows of 2.2 to 4.15minutes, which indicates the
speciﬁcityofthemethod.Acceptableassayprecision(¯ D 1.7%
CV) and accuracy (bias between −8.4% and 2.1%) were ob-
tained over a linear range of 21 to 21000ng/mL. The mean
correlation coeﬃcient was 0.9980 ± 0.0003. The extraction
recovery ranged from 46% to 52%. Since deuterated analog
was used as an internal standard, no ion suppression was ob-
served. The plasma samples went through 5 freeze/thaw cy-
cles with no degradation.
This high-throughput method was robust, sensitive, spe-
ciﬁc,andaccurate.Thismethodhasbeensuccessfullyusedto
quantifyABT-279inmouseplasmatosupportinvivomouse
micronucleus assays.
THROUGHPUT OPTIMIZATION OF A SCREENING
SYSTEM BASED ON A CAPILLARY, SERIAL-LOADING
PARALLEL MICROREACTOR
StephenG.Weber
DepartmentofChemistry,UniversityofPittsburgh,603Csc,
219ParkmanAvenue,Pittsburgh,PA15260,USA
Micro total analytical systems (μTASs), mainly based on mi-
croreactor technology, have caught great attention in vari-
ous analytical areas such as DNA analysis and drug discov-
ery. Less commonly, μTASs are used to explore properties of
chemical reactions. The microreactor confers many advan-
tages over conventional scale chemistry, including enhance-
mentinheatandmasstransfer,highsurface-to-volumeratio,
easy control of concentration gradients, and the possibility
of eliminating unwanted side reactions. Other beneﬁts also
include safety and reduced exposure to toxic and hazardous
materials. To date, the majority of microreactor systems are
builtuponachipplatform.Theseareeﬀectiveforrapidreac-
tions.Essentially,asinglebolusofreactantsispassedthrough
thesystemandconversiontoproductismeasuredonline.For
slower reactions, this is impractical.
We have devised a parallel approach in which many bo-
luses of reactants are injected serially into a capillary-based
microreactor. The reactions, which may take hours, occur in
parallel. Analysis is by online rapid GC or HPLC. The use of
capillaries also eliminates the complicated fabrication pro-
cess, reactors are easy to make, and temperature is easy to
control.
Optimization of the reactors has been accomplished to
yield the maximum number of reactions per unit time. The
dimensions of the microreactor including internal diameter,
length, and the residence time of solvent have been exten-
sively studied. A mathematical model has been established
based on Taylor dispersion theory. The maximum through-
put of the reactor is in the range of 5- to 6-hour reactionsPeter B. Stockwell 29
per hour. Our experimental system is the L-proline catalyzed
aldol reaction of acetone and benzaldehyde.
REAL-TIME SCREENING OF APTAMER-PROTEIN
INTERACTIONS BY PDMS MICROARRAY AND SURFACE
PLASMON RESONANCE IMAGING
QuanJasonCheng
DepartmentofChemistry,UniversityofCalifornia,Riverside,
CA92521,USA
Real-time screening of DNA aptamer-human Immunoglob-
ulinE(IgE)interactionsbysurfaceplasmonresonanceimag-
ing (SPRi) is described. A multichannel PDMS ﬂow cell was
implemented, making it possible to perform aﬃnity screen-
ing of biological interactions on one chip in a single run.
Thiol-terminated aptamers were self-assembled in deﬁned
PDMS channels on a gold substrate. Cysteamine was code-
posited with the thiol aptamers to maintain the aptamer
binding eﬃciencies. Four aptamers with diﬀerent nucleic
acid sequences were tested for their interaction strength to-
ward IgE and the result conﬁrmed that aptamer-I (5 -SH-
GGG GCA CGT TTA TCC GTC CCT CCT AGT GGC GTG
CCC C-3 ) has the strongest binding aﬃnity. Both positive
and negative control experiments were conducted, showing
a selective binding of the aptamer-I to the IgE molecules.
A linear relationship between IgE and aptamer-I was ob-
tained, and a 2nM detection limit was achieved. Global ﬁt-
ting of the SPRi sensorgrams was successfully performed,
and the dissociation constant of the aptamer I-IgE complex
was determined to be 273.6 † 0.8nM, which agrees well with
the reported values in the literature. The aptamer aﬃnity
screening by SPR imaging demonstrates signiﬁcant advan-
tages over competing methods because of the nonlabeling,
real-time, and potentially high-throughput features. The ca-
pability of providing both qualitative and quantitative re-
sults on a multichannel chip shows that SPRi is a powerful
tool for the study of biological interactions in a multiplexed
format.
ELECTRONIC LABORATORY NOTEBOOKOR LIMS?
HOW TO DECIDE?
Kyle McDufﬁe
CSols,Inc.,131ContinentalDrive,Suite303,Newrk,
DE19713,USA
Laboratory Informatics has long promised to revolution-
ize the analytical laboratory, yet most laboratories today are
characterized by isolated ships of automation captained by
individual analysts navigating a sea of paper. Even the most
automated techniques are reduced to printing paper reports
for review and approval by analysts and supervision. The lat-
est tools which are being touted to correct this problem and
to achieve the paperless laboratory are electronic laboratory
notebooks (ELNs).
This paper will address the role of electronic laboratory
notebooks in the modern laboratory relative to established
informatics solutions like LIMS, as well as deﬁning an archi-
tecture and decision tree for determining what solutions are
best for their organization. Some of the factors to consider
include
(i) existing IT infrastructure;
(ii) existing informatics solutions (LIMS, chromatogra-
phy data systems, data repositories, document man-
agement solutions);
(iii) type of laboratory (R&D, quality);
(iv) end-user capabilities;
(v) company and customer culture;
(vi) regulatory constraints.
It is a mistake to assume that one size ﬁts all or that a
single informatics solution will meet all needs. Case studies
will be discussed.
THE NEED FOR PROCESS SIMULATION IN LAB
INFORMATICS INITIATIVES
StuartM.Miller
TaratecDevelopmentCorporation,1170Hwy22E,
Bridgewater,NJ08807,USA
Mapping and analysis of workﬂows and deﬁnition of busi-
nessrequirementshavelongbeenrecognizedasabsolutepre-
requisites for successful implementation of informatics sys-
tems in the labs. With the increased emphasis on the imple-
mentation and integration of new informatics tools like elec-
tronic lab notebooks (ELNs) and scientiﬁc data management
systems (SDMSs) which are intimately intertwined with lab-
oratory business processes, traditional process mapping ap-
proaches are no longer adequate.
There are now many options to consider and choices to
be made on how to split up the scope of requirements be-
tween the new and entrenched systems. But which process is
easier and more eﬃcient for the lab analysts? Which is more
secure? Which one is more cost eﬀective? Add to this the fact
that most organizations are now requiring hard process im-
provement metrics before approving budgets for these new
informatics programs and it becomes obvious that the tradi-
tional approaches to static process mapping are inadequate
in supporting these decisions. Instead, a tool like dynamic
process modeling and simulation is required to model the
complex interactions between process and new technology
options and to provide budget approvers of the hard metrics
about which they need to make funding decisions.
In this presentation, we will provide some background
on what is involved in using a tool like process simula-
tion for labs, some of its distinct advantages over conven-
tional static modeling approaches, and we will present a lab
informatics case study to show how modeling and simu-
lation can provide meaningful beneﬁts to lab informatics
programs.30 Journal of Automated Methods and Management in Chemistry
IMPLEMENTATION OF SAP IN THE QA/QC
ENVIRONMENT: ONE ROLLOUT EXPERIENCE
DouglasE.ZacherlandThomasJ.Conti
BayerMaterialScience,QualityAssurance,StateRoute2-N,
NewMartinsville,WV26155,USA
A rapidly growing number of corporations are moving their
information structure toward a more centralized enterprise-
wide model where all the key information about their busi-
ness can be readily accessed with a few key strokes from
anywhere in the world. From the purchase of raw materials
through the delivery of the ﬁnished product, the availability
of the data, facts, and ﬁgures is key to being able to com-
pete in the fast-paced marketplace of today’s business envi-
ronment. The chemical industry is no exception.
Many of today’s most competitive businesses have in-
corporated this type of centralized, enterprise-wide, multi-
faceted information systems to handle all aspects of their
business. One such system is SAP.
While the implementation of SAP can encompass all as-
pects of a business, the topic discussed here will be the im-
plementation of the quality module of SAP into a quality as-
surance/control laboratory environment which already had
2 0y e a r so fL I M Su s ea n de x p e r i e n c e .
SAP and other enterprise-wide software systems, by their
very nature, require a highly structured series of data en-
try steps in a rigid workﬂow in order to perform smoothly.
Adapting such a rigid workﬂow was diﬃcult in an exist-
ing, mature chemical business which (1) makes bulk chem-
icals for inventory (no customer identiﬁed initially) or (2)
responds to customer requests which at times only provide
48-hour lead time. The case study presented here will de-
scribe one lab solution to these manufacturing scenarios in-
corporating the use of SAP for ﬁnished product data stor-
age and reporting as a part of enterprise-wide strategy, and
the continuing use of an existing LIMS for “in-process”
testing.
MASS SPECTROMETRIC PROFILING OF
NEUROPEPTIDE EXPRESSION AND SECRETION IN
DECAPOD CRUSTACEANS
RuibingChen,LiLingjun,MaMingming,andWeiXin
DepartmentofChemistry,UniversityofWisconsin,
5234RennebohmHall777HighlandAvenue,Madison,
WI53705,USA
Neuropeptides are a class of complex peptide hormones that
are known to inﬂuence many essential physiological pro-
cesses. As an ongoing eﬀort to characterize these signal-
ing molecules, we identify the neuropeptide complements
of brain, thoracic ganglion, the sinus gland, and the peri-
cardial organ from the lobster Homarus americanus.S e v e r a l
MS-based analytical methods have been employed, with im-
provement on small-scale sample preparation, such as direct
tissue analysis and on-target digestion. To improve detection
of higher mass peptides, dilute DHB was examined as matrix
and a low amplitude SORI-CID burst was used to clean up
matrix adduct. These improvements, coupled with the high
mass resolution and accuracy of FTMS, enabled a complete
proﬁling ofawidemassrangeofneuropeptides covering m/z
500–9000 in the tissue samples of the lobster H. americanus.
Such peptidomic analysis was further enhanced by the de
novo sequencing capability oﬀered by LC-ESI-QTOF.
To study neuropeptides’ functions, we also examine pep-
tide hormones in circulating hemolymph, which is quite
challenging due to low peptide concentration, interference
from high salt concentrations, and abundant large proteins.
To prepare the hemolymph sample, acidiﬁed methanol and
ammonium citrate buﬀer was added to extract peptides and
precipitate proteins followed by the use of a 10K MWCO
ﬁltering membrane to remove big proteins. As a result, we
identiﬁed several peptide hormones in the hemolymph sam-
ples. Furthermore, we investigate the eﬀects of temperature
acclimationonthehemolymphpeptideproﬁlechange.Using
green shore crab Carcinus maenas and lobster H. americanus
asmodelsystems,weexploretheneuropeptidomechangesin
response to environmental stress such as salinity change and
temperature variation. Both direct tissue samples and circu-
lating ﬂuids are evaluated and compared to identify potential
neuropeptide players involved in regulating these physiolog-
ical processes.
USING MASS SPECTROMETRY TO IDENTIFY
PEPTIDES IN GLIA
JonathanV.Sweedler,LarryJ.Millet,
andMarthaU.Gillette
UniversityofIllinois,600S.MathewsAvenue,63-5,Urbana,
IL61801,USA
In the brain, glia are present at higher numbers than neu-
rons,andyethavebeenmuchlessstudied.Inthepastdecade,
several studies have examined both the structure and func-
tion of astrocytes, a subtype of glia. Astrocytes express mem-
brane ionic channels, transmitters, and receptors related to
important signaling pathways in the brain. These discover-
ies have attracted scientiﬁc interest in the important role of
astrocytes in cell-to-cell communication. The identiﬁcation
of neuropeptide-like molecules in astrocytes provides an ad-
ditional means for such a communication between astro-
cytes and neurons. In this work, capillary liquid chromatog-
raphy coupled oﬄine with matrix-assisted laser desorp-
tion/ionization time-of-ﬂight mass spectrometry (CapLC-
MALDI-TOF-MS) and TOF/TOF-MS have been used to
identify peptides in astrocyte type-I cell lines from mouse
cerebellum. These samples were extracted, and the extract
was separated on a 3μm diameter reversed-phase column
at 2.5μL/min. The separated fractions were deposited onto
each sample spot on the MALDI target for mass spectro-
metric analysis. CapLC-MALDI-TOF-MS analysis detected
multiple peptides, and the subsequent TOF/TOF-MS andPeter B. Stockwell 31
peptide sequence analysis allow their identiﬁcation. Cur-
rently, additional peptides are being characterized. Next, pu-
tative functions will be evaluated based on similarities to
known cell-to-cell signaling molecules. The preliminary re-
sults are consistent with the involvement of peptides from
glia in cell-cell communication in the brain.
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USING MICRODIALYSIS COUPLED ONLINE TO
CAPILLARY ELECTROPHORESIS TO STUDY THE RAPID
EFFECTS OF ESTRADIOL: A MECHANISTIC AND
BEHAVIORAL APPROACH
RobertT.Kennedy,JillB.Becker,MingHu,andWeiZhao
DepartmentofChemistry,UniversityofMichigan,
930N.University,AnnArbor,MI48109,USA
One way to study brain function is to correlate changes
in neurotransmitter levels with behavior and pharmacolog-
ical manipulation. In such measurements, temporal reso-
lution is important in achieving good correlations because
neurochemical concentrations ﬂuctuate rapidly. In previous
work, we have coupled microdialysis online to capillary elec-
trophoresis and demonstrated that this method can mea-
sure changes in several amino acid neurotransmitters every
13seconds, realizing a 60-fold improvement in temporal res-
olution over typical HPLC measurements of dialysate. As
previously demonstrated, this improvement is made possi-
ble by the high mass sensitivity and automation of CE. In
this work, we use this novel instrument to study the rapid
eﬀects of estradiol on neurotransmitter release. In the ﬁrst
experiment, we measure the eﬀect of estradiol on gamma-
aminobutyricacid(GABA)release.Wehavefoundthatestra-
diol decreases GABA release and this release is further re-
duced through overexpression of the alpha estrogen recep-
tor. This result supports the hypothesis that estrogen en-
hances dopamine function through the alpha estrogen re-
ceptor, therefore reinforcing addictive substances such as co-
caine by inhibiting GABA release, which in turn disinhibits
dopamine release.We arepresentlyevaluatingwhetherestra-
diol exerts this eﬀect through a mitogen-activated protein ki-
nase (MAPK) pathway. We are currently applying this mech-
anistic data to a behavioral model. In a second experiment,
we are investigating whether a gender diﬀerence exists in
glutamate and GABA releases after cocaine sensitization. A
g r e a t e rb e h a v i o r a lr e s p o n s ei so b s e r v e di ns e n s i t i z e df e m a l e s
compared to males upon cocaine challenge. We are investi-
gating whether an enhancement in GABA and/or glutamate
is correlated to this enhancement in behavior and how hor-
mones aﬀect this release. These experiments will help eluci-
date sex diﬀerences in brain function in pathways important
in addiction.
ONLINE, IN VIVO MICRODIALYSIS MONITORING
OF EXTRACELLULAR LACTATE LEVELS DURING
LONG-TERM ACTIVITY IN CEREBELLAR CORTEX
MartynG.Boutelle,KirstenCaesar,andMartinLauritzen
DepartmentofBioengineering,ImperialCollegeLondon,
BagritCentre,LondonSW72AZ,UK
Recent research on brain metabolism has taken a serious in-
terest in lactate as a substrate for energy metabolism [1].
We have previously established an experimental model in rat
cerebellum that has allowed us to examine interplay between
neuronal spiking activity, synaptic activity, cerebral blood
ﬂow[2].In ordertoextend thismodel toinclude online neu-
rochemical monitoring we have developed a high-sensitivity
version of our rapid sampling assay for online microdialysis
[3]. This bioelectrochemical assay can now detect 2 micro-
molar concentration changes at 10-second sampling inter-
vals.Withthisassay,wenowmonitorglucose,lactatechanges
in response to electrical stimulation in cerebellar region.
Shortperiodsofelectricalstimulation(2,5,and10Hzfor
30 seconds) were found to produce no discernable changes
in glucose or lactate levels (despite increases in blood
ﬂow). Prolonged stimulation (5Hz for 20minutes) however
yielded transient increases in lactate levels of 20–50μM. On
cessation of the stimulus, lactate levels recovered transiently.
Glucose levels remained unaﬀected throughout. With topi-
cal application of CNQX (ampa receptor blocker), the lac-
tate responses to electrical stimulation disappeared and were
shown to reappear with subsequent washout of the drug.
With topical application of DAB (glycogen breakdown in-
hibitor),thelactateresponsesremainedunchanged;however,
blood glucose levels were shown to fall in response to the
stimulations. These results will be discussed in terms of the
role lactate plays as a metabolic neuronal substrate.
REFERENCES
[1] P. J. Magistretti, “Neuron-glia metabolic coupling and plastic-
ity,” Journal of Experimental Biology, vol. 209, no. 12, pp. 2304–
2311, 2006.
[2] K. Caesar, K. Thomsen, and M. Lauritzen, “Dissociation of
spikes, synaptic activity, and activity-dependent increments in
rat cerebellar blood ﬂow by tonic synaptic inhibition,” Proceed-
ings of the National Academy of Sciences of the United States of
America, vol. 100, no. 26, pp. 16000–16005, 2003.
[3] D. A. Jones, M. C. Parkin, H. Langemann, et al., “On-line mon-
itoring in neurointensive care: enzyme-based electrochemical
assay for simultaneous, continuous monitoring of glucose and
lactate from critical care patients,” Journal of Electroanalytical
Chemistry, vol. 538-539, pp. 243–252, 2002.
IDENTIFICATION OF TETRAHYMENATHERMOPHILA
PROTEINS VIA LC-MS AND LC-MS/MS
DouglasJ.BeussmanandMaryE.Welch
St.OlafCollege,1520St.OlafAvenue,Northﬁeld,
MN55057,USA
Tetrahymena thermophila is a ciliated, unicellular protist that
is often used as a model organism in biology labs due to its32 Journal of Automated Methods and Management in Chemistry
ability to reproduce quickly and its nontoxic and robust na-
ture. Interestingly, it has the ability to undergo asexual and
sexual reproduction via a conjugation junction. The goal of
this project was to identify as many proteins within the con-
jugation junction as possible. Using various isolation tech-
niques, proteins were extracted from the conjugation junc-
tion of T. thermophila and then underwent SDS-PAGE fol-
lowed by enzymatic digestion using trypsin. The tryptic pep-
tides were injected into an HPLC equipped with a micro-
bore C18 column, and then analyzed using an electrospray
ionization (ESI) ion-trap mass spectrometer. ESI generated
an assortment of multiply charged ions. Analysis of the spec-
tra allowed for the identiﬁcation of potential tryptic pep-
tide ions, which were isolated and fragmented via tandem
mass spectrometry. The resulting fragment ions were then
screened against a T. thermophila database containing the-
oretical proteins based on its genome. Using the database,
the identities and probable functions of the proteins could
be determined. Proteins identiﬁed by the database were indi-
vidually compared to the empirical data to validate that the
results matched. So far, this project has led to the identiﬁca-
tion of 31 distinct proteins isolated from the T. thermophila
conjugation junction.
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DETERMINING TOTAL ANTIOXIDANT CAPACITY USING
INLINE CAPILLARY ELECTROPHORESIS ASSAYS
TimothyG.StreinandEmilyT.Merola
DepartmentofChemistry,BucknellUniversity,Lewisburg,
PA17837,USA
This work focuses on developing a rapid and reliable method
to test for antioxidants using capillary electrophoresis. An-
tioxidantsareimportantinpreventingfreeradicaldamageto
cellular components including DNA. Common antioxidants
includeascorbicacid,catechins,andphenolicacidswhichare
found in a variety of food samples and dietary supplements.
Due to the diﬃculty in isolating and quantifying all the indi-
vidualantioxidantcomponentsofasample,totalantioxidant
capacity(TAC)hasbecomeanimportantmeasurement.TAC
takes into account all the antioxidants in a sample as well as
their relative oxidation capability. Current methods to mea-
sure TAC, including FRAP and ABTS, are both lengthy and
labor intensive. Capillary electrophoresis provides automa-
tion, fast analysis, as well as minimal sample and waste vol-
umes. This method relies on two sequential redox reactions
occurringwithintheconﬁnesoftheCEcapillary.Theﬁrstre-
action involves the complete oxidation of the antioxidant(s)
inthesamplewithanexcessofN-bromosuccinimide.There-
maining N-bromosuccinimide then reacts with a plug of ex-
cess ascorbic acid. The ascorbic acid that remains is detected
using absorbance at 265nm. The characterization and vali-
dation of this method, as well as its application to measure
the TAC of a real sample, will be presented.
HIGH-THROUGHPUT LOW INTERFERENCE
NUTRIENT ANALYSIS FOR SOIL/PLANT SAMPLES
USING ADVANCED AUTOMATED DISCRETE ANALYZER
AND CONTINUOUS FLOW ANALYZER
NinglanLiaoandColinEvett
OIAnalytical,151GrahmRoad,CollegeStation,
P.O.Box9010,TX77842,USA
Increased demand for soil testing and plant analysis is driven
by nutrient management regulation and associated require-
ments for environmental monitoring and farmer awareness
ofbeneﬁtsfromregularuseofsoil/plantanalysis.Regularsoil
testing and plant analysis eliminate expenditures on unnec-
essary fertilizers and prevent excessive rates and losses of re-
quired plant nutrients to surface and groundwater. Concen-
trations of nutrients, such as total N and NO3-N, and total
P and extractable P, and cations such as aluminum, magne-
sium, manganese, and potassium are used to evaluate plant
health, soil and water quality, and management of cropping
systems. Manual colorimetric methods are used for analy-
sis of nutrient concentrations in plant, soil, and water sam-
ples. Time requirements and poor reproducibility of manual
methods make it diﬃcult to achieve goals for high precision
and high throughput of samples during plant, soil, and wa-
ter analysis. Interference of extracted sample matrix makes
theanalyseshardertogethigh-accuracyandlow-interference
data.
This presentation will demonstrate high-accuracy data
by elimination of matrix interference using advanced diode
array spectrophotometer in a discrete analyzer (model
DA3500) and compare high-precision results with data gen-
erated with continuous ﬂow analyzer (Model FS3100) avail-
able from OI Analytical, College Station. Analyses of nutri-
ents, such as N, P, and cations in soil/plant sample, will be re-
ported and evaluated from interference studies. The speciﬁc
enhanced data quality and productivity beneﬁts to soil/plant
analysis will be presented. Advantages of new discrete tech-
nologyandcontinuousﬂowtechnologieswillbehighlighted.
TRACE-LEVEL DETERMINATION OF CATIONS IN
THE SECONDARY CIRCUIT OF A PWR-TYPE NUCLEAR
POWER PLANT USING ION CHROMATOGRAPHY AFTER
INLINE SAMPLE PREPARATION
ThomasHartmann,AndreaWille,
andKaiHenningViehweger
MetrohmLtd.,Oberdorfstrasse68,
HerisauCh-9101,Switzerland
Thermal power plants consume very large amounts of water.
Water works as the heat transfer medium and its expanding
vapor drives the turbines to produce electricity. In order to
prevent corrosion, the water has to be maintained at a pH
above 7. In general, this is achieved by the addition of Lewis
bases such as ammonia and ethanolamine. Besides the added
chemicals,alsocorrosivecompoundssuchassodium,sulfate,
and chloride can enter the water system of power plants. ThePeter B. Stockwell 33
0123456789 1 0 1 1 1 2 1 3
1
2
34
m
V
min
20
18
16
14
12
10
8
6
4
2
Figure 4:Ionchromatogramofasamplefromthesecondarycircuit
ofanuclear power plant.Peaks:(1)lithium,(2)sodium,(3)ammo-
nium, and (4) ethanolamine (column: Metrosep C2 – 250; eluent:
tartaric acid-dipicolinic acid eluent).
presence of these ions indicates intrusions of external cool-
ing water or contamination problems due to condenser tube
leaks.
An eﬃcient water chemistry monitoring program con-
trols both the added and the detrimental ions, thus prevent-
ing failures and extending the operating lifetimes of com-
ponents in contact with water. Ion chromatography is the
method of choice to meet the analytical challenge. However,
the large concentration diﬀerences between the added bases
and the alkali metal ions often complicate quantiﬁcation and
require time-consuming sample preparation steps. Whereas
sample preparation steps used to be carried out before the
sample entered the IC system, these steps have now been
automated and included between the sample changer and
the IC. A preconcentration column acts as the interface be-
tween the IC system and inline sample preparation. All sam-
ple preparation is automated and controlled by the instru-
mentsoftware.ThecationstobeanalyzedentertheICsystem
via the preconcentration column. This arrangement is very
robust, easy to conﬁgure, and highly suitable for accurately
determining trace levels (ppt) of lithium and sodium in the
presence of ppm quantities of ethanolamine (Figure 4). The
relative standard deviations are better than 1.5%. Carryover
formetalcationsisbelow0.3%;recoveryratesarebetterthan
98.5%.
HPLC METHOD FOR SIMULTANEOUS CELLULAR
REDOX AND ENERGY STATE DETERMINATION OF
PLANT SAMPLES
ScottD.Simeon,ArgeliaLorence,JohnThaden,
RobertReis,andRobynHannigan
ArkansasBiosciencesInstitute,504UniversityLoopEast,
Jonesboro,AR72401,USA
An adaptation of an HPLC-based method developed by
Lazzarino et al. (Analytical Biochemistry, 322 (2003) 51–
59) was used for the determination of reduced and oxi-
dized ascorbic acid, reduced and oxidized glutathione, ox-
idized nicotinamide adenine dinucleotide (NAD), reduced
NADH, oxidized nicotinamide adenine dinucleotide phos-
phate (NADP), and reduced NADPH. Sample preparation
involved a series of three extractions, using acetonitrile, a
10mM solution of potassium phosphate (pH 7.4), and chlo-
roform. Samples were ground with glass beads prior to ex-
traction. Allsamples wereﬁlteredbeforethey are analyzedby
HPLC. HPLC analyses were carried out using a Dionex Sum-
mit HPLC system (Dionex Corporation, Sunnyvale, Calif,
USA) with a photodiode array detector (Dionex PDA 100).
A Dionex C18 column (4.6mm × 150mm; 5μm) and guard
column were used. Column temperature was maintained at
18◦C with a TCC-100 column compartment. Mobile phase
A is an aqueous solution consisting of 10mM tetrabutylam-
moniumhydroxide(TBAOH),10mMpotassiumphosphate,
and 0.125% methanol at a pH of 7.00. Mobile phase B is
an aqueous solution of 2.8mM TBAOH, 100mM potassium
phosphate, and 30% methanol at a pH of 5.50. A linear gra-
dient from 100% phase A to 0% phase A and then back to
100% phase A was used over a 100-minute total run time.
We are applying this methodology to better understand the
eﬀect of overexpression of genes involved in the myo-inositol
pathway to ascorbic acid in the metabolism of antioxidants
a n de n e r g y - r e l a t e dm o l e c u l e si nArabidopsis plant samples.
CHALLENGES AND CONSIDERATIONS FOR BUILDING
AN AUTOMATED METHOD DEVELOPMENT SYSTEM
MikeA.McBrien,AndreyVazhentsev,EduardKolovanov,
HartmutDoenges,andVadimTashlitsk
AdvancedChemistryDevelopment,Inc.,110YongeStreetW.,
14ThFloor,Toronto,ON,CanadaM5C1T4
Automated chromatographic method development systems
h a v ee x i s t e df o ran u m b e ro fy e a r s .D i ﬃculties in tracking
peaks between experiments can limit these systems, espe-
cially for samples such as impurities and degradants which
may have many trace components to resolve. Automated
methoddevelopmentsystemstypicallylackversatility,mean-
ing that established method development routines must be
adjusted in order to ﬁt the capabilities of the automated sys-
tem. Finally, for complex problems, method development
may involve many experiments with many samples (includ-
ing composite samples), and a large amount of data can be
generated. It can take a signiﬁcant amount of human time
and eﬀort to track, review, and manage these data.
This presentation will describe a new system for auto-
mated method development which addresses some of the
weaknesses of earlier conﬁgurations. The tool uses both UV-
VisandMSdetectiontounequivocallytrackandresolvetrace
components, performing a chemometric evaluation of these
detection techniques. The system also includes data handling
and storage systems designed to quickly summarize the in-
formation, and reduce the time required for data review and
report creation. A wide array of instrument conﬁgurations
and method development approaches is supported, making
the system ﬂexible for many types of laboratories.34 Journal of Automated Methods and Management in Chemistry
SIMULTANEOUS DETERMINATION AND
SPECIATION OF AS AND SE IN URINE AFTER INGESTION
OF SEAFOOD WITH OR WITHOUT SELENIUM
SUPPLEMENT BY HPLC/ICPMS
FuminPan,JulianF.Tyson,andPeterC.Uden
UniversityofMassachusetts,81BelchertownRoad,Apt.88,
Amherst,MA01002,USA
A robust method for the simultaneous determination
of six Se species and six As species in human urine
by reversed-phase liquid chromatography with ion-pair
reagent coupled with ICP-MS has been developed. Selenium
species, trimethylselenonium ion (TMSe), selenocystine (Se-
Cys), selenite (Se(IV)), selenourea (SeUr), selenomethion-
ine (SeMet), selenoethionine (SeEt), and arsenic species, ar-
senocholine (AsC), arsenobetine (AsB), dimethylarsinic acid
(DMA), methylarsonic acid (MMA), arsenite (AsIII), and
arsenate (AsV) were separated on a Waters Symmetry C8
reversed-phase column by eluting with tetramethylammo-
nium hydroxide at pH 5.7-5.8 adjusted by malonic acid. The
total analysis took less than 10minutes with isocratic elution
at a ﬂow rate of 1.0ml/min and was free from the chloride
isotope interference due to the complete separation of ar-
senic species from chloride. The estimated detection limits
in synthetic urine at injection volume of 50μLr a n g e db e -
tween 0.10 and 0.43ng/mL for As species and between 0.71
and 1.53ng/mL for Se species.
This method was applied to study the relationship be-
tween urinary As and Se metabolites after ingestion of 1-
pound seafood with or without 1.0mg of selenium supple-
ment (as high selenium yeast) by one volunteer. From to-
tal analysis, As excretion increased by 31.4% with the pres-
ence of selenium supplement in the ingestion; Se excretion
increased by 28.2% with the presence of seafood in the inges-
tion. The excretion of AsB and MMA increased about 100%
with the ingestion of L-selenomethionine, while the DMA
excretion changed a little. From the time resolving distribu-
tion of As and Se species, it was observed that the excretions
of MMA, DMA, TMSe, and selenosugar were delayed, which
may be explained by the competition for methyl group be-
tween As and Se species. This study suggests that Se intake
may be positively associated with urinary As excretion, and
may alter As metabolite distribution in humans, and vice
versa. More experiments are needed to be carried out to con-
ﬁrm these results.
SPECIATION OF SELENIUM COMPOUNDS
BY CAPILLARY ELECTROCHROMATOGRAPHY
INDUCTIVELY COUPLED PLASMA
MASS SPECTROMETRY
Chuen-YingLiu
NationalTaiwanUniversity,1Section4,RooseveltRoad,
Taipei10617,Taiwan
A T-type interface and a cross-ﬂow nebulizer were intro-
duced to ﬁnd ways to combine capillary electrochromatog-
raphy (CEC) with inductively coupled plasma mass spec-
trometry (ICP-MS) detection for analysis of selenium speci-
ation. For the CEC separation, we employed a macrocyclic
polyamine bonded phase capillary as the separation column
and a bare fused silica ﬁlled with the make-up liquid. To
optimize the measurement, we investigated several parame-
ters:nebulizergasﬂowrate;rotationrateofperistalticpump;
type,concentration,andpHofthemobilephase;andapplied
voltage. With Tris buﬀer (pH 8.5, 50mM), applied voltage of
−15kV, ICP Rf power of 1200W, nebulizer gas ﬂow rate of
1.02l/min, and lens voltage of 6V, the reproducibility for the
retention time indicated that sample injected by electroki-
netic and nebulizer gas ﬂow (RSD < 1.38%) was better than
that by self-aspiration alone (RSD < 1.79%). The detection
limits for selenate, selenite, selenocystine, and selenomethio-
nine were found to be 2.40, 3.53, 12.86, and 11.25ng/mL,
respectively. Due to the high sensitivity and element-speciﬁc
detection, as well as the high selectivity of the bonded phase,
quantitative analysis of selenium speciation in urine was also
achieved.
THEORETICAL STUDIES OF ONLINE
IMMUNOEXTRACTION COUPLED WITH
REVERSED-PHASE LIQUID CHROMATOGRAPHY
EfthimiaPapastavros,DavidS.Hage,
andMaryAnneNelson
DepartmentofChemistry,UniversityofNebraska,Lincoln,
706HamiltonHall,Lincoln,NE68588,USA
Online immunoextraction (IE) coupled with reversed-phase
liquid chromatography (RPLC) is an example of a multidi-
mensional technique that can be used to separate and an-
alyze structurally similar compounds from complex sample
mixtures. IE makes use of the strong and selective binding
of antibodies to remove and concentrate a certain group of
compounds from a sample. RPLC then allows the separa-
tion of structurally similar chemicals that bind to the same
IEcolumn.IE/RPLCusuallyinvolvesthreecolumns.Theﬁrst
column performs immunoextraction. As analytes elute from
the antibody column, a small, reversed-phase precolumn is
used to trap and concentrate them before they enter the ﬁnal
column, the RPLC analytical column. An important compo-
nent of a coupled IE/RPLC system is the interface between
the IE column and the precolumn. However, little informa-
tion is available on the behavior of analytes at this interface.
In an eﬀort to better understand this aspect of IE/RPLC,
well-characterized analytes were used as models. The com-
pounds studied included various chlorophenoxyacetic acid
herbicides.TheelutionofsuchcompoundsfromanIE/RPLC
system under diﬀerent conditions was predicted and opti-
mized using chromatographic theory along with the known
binding and dissociation rates of the IE columns and reten-
tion of the analytes on RPLC phases. Good agreement was
noted between the predicted and experimental results.
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METHOD DEVELOPMENT IN PHASE OPTIMIZED
LIQUID CHROMATOGRAPHY
StefanLamotte,GeraldReindl,KlausD.Bischoff,
andRainerBrindle
BischoffChromatography,BoeblingerStr.23,Leonberg,
BWD-71229,Germany
Several strategies for method development in HPLC are used
at present. Some scientists remain the stationary phase con-
stant and optimize the mobile phase composition (pH, na-
ture of mobile phase, buﬀer concentration) and the temper-
ature.
Recent publications [1] recommend, in addition, a vari-
ation of the stationary phase, whereas stationary phases with
selectivity as diﬀerent (“orthogonal”) as possible should be
used.
In phase optimized liquid chromatography (POPLC) the
optimization of the stationary phase is the ﬁrst goal. Due to
the fact that retention times are additive, diﬀerent station-
ary phase segments are coupled together to create the col-
umn with the best overall performance for each particular
separation. The retention time of each analyte is controlled
by the use of the best selective column for this purpose. In
POPLC, the optimum column has to be found in an isocratic
way.Nevertheless,ifthemixtureisverycomplexandcoversa
wide range of polarity, gradient elution cannot be overcome.
In this paper, we show how to optimize a separation for
an unknown very complex mixture from chemical indus-
try. The sample is completely unknown and no standards
are available. It is demonstrated how we apply the concept
of POPLC and which strategy has to be applied to get this
method development done.
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MONITORING METABOLISM OF ESCHERICHIA
COLI USING CAPILLARY ELECTROPHORESIS AND
CAPILLARY ELECTROPHORESIS MASS SPECTROMETRY
JimW.McHargue,AndrewFabich,JoelT.Smith,
andTyrrellConway
SoutheasternOklahomaStateUniversity,1405N4Th
Avenue,P.O.Box4025,Campus,C/ODr.TimSmith,Durant,
OK74701,USA
Escherichia coli (E. coli) is perhaps the most studied of all
model organisms. Pathogenic strains, such as E. coli O157 :
H7, pose a signiﬁcant risk to human health. Recent ﬁndings
usingwhole-genomeexpressionproﬁlingrevealedthatE.coli
MG1655 genes were induced by the nutrients available in the
mammalian intestine. The mutational analysis/microarray
study found that only mutations in sugar pathways aﬀected
the colonization of the bacteria. The goal of this study was to
determinetheinvitrometabolismpreferenceoftwodiﬀerent
colonizing E. coli strains (MG1655 and EDL933) towards the
14 monosaccharides known to be found in intestinal mucus.
Carbohydrateconcentrationsweremonitoredusingcapillary
electrophoresis (CE) with diﬀerent detection methodologies.
The disappearance of each sugar in the growth media pro-
vided the nutritional preference of E. coli. No single capil-
lary electrophoresis method could be developed to monitor
all the carbohydrates simultaneously. Instead, three indepen-
dent CE methods were required. The combination of CE-
UV and CE-MS data provided a complete picture of the ac-
tual carbohydrate metabolism of E. coli from colonization to
constant phase. The data showed that diﬀerent strains have
diﬀerent nutritional preferences. MG1655 did not metabo-
lize N-acteylgalactosamine, while EDL933 did. Other sugars
changed in their order of metabolism. The in vitro model
clearlyindicatesthatcertainsugarsaremetabolizedonlydur-
ing colonization and others during maintenance. This in
vitro model provided an enhanced view of the actual car-
bohydrate preference of two diﬀerent strains of E. coli and
demonstrated signiﬁcant diﬀerences between the commen-
sal and pathogenic strains.
APPLICATION OF ONLINE RAPID SAMPLING
MICRODIALYSIS TO CLINICAL MONITORING OF
PATIENTS DURING GASTROINTESTINAL SURGERY
MartynG.Boutelle,AraDarzi,GeorgeHanna,
andSamerS.Deeba
DepartmentofBioengineering,ImperialCollegeLondon,
BagritCentre,LondonSW72AZ,UK
We have previously developed a rapid sampling online mi-
crodialysis technique for monitoring metabolites in the in-
jured human brain [1]. More recently, we have adapted the
system to monitor the brain during surgery and this proved
to have advantages in providing a metabolic feedback to the
surgeon interoperatively [2]. We are now seeking to develop
ananalyticalsystemthatallowstousetherapidsamplingmi-
crodialysis during bowel and stomach surgeries.
Gastrointestinal surgery is one of the most common sur-
gical procedures in the developed world. Complications as-
sociated with this type of surgery can be severe enough to
lead to mortality [3]. Intestinal ischemia during and after
surgery is a major factor that can lead to multiple organ fail-
ure [4]. Monitoring metabolic changes in the digestive sys-
tem during surgery is of great interest as an early marker of
intestinal ischemia. Previous attempts to monitor the bowel
had monitored intraperitoneally in experimental models [4].
Whilst some evidence of ischemia was found, the poor time
resolution of the assay coupled to the large volume of the
intraperitoneal cavity prevented this from being useful dur-
ing human bowel surgery. We have, for the ﬁrst time, im-
plantedamicrodialysisprobeintothegutwall.Optimization
of the online assay for bowel uses has allowed us to observe
the metabolic condition of the tissue online throughout the36 Journal of Automated Methods and Management in Chemistry
surgery. This also has potential applications postoperatively
to detect anastomosis leak.
Theonlinemonitoringsystemelectrochemicallyanalyzes
the dialysate for glucose and lactate at high time resolution
(typically30-secondsampling).Themethodcouplesﬂowin-
jection analysis to enzyme-based amperometry [1].
Wewilldescribepreliminaryresultsfrommonitoringpa-
tientsinSt.Mary’sHospital,ImperialCollege,withthistech-
nique.
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SUBSECOND FFT CONTINUOUS STRIPPING CYCLIC
VOLTAMMETRIC TECHNIQUE AS A NOVEL METHOD
FOR PICO-LEVEL MONITORING OF IMIPRAMINE AT AU
MICROELECTRODE IN FLOWING SOLUTIONS
BehrouzAkbari-aderganiandMohammadRezaGanjali
DepartmentofChemistry,ExcellenceLaboratoryin
Electrochemistry,TehranUniversity,Iran-Tehran-Enghlab
Square-EnghlabStreet,Tehran14155-6455,Iran
A novel method for the determination of imipramine in
ﬂow-injection systems has been developed. The method was
used for the fast determination of imipramine in its phar-
maceutical formulations and biological samples. The devel-
oped technique is very simple, precise, accurate, time-saving,
and economic as compared to all previously reported meth-
ods. The eﬀects of various parameters on the sensitivity of
the method were investigated. The best performance was ob-
tained with the conditions, pH value of 2.0, sweep rate value
of 60V/s, accumulation potential of 100mV, and accumula-
tion time of 0.5second. In this work, we introduce a special
computer-based numerical method, for calculation of the
analyte signal and noise reduction. The electrode response
was calculated based on partial and total charge exchanges at
the electrode surface after subtracting the background cur-
rent from noise. The waveform potential consisting of po-
tential steps for cleaning and accumulation of analyte, and
potential ramp were applied on an Au disk microelectrode
(with a radius of 12.5•m). The method was linear over the
concentration range of 25–75000pg/mL (r = 0.997) with a
limits of detection and quantitation of 13 and 30pg/mL, re-
spectively. The method has the requisite accuracy, sensitivity,
precision, and selectivity to assay imipramine in tablet and
plasma.
THE NUMEROUS SAMPLE CONDITIONING AND
SAMPLE PREPARATION OPTIONS OFFERED BY AN
AT-LINE ANALYSIS SYSTEM
FrankPortala,FranzMueller,GerhardKirner,
andMichaelFeige
MetrohmLtd.,Oberdorfstrasse68,HerisauCh-9101,
Switzerland
Sampleconditioningandsamplepreparationrepresenttime-
consuming activities involving many steps that have to be
performedmanually.Athighsamplethroughputs,theserou-
tine tasks constitute a considerable cost factor. Generally, an-
alytical systems that carry out these steps automatically have
a low-payback time due to lower costs, lower contamination
risks, and thus more reliable analytical results. Various sam-
ple conditioning and sample preparation techniques have al-
ready been put into practice using the ProcessLab system to
be described:
(i) ﬁltration of water samples;
(ii) extraction of organic substances;
(iii) derivatization of analytes;
(iv) digestion by heating under reﬂux;
(v) elimination of interfering components.
This paper presents a detailed description of some al-
ready realized solutions.
Filtrationofwatersamples
Water samples for ion chromatographic (IC) analysis must
be free of solid particles as these can block the capillary
columns. Polluted water samples must therefore be ﬁltrated
priortochromatographicseparation.Afterdilutionwithelu-
ent, the sample aliquot is ultra-ﬁltrated and subsequently
transferred to the IC system. After the detection of the ionic
ingredients of the sample, the system automatically starts the
ﬁltration of the next water sample.
Extractionoforganicsubstances
The setup for the automatic extraction of some organic sub-
stancesfromwatersamplesisdescribed.Inthiscase,aliquid-
liquid extraction is used to extract organic compounds from
the aqueous sample using an n-alkane. The organic phase is
used for further spectroscopic and gas chromatographic de-
terminations.
Digestionbyheatingunderreﬂux
With the available digestion module, it is possible to di-
gest a considerable number of components prior to further
analysis. In this example, the automatic determination ofPeter B. Stockwell 37
total phosphate and orthophosphate in water samples is de-
scribed.
The modular ProcessLab system oﬀers several sample
preparation options and thus can be adapted to a large vari-
ety of sample types. The automation of diﬀerent preparation
steps enhances sample throughput and repeatability of the
results. After sample preparation, either the analysis is per-
formed in the module or samples are transferred to external
analytical systems such as chromatographic or spectroscopic
devices.
The highly ﬂexible ProcessLab adapts to many analytical
challenges.
UNATTENDED INLINE AND SEQUENTIAL SAMPLE
CONCENTRATION FOR A RANGE OF APPLICATIONS
JeffreyWisemanandJenniferSalmons
J2Scientiﬁc,LLC,1901PennsylvaniaDrive,SuiteC,Columbia,
MO65202,USA
Many techniques are used for the concentration of samples
and the level of labor, user supervision, and recoveries vary
witheachlabor.Thisunattendedconcentrationtechniqueal-
lows the operator to concentrate samples from a inline pro-
cesssuchasGPCcleanupandsolidphaseextraction(SPE)or
concentrate precollected samples ranging in volumes from a
few to several hundred milliliters. The samples are sequen-
tially evaporated under microprocessor control with sensor
feedback, concentrated to a ﬁnal endpoint with solvent ex-
change, and transferred to a storage vial or GC vial ready for
analysis.
Recoveries are demonstrated for a range of applications
from environment, food, and pharmaceuticals. These re-
duced the exposure to hazardous solvents and other chem-
icals.
QUALITY CONTROL OF FRENCH FUEL BY NIR
CHEMOMETRIC ANALYSIS
OswinGaltier,JackyKister,andNathalieDupuy
UniversitePaulCezanne,CaseN◦451,Cnrs-Umr6171-
Syst` emesChimiquesComplexes,CentreScientiﬁqueDeSt
Jerome-Case451,Marseille13397Cedex20,France
The aim of this study was to demonstrate that near infrared
(NIR) method combined with multivariate analysis allows
the classiﬁcation of the diﬀerent commercial fuels (gasoline
and diesel) and highlights their large quality variability.
Eventhoughfuelshavetoreachcommercialqualityspec-
iﬁcations, complexity of reﬁning tools and crude oils slates
involves large variability in terms of ﬁnished products quali-
ties.
The study was carried out in south east of France, on an
area covering about 20 squared miles where four major oil
companies are located.
20 gasolines and 15 diesel have been collected, taken
from diﬀerent brand gas stations and the supermarkets
(Figure 5). Many fuel mixtures have been prepared, 160 with
Figure 5: Sample location area.
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Figure 6: Commercial gasolines NIR spectra.
diﬀerent gasolines and 24 with diﬀerent diesel. Conven-
tional properties (RON, MON, density, cetane number, etc.)
were measured and the NIR spectrum was collected for each
sample.
FT-NIR spectra were recorded with a Nicolet Antaris
spectrometer interfaced to a personal computer. Diesel sam-
ples were ﬁlled into a 4mm path length borosilicate glass
tube. All the spectra were computed at 4cm−1 resolution
between 4500 and 10000cm−1—thanks to the software re-
sult integration 2.1 Thermo Nicolet. Coaddition of symmet-
rical interferograms on 10 scans was performed for each
spectrum. A reference spectrum was recorded before each
sample measurement on an empty tube. Gasoline spec-
tra were collected—thanks to a Hellma probe with immer-
sion, connected to the same spectrometer by NIR optical
ﬁbers.
Itisimpossibletodiﬀerentiateonegasolinefromanother
(Figure 6), or one diesel from another (Figure 7), just look-
ing at spectra, since proﬁles are very similar. Thus, principal
component analysis (PCA) was performed on the near in-
frared datasets to classify and distribute the products across
speciﬁcally deﬁned groups. Those groups are in agreement
with the measured properties of the fuels. Partial least-
squares method (PLS) was used to model the conventional
properties of gasolines and diesel.
This study highlighted that the variability of fuel qual-
ity can be approached by near infrared techniques combined
with statistical analysis.38 Journal of Automated Methods and Management in Chemistry
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Figure 7: Commercial diesel NIR spectra.
AUTOMATED MERCURY ANALYSIS IN LIGHT AND
HEAVY HYDROCARBONS
JasonGray,AlvinChua,andKojiTanida
NipponInstrumentsNorthAmerica,1511TexasAvenueS,
#270,CollegeStation,TX77840,USA
Naturallyoccurringmercuryinhydrocarbonmatricesisvery
problematic for the hydrocarbon processing industry. It is
known to poison the catalysts used in reﬁning and chemical
production, as well as causing corrosion in aluminum heat
exchangers. These detrimental impacts of mercury are very
costly and hazardous. As a result, it has become increasingly
important to monitor the levels of mercury in the hydrocar-
bon processing industry.
In this paper, a new automated technique for accurately
quantitating mercury in both light and heavy hydrocarbons
is discussed. This new technique employs automated sam-
pling, pyrolysis, gold amalgamation, and cold vapor atomic
absorption spectroscopy (CVAAS).
Supporting data will be provided to illustrate the high-
quality results obtained through the use of such an analyzer.
The capabilities of this new technique will be discussed in
detail.
RAPID AUTOMATED PRESSURIZED SOLVENT
EXTRACTION OF CHEMICAL WARFARE AGENTS FROM
SOIL SAMPLES
RolfSchlake
AppliedSeparations,930HamiltonStreet,Allentown,
PA18101,USA
The rapid extraction of chemical warfare agent surro-
gate compounds from soil samples was conducted using
an automated pressurized solvent extraction instrument.
Organophosphorus pesticides were used as surrogate com-
pounds for nerve agents and extracted from soil samples to
evaluate the pressurized parallel solvent extraction technol-
ogy for this application. The results were compared to tradi-
tional solvent extraction techniques for recovery and repro-
ducibility.
In addition, the ability to extract and process high-
volume sample loads rapidly was evaluated in a working en-
vironmental laboratory using the extraction of PCBs from
soil as a test model. Data are presented detailing the proce-
dures,manpower,andequipmentrequiredtoextract200soil
samples in one day for chemical warfare agents.
THE DEVELOPMENT OF A SEARCHABLE COMMERCIAL
PRODUCTS LIBRARY FOR DART SPECTRA
LisaSchumacher,BrendaVaandering,EshwarJagerdeo,
JamelleWilliams,JayClark,andJeffLeibowitz
FederalBureauofInvestigation,2501InvestigationPkwy,
Quantico,VA22135,USA
The DART is one of the greatest advances in technology in
ourﬁghtagainstcrime.Itoﬀersreal-timeanalysisofevidence
as it was discovered by law enforcement oﬃcers in the ﬁeld
generating exact mass measurements and patterns which are
then used for identiﬁcation. The DART system is composed
of an ionization source that uses helium in its excited state to
ionize a sample that is placed in the gas stream and an accu-
rate mass time-of-ﬂight mass spectrometer to detect the ions
produced. This direct analysis in real-time (DART) method
of ionization is most similar to electrospray ionization and
usually, but not always, generates M+1 or M−1i o n s .B u tu n -
like electrospray, analysis by DART generates a pattern in-
steadofasinglepeakbecausethereisnoseparation ofasam-
ple into its individual components—like with gas chromo-
tography or liquid chromatography—prior to entering the
mass detector. The DART is essentially generating a unique
picture(massspectrum)ofnumbers(exactmasses)andlines
(patterns) to represent the components in a speciﬁc sample,
like the ingredients in a commercial product. For example,
the analysis of two diﬀerent soft drinks would generate two
very unique pattern-speciﬁc mass spectra that could be used
to narrow the identiﬁcation of an unknown brown liquid re-
ceivedbythelaboratoryashavingingredientsconsistentwith
a soda, but they would also diﬀerentiate between the two and
positively identify them as Brand X. As this technology is
new, however, there are no databases or libraries in existence
to search DART spectra against to identify commercial prod-
ucts. The FBI is currently working to develop and populate a
searchable commercial products library.
AN AUTOMATED GC/MS LIBRARY SCREENING METHOD
FOR FORENSIC SAMPLES
RobertE.Buco
IonSignatureTechnology,Inc.,51IndustrialDrive,
NorthSmithﬁeld,RI02896,USA
In most forensic analyses, a variety of analytical strategies
are implemented for unknown cases from general screening
methodologies for classes of drugs to speciﬁc conﬁrmation
and quantitation of individual drugs. Despite the improve-
ments in instrument analysis time, two areas of sample anal-
ysis have been lagging: (1) sample preparation and (2) dataPeter B. Stockwell 39
processing. In this study, the focus is on the data processing
of samples acquired from an acid/neutral screening method
utilizing a gas chromatograph/mass spectrometer.
Currently, interrogating an unknown sample (entire data
ﬁle) against a library is still a manual process and requires
enormous amount of time. As an alternative to common li-
brary search techniques, this study will demonstrate an au-
tomated analysis method combined with the use of a mass
spectral deconvolution software that rapidly screens the en-
tire GC/MS data for a targeted list of compounds in the li-
brary and provides both qualitative and quantitative infor-
mation. In some cases, just knowing that a drug is present is
all that is needed. However, in other toxicological analyses,
knowing how much of a drug is present is critical.
In this study, the database of acid/neutral drugs is gener-
ated and used to screen blind samples, as a way to simulate
unknown sample, against the database for both qualitative
and quantitative investigations. The results demonstrate that
it is possible to use deconvolution software as a tool for inter-
rogatingunknownsamples.Astopursuethecurrenttrendin
expediting sample analysis time, data will show that it is pos-
sibletoreducetheoverallanalysistimeandyetmaintaindata
quality.
IDENTIFICATION OF PRECURSOR,
INTERMEDIATE, AND FINAL PRODUCTS ROUTINELY
SEIZED FROM CLANDESTINE DRUG LABS BY
FTIR-ATR SPECTROSCOPY
EricJ.Bukowski,JohnA.Monti,andShannonM.Richard
ShimadzuScientiﬁcInstruments,7102RiverwoodDrive,
Columbia,MD21046,USA
While methamphetamine and many other illicit drugs of
abuse do not occur naturally, they are synthesized in large
quantities in clandestine laboratories across the country. Un-
fortunately, the materials (e.g., precursors, reagents, and sol-
vents) are commercially available and recipes are easily un-
covered on the internet. The role of the forensic chemist is
to rapidly screen and identify a large number of seized ev-
idence samples. Previous research has shown the spectro-
scopic identiﬁcation of these types of materials to be attrac-
tive due to the inherent capabilities of real-time identiﬁca-
tionofvolatilesolvents,nondestructiveanalysiswhichallows
analysis by a primary identiﬁcation technique, and minimal
sample preparation. This work will show the advantages of
using FTIR-ATR spectroscopy for the forensic screening of
unknown conﬁscated materials from suspected clandestine
drug labs.
IDENTIFICATION OF THE VOLATILE ORGANIC
COMPOUNDS PRESENT IN DECAYING PIG ORGANS
USING SPME-GC/MS
HannahM.BurlesonandMarkSabo
CatawbaCollege,2655WeaverRd,ChinaGrove,
NC28023,USA
Identiﬁcation of the volatile organic compounds (VOCs)
that result from human decomposition have been studied
by many law enforcement groups in an eﬀort to improve ca-
daver dog training procedures and to detect human remains
in clandestine graves. Although studies of VOCs from whole
pig decomposition have been published, there is little infor-
mation about the compounds that result from the decompo-
sition of individual pig organs. Solid phase microextraction
(SPME) coupled with gas chromatography mass spectrom-
etry (GC/MS) was used to analyze the headspace of the de-
composing pig tissues over a period of three months. Anal-
yses of tissue samples from the decomposition of pig skin,
muscle, blood, heart, liver, intestine, lung, fat, and bone were
monitored every few hours for the ﬁrst couple of days, then
weekly for a period of two months. This paper will report
on the VOCs identiﬁed from pig tissue samples and compare
them to the VOCs that have been identiﬁed from human de-
composition.
DETECTION OF NITRITE BY FLOW INJECTION ANALYSIS
USING A NOVEL PAIRED EMITTER-DETECTOR DIODE
(PEDD) AS A PHOTOMETRIC DETECTOR
DermotDiamond,King-TongLau,
andRoderickShepherd
AdaptiveSensorsGroup,NationalCentreforSensor
Research,DublinCityUniversity,Glasnevin,Dublin9,Ireland
An inexpensive ﬂow injection system for determining low
concentration levels of nitrite employing the greiss reagent
spectrophotometric method is reported. In most microana-
lytical systems, neither the light source nor the photodetec-
tor is integrated into the same substrate as the ﬂuidic chan-
nel network. This is because the integration of all compo-
nents necessary for performing a total chemical analysis is
very complex [1]. The work presented herein focuses on a
novel integrated optical sensor, the PEDD.
The novel ﬂow detector applied within this manifold is a
highly sensitive, low-cost, miniaturized light emitting diode-
(LED-) based ﬂow detector. This colorimetric detector em-
ploys two LEDs, operating one as a light source and the other
as a light detector. The emitter LED is forward-biased and
the detector is reverse-biased. The emitter and detector LEDs
had a •max of 530nm and 660nm, respectively. The emis-
sion spectrum of the emitter LED eﬃciently overlapped with
the absorbance spectrum of 9μMN O 2 as shown in Figure 8.
A simple timer circuit measures the time taken for the pho-
tocurrent generated by the emitter LED to discharge the de-
tector LED from 5V (logic 1) to 1.7V (logic 0) [2].
The optimum emitter LED light intensity was investi-
gated as decreasing light intensity had previously proven to
increase the response obtained [3]. The ﬂow rate, dynamic
range, sensitivity, and limits of detection were investigated.
Detection limits in the nanomolar range were achieved using
the PEDD. For a comparative study, the dynamic range and
limits of detection were also investigated using a plate-well
reader. Higher sensitivity and improved precision were ob-
tained from the PEDD compared to the commercially avail-
able plate-well reader.40 Journal of Automated Methods and Management in Chemistry
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AUTOMATED, HIGH-THROUGHPUT AMMONIA
MEASUREMENT USING AN IMPROVED GAS-SENSING
ELECTRODE EQUIPPED WITH AN AUTOSAMPLER
ZhishengSun,StevenJ.West,andXiaowenWen
ThermoElectronCorporation,166CummingsCenter,
Beverly,MA01915,USA
Automated high-throughput ammonia measurement is con-
sidered to be highly desirable in the ﬁeld of water man-
agement. The simplicity of ISE-based ammonia gas-sensing
electrodeshasmadethemtheworkhorsesforammoniamea-
surements in laboratories and in ﬁelds of environmental
monitoring. However, the success of automation was often
hampered by the electrodes’ inadequate response rate and
recovery time, especially in samples with ammonia at levels
lower than 1ppm, leading to unsatisfactory accuracy and re-
peatability.ThehighimpedanceofinnerpHglassmembrane
also makes the electrode more susceptible to the cable move-
ment using the autosampler during the measurement.
This paper describes a newly developed system that inte-
grates an improved ammonia gas-sensing electrode with
a meter-controlled autosampler for automated, high-
throughput ammonia measurements. The new electrode not
only incorporates a glass membrane of lower resistance to
reduce the susceptibility of the sensor response to the cable
movement using the autosampler, but also has an optimized
conﬁguration to improve the response rate, accuracy, and
repeatability. In addition, the new electrode acquires ease-
of-handling features such as a translucent body with a ﬁll
line mark, a back seal, and a preassembled membrane cap.
Method development using the new ammonia gas-sensing
electrode with the autosampler is discussed. Diﬀerent ISE
analysis methods, such as direct measurement, known addi-
tion, and Gran method, are compared. Factors aﬀecting the
measurement are studied, optimum is set up, and analytical
sequences for various samples are determined. Results show
that the analytical process of ammonia measurement includ-
ing electrode rinsing and calibration, reagent/standard addi-
tion, and sample measurement can be carried out automati-
callywithoutbeingattendedbyanoperator,persampleanal-
ysis may take less than 3minutes, and that satisfactory results
can be obtained in low-concentration range.
MONITORING WATER-QUALITY PARAMETERS
REMOTELY VIA WIRELESS SYSTEMS
JohnN.Driscoll,C.Brenneck,C.Merril,E.Rodin,
H.Gimenez,I.Kreydin,J.Hamm,N.Hennigar,N.Liakis,
N.Perova,P.Hogan,P.Perov,andW.Johnson
PIDAnalyzers,LLC,780CorporatePark,Pembroke,
MA02359,USA
We have designed a low-power water-quality array for four
sensors (pH, conductivity, temperature, and dissolved oxy-
gen) that can be interfaced to a radiofrequency (RF) wireless
mote. RF “motes” are low-power devices that incorporate
sensors, processing, and communications in a small pack-
age, which were developed by the University of California at
Berkeley in 1999.
The RF motes can receive data from multiple sensors and
communicate with each other to transmit data to a remotely
located PC. In particular, we discuss remote monitoring of
local bodies of water surrounding the Suﬀolk University en-
vironmental research facility at Cobscook Bay in Edmunds
township, Maine. The water-quality sensors are interfaced to
a ﬁeld mote which sends data to the base mote connected
by USB to a dynamic web server at the research ﬁeld station.
The monitoring allows year-round study of an area with 18ft
tidal ﬂuctuations and harsh winters. The data are archived
for analysis in a database and displayed in “real time” at Suf-
folk University.
We will describe techniques used to overcome intermote
distance limitations, interface issues of the sensor board to
the motes, solutions to long term power for the motes in
the ﬁeld, eﬀects of submerging the sensor/mote package in
water, remote calibration of the sensors, quality of the data
obtained, and software modiﬁcations that are necessary for
operation.
AUTOMATED ANALYSIS OF AQUEOUS SAMPLES
CONTAINING PESTICIDES, ACIDIC/BASIC/NEUTRAL
SEMIVOLATILES, AND VOLATILE ORGANIC
COMPOUNDS BY SOLID PHASE EXTRACTION COUPLED
INLINE TO LARGE VOLUME INJECTION GC/MS
RobertG.Ford,DavidA.Kovacs,DianeGregg,
andRichardSiscanaw
OfﬁceofResearchAndDevelopment,USEnvironmental
ProtectionAgency,919KerrResearchDr.,Ada,OK74820,USA
Data are presented on the development of a new automated
system combining solid phase extraction (SPE) with GC/MS
spectrometry for the single-run analysis of water samplesPeter B. Stockwell 41
containing a broad range of organic compounds. The system
uses commercially available automated inline 10 mL sam-
ple extraction with large volume injection and GC/MS. Two
commercially available SPE sorbents used in series allow ex-
traction of both polar and nonpolar compounds. Inline in-
jection of the 90μLe x t r a c tf r o ma1 0m Ls a m p l er e s u l t e d
in detection limits 10–100 times lower than recommended
EPA method 8270 limits for semi-volatiles. Variance in SPE
extraction eﬃciency is directly monitored and quantitative
accuracy improved through the use of “internal” deuterated
and nondeuterated standards/surrogates added to calibra-
tion standards, blanks and samples prior to automated SPE
concentration. System performance has been demonstrated
for 92 target organic compounds, including acidic, basic
and neutral semivolatile compounds, as well as chlorinated-
and nitrogen-containing pesticides. This detection system
has also been successfully applied to the analysis of a range
of Method 8270 semivolatile compounds in complex ma-
trices derived from water-isopropanol extracts of contami-
nated sediments, resulting in enhanced sample throughput
with optimum detection limits. Preliminary work has also
demonstrated the potential for quantitation of both volatile
and semivolatile compounds in a single analysis. The perfor-
mance and ﬂexibility of this system along with increases in
automation and reduction in solvent usage and accompany-
ing analyst exposure make this an attractive alternative for
the analysis of volatile and semivolatile organic compounds
in aqueous samples.
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CHIRAL SCREENING USING A SINGLE ZIRCONIA
COLUMN AND MULTIPLE BONDED CHIRAL
STATIONARY PHASES
BingwenYan,RichardA.Henry,ShengxiangJi,
andThomasHoye
ZirChromSeparations,Inc.,617PierceStreet,Anoka,
MN55303,USA
We report here the synthesis and testing of a novel
polysaccharide-class chiral HPLC stationary phases based
on porous zirconia. A new method for the attachment
of polysaccharide with anchor groups to zirconia surface
through Lewis acid-base attachment chemistry is described.
Generally, the attachment of a speciﬁc polysaccharide chi-
ral selector (CS), which contains multiple phosphonic acid
anchor groups per polymer chain that can then be further
bonded to a zirconia surface through a Lewis acid-base re-
action, is shown. Furthermore, the synthesis of a variety of
brush-type chiral selectors that contain anchor groups for
zirconia that can be easily attached to/removed from CSPs
for chiral selector screening is described. The optimum chi-
ral separation conditions including mobile phase composi-
tions and mobile phase additives were studied. The selectiv-
ity and eﬃciency of the new zirconia-based phases to analo-
gous silica-based chiral stationary phases are compared. The
results indicate that the two substrates can perform similar
enantiomerseparations,buttherearediﬀerencesintheselec-
tivity for most analytes tested. A number of pharmaceutical
chiral separations are shown. The zirconia-based chiral sta-
tionary phases were found to be chemically stable from pH 1
to 8 under reversed-phase conditions. We also demonstrate
that zirconia columns can be used for doing fast screening of
CSPs without the need for using multiple columns.
DETECTION LIMIT AND REACTION EFFICIENCY
IMPROVEMENTSINTHEAUTOMATEDDETERMINATION
OF IONS IN ENVIRONMENTAL SAMPLES USING
INJECTION SEGMENTED FLOW ANALYSIS
CraigRanger
OIAnalytical,151GrahamRd.,CollegeStation,
TX53209,USA
Segmented ﬂow analysis (SFA) and ﬂow injection analysis
(FIA) are both continuous ﬂow techniques that have been
used for automating wet chemical methods. In addition, the
ﬂow injection technique has been widely used as a means
for rapid and precise sample introduction into a variety of
analytical instruments such as atomic absorption and mass
spectrometers. However, sample injection has not been pre-
viously coupled with segmented ﬂow analysis which is the
subject of this paper.
Mixing in FIA depends in part on longitudinal disper-
sion which also dilutes the sample and decreases sensitivity
for long reaction times. In contrast, SFA limits longitduinal
dispersion and facilitates longer reaction times, but the stan-
dard SFA sampling technique of aspiration is not precise and
requires the reaction to be brought to completion. By in-
jecting the sample into a carrier stream which is then seg-
mented with air, longer, but nonsteady state, reaction times
can be achieved which combine to increase both sensitivity
and sample throughput.
MONITORING OF A COMPLETE PROCESS LINE FOR
THE PHOSPHATIZING OF METAL SURFACES USING
AN AT-LINE ANALYSIS SYSTEM
FrankPortala,FranzMueller,GerhardKirner,
andMichaelFeige
MetrohmLtd.,Oberdorfstrasse68,HerisauCh-9101,
Switzerland
Withanestimatedworldwideturnoverofmorethan500mil-
lion US dollars, phosphatizing is the most important metal
pretreatment process. The phosphatizing process produces a
hard,electricallynonconductingsurfacecoatingthatadheres
tightly to the underlying metal. This layer protects the metal
from corrosion and improves the adhesion of paints and or-
ganic ﬁnishes to be subsequently applied.
The basic phosphatizing process consists of the etch-
ing reaction and the formation of the surface coating. After
thoroughly degreasing and rinsing the metal workpieces, the
phosphoric acid removes interfering surface-bound metal42 Journal of Automated Methods and Management in Chemistry
oxidesandincreasesthesurfaceroughness.Subsequently,the
alkali phosphates react with the previously generated metal
ions forming a layer of insoluble tertiary metal phosphates.
Addition of metal cations such as Zn2+,M n 2+,C a 2+,o rN i 2+
to the phosphatizing bath improves the quality of the coat-
ing.
Attheindustrialscale,thephosphatecoatingsareapplied
to the metal surface of the workpieces using strictly deﬁned
process steps in diﬀerent cleaning, degreasing, rinsing, acti-
vation, and phosphatizing baths. The various bath parame-
ters have to be closely monitored as they determine to a large
extend the quality of the coating produced. The parameters
determined in the cleaning, degreasing, and rinsing baths are
pH value, conductivity, plus free and total alkalinity, while
the phosphatizing bath is analyzed for free and total acids,
nitrite or hydrogen peroxide, and zinc and ﬂuoride.
The described ProcessLab at-line analysis system con-
trols, records, and documents the important analytical pa-
rameters of the entire phosphatizing process. The combina-
tionoftheanalyticalmethodsinvolvedaswellasthestraight-
forward and error-free handling via the well-organized user
interface allows for complete process control. The analytical
functions are supplemented by the integrated operation soft-
ware that oﬀers numerous possibilities for data processing
and documentation of the measured values. Additionally, a
bar code reader guarantees an unambiguous sample identiﬁ-
cation.
The at-line analysis system meets all requirements of
modern phosphatizing plants regarding process monitoring
and documentation.
COMPREHENSIVE AND FULLY AUTOMATED
WATER ANALYSIS
HeikeRisse,AchimRumi,andKaiHenningViehweger
MetrohmLtd.,Oberdorfstrasse68,HerisauCh-9101,
Switzerland
Water contamination is a widespread environmental prob-
lem. Every year, some 700 million tons of waste enter the
aqueous systems and thus reduce our already limited fresh-
water resources. Maximum contaminant levels (MCLs) in
drinking water are speciﬁed for a large number of inorganic
ions in order to minimize potential health hazards. Highly
eﬀective monitoring tools are required for assessing the oc-
currence, the fate, and the environmental impact of contam-
inants.
The analysis system described here combines titration,
ion chromatography, and direct measurement. It has been
specially developed for automated drinking water analysis
but can be adapted to suit any number of analytical require-
ments in the food, electroplating, or pharmaceutical indus-
tries. The emphasis has been placed on user-friendly oper-
ation, variable sample container volumes, and protection of
the samples from ambient interferences. The standard ver-
sion measures the following sample parameters fully auto-
maticallyandsimultaneously:temperature,pH,andconduc-
tivity; it titrates acidity, calcium, and magnesium and deter-
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Figure 9: Ion chromatogram of tap water from Herisau (column:
Metrosep A Supp 5 – 100; eluent: 3.2mmol/L Na2CO3/1.0mmol/L
NaHCO3; ﬂow: 0.7mL/min).
mines anions with ion chromatography (Figure 9). All re-
sults are obtained within nine minutes. The comfortable and
user-friendly software stores and manages the results in a
database.
The system’s ﬂexibility allows implementing additional
measurements extending the range of ions to be determined.
The system equipped with two ion chromatographs allows
for a simultaneous determination of all cations and anions.
By calculating the diﬀerence between positive and negative
total charges, the ion balance can be determined. Besides the
integration of various sample preparation techniques, such
as dilution, fully automated ultraﬁltration, or dialysis, it is
possible to automatically remove the lids from sealed sample
vessels prior to analysis.
The authors will give a detailed description of the setup
and present results obtained by analyzing tap water from
Herisau (Switzerland).
SIMULTANEOUS PRECONCENTRATION AND
DETERMINATION OF COPPER, NICKEL, COBALT,
AND LEAD IONS CONTENTSBY FLAME ATOMIC
ABSORPTION SPECTROMETRY
MehrorangGhaedi
ChemistryDepartment,YasoujUniversity,
Yasouj75914-353,Iran
A sensitive and simple method for the simultaneous precon-
centration of nutritionally important minerals in real sam-
ples has been reported. The method is based on the forma-
tion of mineral complexes by n-4-propyl-2-thiouracil(PUT)
supported on activated carbon. The metals contents on the
complexes are then eluted using 5mL 6M HNO3, which are
detected by AAS at respective maximum wavelengths. In this
procedure, minerals such as Cu, Ni, Pb, and Co could be an-
alyzed in one run by caring out the simultaneous separation
and quantiﬁcation of them. The low detection limits of these
elements in this technique make it a superior alternative to
UV-Visandinseveralapplications,alsoanalternativetoICP-
MS techniques. The method has been successfully appliedPeter B. Stockwell 43
for these metals content evaluation in some real samples in-
cluding waste water, river water, spring water, tap water, veg-
etable, and cow liver.
DETERMINATION OF WATER IN FOOD BY
AUTOMATED TITRATION
ReginaSchlink,BirgitFaas,Heinz-DieterIsengard,
andPeterKirschenb¨ uhler
MetrohmLtd.,Oberdorfstrasse68,HerisauCh-9101,
Switzerland
Karl Fischer titration is a method for determining the water
content in diﬀerent matrices, based on a selective reaction
between water and the Karl Fischer reagent. In comparison
to traditional drying methods, the Karl Fischer titration is
less time-consuming and often more accurate; drying meth-
ods quantify the mass loss, which can diﬀer from the water
content, especially in foodstuﬀs.
Low water contents from approximately 0.001% to 1%
can be detected by coulometric Karl Fischer titration; here
the iodine required is generated electrochemically in the
titration vessel. Higher water contents from approximately
1% up to 100% can be determined by volumetric Karl Fis-
cher titration, where an iodine solution serves as titrant.
Automated Karl Fischer titration allows to deal with
more samples in less time; automated sequences can include
diﬀerent methods for the determination of titers and blank
values and for diﬀerent types of samples. Moreover, automa-
tion generally improves reproducibility and accuracy.
In this work, standard Karl Fischer methods using com-
mercially available water standards and solvents were devel-
oped using an automated Karl Fischer titration system. Both
volumetric and coulometric techniques were applied to dif-
ferentedibleoilssuchassoybean,sunﬂower,olive,rapeseed,
sesame, and pumpkin seed oil.
AnessentialprerequisiteforautomatedKarlFischertitra-
tion is complete dissolution of the sample or at least a sus-
pensionoremulsionashomogeneousaspossible,asthesam-
ples are transferred from sealed glass vials through a transfer
tube to the titration vessel.
THE HIGH-THROUGHPUT PRESSURIZED SOLVENT
EXTRACTION OF PESTICIDE RESIDUE FROM FOODS
RolfSchlake
AppliedSeparations,930HamiltonStreet,Allentown,
PA18101,USA
The traditional methods used to prepare food samples for
pesticide residue analysis consume large quantities of sol-
vents and large amounts of laboratory time in the sample
workup process.
This paper describes the application of pressurized sol-
vents in the simultaneous extraction of six samples for the
analysis of organochlorine pesticide residues. The results are
compared to the traditional solvent extraction technique.
Many diﬀerent food matrices (vegetable and grains) are ana-
lyzed and the preparation steps for the successful processing
of food samples are detailed.
In addition, the procedures, equipment, and manpower
required to process a large number of samples in an 8-hour
operating day are described.
EVALUATION OF LVI-GC-MS IN PESTICIDE
MULTIRESIDUES ANALYSIS USING A PTV INJECTOR
WITH AUTOMATED LINER EXCHANGE
TakashiYamagami,HirookiKanda,KikuoSasamoto,
YukiIshizuka,andYukikoOno
NishikawaKeisokuCo.,Ltd.,134,Godo-Cho,Hodogaya-Ku,
Yokohama,Kanagawa240-0005,Japan
PTV injector with automated liner exchange was used for
large volume injection (LVI; up to 200μL) in GC-MS anal-
ysis of pesticide multiresidues with the aim to obtain high
sensitivity and/or simplify sample preparation procedures,
for example, evaporation and solvent exchange steps. The
system performance, for example, recovery, linearity, and
repeatability, was evaluated for 106 pesticides—including
organochlorine, carbamate, organophosphorous, pyrethroid
and other pesticides—dissolved in acetonitrile and acetoni-
trile/toluene (3/1) mixture with analyte protectant, for ex-
ample, L-Gulonic acid •-lactone. Liner exchange period was
also evaluated for the 106 pesticides fortiﬁed in the extracts
of cucumber and spinach obtained from supercritical ﬂuid
extraction (SFE).
NOVEL SEMIAUTOMATIC APPROACH FOR
PREPARATION AND ANALYSIS OF DRUGS IN
LIMITED BIOLOGICAL SAMPLES
MouradF.RahiandRobertShulfer
BostonScientiﬁcCorporation,ThreeScimedPlace,
MapleGrove,MN55311,USA
In this paper, we will present
(1) a rapid, sensitive, and simple LCMS method for the
analysis of paclitaxel and its metabolites in biological
samples such as arteries, liver, and blood;
(2) the method will also describe a novel semiautomatic
machine used in the preparation of small amount of
biological samples for the analysis of drugs at trace
level. This machine will be applicable for tissues hard
to homogenize such as arteries, ureter, and mus-
cles. This machine increases sample output analysis
tremendouslyasitiscapableofloadingseveralsamples
at a time and provides a more homogeneous prepara-
tion than the commercially available manual grinding
vessels commonly used for the preparation of limited
sample amounts. The homogenizing multiple grind-
ing vessel machine is being patented.44 Journal of Automated Methods and Management in Chemistry
(3) the method will also discuss the presence of a ghost
peak generated from newly purchased Waters UPLC
connected to a premier mass spectrometer. The ghost
peak interfered with the analysis of paclitaxel and a
$500K investment for the analysis of paclitaxel to sup-
port preclinical studies could have been wasted, had
not the ghost peak been successfully eliminated. The
ghost peak was UPLC material dependent and was not
observed on the micro LCMS system. The technique
used to troubleshoot the problem that led to the elim-
ination of the peak and the successful system mainte-
nance will be presented.
GENERAL UNKNOWN SCREENING OF DRUGS
AND TOXIC COMPOUNDS IN HUMAN SAMPLES BY
MEANS OF A COMPREHENSIVE LC-MS/MS TECHNIQUE
BASED ON HYBRID TRIPLE-QUADRUPOLE LINEAR
ION-TRAP INSTRUMENTS
AndreSchreiberandJoaquimSoares-Granja
AppliedBiosystems/MDSSciex,71FourValleyDrive,
Concord,ON,CanadaL4K4V8
General unknown screening procedures in clinical or foren-
sic toxicology are used to detect and identify the exogenous
compounds present in human samples, whether expected or
not. A comprehensive GUS method has been developed for
drugs, toxic compounds, and their respective metabolites in
biological ﬂuids, basedonliquidchromatographycoupledto
a hybrid triple-quadrupole linear ion-trap mass spectrome-
ter.
Afternonselectivesolidphaseextraction,thecompounds
of interest are separated in gradient chromatographic condi-
tions. The mass spectrometer is operated in the information-
dependent acquisition mode, where two acquisition condi-
tions are continuously alternated. In the survey scan, en-
hanced mass spectra are acquired, with dynamic subtraction
of background noise in order to detect even tiny peaks in
the noise. In the dependent scan, the most intense ions in
the survey scan are identiﬁed and the instrument instantly
switched to the enhanced product ion scan mode to select
theseionsintheﬁrstquadrupole,fragmenttheminthecolli-
sion cell using three alternated collision tensions during each
scan, and accumulate the resulting fragments in the linear
ion-trap to generate rich MS/MS spectra. The complete cy-
cle time lasts for 1.36seconds. A library of MS/MS spectra of
parent compounds and metabolites has been built up and a
computer program has been developed to automatically re-
port the results of peak ﬁnding and library searching.
This procedure was revealed to be very eﬃcient to iden-
tify unexpected compounds in biological samples (as far as
they corresponded to library entries), as well as to give clues
about the presence of metabolites owing to MS similarities
with their respective parent compounds. More than 1000
MS/MS spectra in the positive mode and 250 in the nega-
tive mode were entered into the library. Clinical cases will be
presentedwherecompoundsnotfoundbyotherscreeningor
target techniques could be identiﬁed unambiguously.
96-WELL PROTEIN PRECIPITATION AND ONLINE
SOLID PHASE EXTRACTION HPLC TANDEM MASS
SPECTROMETRIC METHOD FOR THE DETERMINATION
OF ABBOTT DRUG IN DOG PLASMA
AzzaM.Wagdy,BrianR.Boyd,RaymondN.Xu,
andTawakolEl-Shourbagy
AbbottLaboratories,100AbbottPark,AbbottPark,
IL60064-6126,USA
Purpose. To support toxicology studies, a method was de-
veloped to determine the concentrations of an Abbott com-
pound in dog plasma. Method. HPLC was used to perform
onlineextractionandseparationofthecompoundandinter-
nal standard (IS). The compounds were extracted from the
dog plasma using 96-well protein precipitation. Hamilton
MicroLab was used for the transfer of samples and reagents.
A column-switching valve was used to direct the injected
sample to the analytical column through the SPE cartridge.
A loading/washing pump was used to deliver the loading and
wash solution to the SPE cartridge at a ﬂow rate of 2mL/min
and an analytical pump was used to deliver mobile phase to
the analytical column at a ﬂow rate of 0.25mL/min. Applied
Biosystems API 4000 MS with Analyst software and ESI in-
terface with positive ionization were used for the analysis.
The multiple reaction monitoring (MRM) scans were m/z
349.20/173.10 for the analyte and m/z 354.20/178.10 for IS.
Results. The quantitative method was shown to be linear over
a concentration range of 6.04–3774.98ng/mL with correla-
tion coeﬃcients (r) greater than 0.99. The evaluation of in-
terrun assay of QCs was shown to have mean %bias between
2.7% and 4.3% and CV between 3.5% and 4.6%. No inter-
ference from blank plasma was observed. Conclusion.Af a s t
LC-MS assay for the determination of Abbott compound in
dog plasma was validated to determine plasma concentra-
tions following administration of a single dose of drug to
Beagle dogs to evaluate the cardiovascular safety proﬁle.
ONLINE COUPLING OF AN IMMOBILIZED TRYPSIN
MICROCHIP MONOLITH FOR PROTEIN DIGESTION
WITH CAPILLARY MONOLITHIC UHPLC/MS
JamesP.LandersandJeromeP.Ferrance
DepartmentofChemistryandPathology,Universityof
Virginia,MccormickRoad,MccormickRoad,Charlottesville,
VA22904,USA
Microdevices have proven useful in analytical and clini-
cal chemistry providing much faster analyses, with sensitiv-
ity similar to conventional methods. This report describes
a monolithic enzymatic microreactor for rapid and com-
plete protein digestion, integrated with a capillary mono-
lithic C18 reversed-phase for peptide separation and ESI-
MS for peptide identiﬁcation. The enzymatic microreactor
was prepared through a novel trypsin encapsulation/surface
immobilization technique by ﬁrst encapsulating trypsin in
a UV-initiated photo-polymerized monolith consisting of
vinyl azlactone, acrylamide, and cross-linker dissolved inPeter B. Stockwell 45
porogenic solvent, then immobilizing additional trypsin on
the porous monolith surface through reaction of the azlac-
tone functionality with amine and thiol groups on the en-
zyme. The enzymatic activity was initially evaluated us-
ing on-chip digestion of N-benzoyl-L-arginine ethyl ester
(BAEE), insulin chain B, and cytochrome c, and the sta-
bility of the enzyme was measured by the change in en-
zyme activity with time. The optimized microreactor en-
abled fast digestion of proteins with a low back pressure ﬂow
through the microreactor. On-chip digests were directly cou-
pled to a monolithic C18 reversed-phase for peptide sepa-
ration. The reversed-phase column consisted of a 5cm long
porous poly(stearyl-methacrylate-co-ethylene dimethacry-
late) monolith within a 200 um i.d. capillary, which was
coupled with a mass spectrometer for peptide identiﬁcation.
Multiple proteins digested on the enzymatic microreactor-
μLC-ESI-MS/MS for system evaluation.
HIGH-SPEED ANALYSIS OF BETA BLOCKERS
AND THEIR METABOLITES IN HUMAN PLASMA BY
LC/ESI+MS/MS IN HIGH PH MOBILE PHASE
LimingPeng
Phenomenex,411MadridAvenue,Torrance,CA91501,USA
Beta blockers are important clinical drugs used in the treat-
ment of various cardiovascular disorders. They are toxic and
have a very narrow therapeutic range. Beta Blockers are also
listed as doping-controlled substances because of their sym-
pathomimetic properties and activity as anabolic agents. It is
important to measure and monitor beta blockers in biolog-
ical samples for disease diagnosing, therapeutic monitoring,
doping screening, and forensic analysis.
We developed a high-speed RP LC/ESI+ MS/MS method
of analysis for the quantitative determination of nine beta
blockers and metabolites acebutolol, alprenolol, atenolol, la-
betalol,metoprolol,pindolol,propranolol,sotalol,andtimo-
lolinh umanplasma.Betablock ersw er ee xtract edfr omsam-
ples using Strata X-C, a mixed mode cation ion exchange,
and hydrophilic and hydrophobic SPE sorbents, with simple
washing steps. LC separation was performed on a high pH
stable Gemini 3μm C18 50 × 2.0mm column, with gradi-
ent elution, using 5mM ammonium bicarbonate, pH = 10,
buﬀer as aqueous mobile phase, and acetonitrile as organic
modiﬁer, in 4minutes. At the same time, LC/ESI+ MS/MS
responses of beta blockers were evaluated in 0.1% formic
acid in water and acetonitrile mobile phase and compared
to responses in high pH mobile phase. Higher signals were
recorded in high pH mobile phase than in acidic mobile
phase in most cases, and high pH mobile phase provided
higher sensitivities for beta blocker analysis. The absolute re-
coveries of beta blockers from spiked human plasma by SPE
were greater than 60% at LOQ of 0.5ng/mL concentration.
Methodprecision(RSD%)was<15%,andlinearregressions
were higher than or equal to 0.999 in a wide dynamic range
(>103) while using oxprenolol as internal standard.
HIGH-THROUGHPUT UPLC-ESI-MS MEASUREMENT
OF AUXIN
WeiZou,JulieDearnley,MichaelWakeﬁeld,
andVladimirTolstikov
UniversityofCalifornia,P.O.Box73242,MetabolomicsCore,
Davis,CA95617,USA
Background. Although indole-3-acetic acid (IAA), previously
named as heteroauxin, is a crucial hormone, a few details
of its metabolism and its functions in plants and humans
are known, due to the lack of a high-throughput sensitive
method measuring IAA and its intermediates/metabolites
such as indole-3-carbinol (IOH) and indole-3-acetonitrile
(ICN) simultaneously. In the present study, we will discuss
IAA measurement using UPLC connected online with ei-
ther ion-trap or triple-quadruple MS with ESI interface.
Methods. The UPLC-ITMS coupling was composed of a Wa-
ters Acquity UPLC equipped with a BEH C18 shielded col-
umn (1.7mm, 100 × 2.1mm) operated under MassLynx 4.0
software and a Thermo LTQ ITMS operated under Xcal-
ibur 1.4 software. Mobile phases were ammonium acetate
and acetonitrile. A Thermo Surveyor HPLC was used to
test 6 columns: Synergi hydro-RP18, Onyx monolithic C18,
ChromoLith endcapped monolithic RP18, Luna phenyl-
hexyl, Luna NH2, and PolyLC polyhydroxyethyl. The UPLC-
MS/MS coupling was composed of an acquity equipped with
a BEH C18 shielded column (1.7mm, 100 × 1mm) and a
Waters Quattro Premier MS/MS. Results. For IAA, IOH, and
ICN, the monitored ions were m/z 174 → m/z 130 for IAA,
m/z146 →m/z128forIOH,andm/z155forICN.Withcon-
ventional HPLC, the PolyLC column was the best in terms
of selectivity and sensitivity. Compared to HPLC, UPLC sig-
niﬁcantly shortened analysis time and increased sensitivity,
with the peaks of IAA at 0.74minute, IOH at 1.28minutes,
and ICN at 2.27minutes. The UPLC-MS/MS reached IAA
LOD to 1pg per injection (10μL), much more sensitive than
that of 64pg per injection (5μL), using the UPLC-ITMS. Us-
ing the UPLC-MS/MS, the calibration curves of IAA, IOH,
and ICN were linear from 0 to 500mg/L. Conclusions.W e
have developed a high throughput, sensitive, and accurate
UPLC-MS method to determine auxin and its key interme-
diate metabolites in a 3-minute run analysis.
APPLICATION OF POLYMERIZED MICELLE
PSEUDOSTATIONARY PHASE FOR MONITORING OF
DOPAMINE BY MICRODIALYSIS AND ONLINE CE-LIF
RobertT.Kennedy
DepartmentofChemistry,UniversityofMichigan,930N.
University,AnnArbor,MI48109-1099,MinshanShou
In this work, we have investigated conditions for moni-
toring dopamine in vivo by microdialysis coupled online
to electrokinetic chromatography and laser-induced ﬂuores-
cence (EKC-LIF) using a dendrimer pseudostationary phase
(PSP). We have found that dopamine could be monitored
in vivo using online derivatization of dialysate by 6mM46 Journal of Automated Methods and Management in Chemistry
00 .511 .522 .53
Time (mh)
ICN&IAA&IOH STD level5 lnj1
RT:0.00-3.00 SM: 11G
100
90
80
70
60
50
40
30
20
10
0
0.27 0.57
0.71
0.91
1.28
1.39 1.80 1.85 2.40
2.27
2.49
indole-3-aceticacid
indole-3-carbinol
indole-3-acetonitrile
(a)
00 .511 .522 .53
Time (mh)
10/5/2006 84:49:31 PM
RT:0.00-3.00 SM: 11G
100
90
80
70
60
50
40
30
20
10
0
0.27
0.28 0.73
0.71
1.28
2.27
0.28 0.65 1.02
1.62 1.76
1.65
1.37 1.58 1.82
1.92 2.15 2.57 2.90
2.97
2.29 2.59
(b)
Figure 10
naphthalene-2, 3-dicarboxaldehyde, and 10mM potas-
sium cyanide followed by EKC separation using 6.5mM
sodium dodecyl sulfate (SDS) as the PSP with 2mM (2-
hydroxypropyl)-•-cyclodextrin as a buﬀer additive. Applica-
tion of 14.5kV to a 17.5cm 10mm i.d. fused silica capillary
allows dopamine to be resolved from other amines in brain
samples in 90seconds. Increased temporal resolution would
allow for closer to real time monitoring of rapid changes
in dopamine levels; therefore we are exploring methods for
increasing the speed of separation. It was found that max-
imal dopamine resolution obtained at SDS concentrations
was just equal to the critical micelle concentration. We have
hypothesized that dopamine is strongly partitioned in the
phase and faster resolution could be obtained by using lower
concentrations of PSP or a PSP in which dopamine is less re-
tained. To achieve lower micelle concentrations, we are using
several generations of the starburst dendrimer poly(amido-
amine) as PSPs. Starburst dendrimers are not dependent on
noncovalent aggregation and therefore they do not require a
minimal concentration to form. We will describe the use of
PSP and optimization of other parameters including applied
voltage, column length, and buﬀer composition for improv-
ingthespeedofdopamineseparationforinvivomonitoring.
CONTINUOUS ONLINE MONITORING OF
A COPOLYMERIZATION WITH COMONOMERS OF
SIMILAR SPECTRAL CHARACTERISTICS
JohnA.McConville,AndrewN.Hall,GregD.Saunders,
StephenO’Donohue,andWayneReed
PolymerLaboratoriesLtd.,NowpartofVarian,Inc.,
AmherstFieldsResearchPark,160OldFarmRoad,Amherst,
MA01002,USA
The analysis of copolymers, for instance, by gel permeation
Chromatography (GPC) for parameters which, in the case
of block copolymers, might include block length, molecular
weight of the blocks, and percent composition, and in the
case of random copolymers, might include sequence length
and rate of incorporation, is a fairly complex problem. When
the two monomers have diﬀerent chemistries, the use of two
d e t e c t o r sm a ya l l o ws o m eo ft h ea b o v ep a r a m e t e r st ob ec a l -
culated byexploiting spectraldiﬀerences. However, when the
two monomers have very similar chemistries and therefore
very similar spectral characteristics, as, for example, could be
the case in the copolymerization of acrylic monomers, the
analysis by conventional GPC is essentially impossible. Here
we describe the application of automatic continuous online
monitoring of polymerization (ACOMP) reactions to the
free radical copolymerization of acrylic comonomers, whose
spectral characteristics are very similar. Determination of the
instantaneous concentration of each comonomer during the
reaction is made possible by incorporating a full spectrum
UV spectrophotometer in addition to refractive index, light
scattering, and viscosity detectors in a “detector train.” Data
and results for the copolymerization of butyl acrylate (BA)
and methyl methacrylate (MMA) monitored under diﬀerent
starting composition ratios are presented. Continuous con-
version kinetics, composition drift, and average composition
distribution are calculated from the data, in addition to the
evolution of average intrinsic viscosity and weight average
molar mass Mw.
QUALITY CONTROL OF SMELL AND TASTE
OF FOOD GRADE POLYOLEFIN RESINS WITH AN
ELECTRONIC NOSE
MichelManach,GeorgeFoster,LouisVivola,
SaIdLabreche,andSandrineBazzo
AlphaMOS,7502ConnelleyDrive,Suite110,Hanover,
MD21076-1705,USA
Purpose. Plastic pellets produced for food packaging and
water pipes need to be tested for their residual solvents orPeter B. Stockwell 47
monomers responsible for the “plastic smell” on ﬁnished
products. This test, performed by sensory panel, requires
days for sample preparation and a frequent availability of
panelists. Method. The poster will present how an electronic
nose instrument can be used to improve the aroma/ﬂavor
testing of HDPE pellets used in water pipe manufacturing.
In order to do so, a sample of HDPE coming from each pro-
duced batch was analyzed with a quality-control electronic
nose. This instrument includes an array of 6 cross-selective
sensors to perform the analysis of volatile compounds. Re-
sults. Results obtained by one leading polyoleﬁn company at
its Quality Control lab over a period of several months will
show the high level of correlation between instrumental and
human assessments (no false positive and 1.3% of false nega-
tive, i.e., 1.3% samples were considered as bad by the E-Nose
whereas they were acceptable for the human panel). Con-
clusion. This instrumental measurement is now on track for
standard approval certiﬁcation organisms.
AUTOMATION FOR GENOMIC LIBRARY SCREENING ON
THE VERSA MINI PCR SETUP WORKSTATION
DongLiang,DavidWicks,JoyGoswami,
andRajwantGill
AuroraInstrumentsLtd.,1001EastPenderStreet,
VancouverBC,CanadaV6A1W2
A u t o m a t i o na n dr o b o t i c sh a v ep l a y e dak e yr o l ei ng e n o m i c s ,
by relieving researchers of the need to perform repetitive op-
erationsonlargenumbersofsamples.AuroraBiomedhasin-
troduced the VERSA Mini family of application-speciﬁc liq-
uid handling workstations. This modular family oﬀers ﬂexi-
ble expansion options for a broad spectrum of applications,
enabling scientists to carry out a wide variety of dispens-
ing and contamination-free pipetting tasks in the laboratory.
The following study discusses the performance of one of the
members of the VERSA Mini family that is designed to per-
form the task of PCR reaction setup in low- to medium-
throughput environments. The study highlights PCR screen-
ing of 1500 cloned vector colonies generated from a subtrac-
tion cDNA library (pGEMT-EZ) construct. End-point PCR
ampliﬁcation proﬁles were analyzed using standard gel elec-
trophoresis. Thetermsof speedandaccuracywerecompared
to the manual performance. The fully automated VERSA
Mini workstation, equipped with a single channel, was capa-
ble of screening the entire library in a single work-day. The
reliable results conclusively showed that this workstation has
capabilities in performing automated genomic screening as
an alternative to manual performance.
SENSOR ARRAYS FOR WATER-QUALITY MONITORING
DavidR.WaltandRyanHayman
DepartmentofChemistry,TuftsUniversity,62TalbotAvenue,
Medford,MA02155,USA
Optical sensor arrays have been fabricated in which micro-
spheres are ﬁxed to the end of optical imaging ﬁbers. A num-
ber of diﬀerent formats have been developed to use these ar-
rays for multiplexed assays. For environmental monitoring
of microbial contamination, nucleic acid testing is being de-
veloped. These assays are based on hybridization of either
DNAorRNAfromthemicrobesontoappropriatelydesigned
probes attached to the microspheres on the array. The arrays
have been used to detect contamination of biological agents
in sewage, harmful algal blooms in seawater, and infectious
agents in drinking water.
OVERVIEW OF CURRENT IN VIVO SAMPLING AND
MONITORING TECHNIQUES
HeatherLord
DepartmentofPathology,McMasterUniversity,Hamilton,
ON,CanadaL8N3Z5
In vivo sampling and monitoring are attractive for several
reasons,includingreducedlaborandmaterialscosts,reduced
disturbance of the studied system, reduced potential for er-
ror, elimination of separate sampling and monitoring steps,
a reduced chance of sample change/loss during storage, and
the immediateness of the data, which facilitates timely deci-
sion making. The requirements, however, place limitations
on the technologies that can be applied for the analysis. This
overview is intended to review the current status of in vivo
sampling, and identify the strengths and challenges observed
by its practitioners.
ROUTINE DRUG SCREENING BY ACCURATE MASS
USING LIQUID CHROMATOGRAPHY/TIME-OF-FLIGHT
MASS SPECTROMETRY
MatthiasPelzing,GeoffBeresford,andRobHowitt
BrukerDaltonics,18HowardStreet,Brunscwick,
Victoria3056,Australia
LC/ESI-TOFMS oﬀers signiﬁcant advantages over conven-
tional LC/MS and GC/MS techniques. LC/ESI-TOFMS can
be used to measure the monoisotopic mass of pseudomolec-
ular ions to within better than 3mDa. A second dimension
for identiﬁcation is the degree to which the isotopic pattern
(isotopic ratio and accuracy on every isotope) of a detected
compound agrees with the theoretical pattern of any analyte
(SigmaFitTM).
However, as no MRM-type experiments for selectivity
are required, a large range of analytes can be screened for
at once. In addition, spectral interferences only hinder detec-
tion if their m/z values cannot be resolved at resolution of
R>15000.
A general drug screening protocol has been developed to
detect a wide range of prohibited substances in equine and
canine urine using this technique.
Various SPE procedures were used and the extracts were
combined and evaluated for their suitability for LC/TOFMS
analysis. Both positive and negative ionization modes were
employed to give adequate sensitivity for all analytes.48 Journal of Automated Methods and Management in Chemistry
A database was established containing the molecular for-
mula and where known, the retention time of all compounds
of interest. Data processing software was developed to cre-
ate and integrate extracted ion chromatograms of the target
pseudomolecular ions in the database within a very narrow
mass window (+/−3mDa). Postprocessing software evalu-
ates the spectra by using matching criteria based on mass ac-
curacy of the pseudomolecular ion, that is, SigmaFitTM and
retention time. Qualitative ﬁndings are then reported auto-
matically in an easily interpretable form.
The screening protocol was shown to meet the required
performance speciﬁcations for the large majority of the pro-
hibited substances evaluated. LC/ESI-TOFMS analysis can
deliver signiﬁcant savings with respect to sample prepara-
tion and analysis time by allowing simpliﬁed extraction pro-
cedures and analyzing groups of compounds simultaneously
that are traditionally handled separately.
AUTOMATED FOURIER TRANSFORM ION CYCLOTRON
RESONANCE MASS SPECTROMETRY FOR ULTRAHIGH
MASS RESOLVING POWER, PARTS-PER-BILLION MASS
ACCURACY, SPEED, AND DYNAMIC RANGE
ChristopherL.Hendrickson,AlanG.Marshall,
JeremiahM.Purcell,JohnP.Quinn,MarkR.Emmett,
RyanP.Rodgers,SasaKazazic,andTannerM.Schaub
NationalHighMagneticFieldLaboratory,
1800EastPaulDiracDrive,Tallahassee,FL32310-4005,USA
This paper is being submitted for the symposium, achieve-
ments, and challenges in mass spectrometry. We describe au-
tomated analysis of multiple samples by high ﬁeld (9.4 and
14.5 tesla) Fourier transform ion cyclotron resonance (FT-
ICR) mass spectrometry. Mass resolving power is routinely
greater than 100000 at 1Hz scan rate, and can exceed one
million as necessary. Accurate mass can be achieved by use
of an internal calibrant (typically ∼100 parts-per-billion rms
error for petroleum samples at 9.4T) or by combination
of external calibration and automatic gain control (AGC)
of the number of ions injected into the ICR trap (typically
∼500ppb for broadband and ∼50ppb for selected ions at
14.5T). Dynamic range can exceed 1000 : 1 for a single mea-
surement and increases with the square root of the num-
ber of averaged measurements. Several MS/MS fragmenta-
tion techniques are available and complementary, includ-
ing collisionally activated (CAD in the linear trap), infrared
multiphoton (IRMPD in the ICR cell), and electron capture
dissociation (ECD in the ICR cell). Representative applica-
tions include petrochemical analysis and proteome proﬁl-
ing with an electrospray robot, and hydrogen-deuterium ex-
change LC MS for elucidation of protein binding sites (with
programmable sample handling). Conceptual design of a 21
tesla ICR magnet is complete and will be described. In addi-
tion to ﬁeld strength, magnet characteristics such as ﬁeld ho-
mogeneity, temporal stability, stray ﬁeld, size, and cryogenic
performance are critical.
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A $250 AUTOSAMPLER FOR A DART ION SOURCE
AND DECONVOLUTION OF COMPOSITE MASS
SPECTRA BASED ON EXACT MASSES AND RELATIVE
ISOTOPIC ABUNDANCES
AndrewH.GrangeandWayneSovocool
EnvironmentalChemistryBranch,USEnvironmental
ProtectionAgency,P.O.Box93478,LasVegas,NV89193,USA
Chemicals are dispersed by numerous accidental, deliber-
ate, or weather-related events. Often, rapid analyses are de-
sired to delineate areas of contamination and to identify dis-
persed chemicals. Hundreds of wipe samples might be col-
lected from building interiors or outdoor surfaces both be-
foreandafteranyremediation.ADART/oa-TOFMSanalyzes
compounds in ambient air in seconds on surfaces such as a
cottonswabwithoutrequiringextraction,extractcleanup,or
chromatography. The open design of the ionization region
enabledconstructionofasimple,$250autosamplerbasedon
N-scalemodelrailroadcomponentsand3 × 1/4
   squarealu-
minum rods. Holes spaced 15/32
   apart from cotton swabs
through each of the 14 rods provide for analysis of 1000 sam-
ples. Using a rod as the core of a ﬁeld sampling ﬁxture to
provide cotton swab wipe samples that are almost ready for
analysis upon receipt might enable one analyst to perform
1000 analyses in one 8-hour shift. In addition, an in-house
ion correlation program (ICP) has been used to deconvo-
lute composite mass spectra from multiple analytes on a sin-
gle cotton swab based on exact masses of monoisotopic ions
and the relative isotopic abundances of their +1 and +2 iso-
topic peaks rather than on the retention time diﬀerences of
ions provided by chromatography. After mass spectral de-
convolution, each of several compounds was identiﬁed from
its elemental composition. The autosampler, integrated ﬁeld
sampler/autosampler, ICP, and preliminary data will be de-
scribed.
Notice: The USEPA funded and performed this research.
After peer and administrative reviews, this poster was ap-
proved for presentation.
APPLICATIONS AND AUTOMATED DATA PROCESSING
TOOLS FOR FAST ACQUISITION TOFMS
PaulD.Kennedy,BrianShofran,andMatthewGiardina
LecoCorporation,3000LakeviewAvenue,St.Joseph,
MI49085,USA
In the modern analytical lab there is increasing demand for
higher-throughput methods and for analysis of more com-
plex samples. This is, in part, a result of improvements inPeter B. Stockwell 49
instrumentation which has increased our expectations for
both the amount of information obtained from a given sam-
ple as well as how quickly that information may be gar-
nered. With respect to higher-throughput analyses, recent
improvements in HPLC technology have resulted in dra-
matic reductions in analytical run times with chromato-
graphic peak widths beginning to approach that of GC sep-
arations. However, very few detectors are currently capable
of providing data acquisition speeds that match these fast
chromatographic separations. One of the most useful detec-
tors for such applications has become time-of-ﬂight mass
spectrometry (TOFMS), primarily due to its high data ac-
quisition density and its usefulness as an identiﬁcation tool.
TOFMS also boasts high, full mass range sensitivity making
it an attractive tool for complex samples in which many un-
known compounds must be detected. Unfortunately, when
analyzing large numbers of complex samples, a bottleneck
is often introduced at the data processing and review stage.
In an eﬀort to relieve this bottleneck, promising advances
in data processing software have been developed and in-
clude both qualitative and quantitative tools. In this presen-
tation, sample applications in the areas of food analysis and
metabolomics, demonstrating the beneﬁts of a fast acqui-
sition TOFMS instrument for both high-speed separations
andanalysesofcomplexsamples,aredescribed.Additionally,
integrated software tools for automated data processing, in-
cluding chromatographic peak ﬁnding, mass spectral decon-
volution, sample comparison, and automated library search-
ing will be demonstrated.
COMPUTERIZED DESIGN OF SEPARATIONS BY
RP-HPLC: THE DRYLAB SOFTWARE
ImreMolnar
InstitutfuerangewandteChromatographie,
Schneegloeckchenstr.47.,Berlin10407,Germany
Computerized design of separations in reversed-phase chro-
matography (RPC) is today a mature technology which is
used worldwide in industrial settings, due to the capability to
make potential problems with the RPC method more trans-
parent. The major advantage is however to learn quickly how
toavoidexperimentsoflimitedquality.Astodaythereisare-
quest to deﬁne the quality of an RPC method prior to valida-
tion, the importance of the deﬁnition, why a certain working
point (pH, temperature, %B, etc.) is selected, and how much
tolerance should be allowed, is more and more recognized.
The paper will compile a few historical milestones on how
this technology emerged and will honor Lloyd Snyder, who
played a leading role in this development.
ORIGIN OF FRENCH VIRGIN OLIVE OIL REGISTERED
DESIGNATION OF ORIGINS PREDICTED BY
CHEMOMETRIC ANALYSIS OF SYNCHRONOUS
EXCITATION-EMISSION FLUORESCENCE SPECTRA
OswinGaltier,ChristianPinatel,DenisOllivier,
JacquesArtaud,NathalieDupuy,andYvelineLeDreau
UniversitePaulCezanne,CaseN◦451,CNRS-UMR6171-
Syst` emesChimiquesComplexes,CentreScientiﬁqueDeSt
Jerome,Case451,Marseille13397Cedex20,France
The authentication of virgin olive oil samples requires usu-
ally the use of sophisticated and very expensive analytical
techniques; so there is a need for fast and inexpensive an-
alytical techniques for use in a quality-control methodol-
ogy. Virgin olive oils present intense ﬂuorescence spectra.
Synchronous excitation-emission ﬂuorescence spectroscopy
(SEEFS) was assessed for origin determination of virgin
olive oil samples from ﬁve French registered designations of
origins (RDOs) (Nyons, Vall´ ee des Baux, Aix-en-Provence,
Haute-Provence, and Nice). The spectra present bands be-
tween 600 and 700nm in emission due to chlorophylls a
and b and pheophytins a and b. The bands between 275
and 400nm in emission were attributed to tocopherols and
phenolic compounds, which characterize the virgin olive
oils compared to other edible oils. The chemometric treat-
ment (PLS1) of synchronous excitation-emission ﬂuores-
cence spectra allows one to determine the origin of the oils
from ﬁve French RDOs (Baux, Aix, Haute-Provence, Nice,
and Nyons). Results were quite satisfactory, despite the sim-
ilarity between two denominations of origin (Baux and Aix)
that are composed by some common cultivars (Aglandau
and Salonenque). The interpretation of the regression co-
eﬃcients shows that RDOs are correlated to chlorophylls,
pheophytins, tocopherols, and phenols compounds, which
arediﬀerentforeachorigin.SEEFSispartofaglobalanalytic
methodology that associates spectroscopic and chromato-
graphic techniques. This approach can be used for traceabil-
ity and vindicates the RDOs.
CHEMICAL SENSORS FOR ENVIRONMENTAL
MONITORING: ADVANCES IN SURFACE-ENHANCED
RAMAN SCATTERING
CaterinaM.NettiandRobertJohnson
Mesophotonics,2VentureRoad,ChilworthSciencePark,
Southampton,HampshireSO167NP,UK
In this work, we will show applications of recently devel-
oped surface-enhanced Raman scattering (SERS) substrates
inthedetectionofpesticidesandwatercontaminants.Dueto
the high sensitivity provided by engineered disposable sub-
strates, analyte concentrations as low as ppm-ppb can be de-
tected by SERS with a portable Raman instrument.
Gold-coated regular arrays of micron-size inverted pyra-
mid features are the core of the SERS substrates used in
this work. Geometry and size of the textured metal are key
to the sensitivity and reproducibility. Typical enhancements
and RSD reproducibility of the SERS substrates used in this
work are >104–106 and <5%, respectively. The substrates
have been optimized to give maximum enhancement in the
NIR spectral range in order to minimize the ﬂuorescence
contributions by molecules or matrices. All the measure-
ments reported in this work have been performed with com-
pact Raman systems at 785nm. Typical acquisition exposure
times used for all analytes are 10–60seconds.50 Journal of Automated Methods and Management in Chemistry
SERS spectra have been detected for several organophos-
phate insecticides and herbicides at trace level concentra-
tions. Thorough testing of range concentrations of pesticides
in combination with a SERS substrate has shown how SERS
could be used in assessing the purity of water.
Performance and practicality of sampling methods will
be reviewed to demonstrate the viability of SERS as practical
routine analytical technique.
AMINO ACID SCREENING FOR OSTEOPOROSIS IN
CHICKEN BY COMPREHENSIVE TWO-DIMENSIONAL
GAS CHROMATOGRAPHY
Jean-MarieD.DimandjaandJosephI.Orban
DepartmentofChemistry,SpelmanCollege,
350SpelmanLane,Atlanta,GA30314,USA
Osteoporosis is the bone disease that is associated with bone
masslossorthebreakdownofthebonematrixwhichleadsto
an increased risk in bone fracture. Osteoporosis is not only a
bone disease in humans but it also occurs in animals, partic-
ularly laying birds like chicken that use a substantial amount
of calcium to make the egg shell. A major amount of the cal-
cium used for egg shell formation is intestinal calcium ob-
tained directly from the diet. However, as laying chickens
grow older, their ability to absorb calcium from the diet di-
minishes but their calcium requirement for egg shell forma-
tion remains the same. Additional calcium is obtained from
the bones by bone resorption through increased hydrogen
ion concentration around the bone joints, a process that ul-
timately results in osteoporosis.
Plasma or serum amino acid screening has clinical sig-
niﬁcance in diﬀerent diseases, and studies on bone frac-
ture healing have shown that the serum concentration of
free hydroxyproline is correlated with collagen metabolism
in bone. Several methods have been developed to measure
hydroxyproline, including colorimetric methods, HPLC, and
GC/MS. In this project, a GCxGC method has been devel-
oped for the screening of amino acids in blood plasma. The
GCxGC method was developed primarily to reduce the sam-
ple preparation time involved with the other methods from
3–6 hours to under 90 minutes. Another signiﬁcant bene-
ﬁt of the GCxGC method is the comprehensive screening
of the entire amino acid proﬁle including hydroxyproline,
which may eventually be useful as a diagnostic indicator for
otherdiseasesbesidesosteoporosis.Detailsoftheexperimen-
tal protocol and quantitative results comparing the GCxGC
and the colorimetric method will be discussed.
OPTIMIZATION OF THE HYBRID MOLECULAR PROBE
FOR INTRACELLULAR MEASUREMENTS
WeihongTanandChaoyongJ.Yang
DepartmentofChemistryandShandsCancerCenter,
UniversityofFlorida,Gainesville,FL32611-7200,USA
DNA/mRNA detection techniques play an important role in
molecular biology. One of the biggest interests in modern bi-
ology is to decipher the transcription and translation pro-
cesses inside a living cell. One of the tools available is molec-
ular beacons (MBs) which oﬀer several advantages over tra-
ditional techniques. However, MBs can be degraded by nu-
cleases inside a living cell, which makes the analysis chal-
lenging. To overcome the limitation observed from MBs, we
have designed hybrid molecular probe (HMP) for intracel-
lular mRNA analysis in living cells. Brieﬂy, the probe con-
sists of two single strands of DNA which are linked by a PEG
(polyethylene glycol) linker. On the 5  end of one strand, a
ﬂuorescence donor is attached and to the 3  end of the other
strand,anotherﬂuorophoreactingasanacceptorisattached.
When a target that contains the complementary sequences
hybridizes to the probe, the two ﬂuorophores are brought
within close proximity allowing FRET to occur. PEG keeps
the two strands together allowing eﬃcient target hybridiza-
tion. In order to increase both the selectivity and sensitiv-
ity of the probe inside a living cell, we incorporate in the
probe design locked nucleic acids (LNAs). Modiﬁcation with
LNAs protects the probe from nuclease digestion, while im-
proving its binding aﬃnity to access highly structure mRNA
sequences. The excellent aﬃnity and stability that LNA of-
fers combined with the detection capabilities of the HMP
promise an outstanding tool for DNA/mRNA monitoring.
Another excellent option to increase the sensitivity of the
probe will be the integration of double donors in the HMP.
ThiswillincreaseFRET,thereforehighersignalenhancement
for the probe upon hybridization with the target. The opti-
mal design of the probe will be applied to prepare probes tar-
geting important cancer-relateed-genes such as MnSOD for
the study of the expression of these genes in disease cells at
single-cell levels.
PERFORMANCE OF AN NIR MULTIVARIATE OPTICAL
COMPUTING-BASED INSTRUMENT ON A SPECTRALLY
DENSE BINARY ORGANIC MIXTURE
LuisaT.ProfetaandMichaelL.Myrick
DepartmentofChemistryandBiochemistry,Universityof
SouthCarolina,631SumterStreet,Columbia,SC29208,USA
Multivariateopticalcomputing(MOC)isamethodbywhich
ananalytecharacteristicofinterestispredictedviaopticalre-
gression using a specialized interference ﬁlter called a multi-
variate optical element (MOE). Previous work in our labo-
ratory has investigated the design and fabrication processes
of MOEs and their use in MOC systems in the UV-visible re-
gion. More recent studies have probed into the consequences
of spectral resolution on the theoretical design of MOEs
for application work in the near infrared (NIR) region. The
work presented here will examine the actual application of
an MOC system designed for a spectrally dense open binary
organic mixture of naphthalene and pyrene in the nominal
1675 to 2500nm region. The actual fabrication process of an
appropriate MOE with relation to spectral resolution for this
binary organic system will also be included.Peter B. Stockwell 51
MULTIVARIATE CALIBRATION STRATEGIES FOR
NONINVASIVE GLUCOSE MEASUREMENTS BASED ON
NEAR INFRARED SPECTROSCOPY
ZongqinRuanandGaryW.Small
DepartmentofChemistry,UniversityofIowa,IowaCity,
IA52242,USA
Near infrared spectroscopy in the combination of spectral
region is currently being evaluated for use in implementing
noninvasive measurements of blood glucose. In our labora-
tory, transmission measurements through the thin skin on
the back of the hand are being studied for their applicability
to the noninvasive glucose measurement problem. In initial
work,aratanimalmodelisbeingemployedtosimulatemea-
surements in humans. With the rat model, a ﬁber optic in-
terface is used to make transmission measurements through
the skin at the base of the neck of the anesthetized animal.
Comparisons of spectra collected in this manner to analo-
gous spectra collected from the back of the hands of human
subjects reveal a close spectral match. By acquiring spectra
continuously as glucose excursions are induced in the rat,
datasets are being obtained for use in exploring methods to
quantify glucose in these noninvasive spectra. Challenges to
a successful calibration include the presence of many sources
of measurement variance, as well as the diﬃculty of extract-
ing the small glucose signature from the many overlapping
spectral components of the tissue matrix. In this presenta-
tion, multivariate calibration methods will be explored for
their utility in building robust predictive models for glucose
in noninvasive spectra. What of particular interest in this
work is the performance of hybrid calibration methods that
combine the spectra of known tissue constituents with ab-
stract components derived empirically from spectral back-
ground measurements. To evaluate these calibration meth-
ods, datasets acquired from multiple rats will be used. Issues
to be addressed include the ability to apply calibration mod-
els across diﬀerent rats and the ability to overcome the vari-
ous sources of data variance associated with the noninvasive
measurements.
CHARACTERIZATION AND MODELING OF
CONDUCTING COMPOSITE ELECTRODES
HongZhaoandDannyO’Hare
DepartmentofBioengineering,ImperialCollegeLondon,
PFSG,ChemengBuilding,LondonSW72BY,UK
Conducting composite electrodes are versatile devices for
biomedical applications showing good biocompatibility, low
cost, and ease of construction. They can be bulk modiﬁed
with stabilized enzymes to make biosensors and electrodes
for biofuel cells [1]. Low sensitivity to ﬂow conditions arises
from the microelectrode array-like behavior but this is ac-
companied by high capacitance and bulk resistance which
can blur the voltammetric detail [2].
We have undertaken a systematic investigation of the ef-
fects of composition and formulation on the voltammetric
behavior and nonfaradaic properties. Monodisperse glassy
carbon balls have been used to simplify the modelling and
the relative importance of the patterns of surface conductiv-
ity and bulk 3D connectivity has been investigated. Three-
dimensional numerical models based on percolation theory
have been constructed which allow calculation of the dis-
tributed resistances in the composite and enable qualitative
prediction of the voltammetric properties.
Voltammetric results showed a bias of E0 (half-reaction
potential) and an unstable il (diﬀusion limiting current)
for conducting composite electrodes. AC impedance showed
dramatic variation of Rct (charge transfer resistance) and Cd
(double layer capacitance) with composition and thickness.
Comparison with carbon ﬁber arrays enabled separation of
the eﬀects of a distributed interface from three-dimensional
disparities in the conductance. Key ﬁndings are as follows.
The distributed resistance in electrodes results in shifts in E0
and the overlap of diﬀusion layers leads to a potential depen-
dent il.
Numerical results show the shifts in E0 and il which are
in agreement with experiments.
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SIMULTANEOUS ELECTROCHEMICAL, NEAR-FIELD
OPTICAL, AND TOPOGRAPHIC IMAGING BY USING
SCANNING ELECTROCHEMICAL/NEAR-FIELD
OPTICAL/ATOMIC FORCE MICROSCOPY
AkioUeda,KenichiMaruyama,KojiSuzuki,
MasatoIyoki,andOsamuNiwa
3-14-1HiyoshiKohoku-Ku,Yokohama-Shi,
Kanagawa223-8522,Japan
Simultaneous scanning electrochemical/near-ﬁeld optical/
atomic force microscopy (SECM/NSOM/AFM) was devel-
oped and applied to the local mapping of a living cell. A
novel bent-type probe was applied, which consists of an op-
tical ﬁber surrounded by a gold ring electrode, and an out-
ermost electrophoretic insulating polymer. The tip of the
bent-type probe was fabricated by a focused ion beam (FIB)
process having an aperture size of about 100nm. There-
fore, the tip has both near-ﬁeld optical and electrochemi-
c a lp r o p e r t i e s .T h ee l e c t r o c h e m i c a lp r o p e r t i e sw e r ee v a l u -
ated by cyclic voltammetry in 10mM potassium ferricyanide
solution, containing 500mM of KCl. The cyclic voltammo-
gram showed a sigmoidal response with a diﬀusion-limited
current Id of 0.73nA. This indicates an electrode diame-
ter in the nanometer order. To control the distance between
the probe and the substrate, an optical feedback mecha-
nism was employed. In the SECM/NOSM/AFM setup, the52 Journal of Automated Methods and Management in Chemistry
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electrochemical response at the tip electrode was monitored
with a potentiostat and the near-ﬁeld optical signal with an
avalanche photo detector through a lens, and the atomic
force was detected via an optical feedback system. The imag-
ing capability of the SECM/NSOM/AFM technique was con-
ﬁrmed by simultaneous acquisition of electrochemical, near-
ﬁeld optical, and topographical images of an interdigitated
array electrode (1μm gold bands spaced by 2μm glass) in
anaqueousredox-activesolutioncontaining3.0mMhydrox-
ymethylferrocene and 500mMKCl. Simultaneous imaging
with SECM/NSOM/AFM revealed that the images obtained
in the SECM mode (positive feedback while scanning over
gold layers and negative feedback over glass) and the NSOM
mode corresponded to the ones observed in the AFM mode.
The resolution level of each imaging mode was found to
be 100nm for SECM, 80nm for NSOM, and 100nm for
AFM.Therefore,allthreemodesareusefulforthelocalmap-
ping of the biochemical activity of a living cell. We selected
PC12 cells, which are often used as a model for neurons.
We demonstrated that SECM/NSOM/AFM can be used for
imaging neuritis (1–5μm) of diﬀerentiated PC12 cells and
for detecting varicosities (about 100nm wide) related to the
release of catecholamines in the neuritis (Figure 11).
BIOMONITORING FOR NITRO-POLYCYCLIC
AROMATIC HYDROCARBON METABOLITES AND
DIESEL EXHAUST BIOMARKERS IN HUMAN URINE BY
GAS CHROMATOGRAPHY/HIGH-RESOLUTION
MASS SPECTROMETRY
ZhengLi,AndreasSjodin,DebraA.Trinidad,Donald
G.Patterson,ErinN.Porter,andLovisaRomanoff
CentersforDiseaseControlandPrevention,
4770BufordHwy,F-53,Atlanta,GA30341,USA
Polycyclic aromatic hydrocarbons (PAHs) and nitro substi-
tuted PAHs (NO2-PAHs) are a group of environmental pol-
lutants formed during incomplete combustion. NO2-PAHs
are especially important since they have been reported to ac-
count for over 50% of the direct mutagenicity in ambient air.
Someofthemareestimatedtobeuptofourordersofmagni-
tudes more mutagenic and ten times more carcinogenic than
PAHs. The main source for NO2-PAHs in the atmosphere is
diesel exhaust. After entering the body, NO2-PAHs are me-
tabolized to aromatic amines before conjugation and/or ex-
cretion in urine. Certain amino-PAHs have been suggested
aspossible biomarkersfordieselexhaustexposure,suchas3-
aminobenzanthrone (3-abz) and 1-amino-pyrene (1-apyr).
The Centers for Disease Control and Prevention (CDC)
is currently developing methodology to measure amino-
PAHs and related compounds in human urine. The method
involves acid deconjugation, liquid-liquid extraction, and
analysis by gas chromatography/high-resolution mass spec-
trometry (GC/HRMS). Deconjugation using diﬀerent acids
has been evaluated and compared to enzymatic deconjuga-
tion. After acid hydrolysis, the sample mixture was washed
with pentane, basiﬁed with sodium hydroxide, and extracted
with dichloromethane/pentane (vol 1:1). The ﬁnal extracts
(∼8mL) were evaporated under a gentle stream of nitro-
gen, reconstituted in toluene, and analyzed by GC/HRMS in
the selective ion monitoring mode. Complete separation was
achieved using an RTX-35 amine column and quantiﬁcation
wasaccomplishedusingfour13C-labeledamino-PAHsasin-
ternalstandards, spiked into theurine samplesbeforeextrac-
tion. This method will be applied in the future for the anal-
ysis of samples from the National Health and Nutrition Ex-
amination Survey (NHANES), performed by CDC to assess
exposure of the US population to environmental pollutants.
LC/EI/MS FOR THE IDENTIFICATION OF MEDICINALLY
ACTIVE NATURAL PRODUCTS IN ACORUSCALAMUS
ScottNiemann,ChristinaKnoy,andKellyKindscher
CSSAnalytical,6728WarwickStreet,ShawneeMission,
KS66218-9255,USA
An investigation into the medicinally active chemical con-
stituents of prairie plants utilized by the Plains Indians is
ongoing in our laboratories. Our current investigation is on
the rhizomes of Acorus calamus (sweet ﬂag). The rhizomes
contain aromatic oil that has been used medicinally since
ancient times and A. calamus is cultivated in Asia for this
reason. The rhizomes are considered to possess antispas-
modic, carminative, and anthelmintic properties and also
used for the treatment of epilepsy, mental ailments, chronic
diarrhea, dysentery, bronchial catarrh, intermittent fevers,
and glandular and abdominal tumors. They are also em-
ployed for kidney and liver troubles, rheumatism, sinusitis,
diabetes, and eczema. The methanolic extracts of A. calamus
rhizomes were investigated by reversed-phase liquid chro-
matography electron impact mass spectrometry (LC/EI/MS)
and gas chromatography mass spectrometry (GC/EI/MS).
The polar constituents are of interest since Plains Indians
frequently made teas or other preparations utilizing aqueous
extractions.WhileLC/ESI/MSworkswellforpolarmolecules
of known identity, the diﬀerence in fragmentation patterns
amongESIinstrumentsandthelackofextensiveESIlibraries
maketheidentiﬁcationofthecomponentsinacomplexmix-
ture very diﬃcult. This method permits the rapid assessmentPeter B. Stockwell 53
of plant extracts for the presence of medicinally active com-
pounds with a minimum of prepuriﬁcation. In LC/EI/MS,
theeﬄuentfromanHPLCisintroducedintoanelectronim-
pact ionization source giving typical and well-understood EI
spectra. The advantage to acquiring EI fragmentation data
from an LC separation lies within the subsequent ability to
use existing deconvolution and search programs to match
results with well-established and commercially available EI
mass spectral databases.
ONLINE ELECTROCHEMICAL SYNTHESIS AND
ANALYSIS OF SMALL MOLECULE METABOLITES IN
DRUG DISCOVERY
JohnWaraska,DavidButtaro,andMichaelC.Granger
ESABiosciences,Inc.,22AlphaRoadEsaBiosciencesInc,
Chelmsford,MA01824,USA
An important step in small molecule drug discovery and de-
velopmentisthesynthesisofsubstancesderivedfrominvesti-
gational compounds. These related substances include prod-
ucts and metabolites that are commonly a result of oxida-
tive processes. Several studies utilizing electrochemical (EC)
ﬂow cells online with high-performance liquid chromatog-
raphy (HPLC) and mass spectrometry (MS) have demon-
strated that electrochemically derived products often corre-
spond to biological metabolites and chemical degradants. It
is of interest to the drug-discovery process to be able to syn-
thesize these oxidative metabolites in microgram quantities
f o rf u r t h e re v a l u a t i o n .
The objective of these studies is to examine the use
of controlled-potential electrolysis in ﬂowing solution as a
means of small-scale synthesis to facilitate pharmaceutical
analyses in discovery and development. The experimental
apparatusconsistedofanHPLCsystem,whereinlineECﬂow
cells comprised of large surface area ﬂow through working
electrodes, followed by UV and MS detectors. Results using
microgram quantities of starting materials have indicated se-
lective and semiquantitative formation of oxidative products
such as N-dealkylation of amitriptyline. Reaction cells were
placed before the HPLC columns to allow separation, con-
centration, and puriﬁcation of reactants and products. Re-
sults from optimization of conditions for product yield and
purity will be discussed in the context of electrode size, con-
centration of starting material, cell potentials, and ﬂow rates.
AUTOMATED CAPILLARY COLUMN IMMUNOASSAY
FOR RAPID DETECTION OF MITOCHONDRIAL
LisaR.Bielke,QianSun,YanbinLi,andZunzhongYe
BioDetectionInstruments,LLC,535W.ResearchCtr.Blvd.,
Suite135,M/S300,Fayetteville,AR72701,USA
Proteomicsisincreasinglyusedtogaingreaterunderstanding
of the many functions of mitochondria in metabolism and
metabolic disease. Increased use of proteomics has been fa-
cilitated by simpliﬁcations in protein identiﬁcation by meth-
ods such as 2D-PAGE, MALDI-MS, and Edman sequencing.
Immunochemical detection has high speciﬁcity and sensitiv-
ity, and large sample throughput. However, these detection
methodsalsorequiremultistepliquidhandlingandaretime-
intensive. The use of antibody/antigen-modiﬁed capillary
columnspresentsadvantagesovertraditionalimmunochem-
ical methods. The capillary geometry improves assay kinet-
ics due to the higher surface-to-volume ratio and restricted
diﬀusion of compounds. In addition, capillary columns are
more suitable for automation, and consumption of im-
munoreagents is minimized due to the small dimensions of
capillaries. With the realization of signiﬁcance of proteins in
metabolism and metabolic diseases, a high-throughput in-
strument for the detection of proteins is of increasing impor-
tance. A ﬁve-channel prototype instrument was developed
for multisample, highly automated, rapid detection of pro-
teins in serum samples using optical detection. For detection
of proteins, capillary columns were modiﬁed with a primary
antibody.Aftercaptureofproteins,asecondaryantibodywas
applied and detected using enzyme labeled anti-IgG and the
substrate. The assay can be completed in less than 3 hours
per 10 samples. For vinculin, a linear detection range of
0∼18.8μg/mL (0∼160nM) was obtained with a lower limit
of detection (LOD) of 0.5μg/mL (4.3nM). For cytochrome
c, a linear detection range of 0∼0.5μg/mL (0∼41.7nM) was
obtained with an LOD of 0.01g/mL (0.83nM). All the anti-
bodies used were evaluated with ELISA prior to the capillary
column tests. It was demonstrated that the immunosensor
has suﬃcient sensitivity to detect the target proteins in lym-
phocyte samples.
APPLICATION OF THE ELECTRONIC TONGUE TO
ANTIBIOTICS DETECTION IN MILK
YuriG.Vlasov,AlisaM.Rudnitskaya,AndreyV.Legin,
IvonneDelgadillo,andSilviaM.Rocha
Saint-PetersburgStateUniversity,UniversitetskayaEmb.,
7/9,Saint-Petersburg199034,Russia
Development of rapid methods for routine food analysis and
quality control is an urgent task. For example, determina-
tion of the antibiotics’ concentration in milk is an essential
part of milk analysis performed in the diary plant. Reasons
for this are twofold. Firstly, the content of antibiotics in milk
should not exceed limits that are allowed for human con-
sumption. Secondly, if the milk used for production of fer-
mented dairy products contains too much antibiotics, they
may inhibit growth and development of the added bacte-
rial culture and, consequently, the quality of the ﬁnal prod-
uct will deteriorate. Currently used procedure requires milk
inoculation with bacterial culture, incubation during three
hours, and consequent determination of the amount of the
producedlacticacidbythetitration.Sinceactivityofthebac-
terialculturedependsontheamountofantibioticspresentin
milk, concentration of lactic acid produced during milk fer-
mentation is correlated to the antibiotics content. Evidently,
there is an interest in the developing of much faster and less
laborious procedure for milk quality control.54 Journal of Automated Methods and Management in Chemistry
Electronic tongue multisensor systems appear to be
promising tool for such task.
The present work is devoted to the development of an
analytical procedure for ET for rapid antibiotics’ detection
in raw milk.
Electronic tongue developed in the Laboratory of Chem-
ical Sensors of Saint Petersburg state University was used for
milk measurements.
Sample preparation consisted in addition of diﬀerent
quantities of penicilline to milk, milk inoculation with bac-
terial culture, and incubation.
PCA score plot of measurements made in milk samples
that contained 2ppb of penicillin after 0, 20, 40, and 60 min-
utes of incubation is shown in Figure 12.T h ed i ﬀerence be-
tween inoculated milk samples containing 0 and 2ppb of
penicillin became pronounced already after 20 minutes of
fermentation.
During the next experiment, milk samples containing 0,
2, 3, and 10ppb of penicillin and inoculated by bacterial cul-
tureweremeasuredusingtheET.Calibrationmodelswithre-
spect to the penicillin content in milk were made using PLS
regression for each incubation time. An acceptable calibra-
tion model was obtained using the data from the measure-
ments made already 30 minutes after inoculation of milk.
RMSEC was found to be 0.02 and RMSEP was found to be
0.13 in this case.
The ET was demonstrated to be viable and fast method
of antibiotics detection in milk.
DESIGN OF A BIOSENSING SYSTEM BASED ON
AN INTRINSICALLY UNSTRUCTURED PROTEIN AS
A BIOLOGICAL RECOGNITION ELEMENT
KyleA.Cissell,SapnaDeo,andSureshShrestha
IndianaUniversity,402NorthBlackfordStreet,Ld326,
Indianapolis,IN46202,USA
Intrinsically unstructured proteins classify a group of pro-
teins lacking global tertiary structure. It is found that upon
binding to a target molecule, many of these unstructured
proteins inductively fold. This conformational change cou-
pled to the binding event can be utilized in the develop-
ment of detection assays for target molecules by conjugating
a transduction moiety to the unstructured protein. A small
fragment of the BRCA1 tumor suppressor protein (residues
219–498) has been found to bind another tumor suppres-
sor protein. This region of BRCA1 has been classiﬁed as un-
structured via circular dichroism (CD) spectroscopy, as seen
in Figure 13. A strong dip at approximately 205nm con-
ﬁrms the unstructured nature of the peptide. A conforma-
tional change in the BRCA1 region results from the p53
(residues 355–393)/BRCA1 binding event. This conforma-
tional change was characterized by the CD spectra which
shows that the disordered content of the BRCA1 diminishes
upon binding of the p53 peptide to the BRCA1 peptide. Ob-
served quenching of the BRCA1 intrinsic tryptophan ﬂuo-
rescence upon addition of p53 is also evidence of this confor-
mational change. Our hypothesis is that a similar quenching
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can result in the ﬂuorescence of a probe attached to BRCA1
upon addition of p53. This quenching in ﬂuorescence can
then be related to the amount of p53 present in the sample.
To develop a ﬂuorescence-based detection assay, tetramethyl
rhodamine-5-maleimide(TMR)wasconjugatedthroughthe
thiol moiety of cysteine residues on BRCA1. The BRCA1-
TMR conjugates was characterized in terms of its ﬂuores-
cence properties. Upon mixing of p53 and BRCA1-TMR
conjugate, a change in the ﬂuorescence signal was observed,
which was correlated with the amount of p53 present in the
sample.Controlstudieswereperformedusingmoleculesthat
do not interact with BRCA1. This biosensor based on un-
structured proteins may be applied to numerous unstruc-
tured protein-target binding pairs.Peter B. Stockwell 55
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IDENTIFICATION OF VOLATILE COMPOUNDS AS
INDICATORS OF SALMONELLA CONTAMINATION OF
BEEF USING SPME-GC/MS
ParamitaBhattacharjee,CatherineM.Logue,
CurtDoetkottd,JulieSherwood,MartyMarchello,
andSuranjanPanigrahi
NorthDakotaStateUniversity,1221AlbrechtBuilding,
DepartmentofAgriculturalandBiosystemsEngineering,
Fargo,ND58105,USA
Salmonella typhimurium contamination in meat (beef) is a
critical concern. There is a need to develop rapid and re-
liable methods for detection of Salmonella status in beef to
ensure consumer safety. Thus, a multidisciplinary project is
underway to develop intelligent sensors for rapid detection
of Salmonella contamination in beef based on olfactory sens-
ing of headspace gases. Since in real-world conditions, other
spoilage bacteria could also grow along with Salmonella,i t
was considered a priority to identify the volatile compounds
due to Salmonella contamination alone.
Beef strip loins were aseptically transferred to sterile
headspace vials, inoculated with Salmonella typhimurium
and stored at 20◦C for 4 days. The volatiles generated in
the headspace of the vials were investigated each day using
headspace solid phase microextraction (HS-SPME) in com-
bination with gas chromatography-mass spectrometry (GC-
MS). Microbiological analyses of both inoculated and con-
trol samples were also carried out to obtain Salmonella pop-
ulation.
HS-SPME/GC-MS detected several volatile compounds
in the headspace of beef samples, inoculated with Salmonella
typhimurium, namely, carbon dioxide, ethanol, acetone, car-
bondisulphide,2,3-butanedione,ethylacetate,aceticacid,3-
hydroxy-2-butanone,dimethyldisulphide,andalsoafewhy-
drocarbons. However, these compounds were also detected
in the headspace of the control samples.
Acetic acid, ethanol, carbon dioxide, and 3-hydroxy-2-
butanone were the most important compounds identiﬁed
in the study. Two-way ANOVA with storage time and sam-
ple source (inoculated and controled) as the model factors
were used to analyze the data. The F-tests (Fisher’s variance
ratio) for the main eﬀect of the sample source established
acetic acid, ethanol, and carbon dioxide as potential use-
ful indicator compounds for Salmonella-contaminated fresh
beef samples. Good linear correlations were found between
the logarithm of average peak area response and Salmonella
count (log10 cfu/g) for all the four compounds, that is, acetic
acid (r = 0.99), carbon dioxide (r = 0.99), 3-hydroxy-2-
butanone (r = 0.99), and ethanol (r = 0.89).
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SHOULD YOUR AUTOSAMPLER JUST SIT AND WAIT?
INTELLIGENT INSTRUMENT CONTROL ALLOWS
SHARING HPLC MODULES ACROSS SYSTEMS
GiovanniMaioandJozsefMedve
DionexCorporation,Dornierstraße4,
GermeringD-82110,Germany
In traditional HPLC conﬁgurations, some of the modules are
not very well utilized. For example, the autosampler is idle
for most of the time and a thermostatted column compart-
ment could hold more than one column. The situation can
be improved if these modules could be utilized in more than
one system.
By using a dual gradient pump (two independent pumps
in one enclosure) and an additional detector, a system suit-
able for “parallel chromatography” can be conﬁgured. In
this setup, the column compartment and autosampler are
shared between two HPLC systems (the two pumps are as-
signed to their own system). This approach nearly doubles
the throughput and can be used for isocratic as well as gradi-
ent methods. Another advantage is that this gain in produc-
tivity can be reached without modifying and revalidating the
existing analytical method. However, control of such a com-
plex system requires powerful software.
In this poster, we present an intelligent software solu-
tion for controlling shared devices. From the user’s point of
view, the instruments behave as two independent HPLC sys-
tems, although physically only “one and a quarter” systems is
present. The software automatically takes care of the sharing
process (e.g., manages exclusive access to the autosampler),
and handles potential issues (e.g., in case of problems with
one of the systems, the other one can continue).
With a relatively little additional cost, intelligent module
sharing between HPLC systems can almost double the pro-
ductivity of a traditional HPLC system, without the need for
modifying and revalidating existing analytical methods.
COMPUTER-AIDED DIAGNOSTICS AND
TROUBLESHOOTINGOF HPLC INSTRUMENTS
GiovanniMaioandJozsefMedve
DionexCorporation,Dornierstraße4,
GermeringD-82110,Germany
HPLC is often perceived as a complex technique. Even the
most reliable hardware will eventually fail. The amount of
time needed for troubleshooting and repair strongly inﬂu-
ences the uptime of the instrumentation and, as a result,
overall laboratory productivity. Therefore it is important to
quickly ﬁnd the source of the issue and resolve it.56 Journal of Automated Methods and Management in Chemistry
Diagnosing instrument problems is not easy. Although
diagnostic tests are often built on simple principles (e.g.,
watching a pressure drop to ﬁnd leaks), the actual procedure
is in most cases rather complex. The user must observe many
side conditions, and the results are sometimes diﬃcult to in-
terpret.
In this poster, we present an advanced approach of
computer-aided diagnostic tests and online troubleshooting
guides. The module-based tests are intuitive and easy to use.
The user is guided step by step through the procedure. The
results are displayed both graphically and numerically with
pass/fail evaluation. In addition, the results can be printed
and/or stored. Once the issue is identiﬁed, an online trou-
bleshooting guide helps to provide immediate remedy.
The advanced module-based diagnostics and the online
troubleshooting guides ensure minimum instrument down-
time for increased productivity.
RA P I DA N DA U T O M A T E DE XT RA C T I O N SO F
DRUGS AND METABOLITES USING DISPOSABLE
PIPETTE EXTRACTION
WilliamE.Brewer
DepartmentofChemistryandBiochemistry,631Sumter
Street,UniversityofSouthCarolina,Columbia,SC29208,USA
Disposable pipette extraction (DPX) is a rapid method that
utilizes solid phase extraction in a pipette tip. The sorbent
is mixed with the sample solution using DPX, and this leads
to reproducibe and rapid extractions that take less than ap-
proximately 2 minutes to perform. Another main advantage
of DPX is that the method can be readily automated with
most commercial liquid handlers.
DPXmethodsfortheextractionofdrugsandmetabolites
from serum, urine, and saliva samples are introduced. Also,
automated solutions for hands-free sample preparation are
presented. Examples of rapid DPXextraction combined with
rapid chromatography are also presented, and the ability to
use these methods for faster, less expensive, and more accu-
rate results than immunoassay methods is discussed. Also,
examples of high-throughput screening are provided.
MONITORING SE EXCRETION IN URINE AFTER
INGESTION IN BRAZIL NUT BY ELECTROTHERMAL
ATOMIC ABSORPTION SPECTROMETRY
JulianaNaozuka,CassianaS.Nomura,
andPedroV.Oliveira
IQ/USP,RuaPorﬁrioJoseDeMirandaRamos,125Apt304,
SaoPaulo06767250,Brazil
Selenium is recognized as essential element and has a large
number of biological functions in human organism. The
most important action is its antioxidant eﬀect because Se is
in the active center of glutathione peroxidase enzyme. The
Food and Nutrition Board of United States Research Council
proposedanappropriateandestimatedsafedailyintakeofSe
for healthy man and woman adults of 70 and 55μg/day, re-
spectively. The toxicity causes chronic poisoning called alkali
disease in livestock. On the other hand, Se deﬁciency pro-
motes Keshan and Kaschin-Beck diseases, mainly, in the Chi-
nese population.
ThemajorsourceofSeforthegeneralpopulationisfood,
such as Brazil nuts. However, the Se content of food is highly
dependent on the amount of Se in the soil. In the case of
Brazil nut, Se concentration of Acre to Rondonia and Man-
aus to Belem ranges to 0.03–32μg/g and 2–512μg/g, respec-
tively.StudiesshowedthathalfofanutwithSeconcentration
of126μg/gcontainstheper-dayquantityrecommendedfora
person of 70kg. Therefore, the aim of this work was to evalu-
ate the excretion of Se in urine after ingestion of a portion of
Brazil nuts. Six volunteers (3 men and 3 women) consumed
5 nuts (approximately 18g) and their urines were collected
during 24hours. The ﬁrst urine samples were collected im-
mediately before the ingestion of the Brazil nuts (8:00 am)
andtheotherswerecollectedevery1hour,until9:00pm.The
ﬁrst urines of the day after were also collected for all volun-
teers. In all urine samples, Se was determined by electrother-
mal atomic absorption spectrometry (ETAAS). Additionally,
creatinine was also determined according to reaction of cre-
atinine with picrate in alkaline solution to form a red-orange
product that can be properly detected by UV-vis spectropho-
tometry (• = 510nm). The creatinine concentrations in the
urine samples ranged from 1.3 to 2.1g/L.
The maximum concentrations of Se were observed be-
tween4and6hoursaftereatingtheBrazilnuts.Thebaselines
were getting after 10hours. For 4 volunteers, the Se concen-
tration ranged from 61 to 130μg/L. For the other two volun-
teers, it ranged from 658 to 714μg/L.
It is important to point out that sex, age, and diet diﬀer-
ences can inﬂuence the Se excretion.
CHEMOMETRIC-BASED QUANTIFICATION OF
A FAST LIQUID CHROMATOGRAPHY-DIODE ARRAY
DETECTION METHOD FOR A MULTICLASS SAMPLE OF
COMMON DRUGS OF ABUSE
MarcT.Cantwell,SarahC.Rutan,andSarahE.
Graham-Porter
DepartmentofChemistry,VirginiaCommonwealth
University,1001WestMainStreet,OliverHallPhysical
Sciences,Richmond,VA23220,USA
Drug determination requires optimized chromatographic
methods in order to quantitatively determine the identity
and amount of drugs in a biological sample. However, many
methods are either speciﬁc for a class of compounds or take
upwards of twenty to thirty minutes to resolve a multiclass
sample. A need for a fast, simple, multiclass analysis is clearly
present in this ﬁeld. Using chromatographic ﬁgures of merit
such as multivariate selectivity and applying parallel factor
analysis (PARAFAC) to three-way data, we seek to develop
and optimize a fast liquid chromatography-diode array de-
tection (LC-DAD) method that is able to distinguish and
quantify a synthetic 20-component urine sample containing
common drugs of abuse and their metabolites. This methodPeter B. Stockwell 57
can then be transferred to the more sensitive LC-mass spec-
trometry (MS) for conclusive results.
FAST ANALYSIS OF COD VALUE OF SEAWATER BY
SPECTROPHOTOMETRY
XingchangLiandYonghongSun
DalianTri-starsWuzhouChem.Eng.Co.Ltd.,18HuojuRoad,
HighTech.District,Dalian,Liaoning116024,China
The chemical oxygen demanding (COD) value is the com-
mon index of total organic pollutants in seawater. This value
was tested by the oxidizing reaction of organic pollutants in
seawater under alkali and heating conditions with a known
amount of superﬂuous potassium permanganate. K2MnO4
was generated quantitatively. The concentration of MnO4
−,
which indicates the COD value, is measured by a 721 spec-
trophotometer at the wave length of 430nm:
MnO4
− +OH
− +oxygendemandingmaterials
= MnO4
2− +H 2O+CO 2.
(1)
The mixture of the potassium biphthalate and EDTA was
employed as standard material to give out the criterion curve
of COD. The experimental results show that when the COD
in seawater is between 0.5 and 5.0mg/L, the method is fast,
sensitive, reliable, and simple.
OPTIMIZATION OF PURGE AND TRAP SYSTEM
CONDITIONS FOR THE DETERMINATION OF VOC IN
DRINKING WATER
JeffSheriff,DougMeece,andJohnConsidder
ESTAnalytical,Inc.,503CommercialDr.,Fairﬁeld,
OH45014,USA
T h e r ea r es e v e r a ld e m a n d sa n dr e q u i r e m e n t si m p o s e do n
chemists performing volatile organic analysis in today’s en-
vironmental laboratory. The ﬁrst and most important thing
is that the analysis must be performed in compliance with
USEPA methodologies. Next, there is a continued trend to
achieve lower levels of detection. Purge and trap technol-
ogy oﬀers a method for the extraction and concentration of
these VOCs from multiple matrices such as waters and soils.
US EPA method 524.2 measures a wide range of compounds
in drinking water with typical detection levels at sub-ppb-
levels coupled with stringent quality-control requirements.
Although drinking water is a clean matrix, there are still sev-
eral analytical concerns which must be considered.
This paper will present the optimum purge and trap sys-
tem parameters particularly the water management condi-
tions used in compliance with the method 524.2 to provide
the necessary sensitivity, linearity, and accuracy. Analytical
results including calibration factors, method detection lim-
its,andreproducibilitydatawillbeshownmeetingallquality
assurance criteria.
A RAPID AND AUTOMATED ANALYSIS OF
ASPARTAME IN DIET BEVERAGES
MelanieGeaslin
ESTAnalytical,Inc.,503CommercialDrive,Fairﬁeld,
Oh45014,USA
A rapid assay for the determination of aspartame in diet
beverages was automated on a discrete wet chemistry an-
alyzer. The method is customizable to diﬀerent calibration
ranges to accommodate diﬀerent matrices. This method re-
places a slower HPLC method currently in use. A large in-
crease in eﬃciency was seen from the HPLC method, which
requires a 10-minute pretreatment of the sample, to the dis-
crete method where the pretreatment was automated to 30
seconds per sample. Two calibration ranges will be presented
withsupporting dataatbothhighandlowlevelsfordietbev-
erages.
The new discrete method automates an existing manual
enzymatic method using the analyzer to perform all dispens-
ing, dilutions, mixing, incubating, and photometric readings
of the reactions. The detection of aspartame requires three
enzyme reactions, after the initial treatment at high pH, to
remove the methyl group from the L-phenylalanine residue.
Themethodusesatotalvolume of111μL pertest, blank-
ing of each sample to correct for color or turbidity, and two
incubations totaling 7 minutes. The reaction cuvette is au-
tomatically discarded after the photometric reading is com-
plete. The use of disposable cuvettes prevents carryover con-
tamination from becoming a factor in the analysis. Diﬀerent
calibration ranges speciﬁc to matrix are recommended for
best accuracy.
AN IMPROVED METHOD FOR HIGH-THROUGHPUT
ANALYSIS OF ISOFLAVONES IN SOY-CONTAINING
FOODS AND DIETARY SUPPLEMENTS BY RP-HPLC
NorikoShoji,MasakoMoriyama,andNaohiroKuriyama
YMCCo.,Ltd.,5-28Kokufudai,Komatsu,
Ishikawa923-8557,Japan
Soybeans are known to contain the nine isoﬂavone glyco-
sides, daidzin, glycitin, genistin, 6
  -O-Malonyldaidzin, 6
  -
O-Malonylglycitin, 6
  -O-Malonylgenistin, 6
  -O-Acetyld-
aidzin, 6
  -O-Acetylglycitin and 6
  -O-Acetylgenistin, and
theircorrespondingaglycones,daidzein,glycitein,andgenis-
tein. Soy isoﬂavones are structurally similar to endogenous
estrogens, and demonstrate both estrogenic activities and
antiestrogenic activities. Soy-containing foods and dietary
supplements are widely consumed for putative health ben-
eﬁts (e.g., reduction of osteoporosis, relief of menopausal
symptoms, breast cancer chemoprevention). However, there
is also some concern that excessive intake of soy isoﬂavones58 Journal of Automated Methods and Management in Chemistry
could stimulate tumor growth in women with estrogen-
related cancers. Recently, increasing interest has focused on
the determination of the levels of isoﬂavones in soy-derived
foods and estimation of isoﬂavones in the daily intake.
This study developed a high-throughput method for
quantifying isoﬂavones in soybeans, soy foods, and dietary
supplements by RP-HPLC. Twelve isoﬂavones were com-
pletely resolved within 10 minutes by using a silica-based
C18 column specially designed for separation of highly po-
lar compounds (Hydrosphere C18 column, 50 × 4.6mm i.d.,
3micron, YMC Co., Ltd.), with a gradient elution of acetoni-
trile and water containing 3% acetic acid. The eﬀective sam-
ple preparation conditions were also determined, comparing
the eﬀects of temperature, solvent, and extraction time.
AUTOMATED APPLICATION SWITCHING IN FOOD
AND BEVERAGE ANALYSIS FOR INCREASED USE TIME
OF HPLC INSTRUMENTATION
GiovanniMaioandHolgerFranz
DionexCorporation,Dornierstraße4,
GermeringD-82110,Germany
Laboratories regularly have to analyze a variety of parame-
ters from the same sample set. Often more than one HPLC
method is needed to obtain the required results. Various
strategies may be adopted to eventually increase productiv-
ity.
Traditionally, the user runs one method and manu-
ally switches to the other method. The manual method
changeover makes it impossible to consecutively run the
methods unattended over night or the weekend. This results
in increased labor time compromising productivity.
Another approach would run each method on a dedi-
cated HPLC system at the same time. This approach requires
two separate HPLC systems and enough bench space. Both
systems have to be operated simultaneously by possibly two
diﬀerent users.
An alternative concept-automated application switching
is based on a novel dual gradient system occupying the same
bench space as one system. The user sets up both meth-
ods. The system runs the ﬁrst method, then automatically
switches to the other method without any additional user in-
terference. This approach frees operator time, increases sys-
tem usage time, allows automation, and thus boosts produc-
tivity.
Thisposterdemonstratesimplementationandbeneﬁtsof
using automated application switching in the food and bev-
eragemarket.Twotypicalfoodandbeverageroutineanalyses
of the same sample are used for this purpose.
SUCCESSFULLY AUTOMATING THE SMALL
CHEMICAL LABORATORY
WilliamC.Lipps
OIAnalytical,151GrahamRoad,CollegeStation,
TX77845,USA
Smaller laboratories often do not have the luxury of enough
routine samples for managers to feel that there is adequate
justiﬁcation for the capital investment of an autoanalyzer.
Continuous ﬂow analyzers, though highly ﬂexible forms of
automation, can be expensive because of the time required
in method changeovers. Discrete analyzers open the door to
automation for smaller labs. Discrete analyzers are very cost-
eﬀective because a single instrument can analyze almost ev-
ery wet chemistry parameter.
With the versatility and simplicity of discrete analyzers,
it is possible to economically analyze samples of widely vary-
ing matrices without the need for batching. Samples can be
analyzedwhenreceived,orimmediately afterpreliminary di-
gestions and extractions. This poster illustrates the ease of
automated measurement of multiple analytes from diﬀerent
samplematricesonaDiscreteAnalyzerintroducedbyOIAn-
alytical.
TRANSPORTABLE AUTOMATED DIESEL
FUEL ANALYZER
SeongHoGong
SCINCOCO.,LTD.,74-27Nonhyeon-Dong,Gangnam-Gu,
Seoul135-010,SouthKorea
Recently,highpriceofcrudeoilisbigissueallovertheworld.
The situation makes nonoil producing countries harder.
Most governments in these countries impose high taxes on
oil products such as gasoline. For this reason, many illegal
fuels are traded and most of those illegal fuels have low qual-
ity. These illegal fuels may bring troubles to vehicles and
cause environmental problems including air, water, and/or
soil pollution. We have developed a transportable automated
diesel fuel analyzer for ﬁeld detection of impurities in diesel
fuel. This diesel analyzer, located inside a car, consists of
automatic pumping system and PDA spectrophotometer to
check the quality of diesel fuel using colorimetric quantita-
tive method at the gas station. If impurities are mixed in,
reagent will cause the color change of the diesel in about
1 minute during refueling process. A laptop computer with
analysis software would identify and determine the concen-
tration of impurities (Figure 14). Three peristaltic pumps
are used for sample transportation and two syringe pumps
for precise sample volume metering. The injected diesel and
reagentaretransferredtoamixingvesselwithstirringassem-
blyby thosepumps. Aphotodiode array technology provides
unmatched speed of about 1 second for measuring entire
visible area and stability with nonmoving parts in the spec-
trograph. The integrated two-position automatic referencing
stage ensures reproducible and accurate results by automatic
baseline correction.
From injection to draining of diesel, all processes are au-
tomatically controlled by a laptop computer via USB com-
munication. This system will help fuel producing companies
and/orgovernmentagenciesinvolvedincontrollingenviron-
ment or checking fuel quality. Results are shown in Table 1.Peter B. Stockwell 59
Table 1
Absorbance Conc. (ppm) Function R2 Measurement time
1 −0.0001 0 Conc. = A × 64.4374 + 0.3765 0.9963 2006-07-27, 8:58 am
2 0.0351 2.5 — — —
3 0.0975 7.5 — — —
4 0.2321 15 — — —
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ELECTRONIC NOSE AND NEW TECHNOLOGIESOF
E-NOSE TO IMPROVE ODOR/FLAVOR ANALYSIS FOR
FORMULATION DEVELOPMENT AND ROUTINE
QUALITY CONTROL
Jean-ChristopheMifsud
Sensor arrays systems such as electronic noses and electronic
tongues have generated a great level of interest in the ana-
lytical laboratories of the world’s leading food, ﬂavors and
fragrance, packaging, and pharmaceutical companies, as well
as in the environment as a fast, simple, and reliable method
of aroma/VOC analysis. Over the last few years, the sensor
arrays systems have demonstrated their ability to provide in-
dustrial solutions and the ability to transfer expert knowl-
edge from the R&D and trained sensory panels into a pro-
duction environment for quality assurance and control. Fla-
vors quality, intensities, and taste quality control attracts an
increasing level of attention from many companies. Those
systemsreducetheneedsforsensoryevaluationorGC/HPLC
and provide added safety when performing taste or olfaction
assessments. They are simple to use and extremely fast.
MICROFLUIDIC DEVICES FOR CHEMICAL
MONITORING OF LIVING CELLS IN CHIPS: PARALLEL
AND LONG-TERM MEASUREMENTS
RobertT.Kennedy
DepartmentofChemistry,UniversityofMichigan,
930N.University,AnnArbor,MI48109-1099,USA
Monitoring the environment around living cells is a key type
of experiment in physiology, pharmacology, cell biology, and
drug discovery. Microﬂuidics oﬀers the potential to revolu-
tionizethistypeofexperimentbyintegratingcellcultureand
chemical analysis systems with automation, high through-
put, and precise control. In our laboratory, we have explored
this concept by developing microﬂuidic chip that can moni-
tor hormone secretion from living cells. We are using islets of
Langerhans and monitoring insulin and glucagon secretion
as a model system. In the chip, single islets are perfused with
cell culture media and the perfusate is analyzed by an on-
chip, electrophoretic immunoassay for insulin or glucagon.
We have demonstrated that these chips can be used contin-
uously without operator intervention for 24hours (corre-
sponding to 17000 assays). This long-term monitoring will
be important for monitoring slow changes in secretion. We
have also developed a chip that allows up to 15 islets to
be monitored independently for high-throughput operation.
These chips have application for fundamental diabetes re-
search and as clinical tools in evaluating transplantable islets.
ONLINE ELECTROCHEMISTRY TO STUDY THE
DYNAMICS OF FLOW METABOLISM COUPLING
MartynG.Boutelle,AnthonyStrong,HagemiNakamura,
RobinBhatia,andRudolfGraf
BagritCentre,DepartmentofBioengineering,
ImperialCollegeLondon,LondonSW72AZ,UK
We have elsewhere in this meeting (Boutelle et al. [1]) used
rapid sampling online microdialysis to measure the neuro-
chemical signature of transient, spontaneous spreading de-
polarizations(SDs)detectedintheinjuredhumanbrain.Itis
not possible to decide from the measured electrocorticogra-
phy signal alone whether the underlying neuronal tissue has
a healthy response (increased blood ﬂow) or the paradoxical
fall in blood ﬂow found in greatly at risk-tissue. To resolve
this issue, a series of in vivo experiments was carried out in
collaboration with the Max Plank Institute for neurophysiol-
ogy, Cologne.
The experiments were carried out in the anaesthetized
cortex. Local intracortical DC potential and extracellular
[K+] levels were recorded using twin barrel ion-selective
microelectrodes. A microdialysis probe was (Microbiotech)
placed in the cortex and perfused at 1mL min−1.T h e
dialysate stream was analyzed online for glucose and lac-
tate using ﬂow injection amperometric biosensor and for
dialysate potassium using an online ﬂow cell. Finally, cere-
bral blood ﬂow was imaged quantitatively across the cortical
surface using laser speckle imaging (Strong et al. [2]).
SDswereinitiatedinotherwisehealthytissuebymicroin-
jection of KCl and characterized using the microelectrodes
and blood ﬂow imaging as they tracked across the corti-
cal surface. Comparison of tissue responses distant from the60 Journal of Automated Methods and Management in Chemistry
microdialysis probe, adjacent to the probe, and following
the probe showed no signiﬁcant diﬀerence. Analysis of the
dialysate stream showed a [K+] transient increase that coin-
cided with the arrival of the increase in blood ﬂow and the
[K+] change seen in the tissue. This depolarization was asso-
ciated with a transient increase in dialysate lactate level and
a fall in dialysate glucose levels that had not been resolved
within 30minutes. This suggests that despite a 100% in-
crease in blood ﬂow, the metabolic demands of the SD over-
whelmed the local glucose supply in even otherwise healthy
tissue. The prolonged depression of glucose levels suggests
that if such an event repeated, as often happens clinically, it
could compromise tissue viability.
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DEVELOPMENT, VALIDATION, AND QUANTIFICATION
OF PTERIDINE LEVELS IN PLANT SAMPLES BY
HIGH-PERFORMANCE CAPILLARY ELECTROPHORESIS
WITH LASER-INDUCED FLUORESCENCE DETECTION
StephenE.Gibbons,KarelSchubert,TahzeebaHossain,
andYinfaMa
DepartmentofChemistry,UniversityofMissouri,Rolla,
MO65409,USA
Plants are a primary source of folates in the human diet
while pteridines are vital precursors for folate synthesis. Al-
though Kohashi has analyzed for the presence of pteridines
in a limited number of plants using high-performance liquid
chromatography (HPLC), thin layer chromatography (TLC),
and ﬂuorescence analysis, very little is known about the
levels, structures, and pathways of synthesis and turnover
of pteridines in plants. Recently, Hosssain, Schubert, and
colleagues [PNAS 101:5158–5163(2004)] increased pteridine
levels in plants 1200-fold through metabolic engineering.
The increase in pteridine synthesis resulted in a correspond-
ing enhancement in total folates in these plants. In this study,
the presence and accumulation of a number of known and
unidentiﬁed pteridines were reported. In order to under-
stand the relationships between these pteridines and their
role in plant metabolism, it is crucial to identify and mea-
sure the levels of the pteridines that accumulate in these ge-
netically modiﬁed plants. Capillary electrophoresis (CE) of-
fers an alternative and complementary method to HPLC and
TLC to identify and quantify pteridines in plants. In an ef-
fort to provide a rapid and sensitive complementary tech-
nique, we have developed a method using capillary elec-
trophoresis combined with laser-induced ﬂuorescence (LIF)
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to identify and quantify the pteridine levels in plant sam-
ples of wild-type nontransgenic and transgenic plants en-
gineered for increased pteridine synthesis. Speciﬁcally, nine
pteridine derivatives were analyzed: 6,7-dimethylpterin, 6-
biopterin, D-(+)-neopterin, 6-hydroxymethylpterin, pterin,
monapterin, xanthopterin, isoxanthoperin, and pterin-6-
carboxylic acid. The detailed information on the experimen-
tal conditions (such as buﬀer strength and pH, injection pa-
rameters, operating potentials, and wavelengths of excitation
and emission), limits of detection, linearity, and methods of
statistical analysis will be described.
FABRICATION, OPTIMIZATION,
AND APPLICATION OF A MICRO-FREE FLOW
ELECTROPHORESIS MICROFLUIDIC CHIP
BryanR.FonslowandMichaelT.Bowser
DepartmentofChemistry,UniversityofMinnesota,
207PleasantStreet,Minneapolis,MN55455,USA
Micro-free ﬂow electrophoresis (μ-FFE) is an analytical
separation technique that continuously separates analytes
based on electrophoretic mobility diﬀerences as illustrated in
Figure 15.A70μmwidechannelallowsforcontinuousinjec-
tion of sample into a 1cm wide channel pumped with sep-
aration buﬀer, creating a single sample stream under lami-
nar ﬂow conditions. An electric ﬁeld is applied laterally to
separate the single stream into the multiple components.
The microﬂuidic chip was fabricated using anodic bond-
ing of two etched and electrode-deposited wafers. To elimi-
nate electrolysisproduct formation during separations, four-
fold deeper channels were etched for the electrodes to facil-
itate a 16-time greater linear velocity. The removal of elec-
trolysis products increased resolution of ﬂuorescent stan-
dards by a factor of 1.3 under similar separation conditions.Peter B. Stockwell 61
Also, the new design allowed for a four-fold increase in ap-
plied electric ﬁeld to 586V/cm before joule heating condi-
tions persisted. Bandwidths of a set of ﬂuorescent standards
were measured under diﬀerent experimental conditions to
determine the main cause of band broadening. A migration
distance squared dependent mechanism was identiﬁed un-
der nondiﬀusion limited conditions. Considering this, min-
imization of migration distance, possibly through suppres-
sion or modiﬁcation of electroosmotic ﬂow, allows for the
highest resolution of analytes and eﬃciency of separations.
Also, fundamental equations were derived to describe total
peak variance, plate height and number, and resolution. Lin-
ear velocity emerged as an important variable for optimiza-
tion. In addition, analyte streams can be precisely positioned
in the separation channel based on linear velocity, total mo-
bility, and applied electric ﬁeld. Separations of biomolecules
have been performed to show the improved functionality of
the μ-FFE through knowledge gained from the fundamental
studies.
NEW SAMPLE PREPARATION AND DATA ANALYSIS
METHOD FOR ANALYZING 260 PESTICIDES
Chin-KaiMeng,EvaBlanke,andSabineBracht
AgilentTechnologies,2850CentervilleRoad,Wilmington,
DE19808,USA
Three matrices (tomatoes, green salad, lemons) were used
in the study. All matrices were spiked at 4 levels (0.01–
0.1mg/kg) with a total of around 260 pesticides. Extraction
and cleanup were done with the QuEChERS1 method ac-
cording to Anastassiades et al. [1] and determination with
the GC/MS in scan and SIM modes. Method validation will
be performed and discussed.
Reviewing of full scan GC/MS data for pesticide residue
conﬁrmation can be a labor-intensive and time-consuming
process which requires concentration and experience. A new
deconvolution software is able to process a complex food ex-
tract total ion chromatogram (TIC) in the order of 1-2 min-
utes, whereas an experienced analyst may take more than 10
minutes to achieve the same quality of results.
The deconvolution was done using AMDIS software (de-
veloped by NIST). AMDIS looks at every ion’s apex and ris-
ing and falling patterns (peak width) throughout the TIC to
extract related ions together into a deconvoluted spectrum.
The matrix background or interference ions would then be
left out of the deconvoluted spectrum. Each deconvoluted
(cleaned) spectrum is then searched against a target library
for hits.
Previous work was based on the sample preparation
method according to Specht and Tillkes (modiﬁed DFG S19
method, ASU L 00.00-34) [2] and the result screener for data
analysis. This presentation will compare the “old” and “new”
approaches.
1 (quick, easy, cheap, eﬀective, rugged, and safe.)
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AUTOMATING THE DEVELOPMENT OF LIQUID
CHROMATOGRAPHIC METHODS FOR IMPURITY AND
STABILITY SAMPLES USING HIGH-SENSITIVITY,
HIGH-RESOLUTION LC/MS
MichaelSwartzandMichaelD.Jones
WatersCorporation,34MapleStreet,DeptGc,Milford,
MA01757,USA
Samples generated in support of purity and stability stud-
ies can be very complex. Closely related substances, disparate
levels, and unknown analytes often present at low levels (0.1
to 0.05% or less) provide signiﬁcant challenges for method
development. In addition, as selectivity is manipulated and
elution orders change, these same challenges make it even
more diﬃcult to track or identify peaks in the ﬁnal method.
This situation is particularly troublesome when trying to au-
tomate method development. Methods must also be robust,
especially in the case of long-term stability studies, as they
may be in use for long periods of time.
In this presentation, we will demonstrate a new way of
completelyautomatingthedevelopmentofchromatographic
methods for samples generated in support of purity and
stability studies by employing new software algorithms and
mass spectrometry (MS). Software tools will be described
that fully automate column and method selection, while us-
ing MS to track and identify individual analytes, even at the
low and/or disparate levels required. In addition, we will also
illustrate a new way of developing methods from composite
samples generated under multiple forced degradation condi-
tions. Gains in sensitivity, resolution, and separation speed
made possible by the use of sub-two micron particle size col-
umn chemistries will also be reported. Using this system ap-
proach, high-sensitivity, high-resolution methods can be de-
veloped in a fraction of time compared to traditional tech-
niques.
ONLINE ELECTROCHEMISTRY/LIQUID
CHROMATOGRAPHY/MASS SPECTROMETRY
(EC/LC/MS) FOR THE SIMULATION OF THE OXIDATIVE
METABOLISM OF PHARMACEUTICALS
WiebkeLohmann
InstituteofInorganicandAnalyticalChemistry,Universityof
Muenster,Corrensstr.30,Muenster48149,Germany
The online combination of electrochemistry, liquid chrom
atography, and mass spectrometry (EC/LC/MS) allows to62 Journal of Automated Methods and Management in Chemistry
mimick the cytochrome P450 mediated oxidative metabo-
lism of pharmaceuticals in the body. In a large volume ﬂow-
through electrochemical cell, which allows for the quan-
titative conversion of the target compounds under opti-
mum conditions, drugs can be oxidized to their phase I
metabolites. Further reactions, especially with scavenging
compounds like thiols, can lead to the respective phase II
products. The phase I and phase II metabolites can be sep-
arated and further characterized by online LC/MS.
The detoxiﬁcation mechanism of paracetamol in the
body was successfully mimicked using this online EC/LC/MS
combination. Paracetamol was oxidized at a porous glassy
carbon working electrode at a potential of 600mV versus
Pd/H2 under formation of the intermediate N-acetyl benzo-
quinoneimine. In a subsequent reaction, the quinoneimine
was quenched by formation of isomeric adducts with glu-
tathione or N-acetylcysteine via the thiol function. The
adducts were characterized online by liquid chromatogra-
phy/mass spectrometry. The observed reactions were simi-
lar to those observed under catalysis of cytochrome P450 en-
zymes in the body. The formation of the thiol adducts was
studied in absence and in presence of other thiol compounds
that competed for the reaction with the quinoneimine. Al-
though there are diﬀerences observed between kind and
abundance of metabolites in the body and in EC/LC/MS ex-
periments,itisevidentthatthetechniquemaybecomeavery
valuable tool for pharmacological studies of new drug candi-
dates.
MODELING OF DOPAMINE UPTAKE IN MURINE BRAIN
SLICESUSINGAMPEROMETRY ANDFAST-SCANCYCLIC
VOLTAMMETRY: A COMBINED TECHNIQUE
R.MarkWightman
DepartmentofChemistry,UniversityofNorthCarolina,
VenableHall,ChapelHill,NC27599-3290,USA
Fast-scan cyclic voltammetry (FSCV) and amperometry at
carbon ﬁber microelectrodes have been used for electro-
chemical measurement of dopamine (DA) dynamics in brain
tissue. Each technique has expressed advantages and disad-
vantages.Amperometryhasafasttemporalresponsebecause
it immediately oxidizes molecules that contact the surface.
The amperometry response therefore gives an accurate rep-
resentation of DA dynamics. However, it lacks the selectivity
achieved with FSCV. The temporal response of FSCV is lim-
ited by the rate of adsorption of DA to the electrode which
must be removed by deconvolution techniques. Temporal
resolution becomes especially important in transgenic an-
imal models with faster than normal DA uptake. In these
animals, it is possible that the rate constant of uptake will
match or exceed that of the adsorption rate constant. A com-
bined approach using FSCV and amperometry for measure-
ment of release and uptake dynamics will allow for complete
characterization of animals with faster than normal uptake.
Acutely prepared murine brain slices from wild-type mice
and mice expressing increased numbers of dopamine trans-
porters (DATs) were characterized with FSCV and amper-
ometry. The temporal response was compared for both tech-
niques; amperometric traces showed a response more rapid
than FSCV. Dopamine uptake in transgenic mice was eval-
uated using FSCV and pharmacological manipulation. Am-
perometry was explored as a second way to verify uptake rate
constants obtained withFSCV. Amperometry willserve asan
important supplement in systems where uptake exceeds the
temporal response of FSCV.
RAPID MONITORING OF ADENOSINE CONCENTRATION
BY FAST-SCAN CYCLIC VOLTAMMETRY
JillVenton
UniversityofVirginia,P.O.Box400319,Charlottesville,
VA22904-4319,USA
Adenosine is an important neuromodulator that regulates
cerebral blood ﬂow, modulates neurotransmission, and may
be neuroprotective during stroke. Direct measurements of
adenosine have been made using microdialysis sampling, but
the temporal resolution is poor (usually 10minutes), and the
probe may damage blood-brain barrier. Carbon-ﬁber micro-
electrodes are frequently used as chemical sensors in biolog-
ical preparations because of their small size and fast elec-
tron transfer kinetics. The goal of this study was to develop a
method to determine physiological concentrations of adeno-
sine at carbon-ﬁber microelectrodes using fast-scan cyclic
voltammetry. A waveform for detection was optimized. The
potentialwasscannedfrom−0.4to1.5Vandbackat400V/s,
suﬃcienttooxidizeadenosine.Twooxidation peakswerede-
tected for adenosine with T-650 carbon ﬁbers. The second
oxidation peak at 1.0V occurs after the initial oxidation at
1.5V and is due to a sequential oxidation step. The mech-
anism of the two oxidation peaks was studied by varying
the switching potential and observing cyclic voltammograms
takendirectlyafterintroductionofadenosineintheﬂowcell.
The limits of detection limits were 15nM, less than the 50–
200nMestimatesofbasallevels.Thescanratewasvariedand
the kinetics were adsorption-controlled. The linear range of
concentration detection was 200nM to 20μM. Possible bi-
ological interferents were studied. The electrode was 3 to 5
times more sensitive for adenosine than AMP and ATP be-
cause of the negative holding potential. Guanine had an ox-
idation potential of 1.1V and could be discriminated from
adenosine in mixtures. Inosine was not detected at these po-
tentials. These studies demonstrate that carbon-ﬁber micro-
electrodes can be used to detect physiological concentrations
of adenosine and show promise for use as in vivo adenosine
sensors.
COMPARISON OF MULTIVARIATE
CALIBRATION MODELS FOR GLUCOSE IN BOVINE
BLOOD ULTRAFILTRATE FROM NEAR INFRARED
SINGLE-BEAM AND ABSORBANCE SPECTRA
MinRen
UniversityofIowa,Chemistry296Iatl,IowaCity,
IA52246,USAPeter B. Stockwell 63
Near infrared (NIR) spectroscopy oﬀers a painless and con-
venient method for measuring glucose concentrations non-
invasively, thereby enhancing frequent monitoring and de-
laying medical complications of diabetes. Compared with
single-beam spectra, absorbance spectra generally facilitate
the development of linear calibration models and remove
nonanalyte spectral variance if background spectra provide
good match to sample matrix. However, the mismatch be-
tween sample and background spectra can be so severe in
complex matrix like blood that it seriously degrades analyti-
cal performance. The work presented here demonstrates the
potential of ultraﬁltrate glucose measurements by analyzing
samples collected from bovine blood, and further compares
the single-beam and absorbance spectra on quantiﬁcation
ability.
Blood samples were obtained from ten cows from a local
abattoir immediately after each animal was sacriﬁced. The
blood was stored with EDTA as an anticoagulant and then
passed through a KrosFlo hollow ﬁber ultraﬁltration module
coupled with a Materﬂex peristaltic pump. In all, 100 stan-
dard solutions were prepared from the collected ultraﬁltrate
and these samples were prepared with randomized concen-
trations of glucose, urea, and triacetin. NIR spectra were col-
lected over the combination spectral region of the near in-
frared spectrum with Nicolet Nexus 670 Fourier transform
spectrometer.Bothsingle-beamandabsorbancespectrawere
used to build partial least-square (PLS) calibration mod-
els for glucose and urea. Results demonstrate excellent cal-
ibration performance for measuring glucose and urea from
single-beam and absorbance spectra. Correlations between
pure component spectra and the corresponding PLS regres-
sion vectors indicate that the calibration models built from
single-beam and absorbance spectra are based speciﬁcally on
glucose spectral information. Furthermore, a pure compo-
nent selectivity analysis conﬁrms the selectivity of these cali-
bration models.
NIR PROCESS MONITORING OF DILUTED
MULTICOMPONENT AQUEOUS SOLUTIONS
EugeneShalyt,GuangLiang,NormanWeeks,
andPeterBratin
ECITechnology,60GordonDrive,Totowa,NJ07512,USA
NIR process monitoring is a proven technology widely used
in multiple industries. The most successful applications are
related to moisture analysis, as well as analysis of concen-
tratedorganicmaterialsinsolidformornonaqueousliquids.
NIR analysis of diluted multicomponent aqueous solutions
presents multiple challenges.
(i) Spectra are dominated by water features.
(ii) Analyzed components do not have their own spectral
features and provide small shifts of water spectra.
(iii) Shiftsofwaterspectraduetochemicalchangesarevery
similar and typically smaller in magnitude than shifts
related to temperature changes.
(iv) Eﬀectsfordilutesolutionsareusuallyonthenoiselevel
of commercial instruments.
This presentation will describe multiple application of
NIR for closed loop control of blending and wet processing
operations in semiconductor industry.
REAL-TIME CONTROL OF MICROREACTORS BY
RAMAN SPECTROSCOPY
FrankInscoreandPaulMaksymiuk
RealTimeAnalyzers,362IndustrialParkRd#8,Middletown,
CT06457,USA
For more than half a century, the chemical manufacturing
industry has produced commodity chemicals by scaling up
1-liter laboratory syntheses to million gallons per year pro-
ductions. In the past few years, a new approach to chemi-
cal manufacturing is emerging, that is numbering-up. This
new approach is based on two recent developments, parallel
synthesis employed in combinatorial chemistry, and small-
scale reactors that utilize the high surface-to-volume ratio
at the nano- and microscales to improve chemical reactivity
and selectivity. Many researches have shown that microreac-
tors oﬀer a number of advantages over traditional large-scale
reactors, principally increased control of reaction pathways
and hence product choice and yield. This is particularly true
in the pharmaceutical industry where only small-scale syn-
thesis is required until clinical trials are complete; at which
time full-scale production needs to be accomplished in the
shortest possible period. One of the most often used reaction
steps during the synthesis of pharmaceuticals is protecting
carboxylic acid groups by esteriﬁcation. We have been devel-
oping Raman spectroscopy as a novel analytical tool to mon-
itor and control chemistry in such small-scale reactors. Here,
we will present Raman spectra of the esteriﬁcation of ben-
zoic acid, an important pharmaceutical reaction performed
in a 5mL continuous loop reactor, as well as rapid formula-
tion development of a specialty sol-gel/polyethylene ﬁber.
AUTOMATED CONCENTRATION AND QUANTITATIVE
TRANSFER TO REDUCE SAMPLE HANDLING
JeffreyWiseman,JenniferSalmons,andKevinKelly
J2Scientiﬁc,LLC,1901PennsylvaniaDrive,SuiteC,Columbia,
MO65202,USA
Many sample preparatory processes involve concentration at
one or more steps. Traditional concentration systems vary in
their amount of automation and ﬁnal volume precision.
A new concentration system oﬀers a ﬂexible platform to
meet the varied concentration needs of laboratories. The sys-
tem can be programmed to process up to 72 samples with-
out user intervention. Sample volumes from hundreds to a
few milliliters can be concentrated. Level sensors are utilized
to constantly control the sample volume during processing.
Flexible endpoint and quantitation options allow the user
to program the system based on the target analyte list. The
sample is then transferred to a vial ready for analysis. Pro-
grammable rinses are performed prior to the next sample.64 Journal of Automated Methods and Management in Chemistry
This presentation shows the ability of a single concentra-
tion system to conduct multiple steps and decrease sample
handling.
LAB-ON-A-CHIP SENSORS WITH HAND-HELD
INSTRUMENTATION FOR QUALITY CONTROL OF
DRINKING WATER IN MUNICIPAL DISTRIBUTION
SYSTEMS: MANAGING CHLORAMINATION AND
PREVENTION OF NITRIFICATION
GlennB.Martin
Sensicore,755PhoenixDr.,AnnArbor,MI48108,USA
Insuring the quality of our drinking water is becoming an in-
creasinglyimportant andchallengingmandateformunicipal
water plant operators. Among today’s most pressing issues
are
• meeting tighter regulatory limits for disinfection by
products (e.g., carcinogens);
• making and managing the shift from free chlorine to
chloramination;
• collecting a more detailed analytical proﬁle of the dis-
tribution system;
• managing and acting on real-time ﬁeld data.
To help meet these challenges, we have developed an
electrochemical lab-on-a-chip sensor technology and associ-
atedinstrumentation.Thistechnology,consistingofanarray
of potentiometric, amperometric, and conductance sensors,
delivers a water proﬁle with 8 measured parameters and 6
calculatedresultsinlessthan5minutes.Includedintheanal-
ysis are pH, calcium hardness, carbon dioxide, free chlorine,
total chlorine, ammonia, conductivity, and ORP.
An important application of this technology is monitor-
ingtheparametersnecessarytopreventnitriﬁcation.Theuse
of chloramination, chlorine combined with ammonia, is in-
creasingly being used as the residual disinfectant. A diﬃculty
with the use of monochloramine is that it decomposes, as
it passes through the distribution system, thereby liberating
ammonia. The loss of monochloramine along with increas-
ingammonialevelsproducesconditionswhichareconducive
to the microbial growth. In a process known as nitriﬁcation,
these microbes convert ammonia to nitrate. Once nitriﬁca-
tion begins, microbial growth accelerates rapidly, but with
frequent monitoring for key parameters, operators can ad-
just water chemistry appropriately, thereby preventing nitri-
ﬁcation.
NEW AUTOMATED ATOMIC FORCE MICROSCOPE:
THE NANOSURF NANITE AFM
SebastianKossekandRobertSum
NanoscienceInstruments,9831S.51StStreet,SuiteC119,
Phoenix,AZ85044,USA
NanoscienceInstrumentsannouncesthereleaseoftheNano-
surf Nanite automated AFM. Swiss-based Nanosurf AG, in-
novators and makers of the most compact and easy-to-use
atomic force microscopes (AFMs) on the market, have ap-
plied their inventive designs to the challenge of automated
multiple measurements—the result is a new easy-to-use
AFM that gives you true walk away from time. The Nanite’s
batch programming, scripting capability, and motorized
X/Y/Z stage make it possible for users to prepare a series
of routine measurements and leave the microscope to mea-
sure on its own. So, whether your process requires nanoscale
measurements at random points on a large surface, or on
multiple samples in a reproducible location, the batch-
programmable Nanite AFM is up to the task.
The Nanite’s patented electromagnetic scanners guaran-
tee precise and highly linear movement for reliable quality-
control measurements and statistical analysis. The integrated
Nanosurf report software aids in quick, eﬃcient evaluation
and comparison of roughness, particle count and size dis-
tribution, and step heights. Typical applications range from
coatings, polymers, fabrics, and ﬁbers to semiconductors,
wafers, optical, and holographic surfaces as well as data stor-
age.
The Nanite AFM has a ﬂexible adaptive design. Its scan
head incorporates a highly accurate, quick-release mount for
easy adaptation to other surface analysis instruments.
As with all Nanosurf AFMs, the Nanite features fast and
simple AFM probe exchange due to prealigned optics that
completely eliminate the need for manual laser or detector
alignment, drastically reducing setup time. And you will ap-
preciate the Nanite’s on-board video camera which observes
the AFM cantilever and sample from above and from the
side, making probe positioning easy.
We invite you to experience for yourself the high pre-
cision and user friendliness of the new automated, batch-
programmable Nanosurf Nanite AFM.
A NEW FULLY AUTOMATED POLYMER VISCOMETER
DESIGNED TO COMPLETELY AUTOMATE THE MANUAL
STEPS IN SOLUTION VISCOSITY TESTING
LucyInnes
RHEOTEKUSA,1710MahoganyRunDrive,Lagrange,
KY40031,USA
RHEOTEK USA presents a breakthrough in polymer viscos-
ity testing. Current manual solution viscosity measurements,
with their inherent inaccuracies and variability, often lead
to costly retests and production delays when laboratory data
and manufacturing data diﬀer. RHEOTEK USA, in conjunc-
tion with ISO 17025 accredited laboratory Poulten Selfe and
Lee Ltd., has identiﬁed the common variability in solution
viscosity test methods. RHEOTEK has developed a robust,
fully automated, laboratory practice to measure solution vis-
cosity (IV) correctly at the ﬁrst time, and every time.
Together, we will journey through a case study con-
cerning the ASTM D 4603 method determination of IV
of poly(ethylene terepthalate). Our discussion will in-
clude sample preparation using weight-to-volume versusPeter B. Stockwell 65
weight-to-weight methods, sample dissolution time versus
temperature, low molecular weight polymers versus high
molecularweightpolymers,surfaceareaofthepolymersam-
ples, and insoluble matter. We will also discuss how to design
in-house studies to determine the variability of the viscosity
measurement, the variability of the sample preparation, and
the variability of the sample itself and how our automated
polymer viscometer can solve your current and future solu-
tion viscosity testing needs.
ADVANCED LABORATORY SAMPLE DELIVERY
AUTOMATION WITH RFID
JonathanRichter
BaytekInternational,3700BayAreaBlvd,Suite100,Houston,
TX77058,USA
W h i l ev a s ti m p r o v e m e n t sc o n t i n u et ob em a d ei nt h ea r -
easoflaboratoryautomation,procedures,andworkﬂow,im-
provements in eﬃciency and quality seem to be occurring in
smaller and smaller increments. It is as if there were a glass
ceiling beyond which no lab can improve. The good news,
however, is that this is a false ceiling. What is lacking is an in-
novativeapproachandperspectiveonlaboratoryautomation
and sample delivery within the lab. By combining a fresh ap-
proach with the correct technologies, such as RFID, labora-
tories can again make procedural and automation improve-
ments that will bring both signiﬁcant advancements in eﬃ-
ciency and impressive enhancements in quality to the labo-
ratory.
NEW AUTOMATED KARL FISCHER
EVAPORATOR SYSTEMS
JohnMacFarlane,HajimeTakahashi,KoujiYamato,
andMomokoNagaya
JMScience,Inc.,P.O.Box250,355LangBlvd.,GrandIsland,
NY14072-0250,USA
Karl Fischer titration remains one of the most widely used
methodsformeasuringmoistureacrossmanyindustries.De-
spite the high selectivity of Karl Fischer (KF) reagents to-
ward water, there are several compounds that react with KF
reagents besides water. Evaporators or ovens are typically
used to overcome these shortcomings as well as analyzing
diﬃcult samples such as various solids, powders, polymers,
greases, and fatty products. However, such evaporators can
only be used manually and thus they are tedious and time-
consuming.Fortestinglabswithheavysampleworkloads,an
automated KF-evaporator system would be extremely useful
to maximize sample throughput.
In this report, we describe the improvement in the au-
tomation of the KF analysis of samples that are both diﬃcult
to analyze along with those with interfering substances. Data
from a wide range of samples will be presented.
ONLINE MICRODIALYSIS WITH THREE-MINUTE
TIME RESOLUTION USING AN EC DETECTOR WITH
QUADRUPLE CELL CONTROL
Hendrik-JanBrouwer,LusivanHeerwaarden,
MartinEysberg,andNicoReinhoud
AntecLeyden,Industrieweg12,Zoeterwoude,
ZH2382Nv,Netherlands
A method has been developed for improved time resolu-
tion in online microdialysis shown in Figure 16. The method
was developed for analyzing responses such as neurotrans-
mitter release that take place within 30 minutes. Conven-
tional microdialysis sampling once every 10 or 20 minutes
is not enough to describe the release accurately. Analysis of
dopamine (DA) and serotonin (5-HT) with 3-minute time
resolution has been achieved. The HPLC system can also be
used for analysis of noradrenalin (NA) together with DA and
5-HT using 2 columns with diﬀerent mobile phase for the
analysis of NA. The same hardware can also be used for anal-
ysis of microdialysates from 3 or 4 animals in parallel. Be-
cause only one detector and one pump are used, the system
uses a small footprint. Detection limits improve with higher
injection volume and they are between 20–100pmole/L for,
respectively, 10-2μL injections.
MULTICHANNEL ONLINE MICRODIALYSIS USING
AN EC DETECTOR WITH TRIPLE CELL CONTROL
Hendrik-JanBrouwer,LusivanHeerwaarden,
MartinEysberg,andNicoReinhoud
AntecLeyden,Industrieweg12,Zoeterwoude,
ZH2382Nv,Netherlands
A method has been developed for multichannel online mi-
crodialysis, which is particularly useful when experiments
must be replicated for statistical relevance. The method uses
three HPLC columns in parallel integrated in one DECADE
II electrochemicaldetector withtriple cellcontrol (TCC). An
example is shown for analysis of serotonin in an online mi-
crodialysis simulation using dialysis probes (Figure 17).
OLFACTORY NUISANCE MONITORING WITH RQ BOX
WIRELESS DEVICES NETWORK
MichelManachandGeorgeFoster
AlphaMOS,7502ConnelleyDrive,Suite110,Hanover,
MD21076-1705,USA
Purpose
In order to assess olfactory nuisances produced by industrial
plants (sewage, composting, landﬁll, petrochemical plants,
livestock carcass-quartering sites), reference methods often
involve human olfaction.
The electronic nose is a well-established instrument in
the laboratory setting or in quality control where it is used to
performvariousvolatileorganiccompound(VOC)oraroma
analysis.66 Journal of Automated Methods and Management in Chemistry
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Figure 16: Conﬁgurations for parallel analysis. The system on the left is designed for analyzing NA and DA (or DA and 5-HT). The system
on the right is designed for analysis of NA, DA, and 5-HT. In that case, two columns are used for NA/DA, and the other two for DA/5-HT.
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Figure 17: Samples from three online microdialysis experiments
are injected simultaneously and analysed in parallel.
I no r d e rt oo ﬀer continuous and real-time monitoring of
olfactory nuisances, speciﬁc sensor array devices have been
developed. This small-sized equipment (RQ box as air qual-
ity box) includes several complementary sensor arrays in or-
dertodetectvolatilechemicals,solvents,andodorswithded-
icated databases.
Method
The network installed in a leading European landﬁll com-
pany will be presented. The results correlated with the stan-
dardized method (EN 13725) will be detailed.
Conclusion
This new generation of electronic nose devices dedicated to
environmental olfactory nuisances is eﬃciently used for im-
proving the quality and safety of industrial VOC emissions.
ACKNOWLEDGMENT
Thanks to real-time measurement ability and wireless com-
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FIELD TRIAL RESULTS OF A MULTISPECIES
ANALYZER FOR MONITORING ATMOSPHERIC LEVELS
OF METHANE AND CARBON DIOXIDE
EricR.Crosson
Picarro,Inc.,480OakmeadParkway,Sunnyvale,
CA94085,USA
Methane (CH4), water vapor (H2O), and carbon dioxide
(CO2) are collectively responsible for the majority of the
earth’s greenhouse eﬀects. Robust instrumentation that
could measure these gases with both high accuracy and high
precision would reduce the uncertainty in the determination
ofterrestrialsourcesandsinksofthesedominantgreenhouse
gases, resulting in improved predictive models and a better
understanding of the human contribution to global warm-
ing.
Current atmospheric measurement instrumentation has
been exposed to problems related to the dependence of its
readings on operating temperature and operating pressure.
Many need frequent zero and span calibrations, which re-
quires keeping and maintaining gas cylinders with zero air
and standard gas mixtures for CO2, and dew point genera-
tors for water at each measurement site. In addition, many
cannot easily be simultaneously calibrated from site to site to
the level of accuracy required for use in atmospheric inver-
sion studies.
In this paper, we present results from ﬁeld trials of a
newly available analyzer, based on cavity ring-down technol-
ogy, capable of performing, in a single instrument, atmo-
spheric inversion measurements of CO2,C H 4,a n dH 2O. The
instrument is designed such that it does not require frequent
calibrationandmaintainshighlinearity,precision,andaccu-
racy for long periods of time, over changing environmental
conditions,withlittleornosamplepreparation.Deployment
of this analyzer could reduce operating costs and greatly im-
prove the accuracy of greenhouse gas measurements, world-
wide.Peter B. Stockwell 67
ARSENIC SPECIATION IN ATMOSPHERIC
TOTAL SUSPENDED PARTICLES USING ATOMIC
FLUORESCENCE SPECTROMETRY
WarrenT.Corns,DanielSanchez-Rodas,
PeterB.Stockwell,andVanesaOliveira
PSAnalytical,ArthurHouse,CrayﬁeldsIndustrialEstate,
MainRoad,Orpington,KentBr53Hp,UK
An arsenic speciation study was performed using air ﬁl-
ters on which total suspended particles (TSPs) were col-
lected from the city of Huelva, a medium size city with
huge industrial inﬂuence in SW Spain. Diﬀerent extraction
procedures were performed using water, NH2OH·HCl and
H3PO4 solutions with either microwave or ultrasonic radi-
ation. The optimal extraction procedures were found to be
with the use of 100mmol L−1NH2OH·HCl and 10mmol
L−1H3PO4 with microwave radiation for 4 minutes. High-
performance liquid chromatography coupled with hydride
generation and atomic ﬂuorescence spectrometry (HPLC-
HG-AFS) was employed for the determination of arsenic
species. The average extraction eﬃciency for air ﬁlters col-
lected on a monthly basis (n = 12) was found to be 94%
and 86% with NH2OH·HCl and H3PO4,r e s p e c t i v e l y .O n l y
inorganic arsenic species (arsenite and arsenate) were de-
tected. The annual mean arsenite and arsenate concen-
trations were found to be 1.2 +/− 0.3ngm−3 and 10.4
+/− 1.8ngm−3, respectively. Arsenate levels were found to
be more variable with maximum concentrations reaching
30.6ngm−3.The high level of arsenic species in the TSP sam-
ples can be related to a copper smelter located in the region.
MATHEMATICAL MODELING OF
CHRONOPOTENTIOMETRY FOR ION-SELECTIVE
MEMBRANES
ErnoLindnerandRichardBuck
DepartmentofBiomedicalEngineering,
UniversityofMemphis,330EngineeringTechnology,
Memphis,TN38152,USA
The detection limit of most ion-selective electrodes (ISEs) is
around 10−6 M. Recently, it was discovered that the detec-
tion limit is controlled by minor ionic ﬂuxes, that is, leaching
of ions from the membrane into the sample solution. This
leaching increases the ion concentration at the surface of the
sensing membrane compared to the sample bulk. Among
other approaches, the application of a small galvanostatic
current,whicheliminatestheﬂuxofionsintothesample,has
been used to prevent ion leaching and improve the detection
limitofISEs.Inthiswork,amathematicalmodelispresented
to describe the eﬀect of a constant current on ion-selective
membranes.Fromthismodel,wecanpredictthetimecourse
of the membrane potential and the electric ﬁeld inside the
membrane following the application of the current. We can
also predict how the ionophore and ionophore-ion com-
plex concentrations vary with space and time within the
membrane. In Figure 18, a set of concentration proﬁles are
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Figure 18: Valinomycin concentration proﬁles inside the mem-
brane at several time instances.
shown, representing the time-dependent concentration po-
larization of the ionophore valinomycin in the cross-section
of a 0.2mm thick potassium-selective membrane upon the
application of 5nA/cm2 current. To conﬁrm the simulated
concentration proﬁles, they are compared to experimental
concentration proﬁles observed using spectra electrochem-
ical microscopy.
Another application of these simulations is with larger
currents used to characterize the membrane composition.
The chronopotentiometric transients show a characteristic
breakpoint when either the free ionophore or the ionophore
complex reaches zero concentration at one of the phase
boundaries. The model can predict when the breakpoint oc-
curs and its dependence on the membrane composition and
experimental conditions.
In conclusion, this model provides quantitative descrip-
tionofthemembraneprocessesinsideanion-selectivemem-
branewhencurrentisapplied,andpredictsthetimerequired
to obtain adequate voltage stability.
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PROFILING PRIMARY FATTY ACID AMIDES IN
MAMMALIAN TISSUE: LC/MS VERSUS GC/MS
KristinM.AdamsandMitchellE.Johnson
DuquesneUniversity,308MellonHall,600ForbesAvenue,
Pittsburgh,PA15282,USA
The amount of primary fatty acid amides (PFAMs) in a par-
ticular mammalian tissue can be determined by using liquid
chromatography with atmospheric pressure chemical ion-
ization mass spectrometry (LC/APCI-MS) for a secondary
separation and analysis. Folch-Pi extraction done to remove
PFAMs from tissue also removes other classes of neutral
lipids. Because the raw extract is too complex to allow for
trace analysis of PFAMs, the extraction is followed by solid
phaseextraction(SPE)toseparatethePFAMsfromtheother
classes.Itisimpossibletodistinguishthepositionofadouble68 Journal of Automated Methods and Management in Chemistry
bond in the PFAMs by just doing one dimension of MS.
So another separation is needed to individually separate the
PFAMs before analysis. Standards are used to determine the
elution order. Detection limits are around 20fmol. For com-
parison, a gas chromatography mass spectrometry (GC/MS)
method has previously been developed by Sultana with de-
tection limits around 100fmol. The sample preparation is
the same for the GC method as the LC/MS except that an
extra derivatization step is needed before analysis. A variety
of mammalian tissues have been analyzed by both methods
to determine which PFAMs are present in a variety of mam-
malian tissues.
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APPLICATION OF MICROFABRICATION
TECHNIQUES FOR THE DEVELOPMENT OF
A MINIATURIZED ASV SYSTEM
ThomasJ.Roussel,JohnNaber,KevinWalsh,
RichardBaldwin,andRobertKeynton
UniversityofLouisville,BelknapResearchBuildingRoom359,
2,Louisville,KY40208,USA
Anodic stripping voltammetry (ASV) is well established as
a highly sensitive instrumental method ideally suited for
heavy metal analysis. In this work, our goal has been the de-
velopment of a miniaturized, battery-powered ASV device
which could work unattended and determine, both quali-
tatively and quantitatively, heavy metals (e.g., Cd2+,C u 2+,
Hg2+,P b 2+) in drinking and waste waters. In particular, we
want to examine the use of modern microfabrication tech-
niques in order to optimize the electrode design and perfor-
mance for practical ASV applications.
Our prototype device consists of a ﬂow-through system
with a high-surface-area microfabricated electrode for metal
preconcentration and downstream electrodes for detection.
The preconcentrating electrode is fabricated by sputtering a
gold ﬁlm (tantalum underlayer for adhesion) onto an oxi-
dized silicon wafer which is then patterned photolithograph-
ically to provide the desired shape and dimensions. Sub-
sequently, 10–50μm holes, in varying densities, are etched
through the wafer by deep reactive ion etching in order to
form a ﬂow-through mesh. Downstream electrodes are cre-
ated in a separate operation. Overall, this approach permits
convenient control and variation of electrode area, shape
and spacing, the size and density of ﬂow-through channels,
and other structural features to obtain optimum ASV per-
formance. Although microfabrication procedures are best
suited for the formation of Au or other metallic electrodes,
postfabrication modiﬁcation to more ideal ASV electrode
materials such as Bi or boron-doped diamond is possible.
ACKNOWLEDGMENT
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DEVELOPMENT AND OPTIMIZATION OF
NANOSCALE ARCHITECTURES FOR ENHANCED
ELECTROANALYTICAL METHODS
TimothyM.PaschkewitzandDonaldM.Cannon
DepartmentofChemistry,UniversityofIowa,433Chemistry
Building,230N.MadisonAvenue,IowaCity,IA52242,USA
Miniaturization in the ﬁeld of analytical chemistry contin-
ues to advance measurement capabilities in the biomedical
sciences by enlightening our knowledge of complicated bi-
ological systems. Novel nanoelectrode fabrication technolo-
gies have been developed that will provide higher-spatial
and faster-temporal measurements of small molecules asso-
ciated with cellular function, speciﬁcally, those involved in
neuronal communication. We have developed a method us-
ing focused ion beam (FIB) to mill through insulating lay-
ers of poly(methylmethacrylate) (PMMA) to fabricate nano-
electrode templates. FIB milling is a technique that provides
precise spatial control of nanoscale fabrication. Such control
allows for fabrication of single pore electrode templates as
well as multiple pore array templates. Electroless decoration
of milled PMMA with gold is used to fabricate several types
ofnanoelectrodeelementssuchasinlaiddisks,recessedwells,
andfree-standingwires.Enhancementofspatiotemporalres-
olution is a direct result of restricted diﬀusion and molecular
conﬁnement at nanoscale electrochemical elements. Pure ra-
dial diﬀusion at each electroactive element of fabricated ar-
rays can be achieved by precise control of spacing, size, and
density of nanopores milled in the array template. In situ
characterization of these templates and electrode architec-
turesisperformedusingSEMimaging.Nanoelectrodearrays
(NEAs) and single nanoelectrodes are further studied using
cyclic voltammetry and ultra sensitive optical microscopy.
Preliminary cyclic voltammograms of single nanoelectrode
template constructs have shown promise for electrochemical
detection at such small scales (Figure 19). Optimization of
this system lends itself to eventual integration into nanoﬂu-
idic devices and coupling with lithographic techniques to in-
crease spatial control for electrogenerated chemiluminescent
events and single-cell handling and analysis.
DEVELOPMENT OF INTEGRATED CONTROL SYSTEM
FOR MULTIPLE-SCANNING-PROBE MICROSCOPY
HiguchiSeiji,KomatsubaraTakashi,LaurentOlivier,
NakayamaTomonobu,OboriKenichi,
andYoshiokaSeiichiro
HoribaJobinYvon,2Miyanohigashi,Kissoin,Minami-Ku,
Kyoto601-8510,Japan
Nanometer-scale electronic devices have been proposed and
fabricatedsofarusingvariousnanomaterials.Forthecharac-
terization of signal transport (of electrons, ions, etc.) in such
nanometer-scale devices, a multiple-scanning-probe micro-
scope (MPSPM) which has more than two independentlyPeter B. Stockwell 69
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Figure 19: Cyclic voltammogram using ∼55nm rad. Single nanop-
ure template: (A) 0.1M potassium nitrate background scanned at
0.1V/s; (B) 2mM potassium hexachloroiridate in 0.1M potassium
nitrate scanned at 0.1V/s.
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Figure 20: Simultaneously measured four STM images using four
independent probes. The sample used here was the Pt/Si surface.
Whitearrowsindicatesomeofthecharacteristicfeaturesonthesur-
face. Vtip = −2.0V, Iref = 300pA, Scan area: 7800 × 7800nm.
controlled probes would be a promising tool. In comparison
with a normal SPM, the development of an MPSPM requires
many additional functions. One of the important functions
is to know the positional relationship between the probes on
the nanometer scale. This function would be needed to avoid
crashingintoeachprobeandtoﬁndthenanostructurewhich
is to be measured. For this purpose, several approaches have
been reported so far. We have achieved simultaneous image
acquisition by multiple probes and applied image recogni-
tion to automatically depict the overlapped areas between
four images. A home-built quadruple-scanning-probe tun-
neling microscope (QSP-TM) which works in air is used for
evaluation of the system.
In this presentation, we show recent development of our
integrated control system which enables us to know the posi-
tional relationship between four probes on a sample surface
withsimpleandeasyoperation.Wehaveachievedsimultane-
ous imaging on a Pt coated Si surface using multiple probes,
and we have applied image recognition functions to auto-
matically visualize the overlapped areas between each image
(Figure 20).
PROCESS ANALYSIS WITH RAMAN SPECTROSCOPY:
EXPANDING THE APPLICATION’S HORIZON
IanR.Lewis,BryanBowie,DavidStrachan,
KevinL.Davis,MarkS.Kemper,andMaryannEhly
KaiserOpticalSystems,Inc.,371ParklandPlaza,AnnArbor,
MI48103,USA
The last 15 years have seen tremendous advances in the in-
strumentation for Raman spectroscopy. Three of these ad-
vances have been a reduction in the size of instrumentation,
an increase in analyzer sensitivity, and the availability of ﬁber
optic probes for remote analysis. These advances opened the
door for process measurements using nondestructive, chem-
ically speciﬁc, remote Raman spectroscopy. In this presen-
tation, the next generation of developments in Raman ana-
lyzers will be discussed. These developments have expanded
the applications space for Raman spectroscopy. Novel pro-
cess monitoring and control applications opportunities rele-
vanttothechemical,polymer,andpharmaceuticalindustries
will be shown.
CHARACTERIZATION OF POLYCYCLIC
AROMATIC HYDROCARBON DERIVATIVES
USING LC/MS TECHNIQUES
KrishnaL.Foster
DepartmentofChemistryandBiochemistry,CaliforniaState
University,LosAngeles,5151StateUniversityDr.,
LosAngeles,CA90032,USA
Polycyclic aromatic hydrocarbons (PAHs) are carcinogenic
pollutants formed in incomplete combustion processes, in-
cluding the burning of fossil fuels. They have been care-
fully monitored in environmental water, air, and soil sam-
ples for decades. Less attention has been paid to the char-
acterization of oxidized PAH derivatives in the environ-
ment, primarily because standard analysis techniques do
not have the required sensitivity and selectivity. This paper
will present quantitative and sensitive liquid chromatogra-
phy mass spectrometry (LC/MS) methods for the detection
of benzo[a]pyrene quinones in environmental samples. It
will discuss complimentary LC/MS/MS experiments that en-
hance the speciﬁcity of this analytical technique. Figure 21
presents the APCI-MS chromatograph of BaP-1,6-quinone,
BaP-3,6-quinone,andBaP-6,12-quinonestandardsdissolved
inmethylenechlorideobtainedusinga70 : 30methanol:wa-
ter isocratic eluent transferred through the 30◦Cc o l u m na t
1.100mL/min. For this experiment, the APCI head operated
in the positive ion mode at 500◦C while applying 6.0kV to
the needle. Chemometrics were employed to determine the
optimal operating conditions. The 3-sigma limit of detec-
tion of BaP-1,6-quinone is 4ng/mL, and a linear calibration
has been performed over four orders of magnitude. Results
for the analysis of BaP-3,6-quinone and BaP-6,12-quinone
are comparable. These techniques can be used to elucidate
the primary mechanism of BaP photodegradation in com-
plexmedia,andcharacterizeBaP-quinonesinenvironmental70 Journal of Automated Methods and Management in Chemistry
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Figure 21: APCl-MS chromatograph of benzo[a]pyrene (BaP) and
three benzo[a]pyrene quinones in a methylene chloride solution.
Peak assignments are (1) BaP-1,6-quinone, (2) BaP-3,6-quinone,
(3) BaP-6,12-quinone, and (4) benzo[a]pyrene.
samples. This study can also be used as a foundation for de-
veloping quantitative techniques for the characterization of
not only other PAH degradation products, but also similar
compounds of great signiﬁcances to environmental, indus-
trial, and pharmaceutical applications.
DEVELOPMENT AND APPLICATION OF
QUANTITATIVE REAL-TIME FIELD-DEPLOYABLE
AEROSOL MASS SPECTROMETERS FOR THE ANALYSIS
OF SUBMICRON PARTICLES
Jose-LuisJimenez,AchimTrimborn,AllisonAiken,
DonnaSueper,DouglasR.Worsnop,EdwardDunlea,
EikoNemitz,IngridUlbrich,JoelR.Kimmel,
JohnA.Huffman,JohnT.Jayne,KathrinFuhrer,
KennethDocherty,MarcGonin,PeterF.DeCarlo,
QiZhang,andThomasHorvath
UniversityofColorado,Boulder,Ucb216,CiresBuilding,
Room318,Boulder,CO80309-0216,USA
Aerosols (small particles suspended in air) play major roles
in climate and the hydrological cycle, as well as on human
health eﬀects, visibility degradation, and deposition of acids,
toxics, and nutrients to ecosystems. Aerosols are also used in
material manufacturing, nanotechnology, and pharmaceuti-
cal drug delivery. The properties and eﬀects of aerosols are
strongly dependent on one extensive property (their concen-
tration) and 3 intensive properties: size, chemical compo-
sition, and physical shape (or morphology). The measure-
mentofatmosphericaerosolsisdiﬃcultduetotheirinherent
complexity, as well as to the large variability of their proper-
ties in space and time. The past decade has seen the emer-
gence of several methods capable of determining the size and
chemical composition of aerosol particles in real time using
mass spectrometry. The aerodyne aerosol mass spectrometer
(AMS) is currently the most widely used instrument of this
type.
This presentation will focus on four new instrumental
and data analysis techniques for aerosol ﬁeld measurements
with the AMS. (a) A high mass resolution aerosol mass spec-
trometer has been developed, which allows for the separa-
tion of fragments with the same integer mass. (b) A ther-
modenuder (TD) + AMS combination has been developed
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to obtain correlated volatility-chemistry determination. (c)
A system for the measurement of chemically resolved eddy
covariance aerosol ﬂux measurements has been developed
using the AMS. (d) A factor analysis technique has been de-
veloped for characterization of the organic aerosol compo-
nents based on the entire organic mass, rather than on trac-
ers (Figure 22). The basis of the technique and its applica-
tion to the analysis of ambient particles at multiple urban,
rural, and remote locations in the Northern Hemisphere will
be discussed.
IDENTIFICATION OF IMPURITIES AND DEGRADATION
PRODUCTS IN DRUG SUBSTANCES
BirendraN.Pramanik
Schering-PloughResearchInstitute,
2015GallopingHillRoad,Kenilworth,NJ07033,USA
With advancement in ionization methods and instrumenta-
tion, mass spectrometry has become a powerful technology
for the characterization of pharmaceuticals. This presenta-
tion will give an overview on approaches and strategies for
the identiﬁcation of unknowns in drug substances by mass
spectrometry. Examples will include structural analysis of
trace-levelprocessimpuritiesinsteroidandotherbulkdrugs,
anddegradantsidentiﬁcationsindegradationstudiesofdrug
substances.
AUTOMATION AND INFORMATICS TO PROFILE
DEGRADATION PRODUCTS
RobynRourick
Kalypsys,Inc.,10420WateridgeCircle,SanDiego,
CA92121,USA
Asleadcompoundsareprogressedintoaregulatedmanufac-
turingenvironment,analyticalseparationsmustevolvetoac-
curately track the process. In addition to reactants and prod-
ucts, a strong drug substance method will also monitor thePeter B. Stockwell 71
degradation proﬁle of the target compound. The generally
accepted technique for determining the required resolution
of a separation involves subjecting the target compound to
aggressiveenvironmentstoforcethedegradationofthecom-
pound. The process of generating degraded samples, reduc-
ing data, and collating results is time- and labor-intensive.
We have implemented techniques and approaches aimed at
softening the personnel resources dedicated to this work.
We will demonstrate an automated platform which al-
lows for exposure of compounds in 96-well plates to acid,
base, and temperature conditions. This platform allows for
the rapid generation of samples in support of this work. The
degradation methods are simple to implement and modify,
allowing a wide variety of conditions to be examined.
Additional advances were made in the data analysis and
interpretation of the separation data. Analysis tools are still
in the early stages but promise great utility. Storage of con-
ditions, retention times, and other useful data in a database
allows for data-driven decisions around separation enhance-
ment. The data also provide a backdrop of information rele-
vant during method transfers to CMO/CROs or during pro-
cess improvements. These reduce method development and
qualiﬁcation hurdles.
DETECTION AND MAPPING OF FINGERPRINTS
BY MICROLIBS
RobertFedosejevs,MichaelT.Taschuk,andYingY.Tsui
DepartmentofElectricalandComputerEngineering,
UniversityofAlberta,Edmonton,Alberta,CanadaT6G2V4
We are currently investigating the detection and mapping
of latent ﬁngerprints using micro laser-induced breakdown
spectroscopy (MicroLIBS). MicroLIBS utilizes pulse energies
of the order of 100mJ or less in order to minimize dam-
age to the surface under investigation and minimize crater
size which in turn maximizes spatial resolution. Latent ﬁn-
gerprints which arise from the transfer of skin oils from a
ﬁngertip to a surface can be easily detected by the presence
of sodium line emission from salt contained in the oil. LIBS
oﬀers an alternative to the traditional optical methods (typ-
ically ﬂuorescent imaging) used to detect ﬁngerprints as it
directly detects the elemental signature of the latent ﬁnger-
print. Recent work by Lopez-Moreno et al. has demonstrated
the possibility of detection of human ﬁngerprints at a dis-
tance of 30m using 350mJ Nd:YAG laser pulses [1].
In the current report, the detection and detailed map-
pingofﬁngerprintsbyMicroLIBSaredemonstratedusing80
microJoule 400nm and 5micorJoule 266nm frequency con-
verted Ti: Sapphire laser pulses. 2D imaging of regions of a
ﬁngerprint on a Si wafer is demonstrated. The imaging can
be carried out by either looking at the sodium emission from
the ridges of the ﬁngerprint or the substrate emission sig-
nal, silicon in this case, from the valleys of the ﬁngerprint.
The thickness of the latent ﬁngerprint ridges is found to be
enough to suppress the line emission from the Si substrate
when using low-energy femtosecond laser pulses. The emis-
sion scaling and optimum conditions for ﬁngerprint detec-
tion are under study and will be reported.
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SPECTRAL MODELING AS A MEANS OF OBTAINING
CALIBRATION-FREE ANALYSIS IN LASER-INDUCED
BREAKDOWN SPECTROSCOPY
BruceL.ChadwickandDougG.Body
LaserAnalysisTechnologies,23/200CanterburyRd,
Bayswater,Victoria3153,Australia
It has been demonstrated that within certain accuracy, it is
possible to ﬁnd the composition of a laser-induced plasma
using computational methods and applying no calibration
standards. A number of manuscripts dedicated to devel-
opment of absolute analysis or so-called “calibration-free”
methods have been published in the past several years. Simi-
lartothepreviouslyreportedworks,themodelwedeveloped
is based on the local thermal equilibrium (LTE) assumption
and takes plasma temperature, plasma electron density, as
well as the characteristics of atomic emission transitions as
main input parameters. Using these parameters, we model
the plasma emission spectra and predict the sample compo-
sition using a proposed calibration-free algorithm.
The model uses an atomic emission lines database to cre-
ate a theoretical emission spectrum of selected elements for
deﬁned plasma parameters. The resulting theoretical spec-
trum is ﬁtted to the experimental spectrum, which is ob-
tainedusingtheplasmaemissionsignalcollectedbyfoursep-
arate compact spectrometers providing the spectral coverage
of 185–950nm. A calibrated light source is used to correct
the experimental data for diﬀerent spectrometer grating ef-
ﬁciencies, nonlinear CCD responses, and diﬀerences in the
collecting optics. Elemental concentrations are obtained via
the comparison of the observed and predicted spectra, the
best ﬁt being obtained by varying the essential plasma pa-
rameters.
SPECIATION ANALYSIS OF MERCURY IN FOOD
SAMPLES BY GC-MIP-OES
EikeKleine-BenneandWolfgangBuscher
GerstelGmbH&Co.,KG,Aktienstr.232-234,
MuelheimAnDerRuhrD-45473,Germany
Plasmas are very eﬃcient excitation sources for atomic spec-
troscopy. The microwave-induced plasma (MIP) sources72 Journal of Automated Methods and Management in Chemistry
can be coupled to gas chromatography (GC) quite easily.
While an inductively coupled plasma (ICP) consumes about
15L/min of the noble gas argon, the MIP is operated with
only 200mL/min helium. Therefore, hyphenation of an MIP
with a GC constitutes an eﬃcient tool for speciation analysis.
The GC-MIP system presented allows for the quick
analysis of mercury species in food samples. During sam-
ple preparation, mercury species are converted into volatile
compounds via derivatization with NaBEt4. The separation
of the species is achieved with a 100% dimethyl polysilox-
ane GC column, followed by the detection in the MIP. The
emitted light is selected by an interference ﬁlter which is os-
cillating in the light path between the plasma and the photo
diode. Transmitting only a small section around the mercury
emissionlineat253.652nm,thisﬁlter’smaincharacteristicis
that tilting it towards incoming radiation results in a shift of
thetransmissionproﬁletolowerwavelengths.Withtheoscil-
lation of the ﬁlter and a modulated signal readout, a suitable
background correction is possible.
The presented data show that selective and sensitive de-
tection of mercury species in food samples can be realized
with this system. The detection limit reaches down to 1pg
absolute in combination with a selectivity of mercury against
carbon exceeding 106.
AUTOMATED SPE FOR DRUGS IN BIOLOGICAL
MATRICES USING A NEW 96-WELL POLYMERIC
METHOD DEVELOPMENT PLATE AND AN
OPTIMIZED PROTOCOL FOR FAST ROBUST
METHOD DEVELOPMENT
KrishnaM.Kallury,Jean-PaulGleeson,Michael
Garriques,ShahanaHuq,andYanickBouchard
Phenomenex,411MadridAvenue,Torrance,CA90501,USA
In spite of the versatility of a number of functionalized poly-
meric sorbents for furnishing clean extracts during solid
phase extraction- (SPE-) based puriﬁcation/enrichment of
pharmaceuticals from plasma and other biological matrices
in high-throughput environments, method development for
sample preparation still retains a bottleneck. This is due to
the tedious and time-consuming process of screening several
sorbents individually, since very few formats with multiple
sorbents packed in the same well plate are available. Addi-
tionally, each sorbent has its own optimized load, wash, and
elution proﬁle and not many reported procedures are avail-
able for using a common procedure for screening all sor-
bents.
In this presentation, we describe a protocol that can be
used to screen multiple sorbents simultaneously, using a re-
cently introduced 96-well method development plate. This
newproductispackedwithfourpolymericsorbentsofdiver-
gent surface chemistries, namely, a neutral polar functional-
ized polymer strata-X, a strong cation exchanger strata-X-
C, a weak cation exchanger strata-X-CW, and a weak anion
exchanger strata-X-AW. All the sorbents are poly[stryrene-
divinylbenzene]-based. A novel protocol is used to simulta-
neously evaluate all the sorbents under multiple conditions
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Figure 23: Total ion chromatograms of methylisoborneol (MIB)
and geosmin (GSM) analyzed by SPME and SPDE.
and pinpoint the one set most suitable for a particular phar-
maceutical compound. The protocol also enables the opti-
mization of the load, wash and elution conditions for neu-
tral, acidic, or basic analytes of a wide range of polarities.
Several examples of the solid phase extraction of polar and
nonpolar antibiotics, antihypertensives, nonsteroidal antiin-
ﬂammatory drugs, and antipsychotics from human plasma
will be presented to illustrate the applicability of this rapid
automated screening technique using MultiPROBE II liquid
handling system.
COMPARISON OF SEVERAL METHODS FOR THE RAPID,
AUTOMATED ANALYSIS OF FOOD FLAVORS
StevenW.LloydandCaseyC.Grimm
U.S.DA-ARS-SRRC,1100R.E.LeeBlvd.,NewOrleans,
LA70124,USA
Four rapid, automated methods are used to analyze volatile
ﬂavor compounds in a variety of food and food ingredients.
The methods include membrane-assisted solvent extraction
(MASE), solid phase microextraction (SPME), solid phase
dynamic extraction (SPDE), and in-tube extraction (ITEX).
Foods analyzed include rice, cantaloupe, honeydew melon,
coﬀee, chocolate, pepper sauce, carbonated beverage, milk,
orangejuice,oﬀ-ﬂavorsugar,andanartiﬁcialpunchﬂavored
beverage. A mixture of chemicals with a range of polarities is
analyzedtodemonstratehowdiﬀerenttrappingmaterialsare
required to optimize the analysis of diﬀerent materials.
All four methods are simple in terms of sample prepara-
tion. In all cases, samples are sealed in vials and loaded on an
autosampler.
The limits of detection, coeﬃcients of variation, cost per
analysis, and linear range for each method are reported and
related to the physics and chemistry of each method. For ex-
ample, due to the larger amount of stationary phase in an
SPDE needle as compared to an SPME ﬁber, SPDE traps
more volatile compounds from the headspace (Figure 23)
and therefore it has a lower limit of detection. Finally, pa-Peter B. Stockwell 73
rameters for each method are optimized for the analysis of
each of the above-mentioned foods.
ACCELERATING THE DRUG DEVELOPMENT PROCESS
VIA AN AUTOMATED SPE EMPLOYING A SHAPE-BASED
NANOTECHNOLOGYAS A CHIRAL DISCRIMINATOR
JoanM.StevensandBenjaminChaloner-Gill
Gilson,Inc.,3000ParmenterStreet,Middleton,WI53562,USA
Enantiomers diﬀer in three-dimensional conformation. The
body can readily distinguish among isomers. Enantiomers
can diﬀer markedly in their pharmacokinetics, therapeutic
eﬃciency, toxicology, and biological properties.
The FDA has actively encouraged the pharmaceutical in-
dustrytopursueenantiopurechiraldrugswheneverpossible.
Signiﬁcant time and resources are invested in their produc-
tion. Current technology is costly and cumbersome as each
chiral separation requires a great deal of process develop-
ment. Single enantiomer drugs are so diﬃcult to produce
in quantity that only 500 exist out of the nearly 16000 reg-
ulated pharmaceuticals. A unique window into chiral phe-
nomena based on physical mechanisms rather than chemical
interactions has been incorporated into a proprietary nanos-
tructured “smart materials” providing unusual chiral prop-
erties. This revolutionary chiral medium based on physical
chiral mechanisms oﬀers a new and diﬀerent approach to
the challenges of chiral chromatography acting as a univer-
sal chiral selector. Incorporation of this unique chiral dis-
criminatorintosolidphaseextractioncartridgesoﬀersanex-
tremely eﬃcient and unprecedented performance. This dra-
matically reduces the time and cost of bringing new drugs to
market. This simplistic approach oﬀers the same separations
observed in HPLC chiral chromatography and eliminates the
requirementsforachiraldetector.Theautomatedsolidphase
extraction system allows multiple isomeric compounds to be
separated in parallel at a fraction of time associated with an-
alytical chiral chromatography. The “smart material” within
anSPEcartridgeisalsobeingevaluatedasareusablemedium
which may oﬀer an unprecedented approach to chiral sepa-
rations.
METHOD DEVELOPMENT AND VALIDATION FOR
DETERMINATION OF ADENOSINE IN BIOLOGICAL
SAMPLES USING REVERSED-PHASE LIQUID
CHROMATOGRAPHY
SargonJ.AlbaziandNevalY.Akbas
DepartmentofChemistry,NortheasternIllinoisUniversity,
5500N.St.LouisAvenue,Chicago,IL60625,USA
Adenosine is a ubiquitous signaling nucleoside that is rapidly
generated as a net result of ATP (adenosine triphosphate)
catabolism that occurs in situations of cellular stress or dam-
age. Once generated, adenosine can inﬂuence a diverse ar-
ray of cellular functions by engaging cell-surface adeno-
sine receptors. The expression of these receptors is widely
distributed among tissues, and this signaling pathway has
been implicated to exert important physiological eﬀects in
the cardiovascular,neurological, renal, and immune systems.
The complexity associated with adenosine metabolism and
signaling makes the examination of its functions critical.
Adenosine has been implicated to play a role in inﬂamma-
tory lung disease such as asthma and chronic obstructive
pulmonary disease. To investigate all of the above important
roles of adenosine in the system, a reliable analytical method
must be available to measure adenosine.
An eﬀective HPLC method was developed and validated
to determine adenosine in biological samples using Agi-
lent 1100 HPLC system. A reversed-phase mode with a UV-
detector at 254nm and Supelco Discovery C18 column (4.6
× 250mm, 5m) was used. A gradient elution with a gradi-
ent time of 40 minutes and two segments, from 7–20% and
20–85% MeOH/buﬀer at pH 3.80 with 25mM potassium di-
hydrogenphosphate,werefoundastheoptimumconditions.
These conditions resulted in a retention time of 13.3 minutes
for adenosine.
Thedevelopedmethodshowedalineardetectorresponse
with concentration of adenosine, with a correlation coeﬃ-
cient of 0.999 and a detection limit of 25μg/L. Results of val-
idation studies show that the developed method is speciﬁc,
accurate, robust, and precise.
A CONTINUOUS FLUORESCENT ASSAY
FOR PHOSPHOLIPASE C WITH CONJUGATED
POLYELETROLYTES
YanLiu,KatsuOgawa,andKirkSchanze
DepartmentofChemistry,UniversityofFlorida,Gainesville,
FL32603,USA
A ﬂuorescent turn-oﬀ assay for phospholipase C (PLC) from
Clostridium perfringens is developed based on the traceable
interaction between natural substrate, phosphatidylcholine,
and PPE-type conjugated polymer with sulfate side group.
The polymer ﬂuorescence response to the eﬀect of phos-
phatidylcholine is calibrated ﬁrst and served as a basis to
monitor the activity of the enzyme. The assay applies to mi-
cromolar regime of concentrations of substrate and oﬀers a
simple, fast, and reliable detection method to PLC with high
sensitivity. Reaction rates and kinetic parameters are mea-
sured in real time by converting ﬂuorescence signals of poly-
mertosubstrateconcentrations.Activationandinhibition of
enzyme activity are investigated. Good selectivity is obtained
by testing the activity of PLC and ﬁve controls in the same
assay,respectively,whichdemonstratesthatthespeciﬁceﬀect
between substrate and enzyme is the dominant interaction.
A QUICK AND ACCURATE METHOD FOR
DETERMINING MERCURY LEVELS IN FISH TISSUE
UTILIZING DIRECT MERCURY ANALYSIS
TimMichel
MilestoneInc.,25ControlsDr.,Shelton,CT06484,USA
The determination of mercury in fresh- and saltwater species
has become a primary focal point of both private and public74 Journal of Automated Methods and Management in Chemistry
institutions. These organizations make important regulatory
and scientiﬁc decisions dependent upon the mercury levels
found in ﬁsh tissue and, therefore, require a rapid, accu-
rate method for mercury determination. Traditionally, cold
vapor atomic absorption spectrophotometry (CVAAS) has
been used to measure mercury levels in ﬁsh. Although eﬀec-
tive, this technique is a time- and labor-consuming method
thatreliesoncomplicatedwetchemistrysamplepreparation.
In contrast, the mercury levels determined here were col-
lected using Milestone Inc.’s DMA-80 (direct mercury ana-
lyzer).Thisinstrumentdirectlyanalyzesasampleviathermal
decomposition and subsequent conversion of mercury to its
elemental state by means of catalytic reduction. The total
mercuryinthesampleisthenmeasuredbyadual-cellatomic
absorption spectrophotometer with total analysis time of ap-
proximately six minutes. Our results indicate that the DMA-
80 is both accurate and precise method for determining mer-
cury concentrations in ﬁsh tissue. In addition, the results ap-
pear to be more precise than traditional CVAAS techniques.
AUTOMATED SUPPORT OF TOC DATA
QUALITY REQUIREMENTS
GaryEricksonandMichaelL.Duffy
OIAnalytical,151GrahamRoad,CollegeStation,
TX77842,USA
Total organic carbon (TOC) analysis continues to grow as
the analytical method of choice for pharmaceutical applica-
tions, including clean-in-place validation, Water for injec-
tion, puriﬁed water, and other critical purposes. The signiﬁ-
cant nature of these applications requires data validation us-
ingvalidationsamples,spikedsamples,andothertechniques.
System validation has become as important as the analyses
themselves.Theseadditionalrequirementsplaceaheavybur-
den on the analyst and organization to monitor the devices
for compliance.
This paper details system automation designed for vali-
dation monitoring of TOC measurements. Features include
the ability to monitor calibration performance, verify com-
pliance with user speciﬁed parameters, evaluate validation
samples for accurate recovery, perform automatic system
suitability tests, assess quality-control standards, perform
veriﬁcation through an IQ/OQ/PQ, and so forth. Additional
elements include the capacity to meet compliance require-
ments for 21 CFR Part 11, as well as other regulatory guide-
lines. Automation of these steps frees the analyst to per-
form other duties while the instrument process samples, and
protects the data and samples from instrument malfunc-
tion through its automated capability to verify user-deﬁned
pass/fail criteria.
SAMPLE SCREENING USING LC/MS AND
LC/MS/MS LIBRARIES
AislingM.O’Connor,JoeRomano,
andLawrenceB.Zintek
WatersCorporation,34MapleStreet,Milford,MA01757,USA
An LC/MS method will be presented for the screening of
over 120 deleterious organic compounds in drinking water
supplies. MS/CID and MS/MS libraries were created using
a tandem mass spectrometer and MassLynx ˆ Os o f t w a r ea n d
subsequently converted to NIST format using the ChromaL-
ynx ˆ O application manager. Samples were analyzed using an
LC/MS full scan method with data collected at multiple cone
voltages. The ChromaLynx application manger was used to
automatically deconvolute chromatograms to identify sam-
ple components and search against the MS/CID library. The
use of ChromaLynx eliminates the time-consuming task of
manually processing the chromatographic and spectral data,
searching the library and creating a list of tentative analytes.
In addition, ChromaLynx has the ability to locate compo-
nents in the sample which could be missed in a manual re-
view due to close or coeluting components and to ﬁlter using
retention time, ionization polarity, and cone voltage infor-
mation.
Additional identiﬁcation of sample components was car-
ried out by LC/MS/MS. This analysis consisted of a product
ion scan function for each of the components on the match
list produced from the LC/MS analysis. ChromaLynx was
again used to identify individual components and perform
a search of the MS/MS library. Final conﬁrmation of sample
components was carried out by LC/MS/MS MRM analysis
with TargetLynxˆ O processing.
ONLINE SEPARATION AND IDENTIFICATION
OF INORGANIC AND ORGANIC ARSENIC SPECIES
FROM KELP EXTRACTS THROUGH LIQUID
CHROMATOGRAPHY PARTICLE BEAM ELECTRON
IONIZATION MASS SPECTROMETRY (LC-PB/EIMS)
TimothyM.BrewerandR.KennethMarcus
DepartmentofChemistry,ClemsonUniversity,
235H.L.HunterLaboratory,Clemson,SC29634,USA
The widespread acceptance and increased use of nutritional
supplements can be seen as the sale of natural supplements
worldwide increased from $8 billion in 1995 to $19 billion
in 2000 [1]. The speciation of metals in dietary supplements
can be used as a ﬁngerprint to the source of contamination
of toxic heavy metals such as arsenic. The species-dependent
toxicity of arsenicals requires analytical techniques capable
of distinguishing the toxic (inorganic arsenic) from the non-
toxic (organic arsenic) chemical forms [2]. The main limi-
tations with atomic spectroscopy methods, however, are that
they are only compatible to aqueous solvents and lack struc-
tural information about the detected compounds. At this
point, one would desire an analytical technique that could
provide structural, fragmentation, and elemental informa-
tion (termed as comprehensive speciation) by using a single
mass spectrometry ion source.
A simple isocratic high-performance liquid chromatog-
raphy (HPLC) method was developed to separate inorganic
and organic arsenic compounds (As(III) chloride, arsenobe-
taine (AB), and dimethyl arsenic acid (DMA)) on a C18 col-
umn with a mobile phase composition of water: methanolPeter B. Stockwell 75
(96 : 4). The eluted species were detected using a parti-
cle beam-electron ionization mass spectrometry (PB-EIMS)
that can provide species-speciﬁc information. The ﬂow was
optimized at 0.7mL min−1. The addition of 0.1% (v/v) TFA
improved the resolution of the mixture and the separation
was accomplished in less than 7minutes Detection limits
for As(III), DMA, and AB were found to be 0.13, 0.16, and
0.3ng absolutes in the SIM mode and 0.27, 0.41, and 0.11ng
absolutes in the TIC mode, respectively. Subsequently, this
method was applied to ethanolic kelp extracts, where the in-
organic and organic arsenic species were separated and iden-
tiﬁed. These studies revealed that the majority of the arsenic
(80–90%) is present in the tested kelp sample in the form
of inorganic arsenic. Very minor amounts were present in
the form of DMA (5–10% of the total As). There was no de-
tectablelevelofAB.Thetotalarseniccontentintheethanolic
extract was determined by ICP-OES and validated by analyz-
ing NIST SRM 3242 ephedra.
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RAPID ANALYSIS OF DRUGS AND METABOLITES
DURING CLINICAL TRIALS USING SALIVA AND
DISPOSABLE LAB-ON-A-CHIPS
FrankInscoreandPaulMaksymiuk
RealTimeAnalyzers,362IndustrialParkRd#8,Middletown,
CT06457,USA
A typical drug requires 12 years of research and development
to bring it to market. A critical step in the latter stages of de-
velopment is human clinical trials to study pharmacokinet-
ics and eﬃcacy. This step represents a signiﬁcant barrier in
thatthereisalimitednumberofwillingtestpatients.Patients
mustnotonlyenduremultiplewithdrawalsofblood,butalso
run the risk of adverse side eﬀects, anemia, and possible HIV
contamination. Saliva analysis has long been considered an
attractivealternativetoblood,butcurrentmethodsinvolving
extensive sample extraction followed by gas chromatography
and mass spectrometry typically require 10–20 cc per anal-
ysis. In an eﬀort to overcome this limitation, we have been
developing lab-on-a-chip devices to both separate drugs and
their metabolites from saliva and generate surface-enhanced
Ramanspectra(SERS).Wehaveincorporatedstandardchro-
m a t o g r a p h ym a t e r i a l st oa i ds e p a r a t i o n ,a sw e l la sap o r o u s
material containing metal particles that generate SERS. Gen-
erally, no more than a drop of sample is required and com-
plete analysis can be performed in 5 minutes. The detailed
molecular vibrational information allows chemical identiﬁ-
cation, while the increase in Raman scattering by six or more
orders of magnitude allows detection of nanomolar concen-
trations. Measurements of basic drugs, drugs of abuse, and
chemotherapy drugs will be presented.
THE MOBILE MONITORING SYSTEM (MMS): A USEFUL
TOOL FOR ASSESSING AIR POLLUTION IN CITIES
WaldemarWardencki,JacekStefanski,JerzyZurek,
andRyszardKatulski
GdanskUniversityofTechnology,11/12NarutowiczStreet,
Gdansk80952,Poland
The ﬁrst and essential step in controlling and mitigating air
pollution is to quantify emissions of air pollution. The most
important cause for air pollution in cities is urban traﬃc. In
this situation, it is important to be able to monitor air pol-
lutants, such as nitrogen oxides, sulphur dioxide, particulate
matter, carbon monoxide, and volatile organic compounds,
emitted by road traﬃc. Presently, in many Polish cities only
ﬁxed monitoring stations are installed, which measure the
content of basic air pollutants in urban air. The measure-
ment of air pollution alongside of communication lanes is
very rare.
The paper presents the concept of a mobile monitoring
system for main air pollutants in the cities. The novelty of
the proposed system is connected with the fact that it can
be used to monitor emissions from urban traﬃc along roads
and those areas, where traditional monitoring stations can-
not be placed.
In the proposed system, a mobile station may be attached
to private cars, buses, trucks, and so forth. Stations in this
system are small, portable structures and contain an elec-
tronic instrument used to measure, record, and transmit the
concentration of various pollutants to the website. Weather
conditions, such as temperature, and humidity are also mea-
sured.Theproposedstationshouldbecheap,reliable,requir-
ing nofrequentroutine maintenance procedureslike calibra-
tion, ﬁlter changes, and so forth.
The mobile monitoring system can determine represen-
tative air pollution in highly populated areas, the impact
of communication sources of pollution, general background
pollution levels directly aﬀected by cars, and the highest pol-
lution levels in the cities.
The proposed mobile monitoring system is a unique so-
lution not only in Poland but also in the European Union.
NEW AUTOMATED SEPTUMLESS ON-COLUMN
INJECTOR FOR CAPILLARY GC
StefanoPelagatti,AndreaCadoppi,DanielaCavagnino,
andPaoloMagni
ThermoElectronCorporation,StradaRivoltana,
Rodano20090,Italy
The cold on-column injector is widely considered, the most
accurate and precise injection system, being able to en-
sure the preservation of sample integrity. Additionally, when
manually operated, on-column injection has the impor-
tant feature of being septumless and consequently free of76 Journal of Automated Methods and Management in Chemistry
contamination due to septum bleed. This work presents the
capabilities of a newly designed septumless on-column in-
jector in combination with a robotic autosampler (TriPlus,
Thermo Electron) that allows to extend this feature to an au-
tomatic system. The injector, along with special sample vial
closuresandasolenoid-valves-basedsyringewashingstation,
avoids any contact between sample and silicon septa, pre-
venting any siloxane interfering peaks.
Performances of this system are illustrated through typ-
ical on-column applications such as triglycerides analysis
and SimDist characterization of petroleum fractions. Anal-
ysis of real food samples such as edible oils and their triglyc-
erides characterization is also presented. These applications
are problematical when using hot injectors since sample dis-
crimination, during sample transfer from the needle into the
injector and from the injector into the column, may produce
unreliable chromatograms and subsequent quantitations.
OPTIMIZATION OF THE EXTRACTION STEP
OF BUTYLTIN COMPOUNDS BY SOLID PHASE
MICROEXTRACTION: INFLUENCE OF PRESSURE AND
DIMETHYL SULPHOXIDE CONCENTRATION
IdaDeGregoriandCatherineTessini
LaboratorioDeQu´ ımicaAnal´ ıticaYAmbiental,
InstitutoDeQu´ ımica,PontiﬁciaUniversidadCat´ olicade
Valpara´ ıso,AvenidaBrasil2950,Valpara´ ıso032,Chile
A method based on headspace solid phase microextraction
(HS-SPME with gas chromatography and pulsed ﬂame pho-
tometric detection (GC-PFPD)) has been investigated for si-
multaneousdetermination ofmonobutyltinMBT,dibutyltin
DBT, and tributyltin TBT. The eﬀects of pressure and pres-
ence of dimethyl sulphoxide (DMSO) during HS-SPME
sampling were evaluated using modiﬁed 50mL conical ﬂasks
and magnetic stirring at room temperature. The coated
phase used in this study was polydimethyl-siloxane (PDMS,
100μm). The optimal pressure was 0.3 bar, obtaining in-
creasings of 30%, 39% and 50% on the extraction yield of
MBT, DBT, and TBT, respectively. The extraction and pre-
concentration steps at this pressure were optimized by ex-
perimental design methodology. The screening step showed
that three variables were signiﬁcants sample volume, agita-
tion time, and DMSO concentration. The optimized values
are 15mL, 25minutes, and 33% (v/v), respectively. Agitation
timewaslowerthanappliedatnormalpressure(40minutes).
A comparison of the extraction yield using ﬁbers with dif-
ferent stationary phases (PDMS/DVB 65μm, CAR/PDMS
75μm, DVB/CAR/PDMS 50/30μm) showed that the opti-
mal ﬁber for MBT and DBT extractions was the PDMS ﬁber
and for TBT was the DVB/CAR/PDMS ﬁber. The analytical
performances determined by using standard solutions and
triproyltin as internal standard were linearity range LOQ-
80ng Sn and detection limits for MBT 0.1ng Sn and for DBT
and TBT 0.03ng Sn. Sensitivities were three times higher
than those obtained at 1 bar and 40minutes of agitation. Re-
peatability RSD (%) ranged between 15% and 0.2% for solu-
tions of 2 to 75ng Sn. This methodology was applied to the
analysis of Chilean ﬁsh samples.
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SIMULTANEOUS DERIVATIZATION/PRECONCENTRA-
TION OF VOLATILE ALDEHYDES WITH FIBER-PACKED
SAMPLE PREPARATION DEVICE DESIGNED FOR GAS
CHROMATOGRAPHIC ANALYSIS
IkuoUeta,KiyokatsuJinno,andYoshihiroSaito
ToyohashiUniversityofTechnology,1-1Hibarigaoka,
Tempakucho,Toyohashi,Aichi441-8580,Japan
A novel in-needle sample preparation device was devel-
oped in this work, which is designed for the GC analysis
of aldehydes and ketones commonly found in typical in-
house environments. Simultaneous derivatization with 2,4-
dinitrophenylhydrazine (DNPH) was made during the sam-
pling process of the gaseous sample, and the derivatized
analytes were desorbed by passing a small amount of or-
ganic solvent through the extraction needle in the heated
GC injection port. The reproducible preparation of the ex-
traction needle was established along with the repeatable
derivatization/extraction that ensures the successful deter-
mination of aldehydes. Basic extraction performance of the
ﬁber-packed extraction needle has been evaluated along with
the optimization of several experimental parameters on the
derivatization, extraction, and desorption. Taking into ac-
count the applications including the in-house environment
analysis, the storage power of the needle device for the ex-
tracted analytes under the room temperature was also stud-
ied. The results demonstrated the successful applications of
theﬁber-packedextractiondeviceforthesamplepreparation
of gaseous sample of aldehydes, and the future possibility of
the extraction device for the analysis of in-house environ-
ments.
SOPRANE, POWERFUL MONITORING SOFTWARE
FOR MICROGC
XavierCardotandRobertMerciari
SRAInstruments,150RueDesSources,
MarcyL’etoile69280,France
Why an alternative to standard MicroGC software? Standard
chromatographic software is not adapted to MicroGC speci-
ﬁcity. MicroGC is more and more used for monitoring ap-
plication and the software has to provide speciﬁc features in
accordance with MicroGC technique.
A complete solution means powerful software from the
analysis programming to the result report. Soprane controls
all of the following analysis steps:Peter B. Stockwell 77
(1) sampling: 1 to 16 stream selections, with multiposition
valves, solenoid valves, and ejectors, personalize and
create your own sampling sequence;
(2) automation: automatic multilevel calibration, alarms
to personalize your own sampling sequence, acquisi-
tion sequence, bake-out scheduling (you can create
and edit methods for integration and identiﬁcation,
and run single analyses, sequences, and calibrations;
the result report is easy to personalize with normaliza-
tion, totals, unknowns, groups, etc.);
(3) speciﬁc calculation (ICV, SCV, density, M, Wobbe in-
dex, viscosity, etc.) are available as personalized cal-
culations edited directly in Excel (possibility of VBA
macro use);
(4) management of defects and alarms (with relay board);
(5) visualization and results archiving (values and trends
graphs);
(6) report printing (manually or automatically);
(7) data transmission (4–20mA and serial link) for alarms
and values is available.
(8) ﬁeldbus interface for data transmission (Modbus,
PROFIBUS etc.);
(9) DDEconnectivity forautomatedapplications(useyour
own software and drive Soprane);
(10) prerun and postrun for personalized applications;
(11) externaldatareading (pressure,temperature,etc.),and
integration in speciﬁc calculations;
Chromatograms comparison and mathematical opera-
tions are possible on the signal.
CHARACTERIZATION OF FLAVORS AND FRAGRANCES
IN BEVERAGES BY SPME-COMPREHENSIVE 2DGC
StefanoPelagatti,AndreaCadoppi,DanielaCavagnino,
andFaustoMunari
ThermoElectronCorporation,StradaRivoltana,
Rodano20090,Italy
The analysis of Flavors and Fragrances in complex matrices
is one of the ideal applications where it is possible to take ad-
vantage of the unprecedented separation power delivered by
comprehensive 2DGC. Several papers presented over the last
decade have explored the capability of this innovative tech-
nique to provide target components analysis as well as de-
tailed characterization of ﬂavors in various types of bever-
ages.
This work relates to the coupling of comprehensive
2DGC with SPME for this type of analysis, fully auto-
mated by the TriPlus autosampler (Thermo Electron) on
the TRACE GCxGC equipment (Thermo Electron), man-
agedthroughadedicateddatasystem(Hyperchrom,Thermo
Electron).
Severalexamplesofanalysisofvariousbeverages,bothal-
coholic and nonalcoholic, allow to appreciate the advantages
of the enormous chromatographic separation together with
the simplicity of the solventless sample preparation tech-
nique applied.
On top, the mechanism of agitation, speciﬁcally devel-
oped on the TriPlus autosampler in order to reduce the me-
chanical stress on the SPME ﬁber, allows to signiﬁcantly ex-
tend the average lifetime of standard fused silica ﬁbers. The
presented data show that long sequences of samples can be
run using the same ﬁber, further expanding the productivity
of the whole analytical cycle.
THE ANALYSIS OF CHLORINATED
HYDROCARBONS IN AIR AT PPB LEVELS UTILIZING
AN AUTOMATED SAMPLE ENRICHMENT AND
DESORPTION DEVICE COUPLED WITH A MEMS-BASED
GAS CHROMATOGRAPH AND TUNABLE DIFFERENTIAL
MOBILITY DETECTOR
RobertW.BelairandChrisvanTilburg
Varian,Inc.,1381SwRoby’sWay,PalmCity,FL34990,USA
The toxic eﬀect of chlorinated hydrocarbons has been well
known and characterized for many years. In order to deter-
mine whether airborne concentrations of chlorinated hydro-
carbons will have an adverse eﬀect, precise measurements
havetobetakenatmanyremotepointstogetarepresentative
picture. This is particularly truein urban and largeindustrial
environments.
Devices have been developed to measure chlorinated hy-
drocarbons at low PPB levels but none has been really opti-
mized for remote monitoring. Those devices have been typ-
ically designed for use in the laboratory and present some
formidable limitations when used in remote locations. Some
of the key limitations include lack of long-term stability
(PID), high maintenance costs (GC/MS and to some extent
GC/FID), or large physical size and weight. Some IR-based
devices are used in remote locations but, unfortunately, re-
quire a long measurement path length and cannot be used
during inclement weather.
To address these limitations, preconcentrator/sample en-
richment device, MEM-based chromatograph (Micro GC
PRO), diﬀerential mobility detector (DMD), and high-
resolution capillary column were combined in a system op-
timized for the measurement of chlorinated hydrocarbons in
remote nonlaboratory environments. The system can selec-
tively measure components at low PPB levels. The on-board
signal processing, peak integration, and data processing ca-
pability of the Micro GC PRO provide highly accurate and
repeatable BTX measurements in remote locations without
the need for skilled operators.
Details from a study commissioned to validate the sys-
tem for remote measurements of chlorinated hydrocarbons
at low ppb levels will be presented and discussed.
OPTIMIZATION OF GAS CHROMATOGRAPHIC
DETERMINATION OF TRANS FAT
PierluigiDelmonte,AlessandroGori,
Ali-RezaFardinKia,andJeanneI.Rader
FoodandDrugAdministration,5100PaintBranchPkwy,
Hfs-840,CollegePark,MD20740,USA78 Journal of Automated Methods and Management in Chemistry
The declaration of trans fat content is now required on food
labels in the US. Trans fat content is expressed on a per serv-
ing basis and is calculated by adding the content of all fatty
acids having at least one nonconjugated trans double bond.
Fatty acids analysis is generally achieved by gas chromatog-
raphy using long (100m) polar capillary columns such as
Supelco SP 2560, Varian CP-Sil 88, or Agilent HP-88. In or-
der to properly report trans fat content, analysts are required
to enhance the existing methods of analysis by optimizing
fatty acid separation, increasing the number of fatty acids
analyzed, and investigating analytes present at low concen-
trations. None of the oﬃcial methods of analysis for rou-
tine quantitation of fatty acids in foods currently includes
any information regarding limits of detection and quanti-
tation. In the current work, we are addressing critical as-
pects of trans fatty acids quantitation in order to obtain
moreaccuratevaluesfortotaltransfatcontent.Comparisons
among separations achieved using diﬀerent GC columns
and lower quantiﬁable values for trans fatty acids will be
discussed.
OPTIMIZING HPLC PARTICLES AND COLUMNS FOR
SEPARATION SPEED
DavidS.BellandPaulRoss
Supelco/Sigma-Aldrich,595NorthHarrisonRoad,Bellefonte,
PA16823,USA
Much recent emphasis has been placed on making major re-
ductions in particle size to signiﬁcantly improve HPLC per-
formance at the expense of pressure; however, such extreme
measures are seldom practical for the industry to absorb
quickly. In the meantime, workhorse HPLC columns for the
industry are still made predominantly with 5μma n d3μm
particles. Too little has been done to evaluate the gains that
canbeachievedbytheimportantstepofmovingapplications
from 5μmt o3μm particles. The design and performance of
3μm particles will be compared to other smaller particles in
short column formats. While silica is the most common and
useful substrate today, the beneﬁts of other substrate plat-
f o r m sw i l la l s ob er e v i e w e d .
Choosing a substrate with the right particle size is not
the only important step in optimizing separation speed. Pore
size, pore structure, stationary phase chemistry, and column
hardware all play an important role in determining sepa-
ration performance, sample throughput, and column life-
time. Column performance will be compared under both
isocratic and gradient conditions in order to judge the true
valueofvariousparticlesizesandbondedphasesunderprac-
tical use conditions. High-speed LC-UV and LC-MS applica-
tions will be shown for various columns and particle sizes
using both conventional LC systems having 400 bar pres-
sure limits and new LC systems having 1000 bar pressure
limits. The practical limits of what separation speeds can be
achieved today with conventional LC systems and columns
prepared with 3μm particles will be clearly demonstrated.
The potential limits of what speeds might be achievable
with new LC systems and smaller particle technology will be
explored.
HIGH-THROUGHPUT ANALYSIS OF THE CHEMICAL
COMPOSITION DISTRIBUTION OF POLYOLEFINS BY
CRYSTALLIZATION ELUTION FRACTIONATION
BenjaminMonrabal,JuanSancho-Tello,LoliRomero,
andNuriaMayo
PolymerChAR,NicolasCopernico,
10ValenciaTechnologyPark,PaternaE-46980,Spain
The new technique crystallization elution fractionation,
which combines TREF and CRYSTAF, results in a very fast
analysis time that can be used successfully in the high-
throughput analysis of the chemical composition distri-
bution. A new compact and robust equipment has been
built to analyze 50 samples/day in a fully automated mode
with very low solvent consumption. The easy incorpora-
tion of a viscometer and/or light scattering detectors pro-
vides additionally molar mass composition interdependence
information.
FAST SCREENING OF SECOND VIRIAL
COEFFICIENT FOR PROTEIN FORMULATION WITH
LIGHT SCATTERING DETECTORS
QingyeZhouandTrevorHavard
PrecisionDetectors,Inc.,34WilliamsWay,Bellingham,
MA01920,USA
Aggregate formation is an important concern in the puriﬁ-
cation, formulation, and storage of protein therapeutics. The
integrityofproteinpreparationsisoftenmonitoredbyHPLC
using UV and RI detection. However, the characterization of
aggregates present at very low levels poses a signiﬁcant chal-
lenge to current HPLC technology. For many cases, the pro-
tein samples are separated by HPLC to determine the trace
of various components such as monomer, dimmer, and ag-
gregates (multimers). It is a very time-costly process and al-
most impossible to predict without running HPLC. There-
fore, there is a need to develop a model or method to screen
theformulationsinatime-eﬃcientway.Thevirialcoeﬃcient
is often used to determine the interactions between protein
molecules and their interaction with the solvent molecules,
whichisusuallyperformedbystaticlightscattering(SLS)de-
tectors and tells about the repulsive or attractive interactions
betweenproteinmoleculesandsolventmolecules.Lightscat-
tering can be used as a highly informative tool to determine
thesecondvirialcoeﬃcientforanextensivedeterminationof
the diﬀerent types of aggregates. This is helpful in a faster se-
lection of a favorable formulation and therefore can be used
as a fast screening technique without the need of conducting
an accelerated stability study for the purpose of formulation
development.Peter B. Stockwell 79
FULLY AUTOMATED LOW-LEVEL METHODS FOR THE
ANALYSIS OF TOTAL PHOSPHATE, TOTAL CYANIDE,
DISTILLED PHENOL, AND ANIONIC SURFACTANTS BY
FLOW INJECTION ANALYSIS
JamesHarbridge
HachCompany,5600LindberghDrive,Loveland,
CO80538,USA
Flow injection methods for low-level determination of to-
tal phosphate, total cyanide, and distilled phenol have been
developed. All three methods can be quantitated to 2ppb.
These methods are all fully automated and require no sam-
ple preparation. We have also developed an anionic surfac-
tants method that can quantitate to 10ppb sodium dodecyl
sulfate (SDS) and 25ppb linear alkyl sulfonate (LAS) with-
outsamplepreparationorextraction.Becausethesearehigh-
throughput methods (>12 samples per hour) and no sample
preparationisrequired,thesemethodscansavehoursoftime
a day when compared to manual methods.
DESIGNING AND IMPLEMENTING A
HIGH-THROUGHPUT, DECISION-BASED SOFTWARE
SYSTEM FOR AUTOMATED PREPREPARATIVE HPLC/MS
ANALYSIS, METHOD DEVELOPMENT,
AND PREPARATIVE SEPARATION
DouglasR.Myers,JeffreyD.DeCicco,
andRobertA.Freedman
IntelligentLaboratorySolutions,Inc.,416BraemarAvenue,
Suite201,Naperville,IL60563,USA
Developing HPLC methods for complex mixtures of chemi-
calsorpharmaceuticalsisatime-consumingandknowledge-
intensive task. This task can be especially challenging when
dealing with high-throughput analysis required from syn-
thesis of libraries of compounds, where instead of design-
ing an HPLC method for a single sample, HPLC methods are
needed for single and multiple plates, each containing up to
96 samples. Sometimes, there are similar structures between
the samples on a plate, and at other times each sample con-
tains unique compounds from diﬀerent synthetic chemistry
laboratories.
When physical property data are available for the com-
pounds such as various pKa data, logD values at diﬀer-
ent pHs, solubility information, structural information, and
molecular stability, the samples can be classiﬁed to deter-
mine a priori which HPLC methods should provide rea-
sonable separation. The expert knowledge used to perform
this classiﬁcation involved, creating detailed paper-based or
Microsoft Visio-based decision trees, which were then au-
tomated with software. We refer to this as automated “pre-
preparative analysis.”
The next task involves running and analyzing the re-
sults of the predicted HPLC methods for each sample on
the actual HPLC equipment. In some cases, the results can
be easily scaled to subsequent preparative separation and in
other cases, the results indicate that further HPLC method
development is required. Again, the expert decision mak-
ing is taken from static diagrams to real-time, online soft-
ware automation. This presentation will show practical ex-
amples of how software decision trees were incorporated
into a walk-up/open access system for multisample, pre-
preparativeanalysis,rapidmethoddevelopment,andprepar-
ative separation.
SIMULTANEOUS DETERMINATION OF DISSOLUTION
RATE, ASSAY, CONTENTUNIFORMITY, IDENTIFICATION,
AND RELATED COMPOUNDS USING AN HPLC SYSTEM
AnthonyJ.Iarriccio
NovartisPharmaceuticals,1HealthPlaza,EastHanover,
NJ07936,USA
Stability and formulation testing can be a lengthy and labor
intensive process if each test is performed individually. These
tests normally involve multiple sample preparation, extrac-
tion solvent preparation, and dissolution media preparation.
An alternative approach is to utilize the dissolution test to
acquire all data required for stability and formulation test-
ing. This poster will present the methods used and data ac-
quired including implementation and validation of simulta-
neous determination of dissolution rate, assay, content uni-
formity, identiﬁcation, and related compounds using a Wa-
ters 2695D HPLC system.
A MINIATURIZED ONLINE SPE-LC SOLUTION
FOR DIRECT ANALYSIS OF DRUGS IN SMALL VOLUME
PLASMA SAMPLES
GiovanniMaio,BasTeunissen,Karl-SiegfriedBoos,
andRosaMorello
DionexCorporation,Dornierstraße4,
GermeringD-82110,Germany
In recent years, online SPE-LC has gained popularity as an
alternative to manual pretreatment of complex samples such
as blood, plasma, and urine. A dedicated system for this ap-
proach comprises two gradient pumps in one enclosure, a
column switching valve, and a powerful softwaresolution for
easy setup and operation.
A dedicated SPE-column as an integral part of the to-
tal analysis system is mandatory for a bioanalytical online
SPE-LC system. It has to repeatedly deplete the matrix with-
out unselective accumulation of matrix components and al-
low target analyte(s) extraction with unchanged selectiv-
ity/capacitydespitemultipleuses.Theso-calledrestrictedac-
cess materials (RAMs) fulﬁl these requirements [1].
Online SPE-LC with 4mm ID SPE-column used in con-
nection with 4–4.6mm ID HPLC columns requires injection
v o l u m e so fu pt o5 0 0μL in order to achieve appropriate lim-
its of quantitation. Bioﬂuid samples are limited in volume
and must often serve for several diagnostic determinations.
In addition, the ﬂow rates on these column dimensions are
not ideal for electrospray MS.80 Journal of Automated Methods and Management in Chemistry
We present a novel, miniaturized (20 × 1mmIDRAM
SPE-column and 50 × 2.1 ID mm analytical column), online
SPE-LC solution for rugged and reliable analysis of drugs in
bioﬂuids. This reduces cycle time 2-fold, solvent consump-
tion 8-fold, and injection volume 5-fold compared to com-
mon online SPE-LC. Overall, the sensitivity is enhanced ap-
proximately 8-fold.
As an application, we show the fully automated analysis
of antimycotic drugs in human plasma.
REFERENCES
[1] K.-S. Boos and C.-H. Grimm, “High-performance liquid chro-
matographyintegratedsolid-phaseextractioninbioanalysisus-
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COMPUTER-AIDED IMPLEMENTATION OF
INSTRUMENT METHODS FOR ONLINE SPE-LC
GiovanniMaioandJozsefMedve
DionexCorporation,Dornierstraße4,
GermeringD-82110,Germany
Online SPE-LC is used for convenient, fully automated sam-
ple preparation of complex samples combined with inline
separation and detection of the target analytes. During on-
lineSPE-LCmethod development, severalpartialprocedures
like matrix elution time (tM), analyte breakthrough time
(tA), and analyte transfer time (tT) have to be coordinated.
Based on these parameters, the correct valve switching times
must be deﬁned. In addition, two gradient control programs
need to be created. These requirements represent a barrier
for users and therefore need to be overcome to allow for a
broader adoption of this powerful technique.
This poster shows how this barrier can be removed by an
intelligent software solution. The software approach uses a
wizard which calculates from method-dependent user input
(e.g.,tM,t A,andt T)appropriatecolumnswitchingtimes,and
then generates a suitable instrument method accordingly.
The computer-aided implementation of online SPE-LC
methods greatly simpliﬁes sample preparation by
(i) accelerating the process of creating online SPE-LC
methods;
(ii) improving reproducibility of the recovery;
(iii) reducing user errors;
(iv) allowing automation of sample preparation without
special user training;
(v) Increasing laboratory productivity.
NOVEL AUTOMATED PRESSURIZED
MICROWAVE-ASSISTED SOLVENT EXTRACTION
TinaRibbing,DavidBarclay,andElaineHasty
CEMCorporation,P.O.Box200,Matthews,NC28106,USA
Microwave-assisted solvent extraction techniques have be-
come accepted as a rapid and low solvent use “green” tech-
nology. Pressurizing the extraction solvent allows temper-
atures to be achieved in excess of the atmospheric boiling
point and thus increases the rate of partition of the analyte
into the liquid phase. Of course, care must be taken to ensure
that the temperature is not suﬃcient to degrade the analyte
of interest.
This paper will introduce a novel approach to automa-
tion in microwave-assisted solvent extraction. A semiopen
focused microwave system will be shown to oﬀer signiﬁcant
advantages in terms of extraction time, ease of use, and ﬂex-
ibility.
Analytical data will be presented for solvent extractions
of polymers and plastics for environmentally important ad-
ditives. Enhanced ﬂexibility and ease of use will be demon-
strated along with low solvent usage. This novel, sequential
sample processing instrument can rapidly extract up to 96
samples with each sample under full temperature and pres-
sure control. A comparison will be made of extraction eﬃ-
ciency for samples that are stirred and unstirred and a range
of sample sizes to extract solvent volume ratios studied. Re-
sultswillbepresentedwhichshowasigniﬁcantsavingintime
and solvent volume for extractions of this type.
ONLINE AND OFFLINE APPLICATION OF MICRO-SPE
PeterA.Dawes,DanDiFeo,andErnDawes
SGEAnalyticalScience,7ArgentPlace,Ringwood,
Victoria3134,Australia
Solid phase extraction (SPE) has revolutionized sample
preparation methodology for diverse sample types. In many
cases, variations on the technique oﬀer enhanced recovery,
greateropportunityforspeciation,andareductioninsolvent
and sample consumption. Unlike solvent extraction, SPE is
generally easy to automate for oﬄine use. The simple adap-
tation of SPE for online use has not been as successful as its
uptake for oﬄine applications.
RecognizingthattheprimarypurposeofmostSPEmeth-
ods is solvent exchange (e.g., the extraction of an aqueous
sample for GC inlet) or some form of matrix cleanup (e.g.,
desalting or removal of endogenous materials), the further
development of SPE for online use becomes a directed exer-
cise. Miniaturization of SPE into the sample injection system
allows for a much smaller portion of the sample to be ex-
tracted and for the whole of the extract to be injected onto
the chromatographic column for separation. In many cases,
such an approach allows the same level of sample concentra-
tion to be achieved as possible with oﬄine conventional SPE.
Providing the miniaturization does not approach the same
scale as the pseudoplates of the sorbent; micro-SPE may be
readily adapted from established SPE methods.
Usingsimpleapplications,wedemonstratetheusefulness
of micro-SPE for diﬀerent combinations of sample type and
sorbent chemistry prior to analysis by GC or LC techniques.
Themicro-SPEapparatusissuitableforonlineuseinGC,
HPLC, and for sample preparation prior to other analytical
techniques including immunoassay and oﬄine nondestruc-
tive spectroscopic analysis by NMR, IR, and other methods.Peter B. Stockwell 81
AUTOMATED SEQUENTIAL PRESSURIZED
DIGESTION USING A NOVEL FOCUSED SEMI-OPEN
MICROWAVE INSTRUMENT
TinaRibbing,DavidBarclay,andElaineHasty
CEMCorporation,P.O.Box200,Matthews,NC28106,USA
Pressurized microwave digestion technology has become
widely accepted as a rapid and convenient method of sam-
plepreparationformetals.However,thenatureofmicrowave
interaction with the acid/sample matrix forces analysts with
widely varying samples to run small batches of similar sam-
ples. Recent advances in high-throughput technology have
increased batch size but they have not addressed the funda-
mental issue of control of this batch process.
This paper outlines a new sequential approach using a
novel semi-open focused technology to this problem for an-
alytes with samples of widely varying type requiring widely
varying methodology.
Novel focused, semiopen, microwave instrumentation
is presented with an inbuilt control network allowing se-
quential processing of multiple samples requiring multiple
reagents and methodologies. An automated control system
allows a sample weight to vessel volume ratio far in excess of
any previous technology, reducing reagent use and maximiz-
ing analyte concentration. Results will be presented demon-
strating the use of the equipment for total digestion or disso-
lution of reference materials, at elevated pressures and tem-
peratures for multiple samples automatically, in sequence
under multiple sets of reagents and conditions. Additionally,
one organic reference material (TORT-2) will be presented,
digested with the same methodology, over an extremely wide
samplesizerangeillustratingtheimprovementinsample-to-
volume ratio accomplished over traditional microwave batch
systems.
APPLICATION OF A NOVEL AUTOMATED SPE
PROTOCOL USING A MULTISORBENT METHOD
DEVELOPMENT PLATE FOR NEUTRAL, ACIDIC, AND
BASIC DRUGS
KrishnaM.Kallury,ArtDixon,Jean-PaulGleeson,
MichaelGarriques,ShahanaHuq,andYanickBouchard
Phenomenex,411MadridAvenue,Torrance,CA90501,USA
Rapid method development is the most sought after segment
of sample preparation during the analysis of pharmaceuti-
cals from biological matrices, especially in performing analy-
sis of ADME (absorption, distribution, metabolism, and ex-
cretion) samples during new drug development. Solid phase
extraction (SPE) is the preferred technique for processing
high volumes of samples due to its amenability for automa-
tion and its ability to concentrate subnanogram level ana-
lytes while simultaneously delivering clean extracts. The ma-
jorobstacletotheuseofSPEforthistypeofhigh-throughput
analysis is determining the most suitable sorbent and extrac-
tion conditions for a particular analyte. Screening sorbents
individually for optimal recovery and cleanliness are time-
consuming and tedious.
In this communication, we present a simpliﬁed, never-
theless exhaustive approach to optimizing the sorbent and
conditions for the SPE of analytes from biological matrices.
Using a MULTIPROBE II automated liquid handling sys-
tem and a recently released 96-well polymeric method devel-
opment plate, we developed a universal screening protocol
for deﬁning the sorbent and conditions for SPE in less than
one hour. The 96-well plate contained four polymeric sor-
bents of divergent surface chemistry, which cover hydropho-
bic, polar and ion exchange interactions between them. Us-
ing carbamazepine as a neutral probe, atenolol, metoprolol,
and promethazine as representatives of polar and hydropho-
bic basic probes, and indomethacin as an example of acidic
probes, we demonstrate that the universal protocol can cater
to all kinds of analytes in furnishing optimal conditions for
the solid phase extraction from any biological matrix.
OMEGA 3: QUALITY-CONTROL, ODOR MASKING,
AND AGING MONITORING WITH AN ELECTRONIC NOSE
MichelManach
AlphaMOS,7502ConnelleyDrive,Suite110,Hanover,
MD21076-1705,USA
Ingredients with high concentration of omega 3 are increas-
ingly used in the food and beverage industry. However, this
ingredient can bring an undesirable odor/aroma to the ﬁnal
product.
Consequently, it is cosidered to be of upmost importance
for both omega-3 manufacturers and users to monitor the
organoleptic features of this additive.
Usually,foodingredientsareevaluatedbyhumansensory
panels, which can be unpleasant and time-consuming.
An electronic nose based on gas sensors arrays, the FOX
instrument, has been used to assess Omega 3 sensory quality
and to perform aging studies.
Analyzed omega-3 powder addressed to infants included
samples at 2 diﬀerent times: t = 0 (freshly produced) and
t = 2 months under various storage conditions (air or nitro-
gen).
Those samples were assessed by sensory panel (scoring
scale between 1 and 2) and analyzed with the FOX electronic
nose.
It results in a clear discrimination between samples used
as control Omega 3 powder and samples to be analyzed and
ac l e a rd i ﬀerentiation of samples according to storage condi-
tions.
After building a calibration curve with the FOX elec-
tronic nose, the model showed a good correlation with sen-
sorypanelscores(correlationcoeﬃcient>99%)andallowed
to predict unknown powders scores.
The FOX electronic nose can bring about the ability to
screen a large number of samples to check their quality. Thus
companies can reduce time and costs of analysis chain pro-
cess, and signiﬁcantly improve the product-quality consis-
tency.82 Journal of Automated Methods and Management in Chemistry
IN VITRO CONTINUOUS AMPEROMETRIC MONITORING
OF SEROTONIN RELEASE FROM ENTEROCHROMAFFIN
CELLS OF THE GUINEA PIG ILEUM
GregM.Swain,BianXiaochun,andJamesJ.Galligan
DepartmentofChemistryandTheNeuroscienceProgram,
MichiganStateUniversity,EastLansing,MI48824,USA
Enterochromaﬃn (EC) cells play a key role within the en-
teric nervous system. EC cells function as sensory transduc-
ersthatrespondtomechanicalorchemicalstimulationofthe
mucosa by releasing serotonin. Serotonin then acts on mu-
cosal endings of enteric primary aﬀerent neurons and extrin-
sic primary aﬀerent neurons to initiate motor reﬂexes and
intestinal sensation. Development of stable and reliable tech-
niques for measurement of serotonin would be of great value
in understanding the normal physiology of EC cells and their
contribution to control of gastrointestinal function and vis-
ceral perception.
Serotonin is easily oxidized and thus can be detected us-
ing electrochemical methods. However, a major complica-
tion with stable detection of serotonin in vitro or in vivo is
the rapid electrode fouling that occurs caused by adsorbed
reaction products. To overcome this problem, we have used
boron-doped diamond (BDD) microelectrodes which help
to overcome fouling eﬀects compared to conventionally used
carbon ﬁber microelectrodes.
We have used amperometry detection at +700mV ver-
sus Ag—AgCl for the in vitro detection of serotonin from
EC cells, where we show that BDD microelectrode has much
better suited such measurements compared to carbon ﬁber
microelectrodes. We will show how various diﬀerent stimu-
lus (chemical, electrical, and mechanical) aﬀect the amount
of serotonin release and its possible physiological meaning.
We will also show a study of how responses are varied from
neonatal to adult animals, which will have implications on
studying how stages of development could alter gut mobility.
METABOLIC PROFILING IN DIABETES USING
ADVANCED 1H NMR-BASED MULTIVARIATE
STATISTICAL ANALYSIS
NarasimhamurthyShanaiah,DanielM.Raftery,
andNaganagowdaGowda
DepartmentofChemistry,PurdueUniversity,560OvalDrive,
WestLafayette,IN47907,USA
Diabetes has been a major health concern due to the con-
stantly increasing number of aﬀected people worldwide. Di-
abetes accounts for nearly 17 million patients in the United
States alone. Diabetes, if untreated, will cause slow deteri-
oration of heart, kidneys, eyes, feet and skin, nerves, teeth,
and gums. Blood glucose has been the most reliable indica-
tor of the onset of diabetes. However, it is of interest to de-
velop earlier indicators of its onset. Metabolic proﬁling in di-
abetes promises immense potential for better understanding
the biological processes associated with diabetes that might
make signiﬁcant impact on its control and therapy. We per-
formed 1H NMR- based multivariate analysis of serum from
prediagnosed diabetes patients and healthy controls. 1H
NMR experiments on diabetes and control serum samples
were performed on a BrukerBiospin Avance 500 spectrom-
eter using water presaturation by suppressing macromolec-
ular signals using Carr-Purcell-Meoboom-Gill pulse train.
Two-dimensional J resolved spectra were also obtained sepa-
ratelyforeachsample.Therealpartoftheprocesseddataand
450-tilted F2 projection of J-resolved spectra were subjected
to multivariate analysis using several analysis methods after
removing the regions containing water (4.8ppm) and ref-
erence (0ppm) signals. Excellent separation of diseases and
controlsamplesintoclusterswasobservedintheanalysisand
the separation showed better improvement when the data
were subjected to principle component analysis (PCA) using
mean centered variables ﬁltered using the thresholds deter-
mined from correlation. A series of complementary markers
was identiﬁed. Correlation of these markers with glucose will
also be discussed.
MONITORING DIET EFFECTS FROM
BIOFLUIDS AND THEIR IMPLICATIONS FOR
METABOLOMICS STUDIES
NariTalaty,BoweiXi,CandiceKissinger,ChesterDuda,
DanielM.Raftery,DougMann,andHuanwenChen
DepartmentofChemistry,PurdueUniversity,560OvalDr.,
W.Lafayette,IN47907,USA
The eﬀect of diet on metabolites found in rat urine sam-
ples has been investigated using nuclear magnetic resonance
(NMR)anda newambientionization massspectrometryex-
periment, extractive electrospray ionization mass spectrom-
etry (EESI-MS). Changes in diet at 24-hour intervals led to
perceptible changes in the spectral data of both NMR and
MS. Urine samples from rats with three diﬀerent dietary
regimens were readily distinguished using principal compo-
nent analysis (PCA) on metabolites detected by NMR and
MS. To observe the eﬀect of diet on metabolic pathways,
metabolites related to speciﬁc pathways were also investi-
gated using multivariate statistical analysis. Discrimination
is also observed by making observations on restricted com-
pound sets. Principal component analysis (PCA) was used
to separate the rats into groups according to their diﬀerent
dietary regimens using the full NMR, EESI-MS data, or re-
stricted sets of peaks in the mass spectra corresponding only
to metabolites found in the urea cycle and metabolism of
amino groups (UCMAG). By contrast, multivariate analy-
sis of variance (MANOVA) from the score plots showed that
metabolites of purine metabolism obscure the classiﬁcation
relative to the full metabolite set. These results suggest that it
may be possible to reduce the number of statistical variables
used by monitoring the biochemical variability of particu-
lar pathways. It should also be possible by this procedure to
reduce the eﬀect of diet in the bioﬂuid samples for such pur-
poses as disease detection.Peter B. Stockwell 83
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ONLINE DETERMINATION OF ARSENIC USING
A QUARTZ CRYSTAL MICROBALANCE
MauraMaharandJulianF.Tyson
UniversityofMassachusetts,710N.PleasantStreet,
LgrtRoom701,Amherst,MA01003-9336,USA
Arsenic contamination of surface and ground water is an on-
going problem that places the health of people around the
world at risk. Found in abundance in the earth’s crust, As
mobilizes over time and leaches into surrounding bodies of
water. Consequently, there is a need for methods to reliably
monitor arsenic in drinking water. While several laboratory-
based methods exist for the determination of arsenic; those
methodsarecostly,time-consuming,andrequiretrainedop-
erators. Field test kits have been developed as a relatively
simple, low-cost method for the determination of arsenic,
however, these methods tend to produce unreliable results
at concentrations near the maximum permissible limit of
10mg/L set by the WHO. The method discussed in this work
involves the determination of As(III) and As(V) in water.
A portable sensor based on a quartz crystal microbalance
(QCM) will be employed. QCM sensors oﬀer the advantage
of being lightweight and relatively simple to operate; how-
ever, they are inherently nonselective. The selectivity of the
surface will be enhanced using a functionalized polymer to
speciﬁcally bind As(V). A ﬂow injection system will be used
in conjunction with a ﬂow cell apparatus for online determi-
nations. The sensor will be evaluated for its ability to deter-
mine arsenic in solution and in the gas phase. The selectivity
of the sensor, along with analytical ﬁgures of merit, will be
determined. Once the appropriate parameters are optimized,
the performance of the sensor will be determined using stan-
dard reference materials and real-life water samples collected
from local bodies of water.
DEVELOPMENT OF LASER ABLATION-INDUCTIVELY
COUPLED PLASMA-ATOMIC EMISSION
SPECTROMETRY (LA-ICP-AES) TECHNIQUE FOR
MONITORING VITRIFICATION OF HANFORD
RADIOACTIVE WASTE
JineshC.Jain,ArunaV.Arakali,BruceK.Kaiser,Kristine
E.Zeigler,MichaelL.Alexander,andThomasA.Lane
WashingtonGroupInternational,2435StevensCenterPl,
Ms12-B,RiverProtectionProject-WasteTreatmentPlant,
Richland,WA99354,USA
Hanford tank waste treatment and immobilization plant
(WTP) initiated the development of laser ablation induc-
tively coupled plasma atomic emission spectrometry (LA-
ICP-AES) for elemental analysis of sludge samples during
vitriﬁcation of high-level radioactive waste (HLW). This
alternate technology will support rapid turn-around time
(TAT) requirement for process control analysis. Simulant
sludge samples were converted to glass pucks and analyzed at
Battelle Paciﬁc Northwest Division (PNWD) and Savannah
River National Laboratory (SRNL) using diﬀerent UV laser
units and ICP-AES instruments. The studies at PNWD used
New Wave UP-266 laser and Thermo Jarrel Ash (TJA) axial
ICP-AES while SRNL utilized Cetac LSX-200 laser in con-
junction with Perkin-Elmer Optima 3000 radial ICP-AES.
The internal standards used were also diﬀerent in two stud-
ies. PNWD utilized Cu and SRNL used Sc and Si for in-
ternal correction. Irrespective of diﬀerent instruments and
methods, similar results were obtained from both laborato-
ries. The precision of analysis was <10% RSD for majority
of elements of interest. The accuracy for elements at concen-
trations greater than 3xMDL (method detection limit) was
within +10% of true value. Both laboratories demonstrated
the feasibility of TAT of <9 hours for LA-ICP-AES analysis
and showed data comparability to conventional dissolution
ICP-AES method. The application of the developed method
forremotelyablatingHLWsamplesinahotcellenvironment
will be discussed.
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SIMULTANEOUS DETECTION OF MULTIPLE BACTERIAL
CELLS USING FLUORESCENT NANOPARTICLES
YuhuiJin,JuliaXiaojunZhao,andMinWu
DepartmentofChemistry,UniversityofNorthDakota,
GrandForks,ND58202,USA
The rapid and sensitive determination of pathogenic bacte-
ria is important for medical diagnosis, food safety, and to-
day’s ﬁght against bioterrorism. In this work, we have em-
ployedtheemergingnanotechnologytodevelopahighlyspe-
ciﬁc, rapid, and sensitive method for simultaneous identiﬁ-
cation and quantitative determination of target bacteria, pri-
marily, Pseudomonas aeruginosa (PA) and Klebsiella pneumo-
niae (KP). The principle of the method is to use ﬂuorescent
nanoparticles as labeling reagents to emit signals at diﬀer-
ent wavelengths for diﬀerent bacterial cells. The nanoparti-
cles were developed based on ﬂuorescence resonance energy
transfer (FRET). Therefore, when a single excitation wave-
length is used, multiple emission wavelengths will appear to
indicate diﬀerent target bacteria. The principle discovered in
this study could be extended to the rapid and sensitive deter-
mination of various bacteria and viruses.
The nanoparticles ﬁrst conjugated with speciﬁc antibod-
ies to form conjugates of nanoparticle-antibody (NP-Ab).
Then, the NP-Ab conjugates were used as target bacteria
identiﬁers. Due to the strong ﬂuorescence of the nanopar-
ticles, the identiﬁers provide high ﬂuorescence signals for
trace amount of target bacterial cells. Preliminary results84 Journal of Automated Methods and Management in Chemistry
have demonstrated that the antibody conjugated nanoparti-
cles can readily and speciﬁcally identify target cells down to a
single one within 30 minutes.
REAL-TIME MONITORING OF ORGANIC REACTIONS
AND PHARMACEUTICAL PROCESSES VIA HPLC
SteveE.HobbsandPhillipH.Deland
EksigentTechnologies,5875ArnoldRd,Dublin,
CA94568,USA
Valuable information can be obtained by real-time monitor-
ing pharmaceutical processes such as organic reactions and
dissolution testing. Example information includes reaction
progress, reaction mechanisms, impurity formation, reac-
tion optimization, and dissolution rates. Despite the need,
there are presently few attractive options for monitoring
pharmaceutical processes. FTIR probes have been available
for some time, but the technique’s limited speciﬁcity severely
limits its application toasmallfractionofprocesses.HPLCis
amuchmoreuniversaltechniquethanFTIR;howeverthisre-
quires very time-consuming human intervention for sample
withdrawal and dilution. This manual process is also prone
to human error.
We have developed a system that automates the sampling
anddilutionprocessesandallowsforunattendedmonitoring
of pharmaceutical processes by capillary HPLC. The system
includes an inline autosampler, capillary HPLC system, and
peak-analysis software. The system is contained on a com-
pact cart for portability. Real-world processes can be moni-
tored with sample volumes of tens of microliters and chro-
matographic results as frequent as 2 minutes or less.
The authors will describe real-time monitoring of reac-
tion progress from organic reactors using an inline autosam-
pler and dilution device coupled to a capillary HPLC. Ana-
lytical ﬁgures of merit for the system will be presented.
A NOVEL, PROGRAMMABLE, AND UNTETHERED
SYRINGE DEVICE CREATES AN INNOVATIVE SAMPLE
PROCESSING PARADIGM FOR LABORATORY
AUTOSAMPLERS
ThomasLondo,AngelaTseng,DanielBantz,Donald
McNeil,FrankSylva,KennethWynn,MaxwellMacLean,
MichaelPortela,PaulGrippo,andPaulHorvat
ParkerLifeSciences,26ClintonDr,Unit103,Hollis,
NH03049,USA
New drugs can take twelve years and $850MM to develop
partly due to transferring underqualiﬁed candidates into de-
velopment. To vet candidates earlier, ADME-Tox and other
studies are moved forward into discovery which increases
sample loads 10X from 600 to 2000samples/day compared
to development. Modern LCMS systems keep pace by pro-
viding up to ﬁve-order dynamic range and run-to-run capa-
bilities approaching 1200 samples/day making autosamplers
the throughput and integrity bottleneck.
This paper describes a novel autosampler based on newly
invented sample handling and injection technology that ef-
fectively decouples carryover from throughput. The inven-
tion utilizes autonomous, untethered, asynchronously op-
erating syringes which have 8mm outer diameter, weighs
26grams, requires no electrical or ﬂuidic tethers, can de-
liver against hundreds of psi, possesses radio frequency iden-
tiﬁcation (RFID) technology for volume, calibration, and
usage data, and contains on-board memory to store and
record sample workﬂows making workﬂow management
fully automated and sample-centric. These features enable a
new autosampler workﬂow model with substantially greater
throughput via parallel operation of multiple syringes, real-
time workﬂow, chain of custody, audit trail monitoring, re-
duced processing errors, and built-in fault tolerance and re-
covery.
While this new approach can be broadly applied to any
autosampling application, we demonstrate its use in ADME-
Tox studies providing 1800 samples/day throughput with
0.005% carryover (reserpine) compared to 250 samples/day
with >0.05% carryover (reserpine less than four-order dy-
namic range) as tested on 3 conventional autosamplers.
Two independent pharmaceutical case studies demonstrate
throughput and carryover levels remain consistent through-
out a ﬁve-day evaluation period.
OPTIMIZING THE MORPHOLOGY OF
NANOSTRUCTURED SERS SUBSTRATES CREATED VIA
ELECTRON BEAM LITHOGRAPHY AND PHYSICAL
VAPOR DEPOSITION
JennyM.Oran,MichaelSepaniak,andNahlaAbu-Hatab
UniversityofTennessee,552BuehlerHall,Knoxville,
TN37996,USA
Signal enhancement observed in SERS is attributable to the
presenceofnoblemetalnanostructuresonsubstratesurfaces.
The rational development of SERS active substrates depends
critically on the homogeneity and intensity of surface plas-
mon resonances, properties that are strongly dependent on
both the morphology and dielectric properties of the met-
als and composite materials making up the SERS substrates.
Enhancement can be controlled by the shape, size, and spac-
ing of metallic nanoparticles. Previous studies in our group
have shown that elliptical arrays have promising geometries
for this purpose. Using electron beam lithography, we fabri-
cate close-packed arrays of ellipses with aspect ratios rang-
ing 50:100–300:300nm. The arrays are composed of a neg-
ative photoresist that, once the lithography process is com-
plete, is coated with a noble metal through physical vapor
deposition. In this work, studies are done to determine the
optimum thickness and deposition rate of noble metal for
these substrates. It is then found that by altering the aspect
ratio of ellipses, and by changing the gap between ellipses in
an array, SERS enhancement can be tuned. The underlying
nanostructuring of the SERS substrates greatly improves the
collected SERS signal as can be seen when data are collected
“on-pattern” versus “oﬀ-pattern.” The stokes responses ofPeter B. Stockwell 85
these lithographically produced nanopatterns are collected
with SERS, while scanning electron microscopy is used to ex-
amine pattern surfaces after lithographic development and
after noble metal deposition.
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